
STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

Cane Creek Unit 12-1 

2. TYPE OF WORK

DRILL NEW WELL     REENTER P&A WELL     DEEPEN WELL  
3. FIELD OR WILDCAT

BIG FLAT  

4. TYPE OF WELL
Oil Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
CANE CREEK  

6. NAME OF OPERATOR
FIDELITY E&P COMPANY 

7. OPERATOR PHONE
303 893-3133 

8. ADDRESS OF OPERATOR
2585 Heartland Drive, Sheridan, WY, 82801 

9. OPERATOR E-MAIL
marv.rygh@fidelityepco.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

UTU-68116 

11. MINERAL OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  
12. SURFACE OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
  

14. SURFACE OWNER PHONE (if box 12 = 'fee')
 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES  (Submit Commingling Application)    NO  

19. SLANT
  

VERTICAL   DIRECTIONAL   HORIZONTAL  

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2194 FSL   2497 FWL NESW 12 26.0 S 19.0 E S 

Top of Uppermost Producing Zone 2194 FSL   2497 FWL NESW 12 26.0 S 19.0 E S 

At Total Depth 2194 FSL   2497 FWL NESW 12 26.0 S 19.0 E S 

21. COUNTY
GRAND  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
446 

23. NUMBER OF ACRES IN DRILLING UNIT
240 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

0 

26. PROPOSED DEPTH
MD: 8000     TVD: 8000 

27. ELEVATION - GROUND LEVEL

6167 

28. BOND NUMBER

CO1395 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

Municipal  

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

 Cond  26  20  0 - 60  94.0   J-55 ST&C  15.0  Class G  81  1.17  15.0

 Surf  17.5  13.375  0 - 1500  54.5   J-55 ST&C  13.5  Type II  200  3.48  11.0

        Type II  193  1.8  13.5

 I1  12.25  9.625  0 - 4569  40.0   HCN-80 LT&C  15.8  Halliburton Light , Type Unknown  329  2.16  12.5

        Halliburton Premium , Type Unknown  255  1.23  15.8

 Prod  8.75  7  0 - 8000  29.0   P-110 LT&C  16.5  Halliburton Premium , Type Unknown  420  1.3  16.5

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY

DRILLED)

TOPOGRAPHICAL MAP

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924 

SIGNATURE DATE 04/15/2011 EMAIL Stephanie.Masters@fidelityepco.com 

API NUMBER ASSIGNED

    43019500090000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT

API Well Number: 43019500090000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anCdaNeUMreEkRUnit
12-1

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELL I REENTER P&A WELL DEEPEN WELL I BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORUA68E116

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2194 FSL 2497 FWL NESW 12 26.0 S 19.0 E S

Top of Uppermost Producing Zone 2194 FSL 2497 FWL NESW 12 26.0 S 19.0 E S

At Total Depth 2194 FSL 2497 FWL NESW 12 26.0 S 19.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 446 240

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 8000 TVD: 8000

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

6167 CO1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4569 40.0 HCN-80 LT&C 15.8 Halliburton Light , Type Unknown 329 2.16 12.5

Halliburton Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 8000 29.0 P-110 LT&C 16.5 Halliburton Premium , Type Unknown 420 1.3 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 04/15/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500090000 I

Permit

API Well Number: 43019500090000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anCdaNe reEkRUnit
12-1

2. TYPE OF WORK

DRILL NEW WELLI REENTER P&A WELL DEEPEN WELL I
3. FIELD OR WILDCAT

BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORA68E116 FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2194 FSL 2497 FWL NESW 12 26.0 S 19.0 E S

Top of Uppermost Producing Zone 2194 FSL 2497 FWL NESW 12 26.0 S 19.0 E S

At Total Depth 2194 FSL 2497 FWL NESW 12 26.0 S 19.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 446 240

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH(Applied For Drilling or Completed) MD: 8000 TVD: 8000
0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

6167 CO1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4569 40.0 HCN-80 LT&C 15.8 Halliburton Light , Type Unknown 329 2.16 12.5

Halliburton Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 8000 29.0 P-110 LT&C 16.5 Halliburton Premium , Type Unknown 420 1.3 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP

DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 04/15/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL

43019500090000 I

Permit

API Well Number: 43019500090000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anCdaNeUMreEkRUnit
12-1

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELL I REENTER P&A WELL DEEPEN WELL I BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORUA68E116

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2194 FSL 2497 FWL NESW 12 26.0 S 19.0 E S

Top of Uppermost Producing Zone 2194 FSL 2497 FWL NESW 12 26.0 S 19.0 E S

At Total Depth 2194 FSL 2497 FWL NESW 12 26.0 S 19.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 446 240

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 8000 TVD: 8000

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

6167 CO1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4569 40.0 HCN-80 LT&C 15.8 Halliburton Light , Type Unknown 329 2.16 12.5

Halliburton Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 8000 29.0 P-110 LT&C 16.5 Halliburton Premium , Type Unknown 420 1.3 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 04/15/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500090000 I

Permit

API Well Number: 43019500090000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anCdaNeUMreEkRUnit
12-1

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELL I REENTER P&A WELL DEEPEN WELL I BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORUA68E116

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2194 FSL 2497 FWL NESW 12 26.0 S 19.0 E S

Top of Uppermost Producing Zone 2194 FSL 2497 FWL NESW 12 26.0 S 19.0 E S

At Total Depth 2194 FSL 2497 FWL NESW 12 26.0 S 19.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 446 240

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 8000 TVD: 8000

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

6167 CO1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4569 40.0 HCN-80 LT&C 15.8 Halliburton Light , Type Unknown 329 2.16 12.5

Halliburton Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 8000 29.0 P-110 LT&C 16.5 Halliburton Premium , Type Unknown 420 1.3 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 04/15/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500090000 I

Permit



API Well Number: 43019500090000

ONSHOREORDERNO.1 FIDENTIAL- TIGHTHOLE
FidelityExploration&ProductionCompany
CaneCreekUnit#12-1 LeaseNo.UTU-68116
2194' F$Land249TFWL
NESWSection12,T26S- R19E DRILLINGPROGRAM
GrandCounty,Utah Page1

ONSHOREOIL&GASORDERNO.1
Approvalof Operationson Onshore

Federaland Indian Oiland Gas Leases

Allleaseand/orunitoperationswillbeconductedinsuchamannerthatfullcomplianceismadewithapplicable
laws,regulations(43CFR3100),OnshoreOilandGasOrderNo.1,andtheapprovedplanofoperations.The
operatorisfullyresponsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbefurnished
thefieldrepresentativeto insurecompliance.

1. ESTIMATEDTOPSOFALLGEOLOGICGROUPS,FORMATIONS,MEMBERS,ORZONES

Theestimatedtopsofimportantgeologicmarkersare as follows:

Formation NieasuredDepth Subsea

Navajo Surface - - -

WingateSand 473' +5,719'

Chinle 753' +5,439'

Moenkopi 1,115' +5,077'

Cutler 1,580' +4,612'

HonakerTrail 2,968' +3,224'

Paradox 4,071' +2,121'

CaneCreekShale 7,782' -1,590'

T.D. 8,000' -1,808'

2. ESTIMATEDDEPTHANDTHICKNESSOF OIL,GAS,WATER&OTHERMINERALZONES

Theestimateddepthsat whichthetopandbottomoftheanticipatedwater, oil,gas or othermineral
bearingformationsareexpectedtobe encounteredare as follows:

Substance ForniatIon Depth Thickness

Brine 16Salt 4,342' 60' J A

Oil CaneCreek 7,782'
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API Well Number: 43019500090000

ONSHOREORDERNO.1 FIDENTIAL-TlGHTHOLE
FidelityExploration&ProductionCompany
CaneCreekUnit#12-1 Lease No,UTU-68116
2194' FSLand2497' FWL
NESWSection12,T26S- R19E DRILLINGPROGRAM
GrandCounty,Utah Page2

Allfreshwaterand prospectivelyvaluablemineralsencounteredduringdrilling,willbe recordedby
depthand willbe cased and cemented. Whenpossible,waterflowrateswillbe measuredand
sampleswillbetakenandanalyzedwiththeresultsbeingsubmittedtotheBLM.Alloilandgas shows
willbe testedtodeterminecommercialpotential.

3. SPECIFlCATIONSFORBLOWOUTPREVENTIONEQUIPMENTANDDIVERTERSYSTEMS

FidelityExploration&ProductionCompany'sminimumspecificationsforpressurecontrolequipment
areas follows:

RamType: 10,000psiw.p.

BOPsystemswillbeconsistentwithAPIRP53andOnshoreOilandGasOrderNo.2. Pressure tests
ofthesurfacecasingandallBOPequipmentpotentiallysubjecttopressurewillbeconductedbefore
drillingthesurfacecasingshoe. Blowoutpreventercontrolswillbe installedpriortodrillingthesudace
casingshoeandwillremaininuse untilthewelliscompletedorabandoned.Rarnpreventerswillbe
inspectedandoperatedeachtrip(nomorethanoncea day isnecessary),andannularpreventerswill
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The BOPandrelatedequipmentshallmeettheminimumrequirementsofOnshoreOilandGasOrder
No.2 forequipmentandtestingrequirements,procedures,etc.,and individualcomponentsshallbe
operableas designed.Chadrecordersshallbe usedforallpressuretests.

Pressuretestsshallapplytoallrelatedwellcontrolequipment.

Alloftheabovedescribedtestsand/ordrillsshallbe recordedinthedrillinglog. Testcharts,with
individualtestresultsidentified,shallbe maintainedon locationwhiledrillingand shallbe made
availabletoa BLMrepresentativeuponrequest.
Pressuretestsshallapplytoallrelatedwellcontrolequipment.

a. ThesizeandratingoftheBOPstackisshownontheattacheddiagram.Althougha righas
notbeenchosentodrillthiswell,mostoftheequipmentforthisdepthofholeintheareause
a 17/,10,000 psiworkingpressureblowoutpreventor.

b. Achokelineanda killlinearetobe properlyinstalled.Thekilllineis _not tobe used as a
fill-upIlne.

c. The accumulatorsystemshallhavea pressurecapacitytoprovideforrepeatedoperationof
hydraulicpreventers.

d. Drillstringsafetyvalve(s),tofitantoolsinthedrillstring,aretobemaintainedontherigfloor
whiledrillingoperationsare inprogress.

4. PROPOSEDCASINGPRQGRAM

a. The proposedcasingand cementingprogramshallbe conductedas approvedto protect
and/orisolateallusable waterzones, potentiallyproductivezones, lostcirculationzones,
abnormallypressuredzones, and any prospectivelyvaluabledepositsof minerals.Any
isolatingmediumotherthancementshallreceiveapprovalpriortouse. Thecasingsetting
depthshallbe calculatedtopositionthecasingseatoppositea competentformationwhich
willcontainthe maximumpressureto whichit willbe exposedduringnormaldrilling
operations.Determinationofcasingsettingdepthshallbe basedon allrelevantfactors,
including;presencelabsenceof hydrocarbons;fracturegradients;usable water zones;
formationpressures;lostcirculationzones;otherminerals;orotherunusualcharacteristics.
Allindicationsofusable watershallbe repoded.
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b. . Casingcollarsshallhavea minimumclearanceof0.422 inchesofallsidesinthehole/casing
annulus,withrecognitionthatvariancescanbe grantedforjustifiedexceptions,

c. Allwaitingon cement timesshallbeadequate toachievea minimumof500 psicompressive
strengthatthecasingshoepriortodrillingout

d.. Allcasingexcepttheconductorcasing,shallbeneworreconditionedand testedused casing
thatmeetsorexceedsAPIstaridardsfornewcasing.

e. Thesurfacecasingshallbe cementedbacktosurfaceeitherduringtheprimarycementjob
orbyremedialcementing.

f. Allindicationsofusable watershallbe reportedtotheauthorizedofficerpriortorunningthe
nextstringofcasing orbeforepluggingordersare requested,whicheveroccursfirst.

g. Threecentralizerswillbe runonthebottomthreejointsofsurfacecasingwitha minimumof
onecentralizerperjointstartingwiththeshoejoint.

h. Topplugsshallbe usedtoreducecontaminationofcementbydisplacementfluid.Abottom
plugor other acceptable technique,suchas a suitablepreflushfluid,innerstringcement
method,etc.shallbe utilizedtohelpisolatethecementfromcontaminationbythemudfluid
beingdisplacedaheadofthecementslurry.

i. Allcasingstringsbelowtheconductorshallbe pressuretestedto0.22psiperfootofcasing
stringlengthor1500psi,whicheverisgreater,but nottoexceed70 percentoftheminimum
intemalyield,ifpressuredeclinesmorethan10percentin30minutes,correctiveactionshall
be taken.

j. Onallexploratorywells,andonthatportionofanywellapprovedfora 5MBOPEsystemor
greater,a pressureintegritytestofeachcasingshoe shallbe performed.Formationat the
shoeshallbe testedtoa minimumofthemudweightequivalentanticipatedtocontrolthe
formationpressuretothenextcasingdepthorattotaldepthofthewell.Thistestshallbe
performedbeforedrillingmorethan20 feetofnew
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k. Theproposedcasingprograrnwillbe as follows:

Purpose Depth HoleSize 0.D. Weight Grade Type New/Used

Conductor O'-60' 26" 20" --- --- --- New

Surface O'- 1,500' 17-1/2" 13-3/8" 54.5# J-55 ST&C New

Intermediate O'-4,569' 12-1/4" 9-5/8" 40# HCLl80 LT&C New

Production O'- 8,000' 8-3/4" 7" 29# P-110 LT&C New

Purpose Collapse Burst Tensile

Surface 1130 2730 514

Intermediate 4230 5750 837

Production 8530 11220 797

* Casingdesignsubjecttochange,pendingmaterialavailabilityand cost. Ifmudweight
exceeds9.5 ppgonsurfaceor intermediatehole,or 18.0ppgatTD,casing designmaybe
altered.Tackweldfloatshoetosurfacecasing.Strapweldfirstcasingjointandthebottom
ofthecollarofthesecondjointonsurfaceandintermediatestringsofcasing.Cleananddrift
allstringsofcasingpriorto running.Removeallthreadsealant(Kindex)priorto running.
Unloadallcasingand tubingstringswitha forklift.
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Intermediate 4230 5750 837

Production 8530 11220 797

* Casingdesignsubjecttochange,pendingmaterialavailabilityand cost. Ifmudweight
exceeds9.5 ppgonsurfaceor intermediatehole,or 18.0ppgatTD,casing designmaybe
altered.Tackweldfloatshoetosurfacecasing.Strapweldfirstcasingjointandthebottom
ofthecollarofthesecondjointonsurfaceandintermediatestringsofcasing.Cleananddrift
allstringsofcasingpriorto running.Removeallthreadsealant(Kindex)priorto running.
Unloadallcasingand tubingstringswitha forklift.
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5. PROPOSEDCEMENTINGPROGRAM

a. Thecementprogramwillbe as follows:

Surface Typeand Amount

TOC@Surface Lead:200 sx SanJuanPRB II,3.48ft3/sk,11ppg.
Tail:193 sx SanJuan PRBll,1.80ft3/sk,13.5ppg.

Intermediate Typeand Amount

TOC@Šurface Lead:329 sx HalliburtonLightPremium,0.8%HaladR-322(LowFluidLoss
Control),0.2%WG-17(AdditiveMaterial),0.125lbm/skPoly-E-Flake(Lost
CirculationAdditive),0.2%HR-5(Retarder),15%Salt,2.16ft3/sk,12.5ppg.
Tail:255 sx PremiumCement,94 Ibm/skPremiumCement,0.6%HaladR-413
(LowFluidLossControl),0.3%SuperCBL(GasMigrationControl),0.45%HR-
5 (Retarder),418%Salt,0.3%D-AIR3000(Defoamer),0.3%Versaset
(ThixotropicAdditive),1,23 ft3/sk,15.8\bm/gal.

Production Typeand Amount

TOC@4,369' 420 sx PremiumCement,94 lbm/skPremiumCement,15%Salt,0.6%
HaladR-413(LowFluidLossControl),0.2% HaladR-344(LowFluidLoss
Control),0.2%SuperCBL(Expander),0.4%D-AIR3000 (Defoamer),6%
WellLife665 (AdditiveMaterial),0.4%HR-5(Retarder),0.3% CFR-3
(Dispersant),15%HI-Dense#4 (HeavyWeightAdditive),1.30ft3/sk,16.5 ppg.

* Surfacecementcalculatedwith100%excess.
Intermediatecementcalculatedwith25% excess.
Productioncementcalculatedwith25%excess,

b. Aftercementingbutbeforecommencinganytest,thecasing stringshallstandcementeduntit
thecementhas reacheda compressivestrengthofat least500psiat theshoe. WOCtime
shallbe recordedinthedriller'slog.

c. Thefollowingreportsshallbe filedwiththeDistrictManagerwithin30 daysaftertheworkis
completed.

1. Progressreports,Form3160-5 (formerly9-331) "SundnyNoticesandReportson
Wells",mustincludecompleteinformationconcerning:
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a. Settingofeachstringofcasing,showingthesize,grade,weightofcasing
set, holesize,settingdepth,amountsand typeofcementused,whether
cement circulatedor the topof thecementbehind thecasing,depth of
cementingtoolsused,casingtestmethodand results,and thedate work

. wasdone. Showthespuddateonthefirstreportssubmitted,

b. Temperatureorbondlogsmustbe submittedfor
eachwellwhere thecasingcementwasnot
circulatedtothesurface.

d. Auxiliaryequipmenttobe usedisas follows:

1. . Kellycock
2. Nobitfloatisdeemednecessary.
3. Asubwitha fullopeningvalve.

6. PROPOSEDCIRCULATINGMED1UMORMEDIUMS

a. Theproposedcirculatingmediumstobe employedindrillingare as follows:

Interval MudType NIudWt. Visc. F/L

O'- 1,500' AirMist - - - - - - - - -

1,500'- 4,569'
.

AirMist/AeratedWater - - - - - - - - -

4,569' - 8,000' OilBasedMud 15.5-16,5ppg 50-55 5.0

Sufficientmudmaterialswillbe storedon locationtomaintainwellcontrolandcombatlost
circulationproblemsthatmightreasonablybe expected.

b. Dueto potentialforcontaminationof usablequalitywateraquifers,chromatesare banned
fromFederal leases,

c. HazardoussubstancesspecificallylistedbytheEPAas a hazardouswasteordemonstrating
a characteristicof a hazardouswaste willnot be used in drilling,testingor completion
operations.
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7. PROPOSEDTESTING,LOGGING,ANDCORING

The anticipatedtypeandamountoftesting,loggingandcoringare as follows:

a. Nodrillstemtestsareanticipated,However,if DST'sarerun,thefollowingrequirements
willbe adheredto:

Initialopeningof drillstemtesttoolsshallbe restrictedto daylighthoursuniessspecific
approvaltostartduringotherhoursisobtainedfromtheauthorizedofficer.However,DST's
maybe allowedtocontinueatnightifthetestwasinitiatedduringdaylighthoursandtherate
offlowis stabilizedand ifadequatelightingis available(i.e.lightingwhichis adequatefor
visibilityand vapor-proofforsafeoperations).Packerscanbereleased,buttrippingshallnot
beginbeforedaylight,unlesspriorapprovalisobtainedfromtheauthorizedofficer.Closed
chamberDSTsmaybe accomplisheddayor night.

A DSTthatflowstothesurfacewithevidenceofhydrocarbonsshallbe eitherreversedout
ofthetestingstringundercontrolledsudaceconditions.Thiswouldinvolveprovidedsome
meansforreversecirculation.

Separationequipmentrequiredfortheanticipatedrecoveryshallbeproperlyinstalledbefore
a test starts.

Allengineswithin100feet ofthewellborethatarerequiredto"run"duringthetestshallhave
sparkarrestersorwatercooledexhausts,

b. The loggingprogramwillconsistofthefollowing:AGR-SP-DIL-SFL-ML,GR-CALI-FDC/CNL,
Sonic(BHC)andMudLogtobe runfromSurfaceCasingto4,569'anda GR-SP-DIL-SFL-
ML,GR-CALl-FDC/CNL,Sonic(Dipole),BoreholeImager(CBIL),andMudLogtoberunfrom
4,569'toTD.

c. Nocoresare anticipated.

d. Whetherthe wellis completedas a dry holeor as a producer,"WellCompletionand
RecompletionReportandLog"(Form3160-4)willbe submittednotlaterthan30daysafter
completionofthewelloraftercompletionofoperationsbeingpedormed,inaccordancewith
43 CFR3164. Twocopiesof all logs,core descriptions,core analyses,well-testdata,
geologicsummaries,sampledescription,andallothersurveysordataobtainedand compiled

PElk
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43 CFR3164. Twocopiesof all logs,core descriptions,core analyses,well-testdata,
geologicsummaries,sampledescription,andallothersurveysordataobtainedand compiled
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duringthedrilling,workover,and/orcompletionoperations,willbe filedwithform3160-4.
Samples(cuttings,fluids,and/orgases)willbesubmittedwhenrequestedbytheauthorized
officer(AO).

e. Theanticipatedcompletionprogramisas follows:

Perforatezonesofinterestandplaceonproduction.

8. EXPECTEDBOTTOMHOLEPRESSURE

a. Theexpectedmaximumbottomholepressureis+/-7000 psi.

b. Nohydrogensulfidegas isanticipated,

c. As per OnshoreOrderNo.6, Ill,A,2.b.,ifhydrogensulfideis presentthe"operatorshall
initiallytesttheH2Sconcentrationofthegasstreamforeachwellor productionfacility..."
Submittheresultsof thistestwithin30 days of filingForm 3160-4, "WellCompletionor
RecompletionReportandLog".

9. OTHERINFORMATIONANDNOTIFICATIONREQUIREMENTS

a. Shouldthe wellbe successfullycompletedforproduction,theAOwillbe notifiedwhenthe
wellisplacedina producingstatus.Suchnotificationwillbesentbytelegramorotherwritten
communications,not laterthan5 days followingthedate on whichthewellis placedon
production,

b. Productiondata shallbe reportedto the MMSpursuantto 30 CFR 216.5 usingform
MMS/3160.

c. ThedateonwhichproductioniscommencedorresumedWillbeconstruedforoilwellsas the
dateonwhichliquidhydrocarbonsarefirstsoldorshippedfroma temporarystoragefacility,
suchas a testtank,andforwhicha runticketis requiredtobe generatedor,thedate on
whichliquidhydrocarbonsarefirstproducedintoa permanentstoragefacility,whicheverfirst
occurs;and,1orgaswellsas thedateonwhichassociatedliquidhydrocarbonsare firstsold
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orshippedfroma temporarystoragefacility,suchas a testtank,andforwhicha runticket
is requiredtobe generatedorthedate on whichgas is firstmeasuredthroughpermanent
meteringfacilities,whicheverfirstoccurs.

d. PursuanttoNTL-4A,lesseesoroperatorsare authorizedtovent/flaregas duringinitialwell
evaluationtests,notexceedinga periodof30 daysor theproductionof50 MMCFofgas,
whicheveroccursfirst.Anapplicationmustbe filedwiththeDistrictEngineerandapproval
received,foranyventing/flaringofgasbeyondtheinitial30 day orauthorizedtestperiod.

e. Gas producedfromthiswellmaynotbe ventedorflaredbeyondan initialauthorizedtest
periodof30 daysor50 MMCFfollowingitscompletion,whicheveroccursfirst,withoutthe
priorwrittenapprovalof theAuthorized'Officer.Shouldgas be ventedor flaredwithout
approvalbeyondtheauthorizedtestperiod,theoperatormaybedirectedtoshut-inthewell
untilthegas canbe capturedortheoperatorshallbe requiredtocompensatethelessorfor
thatportionofthegas ventedorflaredwithoutapprovalwhichis determinedtohavebeen
avoidablylost.

f. Aschematicfacilitiesdiagramas requiredby43 CFR3162.7-2,3162.7-3and3162.7-4shall
besubmittedtotheappropriateDistrictOfficewithin30 daysofinstallationorfirstproduction,
whicheveroccursfirst. Allsite securityregulationsas specifiedin 43 CFR3162.7and
OnshoreOrderNo.3 shallbeadheredto. Allproductlinesenteringandleavinghydrocarbon
storagetankswillbe effectivelysealedinaccordancewith43 CFR3162.7-4.

g. Section102(b)(3) of the FederalOil and Gas RoyaltyManagementAct of 1982, as
implementedbytheapplicableprovisionsoftheoperatingregulationsatTitle43 CFR3162.4-
1(c),requiresthat"notlaterthanthe5thbusinessdayafteranywellbeginsproductionon
whichroyaltyis due anywhereon a lease siteor allocatedto a lease site,or resumes
productioninthecase ofa wellwhichhas beenoffproductionformorethan90 days,the
operatorshallnotifytheauthorizedofficerbyletteror sundrynotice,Form3160-5,ororally
tobefollowedbya letteror sundrynotice,of thedateonwhichsuchproductionhas begun
orresumed."

Ifyoufalltocomplywiththisrequirementinthemannerandtimeallowed,youshallbe liable
fora civilpenaltyofupto$10,000perviolationforeachdaysuchviolationcontinues,notto
exceeda maximumof20 days. See Section109(c)(3)oftheFederalOilandGas Royalty
ManagementActof1982and theimplementingregulationsatTitle43 CFR3162.4-1(b)(5)(li).
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h. Drillingoperationsare plannedtocornrnenceupon approvalofthisapplication.

i, Itisanticipatedthatthedrillingof thiswellwilltakeapproximately25 days,

j. Nolocationwillbeconstructedormoved,nowellwillbeplugged,andnodrillingorworkover
equipmentwillbe removedfroma wellto be placedina suspendedstatuswithoutprior
approvaloftheAO. Ifoperationsaretobe suspended,priorapprovalof theAOwillbe
obtainedandnotificationgivenbeforeresumptionofoperations.

k. ImmediateReport:Spills,blowouts,fires,leaks,accidents,oranyotherunusualoccurrences
shall be promptlyreportedinaccordancewiththerequirementsofNTL-3Aor its revision,

I, Ifa replacementrigiscontemplatedforcompletionoperations,a "SundryNotice"Form3160-
5 tothateffectwillbe filed,forpriorapprovaloftheAO,andallconditionsofthisapproved
planare-applicableduringalloperationsconductedwiththereplacementrig.

m. PursuanttoOnshoreOrderNo.7, withtheapprovaloftheDistrictEngineer,producedwater
maybe temporarilydisposedof intounlinedpitsfora periodofupto90 days. Duringthe
periodso authorized,an applicationforapprovalofthepermanentdisposalmethod,along
with the requiredwateranalysisand otherinformation,mustbe submíttedto the District
Engineer.

n. Nowellabandonment operationswillbe commencedwithoutthepriorapprovaloftheAO.
Inthecase ofnewlydrilleddnjholesorfailures,and inemergencysituations,oralapproval
willbeobtainedfromtheSO. A"SubsequentReportofAbandonment"Form3160-5,willbe
filedwiththeAOwithin30 daysfollowingcompletionofthewellforabandonment.Thisreport
willindicatewhere plugswere placedandthecurrentstatusofsurfacerestoration.Final
abandonmentwillnotbe approveduntilthe surfacereclaniationworkrequiredby the
approvedAPDorapprovedabandonmentnoticehas beencompletedtothesatisfactionof
theAOorhisrepresentative,ortheappropriateSurfaceManagingAgency.
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j. Nolocationwillbeconstructedormoved,nowellwillbeplugged,andnodrillingorworkover
equipmentwillbe removedfroma wellto be placedina suspendedstatuswithoutprior
approvaloftheAO. Ifoperationsaretobe suspended,priorapprovalof theAOwillbe
obtainedandnotificationgivenbeforeresumptionofoperations.

k. ImmediateReport:Spills,blowouts,fires,leaks,accidents,oranyotherunusualoccurrences
shall be promptlyreportedinaccordancewiththerequirementsofNTL-3Aor its revision,

I, Ifa replacementrigiscontemplatedforcompletionoperations,a "SundryNotice"Form3160-
5 tothateffectwillbe filed,forpriorapprovaloftheAO,andallconditionsofthisapproved
planare-applicableduringalloperationsconductedwiththereplacementrig.

m. PursuanttoOnshoreOrderNo.7, withtheapprovaloftheDistrictEngineer,producedwater
maybe temporarilydisposedof intounlinedpitsfora periodofupto90 days. Duringthe
periodso authorized,an applicationforapprovalofthepermanentdisposalmethod,along
with the requiredwateranalysisand otherinformation,mustbe submíttedto the District
Engineer.

n. Nowellabandonment operationswillbe commencedwithoutthepriorapprovaloftheAO.
Inthecase ofnewlydrilleddnjholesorfailures,and inemergencysituations,oralapproval
willbeobtainedfromtheSO. A"SubsequentReportofAbandonment"Form3160-5,willbe
filedwiththeAOwithin30 daysfollowingcompletionofthewellforabandonment.Thisreport
willindicatewhere plugswere placedandthecurrentstatusofsurfacerestoration.Final
abandonmentwillnotbe approveduntilthe surfacereclaniationworkrequiredby the
approvedAPDorapprovedabandonmentnoticehas beencompletedtothesatisfactionof
theAOorhisrepresentative,ortheappropriateSurfaceManagingAgency.
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13-5/8" 5,000 PSI Annular
BOP
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13-5/8" 10,000 PSI Double

Ram BOP
'

13--5/8 10 000
HCR Valve

4" 10,0003" 10,000 PSI
PSI ChokeKill Line

13-5/8 10 000
13-5/8" 1.0,000 SI
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ONSHOREOIL&GASORDERNO.1
ThirteenPointSurfaceUsePlan

AnonsiteinspectionofthesubjectwellwasconductedonMonday,November19,2007 at approximately
11:08a.m.Weatherconditionswereclear,coolandbreezy. Inattendanceat theonsiteinspectionwere
thefollowingindividuals:

JeffBrown PET/NRS BLM- Monticello
BonnieCarson EnvironmentalEngineer SmilingLakeConsulting
ScottCarson Geologist SmilingLakeConsulting
CharlieHarrison DirtContractor HarrisonOilfieldServices
Joe icenogle DirectorofEnv.Affairs FidelityE&P
MikeKeller EnvironmentalEngineer FidelityE&P
RandySmith FieldAssistant PermitcoÍnc.

1. EXISTINGROADS

a. Theproposedwellsiteis locatedapproximately26.8 mileswestofMoab,UT.

b. DirectionstothelocationfromMoabUtahare as follows:

Proceednorthweston Highway163 for11.2 miles.Turnleftonto Highway313 and
proceedsouthwest14.5miles.Turnleftat theforkintheroadandproceedsoutheast0.5
miles.Turnleftandproceednodheast0.2 miles.Continuenortheastontoan existing2-
trackroadfor0.4miles.Turnrightontotheproposedaccessandproceedsoutheast300'
untilreachingtheproposedlocation,

c. For locationofaccessroads,see MapsA&8.

d. Improvementtotheexistingaccesswillnotbe necessarysinceallroadsare maintained
bytheGrandCountyRoad DepartmentorUtahStateHighwaydepartment.

e. Allexistingroadswillbe maintainedandkept ingoodrepairduringalldrillingand
completionoperationsassociatedwiththiswell.
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f. Existingroadsand newlyconstructedroadsonsurfaceunderthejurisdictionofany
SurfaceManagingAgencyshallbe maintainedinaccordancewiththestandardsofthe
SMA.

2. NEWORRECONSTRUCTEDACCESSROADS

a. Therewillbe 0.4milesof existing2-trackroadtobe upgraded,0.2 milesofroadtobe re-
routedand300' ofproposedaccesstobeconstructed.Theroadwillbe constructedin
accordancewithGoldBookstandards.

b. Theroadwillbe flat-bladed(minimaldisturbance)withaTunning surfaceof14feet.

c. Themaximumgradeofthenewaccesswillbe approximately2%.

d, Fourintervisibleturnoutswillbe constructedalongtheaccess roadas shownonMapB.
Turnoutswillbe constructed10'wideby200'long,

e. Nocuivertsor lowwatercrossingswillbe installed.

f. The proposedaccess roadwascenterlineflaggedat thetimeofstaking,

g. Surfacingofthepadandnewaccessmaybe necessary,dependingontheweather
conditionsat thetirneofdrilling,

h. Nogates or cattle guardswillbe necessary.

i. Surfacedisturbanceandvehiculartravelwillbe limitedtotheapprovedlocationand
approvedaccessroute.Anyadditionalareaneededwillbe approvedbytheField
Managerinadvance,

j. Ifat anytimethefacilitieslocatedonpubliclandsauthorizedbythetermsoftheleaseare
no longerincludedinthelease(duetoa contractionintheunitorotherleaseorunit
boundarychange)theBLMwillprocessa changeinauthorizationtotheappropriate
statute. Theauthorizationwillbe subjecttoappropriaterental,orotherfinancial
obligationsdeterminedbytheauthorizedofficer.

k. Noroadrightofwaywillbe necessary.
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3. LOCATIONOFEXISTINGWELLSWITHINA1-MILERADIUSOFTHEPROPOSEDLOCATION

a. Waterwells- none

b. Injectionwells- none

c. Producingwells- none

d. Drillingwells - none

e. Shutinwells- none

f. Abandonedwells- none

g. DryHoles- none

4. LOCATIONOFEXISTINGANDIORPROPOSEDPRODUCTIONFACILITIES

a. Productionfacilitieswillbe locatedonthewellpad. Allareas notneededforproduction
andwork-overoperationswillbe reclaimed.Ifproductionis established,a production
facilitieslayoutwillbe submittedviasundrynotice.

b. Ifa pumpingunitis installed,itwillbe equippedwitha noisereducingmuffler(similartoa
DP-60).

c. Allpermanentstructures(onsiteforsixmonthsorlonger)constructedor installed
(includingoilwellpumpJacks)willbe painteda flat,nonreflectivecolortomatchthe
standardenvironmentalcolors,as determinedbytheRockyMountainFive-State
InteragencyCommittee.Allfacilitieswillbe paintedwithinsixmonthsofinstallation.
FacilitiesrequiredtocomplywiththeOccupationalSafetyandHealthAct(OSHA)maybe
excluded.Colorswillmatchtheadjacentvegetation.Theactualcolorwillbe specifiedby
theBureauofLandManagement

d. Allsitesecurityguidelinesidentifiedin43 CFR3162.7-5andOnshoreOilandGasOrder
No.3 shallbefollowed:
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e. Ifa gas meterrunis constructed,itwillbe locatedwithin500 feetofthewellhead.The
gasflowlinewillbe buriedfromthewellheadtothemeterandwillbe burieddownstreamof
themeteruntilit leaves the pad. Meterrunswillbe housed and/orfenced. The gas meter
shallbecalibratedpriortofirstsales andshallbe calibratedquarterlythereafter.Allgas
productionandmeasurementshallcomplywiththeprovisionof43 CFR3162.7-3,
OnshoreOrderNo.5 andAmericanGasAssociation(AGA)ReportNo.3.

f. Thetankbatterywillbe surroundedbya bermofsufficientcapacitytocontain1-1/2times
thestorage capacityofthelargesttank.Allloadinglinesandvalveswillbe placedinside
thebermsurroundingthetankbattery.Alloilproductionandmeasurementshallconform
totheprovisionsof43 CFR3162.7-3andOnshoreOilandGasOrderNo.4.

g. Productionfacilitieson locationmayincludea linedor unlinedproducedwaterpítas
specifiedinOnshoreOrderNo.7. Ifwaterisproducedfromthewell,an OnshoreOrder
No.7 applicationmustbe submitted.

h. Anynecessarypitswillbe properlyfencedtopreventanywildlifeentry.

i. Alloff-leasestorage, off-leasemeasurement,orcomminglingon-leaseoroff-leasewill
havepriorwrittenapprovalfromtheAuthorizedOfficer.

J. Allaccess roadswillbe maintainedas necessarytopreventerosionandaccommodate
year-roundtraffic.

k. Theroadwillbe maintainedina safe useable condition.

5. LOCATIONANDTYPEOFWATERSUPPLY

a. Allwaterneededfordrillingpurposeswillbe obtainedfromthemunicipalwater supply in
Moab,Utah.

b. Waterwillbe hauledtolocationovertheroadsmarkedon MapsAandB.

c. Nowaterwellis tobedrilledonthislease.

d. Thewaterhaulerwillnotifytheappropriateauthoritiespriortoutilizingthemunicipalwater
SOUTCO.

PEILIITC0
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specifiedinOnshoreOrderNo.7. Ifwaterisproducedfromthewell,an OnshoreOrder
No.7 applicationmustbe submitted.

h. Anynecessarypitswillbe properlyfencedtopreventanywildlifeentry.

i. Alloff-leasestorage, off-leasemeasurement,orcomminglingon-leaseoroff-leasewill
havepriorwrittenapprovalfromtheAuthorizedOfficer.

J. Allaccess roadswillbe maintainedas necessarytopreventerosionandaccommodate
year-roundtraffic.

k. Theroadwillbe maintainedina safe useable condition.

5. LOCATIONANDTYPEOFWATERSUPPLY

a. Allwaterneededfordrillingpurposeswillbe obtainedfromthemunicipalwater supply in
Moab,Utah.

b. Waterwillbe hauledtolocationovertheroadsmarkedon MapsAandB.

c. Nowaterwellis tobedrilledonthislease.

d. Thewaterhaulerwillnotifytheappropriateauthoritiespriortoutilizingthemunicipalwater
SOUTCO.

PEILIITC0
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6. CONSTRUCTIONMATERIALS

a. Padconstructionmaterialwillbe native(thatfoundinthewellpad).

b. Nativematerialfoundinthepadmayalsobe usedforroadupgrading.

c. Theuse ofmaterialsunderBLMJurisdictionwillconformwith43 CFR3610.2-3.

d. Noconstructionmaterialswillbe removedfromFederalland.

7. METHODSOFHANDLINGWASTE

a, Allfluidscontainedwithinthereservepitwillbe allowedtoevaporateandthepitwíllbe
backfilled.Thereservepitwillbe linedwitha 12millineras requestedbytheUtah
DivisionofOil,GasandMining.

b. Bumingwillnotbe allowed.Alltrashwillbe containedina trashcageand itscontents
removedat theendofdrillingoperationsandhauledtoan approveddisposalsight Trash
willbe hauledas necessary,butnotlaterthanatthe completionofdrillingoperations,

c. Anysaltsand/orchemicalswhicharean integralpartofthedrillingsystemwillbe
disposedofinthesamemanneras thedrillingfluid.

d. Sewagewillbe placedina portablechemicaltoiletorholdingtankanddisposedofin
accordancewithstateandcountyregulations.

e. Theproducedfluids(otherthanwater)willbe producedintoa testtankuntilsuchtimeas
constructionof productionfacilitiesis completed.Anyspillsof oil,gas saltwaterorother
producedfluidswillbe cleanedupandremoved.

8. ANCILLARYFACIUTIES

Therearenoairstrips,camps,orotherfacilitiesplannedduringthedrillingoftheproposedwell.
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9. WELLSITELAYOUT

a. See LocationLayoutandTypicalCrossSectionsfororientationofrig,crosssectionofdrill
padandcutsandfills.

b. Sixinchesoftopsoil(orthemaximumavailable)willbe salvagedduringconstructionand
reserved foruse inreclamation.

c. Anybrush/treeswillbe stockpiledseparatelyfromthetopsoil.

d. The locationof mudtanks;reservepit,trashcage;piperacks;livingfacilitiesandsoil
stockpilesisshownontheTypicalRigLayout,

e. The flare pitwillbe locateda minimumof30 feetfromtheedgeofthereservepitanda
minimumof100feetfromthewellhead.

f. Thereselvepitwillbe fencedonthreesideswith3 strandsofbarbedwire,

f. Anypitscontainingfluidwillbe fencedtopreventwildlifeentry,

g.
.

Anyburiedpipelineswillbe seededwiththesameseed mixturetobe specifiedbythe
BLM.

h. Allwells,whetherdrilling,producing,suspended,orabandoned,willbe identifiedin
accordancewith43 CFR3162.6

10. PLANSFORSURFACERECLAMATION

a. Immediatelyupon completionofdrilling,allequipmentthatis notnecessaryforproduction
shallbe removed.

b, The reservepitwillbe allowedtodryandwillthenbe backfilled.

c. Immediatelyuponwellcompletion,thelocationandsurroundingareawillbe clearedofall
unusedtubing,equipment,debris,materials,trashandjunknotrequiredforproduction.

d. Seedingwillbe doneinthefallas requiredbytheBLM.
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e. Theabandonmentmarkerwillbe atleastfourfeetabovegroundlevelandwillbe inscribed
withthefollowing:operatorname,leasenumber,wellnameandsurveyeddescription
(township,range,sectionandeitherquarter-quarterorfootages).

f. Atsuchtimeas thewellispluggedand abandoned,theoperatorshallsubmita
subsequentreportofabandonment.

11. SURFACEOWNERSHIP

Access Roads - Allaccess roadsare maintainedbytheBLMortheCountyRoad
Department.

Wellpad - Thewellpadis locatedonBureauofLand Management.

12. OTHERINFORMATION

a. AClasslliarcheologicalhas beenconductedbySWCA.Acopyofthisreporthas been
submittedtotheBLMdirectlybySWCA.

b. Theoperatoris responsibleforinformingallpersonsintheareaswhoareassociatedwith
thisprojectthattheywillbe subjecttoprosecutionforknowinglydisturbinghistoricor
archaeologicalsites,orforcollectingartifacts.Ifhistoricor archaeologicalmaterialsare
uncoveredduringconstruction,theoperatoris to immediatelystopworkthatmightfurther
disturbsuchmaterials,andcontacttheauthorizedofficer(AO).Withinfiveworkingdays
theAOwillinformtheoperatoras to:

-whether thematerialsappeareligiblefortheNationalRegisterofHistoricPlaces;

-the mitigationmeasurestheoperatorwilllikelyhavetoundertakebeforethesitecanbe
used (assuminginsitupreservationis notnecessary);and

-a timeframefortheAOtocompleteandexpeditedreviewunder36CFR800.11 to
confirm,throughtheStateHistoricPreservationOfficer,thatthefindingsoftheAOare
correctandthatmitigationis appropriate.

PER
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litheoperatorwishes,atanytime,torelocateactivitiestoavoidtheexpenseofmitigation
and/orthedelaysassociatedwiththisprocess,theAOwillassumeresponsibilityfor
whateverrecordationandstabilizationoftheexposedmaterialsmaybe required.
Otherwise,theoperatorwillbe responsibleformitigationcosts.The AOwillprovide
technicaland proceduralguidelinesfortheconductofmitigation.Uponverificationfrom
theAOthatrequiredmitigationhas beencompleted,theoperatorwillthenbe alowedto
resumeconstruction.

c. Allleaseand/orunitoperationswillbe conductedinsucha mannerthatfullcomplianceis
madewithallapplicablelaws,regulations,OnshoreOliandGasOrders,theapproved
planofoperations,andanyapplicableNoticetoLessees. Theoperatorisfully
responsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe
furnishedthefieldrepresentativetoinsurecompliance.

d. Acompletecopyoftheapproved.APDshallbe on locationduringconstructionofthe
locationanddrillingactivities.

e. Therewillbe nodeviationfromtheproposeddrillingand/orworkoverprogramwithout
priorapprovalfromtheAO. Safedrillingandoperatingpracticesmustbe observed.All
wells,whetherdrilling,producing,suspended,orabandonedwillbe identifiedin
accordancewith43 CFR3162.h.

f. "SundryNoticeand ReportonWells"(From3160-5)willbe filedforapprovalforall
changesofplansandotheroperationsinaccordancewith43 CFR3162.3-2.

g. Thispermitwillbe validfora periodoftwoyearsfromthedate ofapproval.Anextension
periodmaybe granted,ifrequested,priortotheexpirationoftheoriginalapprovalperiod.

h. The operatororhiscontractorshallcontacttheBLMOfficesat 435/259-611148 hours
priortoconstructionactivities.

AGENTANDOPERATOR'SCONTACTINFORMATION

Drilling&CompletionMatters
FidelityExploration &ProductionCompany
1700Lincoln,Suite2800
Denver,CO80202
HanleyDunham
720/956-5769(Office) go
303/893-1964(Fax) g e
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API Well Number: 43019500090000

FIDEUTY
Exploration&ProductionCompany

April 18, 2011

Division of Oil, Gas & Mining
1594 West North Temple, Suite 1210
Salt Lake City, UT 84114-5801

Attn: Diana Mason

Re: Fidelity Exploration & Production Company
Cane Creek Unit #12-1

2194' FSLand 2497' FWL

NESWSection 12, T26S R19E
Grand County, Utah

Dear Diana,
Please take note that this location was staked at non-standard spacing in accordance with the

rules and regulations of the Utah Division of Oil Gas & Mining. This was done for geologic
considerations. Please also note that Fidelity Exploration & Production Company is the only working
interest owner within 460 foot radius. Therefore, we request your administrative approval of this
exception to spacing.

If you should need additional information, please contact me.

Sincerely,

Stephanie Masters
Operations Technician III

Fidelity Exploration & Production Company

2585 HeartlandDrive
Sheridan, WY82801

Phone: 307.672.7111
Fax:307.673.6850

An MDUResources Group, Inc.
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 United States Department of the Interior 
 
 BUREAU OF LAND MANAGEMENT 
 Utah State Office 
 P.O. Box 45155 
 Salt Lake City, Utah 84145-0155 
 
IN REPLY REFER TO: 
3160 
(UT-922) 
       April 20, 2011 
 
Memorandum 
 
To:     Assistant Field Office Manager Resources, Moab District 
 
From:    Michael Coulthard, Petroleum Engineer 
 
Subject: 2011 Plan of Development Cane Creek Unit, 

Grand and San Juan Counties, Utah. 
 
 
Pursuant to email between Diana Whitney, Division of Oil, Gas and 
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land 
Management, the following well is planned for calendar year 2011 
within the Cane Creek Unit, Grand and San Juan Counties, Utah. 
 
API #                                 WELL NAME                                                          LOCATION 
 
(Proposed PZ Cane Creek Shale) 
 
43-019-50009 Cane Creek Unit 12-1 Sec 12 T26 R19E 2194 FSL 2497 FWL 
 
This well is currently pending approval by the BLM.  The well is 
currently being permitted under API number 43-019-31592 (please 
refer to the 2008 Plan of Development for more details).  
 
 
This office has no objection to permitting the well at this time. 
 
 
 
 
 
 
       
 
 
 
bcc: File – Cane Creek Unit 
 Division of Oil Gas and Mining 
 Central Files 
 Agr. Sec. Chron 
 Fluid Chron 
 
MCoulthard:mc:4-20-11  

Division of Oil Gas and Mining

Michael L. Coulthard
Digitally signed by Michael L. Coulthard 
DN: cn=Michael L. Coulthard, o=Bureau of Land Management, 
ou=Branch of Minerals, email=Michael_Coulthard@blm.gov, c=US 
Date: 2011.04.20 09:56:49 -06'00'

API Well Number: 43019500090000
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 4/15/2011 API NO. ASSIGNED: 43019500090000

WELL NAME: Cane Creek Unit 12-1   

OPERATOR: FIDELITY E&P COMPANY (N3155) PHONE NUMBER: 307 675-4924

CONTACT: Stephanie Masters   

PROPOSED LOCATION: NESW 12 260S 190E Permit Tech Review:

SURFACE: 2194 FSL 2497 FWL Engineering Review:

BOTTOM: 2194 FSL 2497 FWL Geology Review:

COUNTY: GRAND 

LATITUDE: 38.55461 LONGITUDE: -109.77314

UTM SURF EASTINGS: 606904.00 NORTHINGS: 4267860.00

FIELD NAME: BIG FLAT   

LEASE TYPE: 1 - Federal   

LEASE NUMBER: UTU-68116             PROPOSED PRODUCING FORMATION(S): CANE CREEK 

SURFACE OWNER: 1 - Federal COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: FEDERAL - CO1395      Unit:  CANE CREEK 

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: Municipal           Board Cause No:  R649-3-3

RDCC Review:           Effective Date:  

Fee Surface Agreement           Siting:  

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  

Stipulations:         1 - Exception Location - bhill
                             4 - Federal Approval - dmason
                             23 - Spacing - dmason

API Well Number: 43019500090000

WORKSHEET
APPLICATION FOR PERMIT TO DRILL
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Permit To Drill

******************
Well Name:  Cane Creek Unit 12-1

API Well Number:  43019500090000

Lease Number:  UTU-68116

Surface Owner:   FEDERAL 

Approval Date:  4/21/2011

Issued to:
FIDELITY E&P COMPANY, 2585 Heartland Drive, Sheridan, WY 82801

Authority:
Pursuant to Utah Code Ann. §40-6-1 et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of R649-3-3. The expected producing
formation or pool is the CANE CREEK Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one pool will require
approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

Exception Location:
Appropriate information has been submitted to DOGM and administrative approval of the requested
exception location is hereby granted. 

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which must be obtained
prior to drilling. 

This proposed well is located in an area for which drilling units (well spacing patterns) have not been
established through an order of the Board of Oil, Gas and Mining (the “Board”). In order to avoid the
possibility of waste or injury to correlative rights, the operator is requested, once the well has been
drilled, completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon as is practicable
after completion of its analysis, and if the analysis suggests an area larger than the quarter-quarter
section upon which the well is located is being drained, the operator is requested to seek an
appropriate order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board. 

API Well No: 43019500090000API Well No: 43019500090000

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
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Well Name: Cane Creek Unit 12-1
API Well Number: 43019500090000

Lease Number: UTU-68116
Surface Owner: FEDERAL
Approval Date: 4/21/2011

Issued to:
FIDELITY E&P COMPANY, 2585 Heartland Drive, Sheridan, WY 82801

Authority:
Pursuant to Utah Code Ann. §40-6-1et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of R649-3-3. The expected producing
formation or pool is the CANE CREEK Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one pool will require
approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

Exception Location:
Appropriate information has been submitted to DOGM and administrative approval of the requested
exception location is hereby granted.

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which must be obtained
prior to drilling.

This proposed well is located in an area for which drilling units (well spacing patterns) have not been
established through an order of the Board of Oil, Gas and Mining (the "Board"). In order to avoid the
possibility of waste or injury to correlative rights, the operator is requested, once the well has been
drilled, completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon as is practicable
after completion of its analysis, and if the analysis suggests an area larger than the quarter-quarter
section upon which the well is located is being drained, the operator is requested to seek an
appropriate order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the
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Well Name: Cane Creek Unit 12-1
API Well Number: 43019500090000

Lease Number: UTU-68116
Surface Owner: FEDERAL
Approval Date: 4/21/2011

Issued to:
FIDELITY E&P COMPANY, 2585 Heartland Drive, Sheridan, WY 82801

Authority:
Pursuant to Utah Code Ann. §40-6-1et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of R649-3-3. The expected producing
formation or pool is the CANE CREEK Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one pool will require
approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

Exception Location:
Appropriate information has been submitted to DOGM and administrative approval of the requested
exception location is hereby granted.

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which must be obtained
prior to drilling.

This proposed well is located in an area for which drilling units (well spacing patterns) have not been
established through an order of the Board of Oil, Gas and Mining (the "Board"). In order to avoid the
possibility of waste or injury to correlative rights, the operator is requested, once the well has been
drilled, completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon as is practicable
after completion of its analysis, and if the analysis suggests an area larger than the quarter-quarter
section upon which the well is located is being drained, the operator is requested to seek an
appropriate order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the



Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:
   • Within 24 hours following the spudding of the well – contact Carol Daniels at 801-538-5284
     (please leave a voicemail message if not available)
     OR
     submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
     at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:
   • Entity Action Form (Form 6) – due within 5 days of spudding the well
   • Monthly Status Report (Form 9) – due by 5th day of the following calendar month
   • Requests to Change Plans (Form 9) – due prior to implementation
   • Written Notice of Emergency Changes (Form 9) – due within 5 days
   • Notice of Operations Suspension or Resumption (Form 9) – due prior to implementation
   • Report of Water Encountered (Form 7) – due within 30 days after completion
   • Well Completion Report (Form 8) – due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas 

API Well No: 43019500090000API Well No: 43019500090000

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at 801-538-5284
(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil &

API Well No: 43019500090000

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:

• Within 24 hours following the spudding of the well- contact Carol Daniels at 801-538-5284
(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil &

API Well No: 43019500090000

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at 801-538-5284
(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil &

API Well No: 43019500090000

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at 801-538-5284
(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil &



RECEIVED: Mar. 06, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

4 /20 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity would like to request an APD extension on the referenced well. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 3 /6 /2012

March 12, 2012

Sundry Number: 23677 API Well Number: 43019500090000Sundry Number: 23677 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/20/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request an APD extension on the referenced well. Approved by the
Utah Division of

OFI, Gas and Mining

Date: March 12, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 3/6/2012

RECEIVED: Mar. 06,

Sundry Number: 23677 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/20/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request an APD extension on the referenced well. Approved by the
Utah Division of

OFI, Gas and Mining

Date: March 12, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 3/6/2012

RECEIVED: Mar. 06,

Sundry Number: 23677 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/20/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request an APD extension on the referenced well. Approved by the
Utah Division of

OFI, Gas and Mining

Date: March 12, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 3/6/2012

RECEIVED: Mar. 06,

Sundry Number: 23677 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/20/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request an APD extension on the referenced well. Approved by the
Utah Division of

OFI, Gas and Mining

Date: March 12, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 3/6/2012

RECEIVED: Mar. 06,



RECEIVED: Mar. 06, 2012

  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Request for Permit Extension Validation Well Number 43019500090000
 

API:  43019500090000
Well Name:  CANE CREEK UNIT 12-1 

Location:  2194 FSL 2497 FWL QTR NESW SEC 12 TWNP 260S RNG 190E MER S
Company Permit Issued to:  FIDELITY E&P COMPANY

Date Original Permit Issued:  4 /21 /2011

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require revision.
Following is a checklist of some items related to the application, which should be verified.

If located on private land, has the ownership changed, if so, has the surface agreement been updated?  
 Yes      No

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location?     Yes      No

Has there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?     Yes      No

Have there been any changes to the access route including ownership, or rightof- way, which could affect the
proposed location?     Yes      No

Has the approved source of water for drilling changed?     Yes      No

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?     Yes      No

Is bonding still in place, which covers this proposed well?     Yes      No

        
Signature:  Stephanie Masters Date: 3 /6 /2012

Title:  Operations Tech Representing: FIDELITY E&P COMPANY

Sundry Number: 23677 API Well Number: 43019500090000Sundry Number: 23677 API Well Number: 43019500090000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
'

- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. EMI Pr N1NTrie

Request for Permit Extension Validation Well Number 43019500090000

API: 43019500090000
Well Name: CANE CREEK UNIT 12-1

Location: 2194 FSL 2497 FWL QTR NESW SEC 12 TWNP 260S RNG 190E MER S
Company Permit Issued to: FIDELITYE&P COMPANY

Date Original Permit Issued: 4/21/2011

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require revision.
Following is a checklist of some items related to the application, which should be verified.

* If located on private land, has the ownership changed, if so, has the surface agreement been updated? O
Yes No

• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location? O Yes No

• Has there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well? (_) Yes No

• Have there been any changes to the access route including ownership, or rightof- way, which could affect the
proposed location? O Yes i No

· Has the approved source of water for drilling changed? O Yes No

• Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation? Yes No

' Is bonding still in place, which covers this proposed well? Yes No

Signature: Stephanie Masters Date: 3/6/2012
Title: Operations Tech Representing: FIDELITYE&P COMPANY

RECEIVED: Mar. 06,

Sundry Number: 23677 API Well Number: 43019500090000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
'

- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. EMI Pr N1NTrie

Request for Permit Extension Validation Well Number 43019500090000

API: 43019500090000
Well Name: CANE CREEK UNIT 12-1

Location: 2194 FSL 2497 FWL QTR NESW SEC 12 TWNP 260S RNG 190E MER S
Company Permit Issued to: FIDELITYE&P COMPANY

Date Original Permit Issued: 4/21/2011

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require revision.
Following is a checklist of some items related to the application, which should be verified.

* If located on private land, has the ownership changed, if so, has the surface agreement been updated? O
Yes No

• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location? O Yes No

• Has there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well? (_) Yes No

• Have there been any changes to the access route including ownership, or rightof- way, which could affect the
proposed location? O Yes i No

· Has the approved source of water for drilling changed? O Yes No

• Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation? Yes No

' Is bonding still in place, which covers this proposed well? Yes No

Signature: Stephanie Masters Date: 3/6/2012
Title: Operations Tech Representing: FIDELITYE&P COMPANY
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RECEIVED: Mar. 06, 2012
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or st°""' sess7'48"w - 5270.88' (Meas.) ' located as shown in the NE 1/4 SW 1/4 of

| ts2e oras, ca," Section 12, T26S, R19E, S.LB.&M., Grand
| D'HM Pr County, Utah.

BASIS OF BEARINGS ""
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I /

7 I

2497 (Comp.) CANE CREEK UN/T /12-1 N
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RECEIVED: Mar. 28, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

4 /2 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration and Production Company request permission to
construct and utilize a 60'X60'x10' deep cuttings pit during drilling of
the Cane Creek Unit 12-1. The cuttings pit will be used for oil based

cuttings. The pit will be lined with a 24 mil liner & felt. Attached please
find an updated drawing showing the location of the cuttings pit. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 3 /28 /2012

April 09, 2012

Sundry Number: 24221 API Well Number: 43019500090000Sundry Number: 24221 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
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Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/2/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company request permission to Accepted by the
construct and utilize a 60'X60'x10' deep cuttings pit during drilling of Utah Division of
the Cane Creek Unit 12-1. The cuttings pit will be used for oil based Oil, Gas and Mining

cuttings. The pit will be lined with a 24 mil liner & felt. Attached please FOR RECORD ONLY
find an updated drawing showing the location of the cuttings pit. April 09, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech
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N/A 3/28/2012

RECEIVED: Mar. 28,
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SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company request permission to Accepted by the
construct and utilize a 60'X60'x10' deep cuttings pit during drilling of Utah Division of
the Cane Creek Unit 12-1. The cuttings pit will be used for oil based Oil, Gas and Mining

cuttings. The pit will be lined with a 24 mil liner & felt. Attached please FOR RECORD ONLY
find an updated drawing showing the location of the cuttings pit. April 09, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 3/28/2012

RECEIVED: Mar. 28,



RECEIVED: Mar. 28, 2012

Sundry Number: 24221 API Well Number: 43019500090000En
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RECEIVED: Apr. 23, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

4 /22 /2012

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration and Production Company spud referenced well on
4/22/2012. Set 80' of 20" (52.78# .25thick ) Conductor pipe and
cemented to surface w/10.5 yards Redi mix cement 4/22/2012. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 4 /23 /2012

April 27, 2012

Sundry Number: 25014 API Well Number: 43019500090000Sundry Number: 25014 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

4 /2 2 /2 0 12 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud referenced well on Accepted by the
4/22/2012. Set 80' of 20" (52.78# .25thick ) Conductor pipe and Utah Division of
cemented to surface w/10.5 yards Redi mix cement 4/22/2012. Oil, Gas and Mining

FOR RECORD ONLY
April 27, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 4/23/2012

RECEIVED: Apr. 23,

Sundry Number: 25014 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

4 /2 2 /2 0 12 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud referenced well on Accepted by the
4/22/2012. Set 80' of 20" (52.78# .25thick ) Conductor pipe and Utah Division of
cemented to surface w/10.5 yards Redi mix cement 4/22/2012. Oil, Gas and Mining

FOR RECORD ONLY
April 27, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 4/23/2012

RECEIVED: Apr. 23,

Sundry Number: 25014 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

4 /2 2 /2 0 12 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud referenced well on Accepted by the
4/22/2012. Set 80' of 20" (52.78# .25thick ) Conductor pipe and Utah Division of
cemented to surface w/10.5 yards Redi mix cement 4/22/2012. Oil, Gas and Mining

FOR RECORD ONLY
April 27, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 4/23/2012

RECEIVED: Apr. 23,

Sundry Number: 25014 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

4 /2 2 /2 0 12 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud referenced well on Accepted by the
4/22/2012. Set 80' of 20" (52.78# .25thick ) Conductor pipe and Utah Division of
cemented to surface w/10.5 yards Redi mix cement 4/22/2012. Oil, Gas and Mining

FOR RECORD ONLY
April 27, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 4/23/2012

RECEIVED: Apr. 23,



RECEIVED: Apr. 23, 2012

Sundry Number: 25014 API Well Number: 43019500090000Sundry Number: 25014 API Well Number: 43019500090000

STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITYACTION FORM

Operator: Fidelity Exploration and Production Company Operator Account Number: N 3155

Address: 2585 Heartland drive

city Sheridan

state WY zip 82801 Phone Number: (307) 675-4924

Well i

API Number Well Name QQ Sec Twp Rng County
4301950009 Cane Creek Unit 12-1 NESW 12 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

4/22/2012
Comments:

weIIAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weiAPI
Number Well Name QQ Sec Twp Rn County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Stephanie Masters
8 - Add new well to existing entity (groupor unit well) ame ease Print
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a new entity Sig ture
E - Other (Explain ín 'comments' section) Operafi6ns Technician Ill 4/23/2012

Title Date

Sundry Number: 25014 API Well Number: 43019500090000

STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITYACTION FORM

Operator: Fidelity Exploration and Production Company Operator Account Number: N 3155

Address: 2585 Heartland drive

city Sheridan

state WY zip 82801 Phone Number: (307) 675-4924

Well i

API Number Well Name QQ Sec Twp Rng County
4301950009 Cane Creek Unit 12-1 NESW 12 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

4/22/2012
Comments:

weIIAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weiAPI
Number Well Name QQ Sec Twp Rn County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Stephanie Masters
8 - Add new well to existing entity (groupor unit well) ame ease Print
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a new entity Sig ture
E - Other (Explain ín 'comments' section) Operafi6ns Technician Ill 4/23/2012

Title Date

Sundry Number: 25014 API Well Number: 43019500090000

STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITYACTION FORM

Operator: Fidelity Exploration and Production Company Operator Account Number: N 3155

Address: 2585 Heartland drive

city Sheridan

state WY zip 82801 Phone Number: (307) 675-4924

Well i

API Number Well Name QQ Sec Twp Rng County
4301950009 Cane Creek Unit 12-1 NESW 12 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

4/22/2012
Comments:

weIIAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weiAPI
Number Well Name QQ Sec Twp Rn County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Stephanie Masters
8 - Add new well to existing entity (groupor unit well) ame ease Print
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a new entity Sig ture
E - Other (Explain ín 'comments' section) Operafi6ns Technician Ill 4/23/2012

Title Date

Sundry Number: 25014 API Well Number: 43019500090000

STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITYACTION FORM

Operator: Fidelity Exploration and Production Company Operator Account Number: N 3155

Address: 2585 Heartland drive

city Sheridan

state WY zip 82801 Phone Number: (307) 675-4924

Well i

API Number Well Name QQ Sec Twp Rng County
4301950009 Cane Creek Unit 12-1 NESW 12 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

4/22/2012
Comments:

weIIAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weiAPI
Number Well Name QQ Sec Twp Rn County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Stephanie Masters
8 - Add new well to existing entity (groupor unit well) ame ease Print
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a new entity Sig ture
E - Other (Explain ín 'comments' section) Operafi6ns Technician Ill 4/23/2012

Title Date



STATE OF UTAH FORM6
DEPARTMENTOF ÑATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITY ACTION FORM

Operator: Fidelity Exploration and Production Company Operator Account Number: N 3155

Address: 2585 Heartland drive

city Sheridan

state WY zip 82801 Phone Number: (307) 675-4924

Well i
API Ñumber Wall Name 00 Méc Téli Ëni ÚÑûniy
4301950009 Cane Creek Unit 12-1 NESW 12 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 4/22/2012
Comments:

weilA
I Ñumber Well Núm Q0 Sec w Rn County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

W
ÀPI Ñurnb Well Ñame ÒÒ Sec Ìvip Rog då

io e Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single wellonly) Stephanie Masters
B - Add new wellto existing entity (groupor unitwell) me Print I

C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a newentity Sign ture ~

E - Other (Explain in 'comments' section) Opera ' ns Technician Ill 4/23/2012
Title Date

RECEIVED
(5/2000)

MAYO4 2012
Div.ofCit Gas &

STATE OF UTAH FORM6
DEPARTMENTOF ÑATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITY ACTION FORM

Operator: Fidelity Exploration and Production Company Operator Account Number: N 3155

Address: 2585 Heartland drive

city Sheridan

state WY zip 82801 Phone Number: (307) 675-4924

Well i
API Ñumber Wall Name 00 Méc Téli Ëni ÚÑûniy
4301950009 Cane Creek Unit 12-1 NESW 12 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 4/22/2012
Comments:

weilA
I Ñumber Well Núm Q0 Sec w Rn County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

W
ÀPI Ñurnb Well Ñame ÒÒ Sec Ìvip Rog då

io e Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single wellonly) Stephanie Masters
B - Add new wellto existing entity (groupor unitwell) me Print I

C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a newentity Sign ture ~

E - Other (Explain in 'comments' section) Opera ' ns Technician Ill 4/23/2012
Title Date

RECEIVED
(5/2000)

MAYO4 2012
Div.ofCit Gas &

STATE OF UTAH FORM6
DEPARTMENTOF ÑATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITY ACTION FORM

Operator: Fidelity Exploration and Production Company Operator Account Number: N 3155

Address: 2585 Heartland drive

city Sheridan

state WY zip 82801 Phone Number: (307) 675-4924

Well i

API Ñumber Wall Name 00 Méc Téli Ëni ÚÑûniy
4301950009 Cane Creek Unit 12-1 NESW 12 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 4/22/2012

Comments:

weilA
I Ñumber Well Núm Q0 Sec w Rn County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

W
ÀPI Ñurnb Well Ñame ÒÒ Sec Ìvip Rog då

io e Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single wellonly) Stephanie Masters

B - Add new wellto existing entity (groupor unitwell) me Print I

C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a newentity Sign ture ~

E - Other (Explain in 'comments' section) Opera ' ns Technician Ill 4/23/2012
Title Date

RECEIVED
(5/2000)

MAYO4 2012
Div.ofCit Gas &

STATE OF UTAH FORM6
DEPARTMENTOF ÑATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITY ACTION FORM

Operator: Fidelity Exploration and Production Company Operator Account Number: N 3155

Address: 2585 Heartland drive

city Sheridan

state WY zip 82801 Phone Number: (307) 675-4924

Well i

API Ñumber Wall Name 00 Méc Téli Ëni ÚÑûniy
4301950009 Cane Creek Unit 12-1 NESW 12 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

C 4/22/2012

Comments:

weilA
I Ñumber Well Núm Q0 Sec w Rn County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

W
ÀPI Ñurnb Well Ñame ÒÒ Sec Ìvip Rog då

io e Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single wellonly) Stephanie Masters

B - Add new wellto existing entity (groupor unitwell) me Print I

C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a newentity Sign ture ~

E - Other (Explain in 'comments' section) Opera ' ns Technician Ill 4/23/2012
Title Date

RECEIVED
(5/2000)

MAYO4 2012
Div.ofCit Gas &



RECEIVED: May. 23, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

5 /23 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity hereby request permission to change the surface casing as
previously planned. Fidelity would like to set 965' (Moenkopi is

projected at 684') of 13-3/8" 68#, BTC surface casing. Fidelity feels
that this will enhance the probability of obtaining a better cement job,

yet still allowing isolation of the Shinarump formation. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 5 /23 /2012

May 24, 2012

Sundry Number: 25998 API Well Number: 43019500090000Sundry Number: 25998 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/23/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity hereby request permission to change the surface casing as Accepted by the
previously planned. Fidelity would like to set 965' (Moenkopi is utah Division of

projected at 684') of 13-3/8" 68#, BTC surface casing. Fidelity feels oil, Gas and Mining

that this will enhance the probability of obtaining a better cement job, Date: May 24, 2012
yet still allowing isolation of the Shinarump formation.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/23/2012

RECEIVED: May. 23,

Sundry Number: 25998 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/23/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity hereby request permission to change the surface casing as Accepted by the
previously planned. Fidelity would like to set 965' (Moenkopi is utah Division of

projected at 684') of 13-3/8" 68#, BTC surface casing. Fidelity feels oil, Gas and Mining

that this will enhance the probability of obtaining a better cement job, Date: May 24, 2012
yet still allowing isolation of the Shinarump formation.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/23/2012

RECEIVED: May. 23,

Sundry Number: 25998 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/23/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity hereby request permission to change the surface casing as Accepted by the
previously planned. Fidelity would like to set 965' (Moenkopi is utah Division of

projected at 684') of 13-3/8" 68#, BTC surface casing. Fidelity feels oil, Gas and Mining

that this will enhance the probability of obtaining a better cement job, Date: May 24, 2012
yet still allowing isolation of the Shinarump formation.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/23/2012

RECEIVED: May. 23,

Sundry Number: 25998 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/23/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity hereby request permission to change the surface casing as Accepted by the
previously planned. Fidelity would like to set 965' (Moenkopi is utah Division of

projected at 684') of 13-3/8" 68#, BTC surface casing. Fidelity feels oil, Gas and Mining

that this will enhance the probability of obtaining a better cement job, Date: May 24, 2012
yet still allowing isolation of the Shinarump formation.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/23/2012

RECEIVED: May. 23,



RECEIVED: May. 03, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

5 /4 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity request to change the previous planed bop as Fidelity would
like to run the Cameron 13-5/8 10 M MBS system (Multi bowel system).
As a result Fidelity would like to use an 13 5/8” x 10000 psi WP for all

hole segments. Please see attached diagram. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 5 /3 /2012

May 24, 2012

Sundry Number: 25422 API Well Number: 43019500090000Sundry Number: 25422 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/4/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity request to change the previous planed bop as Fidelity would Accepted by the
like to run the Cameron 13-5/8 10 M MBS system (Multi bowel system). utah Division of

As a result Fidelity would like to use an 13 5/8" x 10000 psi WP for all Oil, Gas and Mining

hole segments. Please see attached diagram. Date: May 24, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/3/2012

RECEIVED: May. 03,

Sundry Number: 25422 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/4/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity request to change the previous planed bop as Fidelity would Accepted by the
like to run the Cameron 13-5/8 10 M MBS system (Multi bowel system). utah Division of

As a result Fidelity would like to use an 13 5/8" x 10000 psi WP for all Oil, Gas and Mining

hole segments. Please see attached diagram. Date: May 24, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/3/2012

RECEIVED: May. 03,

Sundry Number: 25422 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY
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STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/4/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity request to change the previous planed bop as Fidelity would Accepted by the
like to run the Cameron 13-5/8 10 M MBS system (Multi bowel system). utah Division of

As a result Fidelity would like to use an 13 5/8" x 10000 psi WP for all Oil, Gas and Mining

hole segments. Please see attached diagram. Date: May 24, 2012
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N/A 5/3/2012
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Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/4/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
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Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity request to change the previous planed bop as Fidelity would Accepted by the
like to run the Cameron 13-5/8 10 M MBS system (Multi bowel system). utah Division of

As a result Fidelity would like to use an 13 5/8" x 10000 psi WP for all Oil, Gas and Mining

hole segments. Please see attached diagram. Date: May 24, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/3/2012

RECEIVED: May. 03,
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RECEIVED: Jun. 04, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

6 /4 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 6 /4 /2012

June 04, 2012

Sundry Number: 26382 API Well Number: 43019500090000Sundry Number: 26382 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/4/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
June 04, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 6/4/2012

RECEIVED: Jun. 04,

Sundry Number: 26382 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION
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RECEIVED: Jun. 04, 2012

Sundry Number: 26382 API Well Number: 43019500090000Sundry Number: 26382 API Well Number: 43019500090000

FEPCo
1700 Lincoln Street Suite 2800
Denver, CO80203 Drilling Chronological .
(720) 931-9631 Requ Iatory

WalhÑamiiúàtieÖfählúUn&W2n
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Dese: District: 01PARA
Project AFE: 120099 AFEs Associated: I //

Daily Summary
Activity Date : 5/19/2012 Days From Spud : 0 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.00 Note: Crane shut down @ 10:30 hrs due to hirh winds: 0 0 NIH
6:00 24.00 01 Moving rigcamps fromcane creek 24-1 to 12-1,& rigup camps. R/U back yard, spot western 0 0 NIH

Total: 24.00
air package,working on gun fines on mud pils.

Daily Summary
Activity Date : 5/20/2012 Days From Spud : 0 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run
6:00 0.00 Note: Drowwarks Transmilssion Shaft repair completed, willbe riggingdrowwarks up today. 0 0 NIH
6:00 24.00 01 Safety meeting, Set top section of derrick, set topdog house, rig up flow fine, change pump 0 0 NIH

IIners & swabs to6",Change out gun line pump, unplug gun lines, rig up camps on rig power,
install Transmission shaft in drowworks.

Total: 24.00

Daily Summary
Activity Date : 5/21/2012 Days From Spud : 0 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations
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8:00 1.00 01 Set monkey board with crane 0 0 NIH
9:00 1.00 01 Scope up derrick 0 0 NIH

10:00 1.50 01 Ran & hooked up elect. For canrig &draworks 0 0 NIH
11:30 3.50 01 Rig up &string up drill line O 0 NIH
15:00 1.50 01 Pick up topdrive 0 0 NIH
16:30 3.50 01 R/U top drive 0 0 NIH
20:00 1.00 01 Skid rig floor back to line up with well,rig flooroff41/2" side toside 0 0 NiH
21:00 7.00 01 Rig up tracks & rams, skid rig 41/2" tothe west to IIne up center of well, rig up rig floor equip. 0 0 NIH

ä tools
4:00 2.00 01 Weld on conductor pipe &head 0 0 NIH

Total: 24.00
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RECEIVED: Jun. 04, 2012

Sundry Number: 26382 API Well Number: 43019500090000Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 5/22/2012 Days From Spud : 0 Current Depth : 192 Ft 24 Hr. Footage Made : 93 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0.00 NOTE: spud well@ 0342hrs. On 5/22/2012 99 99 NIH

6:00 6.50 01 Rig up booie line, change oil in topdrive 0 0 NIH
12:30 2.00 01 Slip back drill line O O N1H
14:30 3.50 01 Finish riggingup booie line 0 0 NIH
18;00 2.50 01 Rig up yellowdog 4" water pump, pre spud inspection, set crown-o-matic 0 0 NIH
20:30 1.50 01 30 min. pre job safety meeting, test air jammer Ilnes to 1200# 0 0 NIH
22:00 1.50 01 Change hyd. Oli filters on top drive, strap &calb. BHA 0 0 NIH
23:30 1.00 06 Pick up drillpipe and stand in derrick 0 0 NIH

0:30 2.00 06 Make up hammer motor & bit, 2-8" D Cs tag at 99' O O NIH
2:30 0,50 10 Rig up survey unFt& survey @99ft. .79* 99 99 NIH
3:00 2.00 02 Air drilling from 99' to 192' 99 192 NIH
5:00 1.00 06 Rack 1 std. in derrick, lay down 1 jt., pick 1-8" DC, & 3-6 1/2" DCs 192 192 NIH

Total: 24.00

Daily Summary
Activity Date : 5/23/2012 Days From Spud : 0 Current Depth : 965 Ft 24 Hr. Footage Made : 773 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start His Code Remarks Start Depth End Depth Run
6:00 1.00 06 Picked up 1-8" DC & 2-6 1/2" DC 192 192 NIH
7:00 4,00 02 Air drill from 192' to 370' 192 370 NIH

11:00 0.50 07 Service rig & top drive 370 370 NIH
11:30 1.00 06 Picked up 5-6 1/2"DC & 1 jar 370 370 NIH
12:30 0.50 02 Air drill from370' to422' 370 422 NIH
13:00 1.00 10 survey @408' .29* 422 422 NIH
14:00 1.50 02 Alr drill from 422' to535' 422 535 NIH
15:30 1.00 06 Picked up 4-6 1/2" DC 535 535 NIH
16:30 2.00 02 Air drill from 535 to 687 535 687 NIH
18:30 0.50 10 Survey @ 687' .27* 687 687 NIH
19:00 5.00 02 Air drill from 687' to965' 687 965 NIH
0:00 0.50 05 Cir. &survey @965'.18* 965 965 NIH
0:30 2.00 06 POOH&faydown hammer motor & bit 965 965 NIH
2:30 2.00 06 Makeup bit #2 & TlH 965 965 NIH
4:30 1.00 05 Pump sweep & cir. Out, spot hi-vis sweep on bottom 965 965 NIH
5:30 0.50 06 POOH 965 965 NIH

Total: 24.00
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22:00 1.50 01 Change hyd. Oli filters on top drive, strap &calb. BHA 0 0 NIH
23:30 1.00 06 Pick up drillpipe and stand in derrick 0 0 NIH

0:30 2.00 06 Make up hammer motor & bit, 2-8" D Cs tag at 99' O O NIH
2:30 0,50 10 Rig up survey unFt& survey @99ft. .79* 99 99 NIH
3:00 2.00 02 Air drilling from 99' to 192' 99 192 NIH
5:00 1.00 06 Rack 1 std. in derrick, lay down 1 jt., pick 1-8" DC, & 3-6 1/2" DCs 192 192 NIH

Total: 24.00

Daily Summary
Activity Date : 5/23/2012 Days From Spud : 0 Current Depth : 965 Ft 24 Hr. Footage Made : 773 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start His Code Remarks Start Depth End Depth Run
6:00 1.00 06 Picked up 1-8" DC & 2-6 1/2" DC 192 192 NIH
7:00 4,00 02 Air drill from 192' to 370' 192 370 NIH

11:00 0.50 07 Service rig & top drive 370 370 NIH
11:30 1.00 06 Picked up 5-6 1/2"DC & 1 jar 370 370 NIH
12:30 0.50 02 Air drill from370' to422' 370 422 NIH
13:00 1.00 10 survey @408' .29* 422 422 NIH
14:00 1.50 02 Alr drill from 422' to535' 422 535 NIH
15:30 1.00 06 Picked up 4-6 1/2" DC 535 535 NIH
16:30 2.00 02 Air drill from 535 to 687 535 687 NIH
18:30 0.50 10 Survey @ 687' .27* 687 687 NIH
19:00 5.00 02 Air drill from 687' to965' 687 965 NIH
0:00 0.50 05 Cir. &survey @965'.18* 965 965 NIH
0:30 2.00 06 POOH&faydown hammer motor & bit 965 965 NIH
2:30 2.00 06 Makeup bit #2 & TlH 965 965 NIH
4:30 1.00 05 Pump sweep & cir. Out, spot hi-vis sweep on bottom 965 965 NIH
5:30 0.50 06 POOH 965 965 NIH

Total: 24.00
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RECEIVED: Jun. 04, 2012

Sundry Number: 26382 API Well Number: 43019500090000Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 5/24/2012 Days From Spud : O Current Depth : 965 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 POOH 965 965 NIH
7:30 2.00 01 Rig up 13 3/8" casing tools &held safety meeting 965 965 NIH
9:30 4.00 12 Make up shoe track & run 23jts. 54#, J-55 CTS Casing to 965', total casing run 972' 965 965 NIH

13:30 1.00 05 Cir. & rig down casing tools 965 965 NIH
14:30 2.00 01 Rig up baker hughes cement head & iron, held safety meeting 965 965 NIH
16:30 2.00 12 Cement 13 3/8" casing, test lines to3000#, drop bottom plug, pump 20bbis water spacer, 965 965 NIH

183bbis. Lead cement mixed @ 12.3ppg. = 510sks., yield 2.02, 1027 cu/ft, premium lite fm,
53bbis. Tall cement mixed @ 14.6ppg = 218sks. Yield1.38, 297 cu/ft, typeIll& adds drop top
plug, displace with 143bbls. Water, bump plugwith500#ciro pressure, held 10 mins, Bleed off
press,gotback 3/4bbl. Cement in place@1830hrs. (100 bbl cement return to surface )

18:30 5.50 13 WOC, preform topout job with 30sks. Type Ill& adds = 8bbis 965 965 NIH
0:00 4.00 21 Make rough cuts on 20" conductor & 13 3/8" casing, lay down cut off pipe, make final cuts & 965 965 NIH

prep.
4:00 2.00 21 Pre heat &installingwell head, weld on same. 965 965 NIH

Total: 24.00

Daily Summary
Activity Date : 5/25/2012 Days From Spud : 0 Current Depth : 965 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 3.00 14 Install well head & testwell head to 790 psi. 965 965 NIH
9:00 18.00 14 Stack and N/U 13 5/8" 10,000# BOP's. Rotating Head, Choke and Killvalves and function test. 965 965 NIH
3:00 3.00 15 Testing BOP's 250-low/5000-high BLM rep- Jeff Brown on location 965 965 NIH

Total: 24.00

Daily Summary
Activity Date : 5/26/2012 Days From Spud : 0 Current Depth : 965 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 10.50 15 Testing BOP'S 250 low 5000 high, performaccumulator functiontest. 965 965 NIH

16:30 0.50 21 InstallWear Bushing and secure withhold down pins 965 965 NIH
17:00 0.50 21 Held PJSM R/U L/D machine 965 965 NtH
17:30 10.50 06 Held PJSM PIU 4 1/2" drill pipe torqueand rack in derrick 965 965 NIH
4:00 0.50 21 Repair Lay Down Machine 965 985 NIH
4:30 1.50 06 P/U 4 1/2" drill pipe torque and rack in derrick 965 965 NIH

Total: 24.00
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Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
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Rig Company : Rig Name:

Formation : Weather:
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Start Hrs Code Remarks Start Depth End Depth Run
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14:30 2.00 01 Rig up baker hughes cement head & iron, held safety meeting 965 965 NIH
16:30 2.00 12 Cement 13 3/8" casing, test lines to3000#, drop bottom plug, pump 20bbis water spacer, 965 965 NIH

183bbis. Lead cement mixed @ 12.3ppg. = 510sks., yield 2.02, 1027 cu/ft, premium lite fm,
53bbis. Tall cement mixed @ 14.6ppg = 218sks. Yield1.38, 297 cu/ft, typeIll& adds drop top
plug, displace with 143bbls. Water, bump plugwith500#ciro pressure, held 10 mins, Bleed off
press,gotback 3/4bbl. Cement in place@1830hrs. (100 bbl cement return to surface )

18:30 5.50 13 WOC, preform topout job with 30sks. Type Ill& adds = 8bbis 965 965 NIH
0:00 4.00 21 Make rough cuts on 20" conductor & 13 3/8" casing, lay down cut off pipe, make final cuts & 965 965 NIH

prep.
4:00 2.00 21 Pre heat &installingwell head, weld on same. 965 965 NIH
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Daily Summary
Activity Date : 5/25/2012 Days From Spud : 0 Current Depth : 965 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations
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3:00 3.00 15 Testing BOP's 250-low/5000-high BLM rep- Jeff Brown on location 965 965 NIH
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Formation : Weather:
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Start Hrs Code Remarks Start Depth End Depth Run
6:00 10.50 15 Testing BOP'S 250 low 5000 high, performaccumulator functiontest. 965 965 NIH

16:30 0.50 21 InstallWear Bushing and secure withhold down pins 965 965 NIH
17:00 0.50 21 Held PJSM R/U L/D machine 965 965 NtH
17:30 10.50 06 Held PJSM PIU 4 1/2" drill pipe torqueand rack in derrick 965 965 NIH
4:00 0.50 21 Repair Lay Down Machine 965 985 NIH
4:30 1.50 06 P/U 4 1/2" drill pipe torque and rack in derrick 965 965 NIH

Total: 24.00

Page 3 of 9 Powered by Production Access

Sundry Number: 26382 API Well Number: 43019500090000
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Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
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ActivityDate : 5/24/2012 Days From Spud : O Current Depth : 965 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
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6:00 1.50 06 POOH 965 965 NIH
7:30 2.00 01 Rig up 13 3/8" casing tools &held safety meeting 965 965 NIH
9:30 4.00 12 Make up shoe track & run 23jts. 54#, J-55 CTS Casing to 965', total casing run 972' 965 965 NIH

13:30 1.00 05 Cir. & rig down casing tools 965 965 NIH
14:30 2.00 01 Rig up baker hughes cement head & iron, held safety meeting 965 965 NIH
16:30 2.00 12 Cement 13 3/8" casing, test lines to3000#, drop bottom plug, pump 20bbis water spacer, 965 965 NIH

183bbis. Lead cement mixed @ 12.3ppg. = 510sks., yield 2.02, 1027 cu/ft, premium lite fm,
53bbis. Tall cement mixed @ 14.6ppg = 218sks. Yield1.38, 297 cu/ft, typeIll& adds drop top
plug, displace with 143bbls. Water, bump plugwith500#ciro pressure, held 10 mins, Bleed off
press,gotback 3/4bbl. Cement in place@1830hrs. (100 bbl cement return to surface )

18:30 5.50 13 WOC, preform topout job with 30sks. Type Ill& adds = 8bbis 965 965 NIH
0:00 4.00 21 Make rough cuts on 20" conductor & 13 3/8" casing, lay down cut off pipe, make final cuts & 965 965 NIH
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6:00 3.00 14 Install well head & testwell head to 790 psi. 965 965 NIH
9:00 18.00 14 Stack and N/U 13 5/8" 10,000# BOP's. Rotating Head, Choke and Killvalves and function test. 965 965 NIH
3:00 3.00 15 Testing BOP's 250-low/5000-high BLM rep- Jeff Brown on location 965 965 NIH
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Activity Date : 5/26/2012 Days From Spud : 0 Current Depth : 965 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 10.50 15 Testing BOP'S 250 low 5000 high, performaccumulator functiontest. 965 965 NIH

16:30 0.50 21 InstallWear Bushing and secure withhold down pins 965 965 NIH
17:00 0.50 21 Held PJSM R/U L/D machine 965 965 NtH
17:30 10.50 06 Held PJSM PIU 4 1/2" drill pipe torqueand rack in derrick 965 965 NIH
4:00 0.50 21 Repair Lay Down Machine 965 985 NIH
4:30 1.50 06 P/U 4 1/2" drill pipe torque and rack in derrick 965 965 NIH

Total: 24.00
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Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 5/24/2012 Days From Spud : O Current Depth : 965 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 POOH 965 965 NIH
7:30 2.00 01 Rig up 13 3/8" casing tools &held safety meeting 965 965 NIH
9:30 4.00 12 Make up shoe track & run 23jts. 54#, J-55 CTS Casing to 965', total casing run 972' 965 965 NIH

13:30 1.00 05 Cir. & rig down casing tools 965 965 NIH
14:30 2.00 01 Rig up baker hughes cement head & iron, held safety meeting 965 965 NIH
16:30 2.00 12 Cement 13 3/8" casing, test lines to3000#, drop bottom plug, pump 20bbis water spacer, 965 965 NIH

183bbis. Lead cement mixed @ 12.3ppg. = 510sks., yield 2.02, 1027 cu/ft, premium lite fm,
53bbis. Tall cement mixed @ 14.6ppg = 218sks. Yield1.38, 297 cu/ft, typeIll& adds drop top
plug, displace with 143bbls. Water, bump plugwith500#ciro pressure, held 10 mins, Bleed off
press,gotback 3/4bbl. Cement in place@1830hrs. (100 bbl cement return to surface )

18:30 5.50 13 WOC, preform topout job with 30sks. Type Ill& adds = 8bbis 965 965 NIH
0:00 4.00 21 Make rough cuts on 20" conductor & 13 3/8" casing, lay down cut off pipe, make final cuts & 965 965 NIH

prep.
4:00 2.00 21 Pre heat &installingwell head, weld on same. 965 965 NIH

Total: 24.00

Daily Summary
Activity Date : 5/25/2012 Days From Spud : 0 Current Depth : 965 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 3.00 14 Install well head & testwell head to 790 psi. 965 965 NIH
9:00 18.00 14 Stack and N/U 13 5/8" 10,000# BOP's. Rotating Head, Choke and Killvalves and function test. 965 965 NIH
3:00 3.00 15 Testing BOP's 250-low/5000-high BLM rep- Jeff Brown on location 965 965 NIH

Total: 24.00

Daily Summary
Activity Date : 5/26/2012 Days From Spud : 0 Current Depth : 965 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 10.50 15 Testing BOP'S 250 low 5000 high, performaccumulator functiontest. 965 965 NIH

16:30 0.50 21 InstallWear Bushing and secure withhold down pins 965 965 NIH
17:00 0.50 21 Held PJSM R/U L/D machine 965 965 NtH
17:30 10.50 06 Held PJSM PIU 4 1/2" drill pipe torqueand rack in derrick 965 965 NIH
4:00 0.50 21 Repair Lay Down Machine 965 985 NIH
4:30 1.50 06 P/U 4 1/2" drill pipe torque and rack in derrick 965 965 NIH

Total: 24.00
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RECEIVED: Jun. 04, 2012

Sundry Number: 26382 API Well Number: 43019500090000Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SfT/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 5/27/2012 Days From Spud : 0 Current Depth : 1750 Ft 24 Hr. Footage Made : 785 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.00 06 P/U 4 1/2" D.P. and rack In derrick, 965 965 N1H
11:00 0.50 21 Rig Down Laydown machine. 965 965 NIH
11:30 2.00 06 M/U 12 1/4" Bit and Numa Hammer drill and Test 965 965 NIH
13:30 3.00 06 T1Hto879'. 965 965 NIH
16:30 0.50 06 Install Rotatíng head rubber, 965 965 NIH
17;00 LOO 21 Install water IIne for dust control Blow down hole retighten flange on blooieline 965 965 NIH
18:00 1.50 02 Tag float collar at 917' Alr Mist Drillfloat equip and shoe trackfrom 915' to 965' 965 965 NIH
19:30 1.50 02 Air Drillfrom 965' to 1022' 965 1022 NIH
21:00 0.50 07 Service Rig. 1022 1022 NIH
21:30 4.50 02 Air drillfrom 1022' to 1489' 1022 1489 NIH

2:00 0.50 10 Survey at 1440' ,23 degrees 1489 1489 NIH
2:30 1.00 06 POOH to HWDP(835') TIH with HWDP from derrick to 1489' 1489 1489 NIH
3:30 2.50 02 Air drillfrom 1489' to 1750' 1489 1750 NIH

Total: 24.00

Daily Summary
Activily Date : 5/28/2012 Days From Spud : 0 Current Depth : 3069 Ft 24 Hr. Footage Made : 1319 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 Alr drillingF/1,750' to 1,854' 1750 1854 NIH
7:00 0,50 07 Service rig 1854 1854 NIH
7:30 1.00 02 Air drilling from 1,854' to 1,94T 1854 1947 NIH
8:30 0.50 10 Survey @ 1,912' .47 degrees 1947 1947 NIH
9:00 6.00 02 Air drilling from 1,947 to 2,504' 1947 2504 NIH

15:00 0.50 21 Blow hole clean 2504 2504 NIH
15:30 0.50 10 Survey @2,470' .74 degrees 2504 2504 NIH
16:00 8.00 02 Air drillingfrom2,504' to 2,939' 2504 2939 NIH
0:00 0.50 10 Survey @2,909 1.22 degrees 2939 2939 NIH
0:30 1.00 02 Alr drillIng from 2,939' to 3,069' 2939 3069 NIH
1:30 0.50 21 Blowholecrean 3069 3069 NIN
2;00 3.00 06 POOH from 3,069' to surface LIO bit M/U new blt 3069 3069 NIH
5:00 1.00 06 TIH 3069 3069 NIH

Total: 24.00
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Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SfT/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 5/27/2012 Days From Spud : 0 Current Depth : 1750 Ft 24 Hr. Footage Made : 785 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
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11:30 2.00 06 M/U 12 1/4" Bit and Numa Hammer drill and Test 965 965 NIH
13:30 3.00 06 T1Hto879'. 965 965 NIH
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18:00 1.50 02 Tag float collar at 917' Alr Mist Drillfloat equip and shoe trackfrom 915' to 965' 965 965 NIH
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21:00 0.50 07 Service Rig. 1022 1022 NIH
21:30 4.50 02 Air drillfrom 1022' to 1489' 1022 1489 NIH

2:00 0.50 10 Survey at 1440' ,23 degrees 1489 1489 NIH
2:30 1.00 06 POOH to HWDP(835') TIH with HWDP from derrick to 1489' 1489 1489 NIH
3:30 2.50 02 Air drillfrom 1489' to 1750' 1489 1750 NIH

Total: 24.00
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Rig Company : Rig Name:

Formation : Weather:
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Start Hrs Code Remarks Start Depth End Depth Run
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9:00 6.00 02 Air drilling from 1,947 to 2,504' 1947 2504 NIH
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15:30 0.50 10 Survey @2,470' .74 degrees 2504 2504 NIH
16:00 8.00 02 Air drillingfrom2,504' to 2,939' 2504 2939 NIH
0:00 0.50 10 Survey @2,909 1.22 degrees 2939 2939 NIH
0:30 1.00 02 Alr drillIng from 2,939' to 3,069' 2939 3069 NIH
1:30 0.50 21 Blowholecrean 3069 3069 NIN
2;00 3.00 06 POOH from 3,069' to surface LIO bit M/U new blt 3069 3069 NIH
5:00 1.00 06 TIH 3069 3069 NIH
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Daily Summary
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Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
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Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SfT/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 5/27/2012 Days From Spud : 0 Current Depth : 1750 Ft 24 Hr. Footage Made : 785 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.00 06 P/U 4 1/2" D.P. and rack In derrick, 965 965 N1H
11:00 0.50 21 Rig Down Laydown machine. 965 965 NIH
11:30 2.00 06 M/U 12 1/4" Bit and Numa Hammer drill and Test 965 965 NIH
13:30 3.00 06 T1Hto879'. 965 965 NIH
16:30 0.50 06 Install Rotatíng head rubber, 965 965 NIH
17;00 LOO 21 Install water IIne for dust control Blow down hole retighten flange on blooieline 965 965 NIH
18:00 1.50 02 Tag float collar at 917' Alr Mist Drillfloat equip and shoe trackfrom 915' to 965' 965 965 NIH
19:30 1.50 02 Air Drillfrom 965' to 1022' 965 1022 NIH
21:00 0.50 07 Service Rig. 1022 1022 NIH
21:30 4.50 02 Air drillfrom 1022' to 1489' 1022 1489 NIH

2:00 0.50 10 Survey at 1440' ,23 degrees 1489 1489 NIH
2:30 1.00 06 POOH to HWDP(835') TIH with HWDP from derrick to 1489' 1489 1489 NIH
3:30 2.50 02 Air drillfrom 1489' to 1750' 1489 1750 NIH

Total: 24.00

Daily Summary
Activily Date : 5/28/2012 Days From Spud : 0 Current Depth : 3069 Ft 24 Hr. Footage Made : 1319 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 Alr drillingF/1,750' to 1,854' 1750 1854 NIH
7:00 0,50 07 Service rig 1854 1854 NIH
7:30 1.00 02 Air drilling from 1,854' to 1,94T 1854 1947 NIH
8:30 0.50 10 Survey @ 1,912' .47 degrees 1947 1947 NIH
9:00 6.00 02 Air drilling from 1,947 to 2,504' 1947 2504 NIH

15:00 0.50 21 Blow hole clean 2504 2504 NIH
15:30 0.50 10 Survey @2,470' .74 degrees 2504 2504 NIH
16:00 8.00 02 Air drillingfrom2,504' to 2,939' 2504 2939 NIH
0:00 0.50 10 Survey @2,909 1.22 degrees 2939 2939 NIH
0:30 1.00 02 Alr drillIng from 2,939' to 3,069' 2939 3069 NIH
1:30 0.50 21 Blowholecrean 3069 3069 NIN
2;00 3.00 06 POOH from 3,069' to surface LIO bit M/U new blt 3069 3069 NIH
5:00 1.00 06 TIH 3069 3069 NIH

Total: 24.00
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RECEIVED: Jun. 04, 2012

Sundry Number: 26382 API Well Number: 43019500090000Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

ActivityDate : 5/29/2012 Days From Spud : 0 Current Depth : 4190 Ft 24 Hr. Footage Made : 1121 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 06 TlH to3,069' 3069 3069 NIH
7:30 0.50 21 Blow Hole Clean 3069 3069 NIH
8:00 6.50 02 Air drillfrom3,069' to 3,448' 3069 3448 NIH

14:30 0.50 10 Survey @3,414' 1.35 degrees 3448 3448 NÌH
15:00 10.00 02 Alt drillfrom3,448' to4,018' 3448 4018 NIH

1:00 0.50 06 POOH to3,732' remove sting floatTlHto 3,940' 4018 4018 NIH
1:30 0.50 10 Survey @ 3,940'.48 degrees install string float 4018 4018 N[H
2:00 4.00 02 Air drill from4,018' to4,190' 4018 4190 NIH

Total: 24.00

Activity Date : 5/30/2012 Days From Spud : 0 Current Depth : 4360 Ft 24 Hr. Footage Made : 170 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 3.00 02 Air drilling from 4,190' to 4,300' 4190 4300 NIH
9:00 0.50 07 Service rig and Top Drive 4300 4300 NIH
9:30 1.00 02 Air drillingfrom4,300' to4,350' 4300 4350 NfH

10:30 1.00 21 Blow hole clean at 4,350' 4350 4350 NIH
11:30 4.50 06 POOH from 4,350' to surface 4350 4350 NIH
16:00 1.00 21 Break out and L/D hammer and bit 4350 4350 NIH
17:00 4.00 06 M/U rr 12 17 bit and bits, RIH to 965', unload hole with air. R!H to 1,018', tagged at 1,018', 4350 4350 NIH

M/U TD wash by light spot. RIH to2,358', taggedg 2,358'
21:00 1.00 21 Work string and free same at 2,358', Aerate hole clean 4350 4350 NIH
22:00 0.50 06 TlHto3,162' 4350 4350 NIH
22:30 0.50 21 Aerate hole clean at 3,162' 4350 4350 NIH
23:00 0.50 03 Aerate wash and ream from 3,162' to3,269' 4350 4350 NIH
23:30 1.00 21 Repair Northwestern Air line on Rig floor. Note: 2" elbow going from theair manifoldto stand 4350 4350 NIH

pipewashed out (Blew out) and broke 2" nipple on thestand pipe.(Near Miss).
0:30 4.00 03 Aerate washed and reamed from 3,269' to 4,350' due to torqueand stickingstring. NOTE: 20' 4350 4350 NIH

tillon bottom.
4:30 0.50 05 Orilled (/4,350' to4,360' (80' en hour rate). It is salt, willfog to determine if it is Salt 1 or Salt 2 4350 4360 NIH

withe-IIne wire line logs.
5:00 1.00 05 Shut down theair and pump withreserve pipe water. Pump 1 annular volume followedby 40 4360 4360 NlH

bbis hi-viswater sweep followed by 1 annular volume.
Total: 24.00
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Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

ActivityDate : 5/29/2012 Days From Spud : 0 Current Depth : 4190 Ft 24 Hr. Footage Made : 1121 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 06 TlH to3,069' 3069 3069 NIH
7:30 0.50 21 Blow Hole Clean 3069 3069 NIH
8:00 6.50 02 Air drillfrom3,069' to 3,448' 3069 3448 NIH

14:30 0.50 10 Survey @3,414' 1.35 degrees 3448 3448 NÌH
15:00 10.00 02 Alt drillfrom3,448' to4,018' 3448 4018 NIH

1:00 0.50 06 POOH to3,732' remove sting floatTlHto 3,940' 4018 4018 NIH
1:30 0.50 10 Survey @ 3,940'.48 degrees install string float 4018 4018 N[H
2:00 4.00 02 Air drill from4,018' to4,190' 4018 4190 NIH

Total: 24.00

Activity Date : 5/30/2012 Days From Spud : 0 Current Depth : 4360 Ft 24 Hr. Footage Made : 170 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 3.00 02 Air drilling from 4,190' to 4,300' 4190 4300 NIH
9:00 0.50 07 Service rig and Top Drive 4300 4300 NIH
9:30 1.00 02 Air drillingfrom4,300' to4,350' 4300 4350 NfH

10:30 1.00 21 Blow hole clean at 4,350' 4350 4350 NIH
11:30 4.50 06 POOH from 4,350' to surface 4350 4350 NIH
16:00 1.00 21 Break out and L/D hammer and bit 4350 4350 NIH
17:00 4.00 06 M/U rr 12 17 bit and bits, RIH to 965', unload hole with air. R!H to 1,018', tagged at 1,018', 4350 4350 NIH

M/U TD wash by light spot. RIH to2,358', taggedg 2,358'
21:00 1.00 21 Work string and free same at 2,358', Aerate hole clean 4350 4350 NIH
22:00 0.50 06 TlHto3,162' 4350 4350 NIH
22:30 0.50 21 Aerate hole clean at 3,162' 4350 4350 NIH
23:00 0.50 03 Aerate wash and ream from 3,162' to3,269' 4350 4350 NIH
23:30 1.00 21 Repair Northwestern Air line on Rig floor. Note: 2" elbow going from theair manifoldto stand 4350 4350 NIH

pipewashed out (Blew out) and broke 2" nipple on thestand pipe.(Near Miss).
0:30 4.00 03 Aerate washed and reamed from 3,269' to 4,350' due to torqueand stickingstring. NOTE: 20' 4350 4350 NIH

tillon bottom.
4:30 0.50 05 Orilled (/4,350' to4,360' (80' en hour rate). It is salt, willfog to determine if it is Salt 1 or Salt 2 4350 4360 NIH

withe-IIne wire line logs.
5:00 1.00 05 Shut down theair and pump withreserve pipe water. Pump 1 annular volume followedby 40 4360 4360 NlH

bbis hi-viswater sweep followed by 1 annular volume.
Total: 24.00
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Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

ActivityDate : 5/29/2012 Days From Spud : 0 Current Depth : 4190 Ft 24 Hr. Footage Made : 1121 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 06 TlH to3,069' 3069 3069 NIH
7:30 0.50 21 Blow Hole Clean 3069 3069 NIH
8:00 6.50 02 Air drillfrom3,069' to 3,448' 3069 3448 NIH

14:30 0.50 10 Survey @3,414' 1.35 degrees 3448 3448 NÌH
15:00 10.00 02 Alt drillfrom3,448' to4,018' 3448 4018 NIH

1:00 0.50 06 POOH to3,732' remove sting floatTlHto 3,940' 4018 4018 NIH
1:30 0.50 10 Survey @ 3,940'.48 degrees install string float 4018 4018 N[H
2:00 4.00 02 Air drill from4,018' to4,190' 4018 4190 NIH

Total: 24.00

Activity Date : 5/30/2012 Days From Spud : 0 Current Depth : 4360 Ft 24 Hr. Footage Made : 170 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 3.00 02 Air drilling from 4,190' to 4,300' 4190 4300 NIH
9:00 0.50 07 Service rig and Top Drive 4300 4300 NIH
9:30 1.00 02 Air drillingfrom4,300' to4,350' 4300 4350 NfH

10:30 1.00 21 Blow hole clean at 4,350' 4350 4350 NIH
11:30 4.50 06 POOH from 4,350' to surface 4350 4350 NIH
16:00 1.00 21 Break out and L/D hammer and bit 4350 4350 NIH
17:00 4.00 06 M/U rr 12 17 bit and bits, RIH to 965', unload hole with air. R!H to 1,018', tagged at 1,018', 4350 4350 NIH

M/U TD wash by light spot. RIH to2,358', taggedg 2,358'
21:00 1.00 21 Work string and free same at 2,358', Aerate hole clean 4350 4350 NIH
22:00 0.50 06 TlHto3,162' 4350 4350 NIH
22:30 0.50 21 Aerate hole clean at 3,162' 4350 4350 NIH
23:00 0.50 03 Aerate wash and ream from 3,162' to3,269' 4350 4350 NIH
23:30 1.00 21 Repair Northwestern Air line on Rig floor. Note: 2" elbow going from theair manifoldto stand 4350 4350 NIH

pipewashed out (Blew out) and broke 2" nipple on thestand pipe.(Near Miss).
0:30 4.00 03 Aerate washed and reamed from 3,269' to 4,350' due to torqueand stickingstring. NOTE: 20' 4350 4350 NIH

tillon bottom.
4:30 0.50 05 Orilled (/4,350' to4,360' (80' en hour rate). It is salt, willfog to determine if it is Salt 1 or Salt 2 4350 4360 NIH

withe-IIne wire line logs.
5:00 1.00 05 Shut down theair and pump withreserve pipe water. Pump 1 annular volume followedby 40 4360 4360 NlH

bbis hi-viswater sweep followed by 1 annular volume.
Total: 24.00
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Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

ActivityDate : 5/29/2012 Days From Spud : 0 Current Depth : 4190 Ft 24 Hr. Footage Made : 1121 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 06 TlH to3,069' 3069 3069 NIH
7:30 0.50 21 Blow Hole Clean 3069 3069 NIH
8:00 6.50 02 Air drillfrom3,069' to 3,448' 3069 3448 NIH

14:30 0.50 10 Survey @3,414' 1.35 degrees 3448 3448 NÌH
15:00 10.00 02 Alt drillfrom3,448' to4,018' 3448 4018 NIH

1:00 0.50 06 POOH to3,732' remove sting floatTlHto 3,940' 4018 4018 NIH
1:30 0.50 10 Survey @ 3,940'.48 degrees install string float 4018 4018 N[H
2:00 4.00 02 Air drill from4,018' to4,190' 4018 4190 NIH

Total: 24.00

Activity Date : 5/30/2012 Days From Spud : 0 Current Depth : 4360 Ft 24 Hr. Footage Made : 170 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 3.00 02 Air drilling from 4,190' to 4,300' 4190 4300 NIH
9:00 0.50 07 Service rig and Top Drive 4300 4300 NIH
9:30 1.00 02 Air drillingfrom4,300' to4,350' 4300 4350 NfH

10:30 1.00 21 Blow hole clean at 4,350' 4350 4350 NIH
11:30 4.50 06 POOH from 4,350' to surface 4350 4350 NIH
16:00 1.00 21 Break out and L/D hammer and bit 4350 4350 NIH
17:00 4.00 06 M/U rr 12 17 bit and bits, RIH to 965', unload hole with air. R!H to 1,018', tagged at 1,018', 4350 4350 NIH

M/U TD wash by light spot. RIH to2,358', taggedg 2,358'
21:00 1.00 21 Work string and free same at 2,358', Aerate hole clean 4350 4350 NIH
22:00 0.50 06 TlHto3,162' 4350 4350 NIH
22:30 0.50 21 Aerate hole clean at 3,162' 4350 4350 NIH
23:00 0.50 03 Aerate wash and ream from 3,162' to3,269' 4350 4350 NIH
23:30 1.00 21 Repair Northwestern Air line on Rig floor. Note: 2" elbow going from theair manifoldto stand 4350 4350 NIH

pipewashed out (Blew out) and broke 2" nipple on thestand pipe.(Near Miss).
0:30 4.00 03 Aerate washed and reamed from 3,269' to 4,350' due to torqueand stickingstring. NOTE: 20' 4350 4350 NIH

tillon bottom.
4:30 0.50 05 Orilled (/4,350' to4,360' (80' en hour rate). It is salt, willfog to determine if it is Salt 1 or Salt 2 4350 4360 NIH

withe-IIne wire line logs.
5:00 1.00 05 Shut down theair and pump withreserve pipe water. Pump 1 annular volume followedby 40 4360 4360 NlH

bbis hi-viswater sweep followed by 1 annular volume.
Total: 24.00
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RECEIVED: Jun. 04, 2012

Sundry Number: 26382 API Well Number: 43019500090000Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SfT/R 12/268/19E County,State: GRAND, UT

Operator: Fidellty E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 5/31/2012 Days From Spud : 0 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 05 Pump 1 Annular volume Mixpump and spot 40 bbl Salt pillon bottom 4360 4360 NIH
7:30 3.00 06 POOH from4,350' to surface 4360 4360 NIH

10:30 3.50 11 Held PJSM RIU Schiumberger M/U Quad Combo RIH to 1,010' unable to get deeper POH RID 4360 4360 NIH
Schlumberger

14:00 1.50 06 TlH with RR 12 1/4" bit taggedat 1,016' 4360 4360 NIH
15:30 0.50 03 Aerated washed and reamed from 1,010' to 1,114' 4360 4360 NIH
16:00 0.50 06 TIH from 1,114' to 1,49T Tag at 1,497 4360 4360 NIH
16:30 0.50 03 Aerated washed and reamed from 1,49T to 1,535' string packed off and due tohydraulic 4360 4360 NIH

effect and theshallow depth il forced up thedrill string, bending 3 joints.
17:00 1.00 21 L/D bent joints from derrick (3-joints) 4360 4360 NIH
18:00 2.50 06 Worked the drill string and circulated out the pack-off. POOH toshoe at 965' 4360 4360 NIH
20:30 4.00 03 Air/mist (3,000 cfm's, 40 bbls/hr, soap 10 gals/hr) washed and reamed from 965' to 1,858'. 4360 4360 NIH

NOTE: tagged at 1,016', reamed from 1,013' to 1,019', taggedat 1,198' reamed from 1,190' to
1,205', tagged1,214' reamed from 1,210' to 1,300', tagged at 1,512' reamed from 1,505' to
1,565'

0:30 0.50 06 T1H5 stds from 1,858' to2,330' and blow hole clean. 4360 4360 NIH
1:00 0.50 06 TIH5 stds from 2,330' to 2,802' and blowhole clean 4360 4360 NIH
1:30 1.00 06 TIH 5 stds from 2,802' to3,276' and blow hole clean 4360 4360 NIH
2:30 1.00 06 TIH 5 stds from 3,276' to 3,744' and blow hole clean. 4360 4360 NIH
3:30 1.00 06 TlHfrom 3,744' to4,178' and tagblowhole clean. 4360 4360 NIH
4:30 1.00 03 Air/mist washed and reamed from 4,178' to4,350' and blow hole clean 4360 4360 NIH
5:30 0.50 06 POOH from 4,350' to 4,204', sweep hole. 4360 4360 NIH

Total: 24,00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sat CaCl2 EOTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 0.0 0 fr/mist drilling
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Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SfT/R 12/268/19E County,State: GRAND, UT

Operator: Fidellty E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 5/31/2012 Days From Spud : 0 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 05 Pump 1 Annular volume Mixpump and spot 40 bbl Salt pillon bottom 4360 4360 NIH
7:30 3.00 06 POOH from4,350' to surface 4360 4360 NIH

10:30 3.50 11 Held PJSM RIU Schiumberger M/U Quad Combo RIH to 1,010' unable to get deeper POH RID 4360 4360 NIH
Schlumberger

14:00 1.50 06 TlH with RR 12 1/4" bit taggedat 1,016' 4360 4360 NIH
15:30 0.50 03 Aerated washed and reamed from 1,010' to 1,114' 4360 4360 NIH
16:00 0.50 06 TIH from 1,114' to 1,49T Tag at 1,497 4360 4360 NIH
16:30 0.50 03 Aerated washed and reamed from 1,49T to 1,535' string packed off and due tohydraulic 4360 4360 NIH

effect and theshallow depth il forced up thedrill string, bending 3 joints.
17:00 1.00 21 L/D bent joints from derrick (3-joints) 4360 4360 NIH
18:00 2.50 06 Worked the drill string and circulated out the pack-off. POOH toshoe at 965' 4360 4360 NIH
20:30 4.00 03 Air/mist (3,000 cfm's, 40 bbls/hr, soap 10 gals/hr) washed and reamed from 965' to 1,858'. 4360 4360 NIH

NOTE: tagged at 1,016', reamed from 1,013' to 1,019', taggedat 1,198' reamed from 1,190' to
1,205', tagged1,214' reamed from 1,210' to 1,300', tagged at 1,512' reamed from 1,505' to
1,565'

0:30 0.50 06 T1H5 stds from 1,858' to2,330' and blow hole clean. 4360 4360 NIH
1:00 0.50 06 TIH5 stds from 2,330' to 2,802' and blowhole clean 4360 4360 NIH
1:30 1.00 06 TIH 5 stds from 2,802' to3,276' and blow hole clean 4360 4360 NIH
2:30 1.00 06 TIH 5 stds from 3,276' to 3,744' and blow hole clean. 4360 4360 NIH
3:30 1.00 06 TlHfrom 3,744' to4,178' and tagblowhole clean. 4360 4360 NIH
4:30 1.00 03 Air/mist washed and reamed from 4,178' to4,350' and blow hole clean 4360 4360 NIH
5:30 0.50 06 POOH from 4,350' to 4,204', sweep hole. 4360 4360 NIH

Total: 24,00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sat CaCl2 EOTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 0.0 0 fr/mist drilling
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Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SfT/R 12/268/19E County,State: GRAND, UT

Operator: Fidellty E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 5/31/2012 Days From Spud : 0 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 05 Pump 1 Annular volume Mixpump and spot 40 bbl Salt pillon bottom 4360 4360 NIH
7:30 3.00 06 POOH from4,350' to surface 4360 4360 NIH

10:30 3.50 11 Held PJSM RIU Schiumberger M/U Quad Combo RIH to 1,010' unable to get deeper POH RID 4360 4360 NIH
Schlumberger

14:00 1.50 06 TlH with RR 12 1/4" bit taggedat 1,016' 4360 4360 NIH
15:30 0.50 03 Aerated washed and reamed from 1,010' to 1,114' 4360 4360 NIH
16:00 0.50 06 TIH from 1,114' to 1,49T Tag at 1,497 4360 4360 NIH
16:30 0.50 03 Aerated washed and reamed from 1,49T to 1,535' string packed off and due tohydraulic 4360 4360 NIH

effect and theshallow depth il forced up thedrill string, bending 3 joints.
17:00 1.00 21 L/D bent joints from derrick (3-joints) 4360 4360 NIH
18:00 2.50 06 Worked the drill string and circulated out the pack-off. POOH toshoe at 965' 4360 4360 NIH
20:30 4.00 03 Air/mist (3,000 cfm's, 40 bbls/hr, soap 10 gals/hr) washed and reamed from 965' to 1,858'. 4360 4360 NIH

NOTE: tagged at 1,016', reamed from 1,013' to 1,019', taggedat 1,198' reamed from 1,190' to
1,205', tagged1,214' reamed from 1,210' to 1,300', tagged at 1,512' reamed from 1,505' to
1,565'

0:30 0.50 06 T1H5 stds from 1,858' to2,330' and blow hole clean. 4360 4360 NIH
1:00 0.50 06 TIH5 stds from 2,330' to 2,802' and blowhole clean 4360 4360 NIH
1:30 1.00 06 TIH 5 stds from 2,802' to3,276' and blow hole clean 4360 4360 NIH
2:30 1.00 06 TIH 5 stds from 3,276' to 3,744' and blow hole clean. 4360 4360 NIH
3:30 1.00 06 TlHfrom 3,744' to4,178' and tagblowhole clean. 4360 4360 NIH
4:30 1.00 03 Air/mist washed and reamed from 4,178' to4,350' and blow hole clean 4360 4360 NIH
5:30 0.50 06 POOH from 4,350' to 4,204', sweep hole. 4360 4360 NIH

Total: 24,00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sat CaCl2 EOTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 0.0 0 fr/mist drilling
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Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SfT/R 12/268/19E County,State: GRAND, UT

Operator: Fidellty E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 5/31/2012 Days From Spud : 0 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 05 Pump 1 Annular volume Mixpump and spot 40 bbl Salt pillon bottom 4360 4360 NIH
7:30 3.00 06 POOH from4,350' to surface 4360 4360 NIH

10:30 3.50 11 Held PJSM RIU Schiumberger M/U Quad Combo RIH to 1,010' unable to get deeper POH RID 4360 4360 NIH
Schlumberger

14:00 1.50 06 TlH with RR 12 1/4" bit taggedat 1,016' 4360 4360 NIH
15:30 0.50 03 Aerated washed and reamed from 1,010' to 1,114' 4360 4360 NIH
16:00 0.50 06 TIH from 1,114' to 1,49T Tag at 1,497 4360 4360 NIH
16:30 0.50 03 Aerated washed and reamed from 1,49T to 1,535' string packed off and due tohydraulic 4360 4360 NIH

effect and theshallow depth il forced up thedrill string, bending 3 joints.
17:00 1.00 21 L/D bent joints from derrick (3-joints) 4360 4360 NIH
18:00 2.50 06 Worked the drill string and circulated out the pack-off. POOH toshoe at 965' 4360 4360 NIH
20:30 4.00 03 Air/mist (3,000 cfm's, 40 bbls/hr, soap 10 gals/hr) washed and reamed from 965' to 1,858'. 4360 4360 NIH

NOTE: tagged at 1,016', reamed from 1,013' to 1,019', taggedat 1,198' reamed from 1,190' to
1,205', tagged1,214' reamed from 1,210' to 1,300', tagged at 1,512' reamed from 1,505' to
1,565'

0:30 0.50 06 T1H5 stds from 1,858' to2,330' and blow hole clean. 4360 4360 NIH
1:00 0.50 06 TIH5 stds from 2,330' to 2,802' and blowhole clean 4360 4360 NIH
1:30 1.00 06 TIH 5 stds from 2,802' to3,276' and blow hole clean 4360 4360 NIH
2:30 1.00 06 TIH 5 stds from 3,276' to 3,744' and blow hole clean. 4360 4360 NIH
3:30 1.00 06 TlHfrom 3,744' to4,178' and tagblowhole clean. 4360 4360 NIH
4:30 1.00 03 Air/mist washed and reamed from 4,178' to4,350' and blow hole clean 4360 4360 NIH
5:30 0.50 06 POOH from 4,350' to 4,204', sweep hole. 4360 4360 NIH

Total: 24,00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sat CaCl2 EOTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 0.0 0 fr/mist drilling
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RECEIVED: Jun. 04, 2012

Sundry Number: 26382 API Well Number: 43019500090000Sundry Number: 26382 API Well Number: 43019500090000

Well NameiCane CrenicUriit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

aily Summary
Activity Date : 6/1/2012 Days From Spud : 11 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hra Code Remarks Start Depth End Depth Run

6:00 4.00 06 POOH from 4,360' to927 NOTE: work thrutightspot at 3,797 4360 4360 NIH
10:00 0.50 21 Changed out rotating head rubber. 4360 4360 NIH
10:30 0.50 07 Serviced Rig and the Top Drive 4360 4360 NIH
11:00 2.50 06 TIH from 927' to 2,046' NOTE: tagged at 1016' Air/mist washed and reamed from 1,010' to 4360 4360 NIH

1,020', taggedat 1,398', Afrmist washed and reamed from 1,390' to 1,405', tagged at 1,522'
Air/mist washed and reamed from 1,518' to 1,526'.

13:30 0.50 21 Blow hole clean at 2,046' 4360 4360 NIH
14:00 1.00 06 POOHfrom2,046' to956' NOTE: worked throughttightspot at 1,943' 4360 4360 NIH
15:00 2.50 06 TlH from 956' to 2,236' NOTE: taggedat 1,522' Airmistwash and reamed from 1,518 to 1,526' 4360 4360 NIH
17:30 0.50 21 Blow hole clean at 2,236' 4360 4360 NIH
18:00 1.00 06 TIH to 2,709'and blowhole clean, 4360 4360 NIH
19;00 1.00 03 Air/mist washed and reamed from 2,709' to2,803' and blow hole clean. 4360 4360 NIH
20:00 1.00 06 TIH from 2,803' to 3,364', blow hole clean NOTE: tagged at 3,342' Air/mist washed and 4360 4360 NIH

reamed from 3,339' to 3,345'
21:00 6.00 03 Air/mist washed and reamed from 3,364' to 4,360', blow hole clean. NOTE: No fill 4360 4360 NIH

3:00 2,00 06 POOH f/4,360' to 929' NOTE: work through tightspot at 1,016' (Boulder). 4360 4360 NIH
5:00 0.50 08 Repair Efectrical problem on Top Drive 4360 4360 NIH
5:30 0.50 03 Air/mist @ 1,016'. Attempt tobreak up. 4360 4360 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 | 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Air/mist drilling
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21:00 6.00 03 Air/mist washed and reamed from 3,364' to 4,360', blow hole clean. NOTE: No fill 4360 4360 NIH

3:00 2,00 06 POOH f/4,360' to 929' NOTE: work through tightspot at 1,016' (Boulder). 4360 4360 NIH
5:00 0.50 08 Repair Efectrical problem on Top Drive 4360 4360 NIH
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1,020', taggedat 1,398', Afrmist washed and reamed from 1,390' to 1,405', tagged at 1,522'
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13:30 0.50 21 Blow hole clean at 2,046' 4360 4360 NIH
14:00 1.00 06 POOHfrom2,046' to956' NOTE: worked throughttightspot at 1,943' 4360 4360 NIH
15:00 2.50 06 TlH from 956' to 2,236' NOTE: taggedat 1,522' Airmistwash and reamed from 1,518 to 1,526' 4360 4360 NIH
17:30 0.50 21 Blow hole clean at 2,236' 4360 4360 NIH
18:00 1.00 06 TIH to 2,709'and blowhole clean, 4360 4360 NIH
19;00 1.00 03 Air/mist washed and reamed from 2,709' to2,803' and blow hole clean. 4360 4360 NIH
20:00 1.00 06 TIH from 2,803' to 3,364', blow hole clean NOTE: tagged at 3,342' Air/mist washed and 4360 4360 NIH

reamed from 3,339' to 3,345'
21:00 6.00 03 Air/mist washed and reamed from 3,364' to 4,360', blow hole clean. NOTE: No fill 4360 4360 NIH

3:00 2,00 06 POOH f/4,360' to 929' NOTE: work through tightspot at 1,016' (Boulder). 4360 4360 NIH
5:00 0.50 08 Repair Efectrical problem on Top Drive 4360 4360 NIH
5:30 0.50 03 Air/mist @ 1,016'. Attempt tobreak up. 4360 4360 NIH

Total: 24.00
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6:00 4.00 06 POOH from 4,360' to927 NOTE: work thrutightspot at 3,797 4360 4360 NIH
10:00 0.50 21 Changed out rotating head rubber. 4360 4360 NIH
10:30 0.50 07 Serviced Rig and the Top Drive 4360 4360 NIH
11:00 2.50 06 TIH from 927' to 2,046' NOTE: tagged at 1016' Air/mist washed and reamed from 1,010' to 4360 4360 NIH

1,020', taggedat 1,398', Afrmist washed and reamed from 1,390' to 1,405', tagged at 1,522'
Air/mist washed and reamed from 1,518' to 1,526'.

13:30 0.50 21 Blow hole clean at 2,046' 4360 4360 NIH
14:00 1.00 06 POOHfrom2,046' to956' NOTE: worked throughttightspot at 1,943' 4360 4360 NIH
15:00 2.50 06 TlH from 956' to 2,236' NOTE: taggedat 1,522' Airmistwash and reamed from 1,518 to 1,526' 4360 4360 NIH
17:30 0.50 21 Blow hole clean at 2,236' 4360 4360 NIH
18:00 1.00 06 TIH to 2,709'and blowhole clean, 4360 4360 NIH
19;00 1.00 03 Air/mist washed and reamed from 2,709' to2,803' and blow hole clean. 4360 4360 NIH
20:00 1.00 06 TIH from 2,803' to 3,364', blow hole clean NOTE: tagged at 3,342' Air/mist washed and 4360 4360 NIH

reamed from 3,339' to 3,345'
21:00 6.00 03 Air/mist washed and reamed from 3,364' to 4,360', blow hole clean. NOTE: No fill 4360 4360 NIH

3:00 2,00 06 POOH f/4,360' to 929' NOTE: work through tightspot at 1,016' (Boulder). 4360 4360 NIH
5:00 0.50 08 Repair Efectrical problem on Top Drive 4360 4360 NIH
5:30 0.50 03 Air/mist @ 1,016'. Attempt tobreak up. 4360 4360 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 | 0.00 0

Water Loss LCM ECD FL Temp Remarks
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RECEIVED: Jun. 04, 2012

Sundry Number: 26382 API Well Number: 43019500090000Sundry Number: 26382 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SIT/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/2/2012 Days From Spud : 12 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 06 TIH with 12 1/4" RR bit to 1,012'and taggedobstruction, Blow hole clean 4360 4360 NIH
7:00 2.00 06 POOH from 1,012' to surface UD 12 1/4" RR bit and bit sub. M/UNuma Hammer and 4360 4360 NIH

Hammer bit
9:00 0.50 07 Service rigand top drive 4360 4360 NIH
9:30 1.00 08 Test hammer TIH to 1,012' 4360 4360 NIH

10:30 6.50 03 Attempt to break up obstructionat 1,012' withHammer and Hammer bit 4360 4360 NIH
17:00 3.00 06 POOHfrom 1,012' to surface NOTE: Bit face 12 1/4" OD x 3 1/2" was left in the hole 4360 4360 NIH
20:00 2.00 21 Break down and L/D Hammer 4360 4360 NIH
22:00 1.50 09 Slip and cut drill line ,inspect brakes, change out lower manual control valve 4360 4360 NIH
23:30 5.00 21 Waiting on fishing tools 4360 4360 NIH

4:30 1.50 06 M/U 12 1/4" MagnetTlHto 753' 4360 4360 NIH
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water OII Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 | 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0,00 0.00 0.00 | 0.00 0 | 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 0.0 0 ir/mist drilling

Daily SuiŸimary
Activity Date : 6/3/2012 Days From Spud : 13 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 06 TIH with Magnet from 753' to 1,012' and tagged 4360 4360 NIH
6:30 2.00 06 POOH from 1,012' to surface withmagnet and UD same (No Recovery) 4360 4360 NIH
8:30 1.00 21 MlU12 1/4"bitand Roller reamers 4360 4360 NIH
9:30 0.50 06 TIHtaggedat 1,010' 4360 4360 NIH

10:00 17.00 03 Reaming on obstruction from 1,010' to 1,060' allemating between Air/mist and dry reaming. 4360 4360 NIH
Note:When reamingwithalr/mist (3,000 ofm,H2040 bbis/hr,soap 10 gph) the boulders will
move out of the way,when the air is off the boulders willfallback into the well.

3:00 2.50 06 POOH from 1,060' tosurface L/D 12 1/4" bit and roller reamers 4360 4360 NIH
5:30 0.50 07 Service rig and Top Drive 4360 4360 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 | 0.00 0.00 | 0 | 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% | 0.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 | 0,00 0 | 0 | 0 0.00 0.00 | 0 | 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Air/mist drilling
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Sundry Number: 26382 API Well Number: 43019500090000
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Field Name: Big Flat SIT/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
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7:00 2.00 06 POOH from 1,012' to surface UD 12 1/4" RR bit and bit sub. M/UNuma Hammer and 4360 4360 NIH
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17:00 3.00 06 POOHfrom 1,012' to surface NOTE: Bit face 12 1/4" OD x 3 1/2" was left in the hole 4360 4360 NIH
20:00 2.00 21 Break down and L/D Hammer 4360 4360 NIH
22:00 1.50 09 Slip and cut drill line ,inspect brakes, change out lower manual control valve 4360 4360 NIH
23:30 5.00 21 Waiting on fishing tools 4360 4360 NIH

4:30 1.50 06 M/U 12 1/4" MagnetTlHto 753' 4360 4360 NIH
Total: 24.00
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4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 | 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
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Water Loss LCM ECD FL Temp emarks
0 0.0 0.0 0 ir/mist drilling
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Start Hrs Code Remarks Start Depth End Depth Run
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6:30 2.00 06 POOH from 1,012' to surface withmagnet and UD same (No Recovery) 4360 4360 NIH
8:30 1.00 21 MlU12 1/4"bitand Roller reamers 4360 4360 NIH
9:30 0.50 06 TIHtaggedat 1,010' 4360 4360 NIH

10:00 17.00 03 Reaming on obstruction from 1,010' to 1,060' allemating between Air/mist and dry reaming. 4360 4360 NIH
Note:When reamingwithalr/mist (3,000 ofm,H2040 bbis/hr,soap 10 gph) the boulders will
move out of the way,when the air is off the boulders willfallback into the well.

3:00 2.50 06 POOH from 1,060' tosurface L/D 12 1/4" bit and roller reamers 4360 4360 NIH
5:30 0.50 07 Service rig and Top Drive 4360 4360 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 | 0.00 0.00 | 0 | 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% | 0.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
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Note:When reamingwithalr/mist (3,000 ofm,H2040 bbis/hr,soap 10 gph) the boulders will
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Hammer bit
9:00 0.50 07 Service rigand top drive 4360 4360 NIH
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6:00 0.50 06 TIH with Magnet from 753' to 1,012' and tagged 4360 4360 NIH
6:30 2.00 06 POOH from 1,012' to surface withmagnet and UD same (No Recovery) 4360 4360 NIH
8:30 1.00 21 MlU12 1/4"bitand Roller reamers 4360 4360 NIH
9:30 0.50 06 TIHtaggedat 1,010' 4360 4360 NIH

10:00 17.00 03 Reaming on obstruction from 1,010' to 1,060' allemating between Air/mist and dry reaming. 4360 4360 NIH
Note:When reamingwithalr/mist (3,000 ofm,H2040 bbis/hr,soap 10 gph) the boulders will
move out of the way,when the air is off the boulders willfallback into the well.

3:00 2.50 06 POOH from 1,060' tosurface L/D 12 1/4" bit and roller reamers 4360 4360 NIH
5:30 0.50 07 Service rig and Top Drive 4360 4360 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 | 0.00 0.00 | 0 | 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% | 0.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 | 0,00 0 | 0 | 0 0.00 0.00 | 0 | 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Air/mist drilling
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RECEIVED: Jun. 04, 2012

Sundry Number: 26382 API Well Number: 43019500090000Sundry Number: 26382 API Well Number: 43019500090000

Well NameiCane Creek Uriit124
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

ActivityDate : 6/4/2012 Days From Spud : 14 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 M/U Flat Bottom Junk millTlH to 1,036', taggedobstruction 4360 4360 NIH
7:30 4.50 03 Air/mist reamed from 1,036' to 1,961' 4360 4360 NIH

12:00 5.00 03 Milledon junk with air/mist f/1,961' to1,965'. 4360 4360 NIH
17:00 2.00 06 POOH UD Flat Bottom Junk mill. Note millhas damage on the out side 1 1/2" of themill face. 4360 4360 NIH
19:00 6.50 21 Waitingon tools(Junk shot) 4360 4360 NIH

1:30 1.50 06 Held PJSM MlU 7 3/4" HMXJunkshot, TIH, work through obstructionat 1,016', taggedat 4360 4360 NIH
1,043' attempted towork throughand was unable toget deeper than 1,043' with the 7 3/4" OD
junkshot.

3:00 1.50 06 POOH L/D 7 3/4" HMXjunk shot 4360 4360 NIH
4:30 1.50 06 MlU 12 1/4" RR bit (Milled tooth),bit sub. TIH 4360 4360 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0,00 0.00 0 0 0 0/0/0 0.0 | 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 | 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/mist drilling

Formation Name Current Well Top Subsea Datum Ref
WellForpmat ene

Top Comments
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RECEIVED: May. 25, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

6 /1 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity would like to request permission to drill the Cane Creek
horizontally as per the attached drilling program. It is anticipated that
an 8-1/2" pilot hole will be drilled through the Cane Creek Shale. After
evaluation, the well will be plugged back to approximately 7200' and
drilled directionally from a kick-off point of 7150' MD to the 7" casing
landing point of 8250' MD (7746' TVD). There, the 7" casing will be set
and cemented. The well will then be drilled out with a 6" bit to a TD of
10109' MD (7746' TVD). The actual directional program may be altered
as dictated by hole conditions, log evaluation, or core analysis. Surface

location Section 12 T26S-R19E, 2194' FSL, and 2497' FWL (NESW).
Projected Bottom hole location -Sec 12, T26S, R19E, 391'FSL, 923' FEL

(SESE). Please refer to the attached directional program for details.

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 5 /25 /2012

June 18, 2012

Sundry Number: 26041 API Well Number: 43019500090000Sundry Number: 26041 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/1/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request permission to drill the Cane Creek Approved by the
horizontally as per the attached drilling program. It is anticipated that utah Division of
an 8-1/2" pilot hole will be drilled through the Cane Creek Shale. After Oil, Gas and Mining

evaluation, the well will be plugged back to approximately 7200' and Date: June 18, 2012
drilled directionally from a kick-off point of 7150' MD to the 7" casing

. .

landing point of 8250' MD (7746' TVD). There, the 7" casing will be set sy: e
and cemented. The well will then be drilled out with a 6" bit to a TD of
10109' MD (7746' TVD). The actual directional program may be altered
as dictated by hole conditions, log evaluation, or core analysis. Surface

location Section 12 T26S-R19E, 2194' FSL, and 2497' FWL (NESW).
Projected Bottom hole location -Sec 12, T26S, R19E, 391'FSL, 923' FEL

(SESE). Please refer to the attached directional program for details.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/25/2012

RECEIVED: May. 25,

Sundry Number: 26041 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116
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Do not use this form for proposals to drill new wells, significantly deepen existing wells below
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TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request permission to drill the Cane Creek Approved by the
horizontally as per the attached drilling program. It is anticipated that utah Division of
an 8-1/2" pilot hole will be drilled through the Cane Creek Shale. After Oil, Gas and Mining

evaluation, the well will be plugged back to approximately 7200' and Date: June 18, 2012
drilled directionally from a kick-off point of 7150' MD to the 7" casing

. .

landing point of 8250' MD (7746' TVD). There, the 7" casing will be set sy: e
and cemented. The well will then be drilled out with a 6" bit to a TD of
10109' MD (7746' TVD). The actual directional program may be altered
as dictated by hole conditions, log evaluation, or core analysis. Surface
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Fidelity would like to request permission to drill the Cane Creek Approved by the
horizontally as per the attached drilling program. It is anticipated that utah Division of
an 8-1/2" pilot hole will be drilled through the Cane Creek Shale. After Oil, Gas and Mining

evaluation, the well will be plugged back to approximately 7200' and Date: June 18, 2012
drilled directionally from a kick-off point of 7150' MD to the 7" casing

. .

landing point of 8250' MD (7746' TVD). There, the 7" casing will be set sy: e
and cemented. The well will then be drilled out with a 6" bit to a TD of
10109' MD (7746' TVD). The actual directional program may be altered
as dictated by hole conditions, log evaluation, or core analysis. Surface

location Section 12 T26S-R19E, 2194' FSL, and 2497' FWL (NESW).
Projected Bottom hole location -Sec 12, T26S, R19E, 391'FSL, 923' FEL

(SESE). Please refer to the attached directional program for details.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/25/2012

RECEIVED: May. 25,

donstaley
Highlight



RECEIVED: Jun. 13, 2012

â

â

â

â

â

ª

ª

ª

ªª

ª

ª

ª

ª

ª
ª

ª

'

·

H

H

11 12 07

181314

02 01 06

15

10

03

08

05

17

CANE CREEK U #13-1                  
4301950014

CANE CREEK UNIT #18-1               
4301950012

CANE CREEK UNIT 7-1                 
4301950010

CANE CREEK UNIT 12-1                
4301950009

CANE CREEK U 12-1                   
4301931592

CANE CREEK U 7-1                    
4301931591

CANE CREEK U 13-1                   
4301931588

CANE CREEK U 18-1                   
4301931585

CANE CREEK U 2-2                    
4301931568

CANE CREEK 1-1                      
4301931446

CANE CREEK 2-1                      
4301931396

CANE CREEK FED 11-1                 
4301931364

MINERAL CANYON U 1-14               
4301931156

SUNBURST 1                          
4301930357

KING OIL COMPANY 1 RUBY             
4301920409

BIG FLAT UNIT 1                     
4301915777

BIG FLAT UNIT 3                     
4301911579

TIDEWATER OIL CO 74-11              
4301911578

BIG FLAT UNIT 1                     
4301911568
GLEN M RUBY 1-A                     
4301911565

BIG FLAT UNIT 2                     
4301911331

BIG FLAT UNIT 2                     
4301911002

BIG FLAT UNIT 7                     
4301910155

B I G  F L A T  F I E L DB I G  F L A T  F I E L D
C A N E  C R E E K  U N I TC A N E  C R E E K  U N I T

Map Produced by Diana Mason
Map Prepared: 

Well Name: CANE CREEK UNIT 12-1
API Number: 4301950009

Township T2.6 . Section 12Range R1.9 .
Meridian: SLBM

F
1,750 0 1,750875 Feet

1:17,106

Units
STATUS

ACTIVE

EXPLORATORY

GAS STORAGE

NF PP OIL

NF SECONDARY

PI OIL

PP GAS

PP GEOTHERML

PP OIL

SECONDARY

TERMINATED

Fields
STATUS

Unknown

ABANDONED

ACTIVE

COMBINED

INACTIVE

STORAGE

TERMINATED

Wells Query
Status

APD - Aproved Permit

H DRL - Spuded (Drilling Commenced)

4 GIW - Gas Injection

!* GS - Gas Storage

! LOC - New Location

7 OPS - Operation Suspended

ª PA - Plugged Abandoned

* PGW - Producing Gas Well

' POW - Producing Oil Well

¸ SGW - Shut-in Gas Well

· SOW - Shut-in Oil Well

6 TA  - Temp. Abandoned

" TW  - Test Well

¸ WDW - Water Disposal

¸ WIW - Water Injection Well

=* WSW - Water Supply Well

TOOELE

SAN JUAN

MILLARD

KANE

JUAB

IRON

EMERY

UINTAH

BOX ELDER

GARFIELD

GRAND

UTAH

WAYNEBEAVER

SEVIER

SUMMIT

CARBON

DUCHESNE

RICH

WASHINGTON

SANPETE

CACHE

PIUTE

WASATCH

DAVIS

WEBER

SALT LAKE
DAGGETT

MORGAN

Location Map

Operator: FIDELITY E&P COMPANY                              

Sundry Number: 26041 API Well Number: 43019500090000Sundry Number: 26041 API Well Number: 43019500090000

CANECREEKU2-2
C3AO

:

9E6EK2-1 1FL 55NIT7 API Number:4301950009
4301931568 Well Name: CANE CREEK UNIT 12-1

Township T2.6 . Range R1.9 . Section 12
CANE 4E6EKi-1 Meridian: SLBM

Operator: FIDELITY E&P COMPANY

03 02 . . 01 06 05

Map Prepared:
Map Produced by Diana Mason

Units Wells Query
STAlus status

CANECREEKUNIT7-1 messeomons
4301950010 gioie i

BIG FLAT UNIT1 CANE CREEK $-1 PPo^s

4301 11568 4301931591 Prosorsemit

GLEN M RUBY 1-A PP°'

4301911565 secomossy

Fields

CANE CREEK FED 11-1 ST^106

4301931364 "°"

TIDEWATER OIL CO 74-11 07 ^crive

10
4301911578 11 CANE CREEK UNIT 12-1

12

4301950009 -
B I G FL A T F I ELD ANE CREEK U 12-1 STOR^6E

4301931592 TERrlimaTED

CANE CREEK UNI l¯

KING OI COMPANY 1 RUBY
4301920109 BOXELDER ICI Location Map

BIG FLAT UNIT 2 BIG FLAT UNIT 3
4301911331 - . 4301911579

SUMMIT T
S

TOOELE
CANE CREEK UNIT#18-1 UCHES

4301950012 UTAH UINTAH

CANE CREEK U 1Ô JUAB
4301931585 CARBON

EMERY GRAND

BIG FLAT UNIT 2 CANE CREEK U 13-1 CANE CRE iK U #13-1
SEVIER

15 14

4301911002 43019313588 4430195001

18

BEAVER IUT ARFIEWR(NE

JUAN

HINGTOP KANE

MINERAL CANYON U 1-14 i
4301931156 1750 se o 17eoFeetSUNBURST 1 BIG FLAT UNIT 1

4301930357 301915777
i 1:17,106

RECEIVED: Jun. 13,

Sundry Number: 26041 API Well Number: 43019500090000

CANECREEKU2-2
C3AO

:

9E6EK2-1 1FL 55NIT7 API Number:4301950009
4301931568 Well Name: CANE CREEK UNIT 12-1

Township T2.6 . Range R1.9 . Section 12
CANE 4E6EKi-1 Meridian: SLBM

Operator: FIDELITY E&P COMPANY

03 02 . . 01 06 05

Map Prepared:
Map Produced by Diana Mason

Units Wells Query
STAlus status

CANECREEKUNIT7-1 messeomons
4301950010 gioie i

BIG FLAT UNIT1 CANE CREEK $-1 PPo^s

4301 11568 4301931591 Prosorsemit

GLEN M RUBY 1-A PP°'

4301911565 secomossy

Fields

CANE CREEK FED 11-1 ST^106

4301931364 "°"

TIDEWATER OIL CO 74-11 07 ^crive

10
4301911578 11 CANE CREEK UNIT 12-1

12

4301950009 -
B I G FL A T F I ELD ANE CREEK U 12-1 STOR^6E

4301931592 TERrlimaTED

CANE CREEK UNI l¯

KING OI COMPANY 1 RUBY
4301920109 BOXELDER ICI Location Map

BIG FLAT UNIT 2 BIG FLAT UNIT 3
4301911331 - . 4301911579

SUMMIT T
S

TOOELE
CANE CREEK UNIT#18-1 UCHES

4301950012 UTAH UINTAH

CANE CREEK U 1Ô JUAB
4301931585 CARBON

EMERY GRAND

BIG FLAT UNIT 2 CANE CREEK U 13-1 CANE CRE iK U #13-1
SEVIER

15 14

4301911002 43019313588 4430195001

18

BEAVER IUT ARFIEWR(NE

JUAN

HINGTOP KANE

MINERAL CANYON U 1-14 i
4301931156 1750 se o 17eoFeetSUNBURST 1 BIG FLAT UNIT 1

4301930357 301915777
i 1:17,106

RECEIVED: Jun. 13,

Sundry Number: 26041 API Well Number: 43019500090000

CANECREEKU2-2
C3AO

:

9E6EK2-1 1FL 55NIT7 API Number:4301950009
4301931568 Well Name: CANE CREEK UNIT 12-1

Township T2.6 . Range R1.9 . Section 12
CANE 4E6EKi-1 Meridian: SLBM

Operator: FIDELITY E&P COMPANY

03 02 . . 01 06 05

Map Prepared:
Map Produced by Diana Mason

Units Wells Query
STAlus status

CANECREEKUNIT7-1 messeomons
4301950010 giois

BIG FLAT UNIT1 CANE CREEK $-1 PPo^s

4301 11568 4301931591 Prosorsemit

GLEN M RUBY 1-A PP°'

4301911565 secomossy

Fields

CANE CREEK FED 11-1 ST^106

4301931364 "°"

** 02
TIDEWATER OIL CO 74-11 07 ^crive

10
4301911578 11 CANE CREEK UNIT 12-1

12

4301950009 -
B I G FL A T F I ELD ANE CREEK U 12-1 STOR^6E

4301931592 TERrlimaTED

CANE CREEK UNI l¯

KING OI COMPANY 1 RUBY
4301920109 BOXELDER ICI Location Map

BIG FLAT UNIT 2 + BIG FLAT UNIT 3
4301911331 - . 4301911579

SUMMIT T
S

TOOELE
CANE CREEK UNIT#18-1 UCHES

4301950012 UTAH UINTAH

CANE CREEK U 1Ô JUAB
4301931585 CARBON

EMERY GRAND

BIG FLAT UNIT 2 CANE CREEK U 13-1 CANE CRE iK U #13-1
SEVIER

15 14

4301911002 43019313588 4430195001

18

BEAVER IUT ARFIEWR(NE

JUAN

HINGTOP KANE

MINERAL CANYON U 1-14 i
4301931156 1750 se o 17eoFeetSUNBURST 1 #BIG FLAT UNIT 1

4301930357 301915777
i 1:17,106

RECEIVED: Jun. 13,

Sundry Number: 26041 API Well Number: 43019500090000

CANECREEKU2-2
C3AO

:

9E6EK2-1 1FL 55NIT7 API Number:4301950009
4301931568 Well Name: CANE CREEK UNIT 12-1

Township T2.6 . Range R1.9 . Section 12
CANE 4E6EKi-1 Meridian: SLBM

Operator: FIDELITY E&P COMPANY

03 02 . . 01 06 05

Map Prepared:
Map Produced by Diana Mason

Units Wells Query
STAlus status

CANECREEKUNIT7-1 messeomons
4301950010 giois

BIG FLAT UNIT1 CANE CREEK $-1 PPo^s

4301 11568 4301931591 Prosorsemit

GLEN M RUBY 1-A PP°'

4301911565 secomossy

Fields

CANE CREEK FED 11-1 ST^106

4301931364 "°"

** 02
TIDEWATER OIL CO 74-11 07 ^crive

10
4301911578 11 CANE CREEK UNIT 12-1

12

4301950009 -
B I G FL A T F I ELD ANE CREEK U 12-1 STOR^6E

4301931592 TERrlimaTED

CANE CREEK UNI l¯

KING OI COMPANY 1 RUBY
4301920109 BOXELDER ICI Location Map

BIG FLAT UNIT 2 + BIG FLAT UNIT 3
4301911331 - . 4301911579

SUMMIT T
S

TOOELE
CANE CREEK UNIT#18-1 UCHES

4301950012 UTAH UINTAH

CANE CREEK U 1Ô JUAB
4301931585 CARBON

EMERY GRAND

BIG FLAT UNIT 2 CANE CREEK U 13-1 CANE CRE iK U #13-1
SEVIER

15 14

4301911002 43019313588 4430195001

18

BEAVER IUT ARFIEWR(NE

JUAN

HINGTOP KANE

MINERAL CANYON U 1-14 i
4301931156 1750 se o 17eoFeetSUNBURST 1 #BIG FLAT UNIT 1

4301930357 301915777
i 1:17,106

RECEIVED: Jun. 13,



RECEIVED: May. 25, 2012

Sundry Number: 26041 API Well Number: 43019500090000Sundry Number: 26041 API Well Number: 43019500090000

FIDELÌTY
Exploration&ProductionCompany

May 29, 2012

Diana Mason
State of Utah
Division of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, UT 84114-5801

Re: Directional Drilling R649-3-11

Cane Creek Unit 12-1 -Section 12, 2194' FSL, 2497' FWL (Surface)

Section 12, 391' FSL, 923' FEL (Bottom hole)

Grand County, Utah

Dear Diana Mason,

Pursuant to the filing of a sundry for pennission to drill the above referenced well
horizontally. We are hereby submitting this letter in accordance with Oil & Gas
Conservation Rule R649-3-11 pertaining to the location and sitting of the well.

• It is proposed at that time to drill the Cane Creek Shale horizontally as per the
attached directional program. This is Federal lease number UTU-68116. Fidelity
anticipates the kick off point of approximately 7150' MD; a target TVD at an
azimuth of 139.51 degrees is anticipated. The actual directional program maybe
altered as dictated by hole conditions.

• Furthennore Fidelity Exploration and Production Company hereby certify that we
are the sole working interest owner within 460 feet of the entire directional well
bore.

Therefore, based on the above stated information Fidelity Exploration and Production
Company request the permit be granted pursuant to R649-3-l l.

Respectfully submitted,

Stephallie Masters
Operations Technician III
Fidelity Exploration & Production Company 2585 HeartlandDrive

Sheridan,WY82801

Phone: 307.672.7111
Fax:307.673.6850

AnMDUResourcesGroup,lac.
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Sundry Number: 26041 API Well Number: 43019500090000Sundry Number: 26041 API Well Number: 43019500090000
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Sundry Number: 26041 API Well Number: 43019500090000Sundry Number: 26041 API Well Number: 43019500090000

Cane CreSekUnit #12-1 INDERFIDELITY "a:: --

ExplorationaProductioncompany ASchlumberger Company
AnMDUResourcosGroupcornpany

GE: 6165'/ IŒ, 23'

DESIGNTARGETDETAILS

Narne TVD +N/-s +El-W Northlrig Easting Shape
Land 12-1 7746.0 -329,3 510.0 85070.09 2494406.33 Polnt
BHL 12-1 7746,0 -1858,8 1814.0 83568.34 2495739.58 Point

1175
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0

i "LatidSID1"90 @8101'MD .

Bulld&'Himl0,P/100@7529'MD

41 Lill 1111 LIJ] ILt
-1500-

175 35û 525
\htical Sectionat 135& (350 usMn)

_ \ "TD STOl" @10109 MD
500 -

ti 1.0 1500
Wal(-)/Emi(+) (750 usRiin)

6000

WELL DETAILS: Cane Creek Unit #12-1

Ground Level; 6165.0
Northing Easting Lalltlude Longitude
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SECTION DETAILS

MD Inc A2l TVD +NI.S +El-W Oleg TFace VSect Taf00l
0.0 0.00 0.00 0.0 0,0 0.0 0.00 0,00 0,0

7150.0 0.00 0.00 7150.0 0.0 0,0 0,00 0,00 0,0
7529.3 38.70106.50 7601.1 -35.0 118.2 10.20 106.50 107.7
7529.3 38.70 106.60 7501.1 -35,0 118.2 0.00 0.00 107,7
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10109.7 90.00139.51 7746,0 -1856,6 1814.0 0.00 0.00 2595.7 8HL 12-1
Created nyaBewk Enoch Date
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RECEIVED: May. 25, 2012

Sundry Number: 26041 API Well Number: 43019500090000Sundry Number: 26041 API Well Number: 43019500090000

FI ÙTY PI n g Re ri" ' ASchlumbergerCompany

Databpse: EOM6000.1 Single Uset Db Local Co-ordinate Reference: WellCane Creek Unit iff2-1
Company; FidelityExplorallon& ProductionCO. TVD Reference: WEt.t. @ 6100.0usít(Original WellElev)
Project: Grand County, UT MDReference: WELL@ 6100.0usít(Original WellElev)
Site: Seo12 T26S RIGE NorthRefettnoo: True
Well: canecreekUnit #12-1 SurveyCalculation Method: MinimumCurvature
Wollbore: STO1
De sigo: Design #3

Pigject Grand County, UT

Map System: US State Piano 1927 (Exact solullon) System Datunt: MaartSea Loyol
Geo Datum: NAD1927 (NADCONCONUS)
Map 2one: Utah Central 4302

si : Sec 12 Y28S RieE

Sito Posillon: Northing: 85,389.ô3 usf! Latitude: 36' 33'18.010 N
From: 1.at/Long Easling: 2,493.890.04 Usft Longitude: 109' dô'23A40 W
Posillon Uncertainty: 0.0 usft Slot Rad lus: 13-3/16" Gild convergence: 1.11

Wojj : CaneCreekUnil#t2-1

Well Position +NI-S 0.0 usit Northing: 85,380.53 usit Latitude; 38' 33'16,810 N
+EIW 0,0usit Easting: 2,493,890.04Usit Longitude: 109'46'23.440W

Poslilon Uncertainty 0.0 usft Wollhead Elevadon: Ground Level: 6,165.0 usit

W9]Ïb TOI

Maßnot!¢s Model Nante Samplo Dato Decilnallon Dip Angle Floid Strength(*) ( ) (nf)
IGRF2010 06/17/12 10.86 64.59 61,393

e Jgi Design #3

Audit Notes
Veralon: Phaso PROTOTYPE Tio On Deplh: 0.0

PianSections

Measured Vertl¢al Dogleg Bulld Tum
Deptit faclinallon Azimulb Depth *NIS *EIW Rate Rate Rate Typ
(usn) (') (*) (ush) (usit) (upfi) (9190450) (9100usit) (9100usit) () Target

0.0 0.00 0.00 0.0 0.0 0 0 0.00 0.00 0.00 0.00
7,150,0 0.00 0.00 7,150.0 0.0 0.0 0.00 0.00 0.00 0.00
7,620.8 38.70 106,50 7,601.1 -35.0 118.2 10.20 10.20 0.00 108.50
7,529.0 38.70 100.50 7,60Li -35.0 118.2 0.00 0.00 0.00 0.00
8,101.6 90.00 139.61 7,746.0 -320.3 510.0 10.20 8,97 6.77 39.77 Land12-1

10,109.'/ 90.00 139.51 7,746.0 -1,650.0 1,814.0 0.00 0.00 0.00 0.00 BHL12-1

06/22/12 4:02:43PM Page 2 COMPASS 6000,1 Bulld
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RECEIVED: May. 25, 2012

Sundry Number: 26041 API Well Number: 43019500090000Sundry Number: 26041 API Well Number: 43019500090000

FI ITY PI
nan

ge it"' AScNtímbergerCompany

DA1abaso: EOM6000.1 Single User Db Lo .otdin rknq WellcanecreekUnll#12-1
Company: FidelityExploration&ProductionCo. TyD terpnc9 WEt,t.@6188.oustt (originalWellElev)
Proj¢ct: Grand County, UT QD eroppe; WELL@6188.0usil (OriginalWollElov)
Site: See 12 T24S R19E NoiH Oforence True
Woll: Cane Creek Unil#12-1 Surv y Coloulall n Me d MinintumCurvalure
Wellbore: STO1
Design; Design #3

Rienried Suryey :

MGAtured Vortical Verti¢a1 Dogteg Bulld Tµm
DePib inellnAtton Azimutli DePth (NI·S *El W Section Rate Rate Rale
(uefi) (*) (•) (usfi) (usit} (ugti) (usfi} (*/100usit) ('l100uelt} ('It00usft)

0.0 0.00 0.00 0.0 0.0 0.0 0 0 0.00 0.00 0.00
Wingale Sand

100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0,0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0,0 0.00 0.00 0.00
331.0 0.00 0.00 331.0 0.0 0.0 0.0 0.00 0.00 0.00

Chinte

400.0 0.00 0.00 400.0 0.0 0.0 0,0 0.00 0.00 0.00
600.0 0.00 0.00 500.0 0.0 0.0 0.0 0,00 0.00 0.00
000.0 0.0 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
684.0 0.00 0.00 684.0 0.0 0.0 0.0 0.00 0.00 0.00

Moenkopi
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800,0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 000.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000,0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0,00 0.00
1,100.0 0.00 0.00 1.100.0 0.0 0.0 0,0 0.00 0.00 0,00
1,185.0 0.00 0.00 1,105.0 0,0 0.0 0.0 0.00 0.00 0.00

Cufer

1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.9 0.00 0.00 0.00
1,300.0 0,00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1.600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0,00 0,00 1,700,0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1.400.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,000.0 0.0 00 0,0 0.00 0.00 0.00
2,000.0 0.00 0,00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0,0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0,0 0.0 0.0 0.00 0,00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0,0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00
2.600.0 0.00 0.00 2,600.0 0.0 0.0 0.0 0.00 0.00 0.00
2,000.0 0.00 0.00 2,600.0 0.0 0.0 0.0 0.00 0.00 0.00
2,700.0 0.00 0.00 2,700,0 0.0 0.0 0.0 0.00 0.00 0.00
2,784.0 0.00 0.00 2,784.0 0.0 0.0 0.0 0.00 0.00 0.00

Honaker Trall
2,800.0 0.00 0.00 2,800.0 0.0 0.0 0.0 0.00 0.00 0.00
2.900.0 0.00 0.00 2,900.0 0.0 0.0 0.0 0.00 0.00 0.00
3,000.0 0.00 0.00 3,000.0 0,0 0.0 0,0 0.00 0.00 0,00
3.100.0 0.00 0,00 3,100.0 0.0 0.0 0.0 0.00 0.00 0.00
3.200.0 0.00 0.00 3.200.0 0.0 0.0 0.0 0.00 0.00 0.00
3,300.0 0.00 0.00 3.300.0 0.0 0.0 0.0 0.00 0.00 0.00
3,400.0 0.00 0.00 3,400.0 0.0 0.0 0.0 0.00 0.00 0.00
3,600.0 0.00 0.00 3,tiCO.0 0.0 0.0 0.0 0.00 0.00 0.00
3,600.0 0.00 0,00 3,000.0 0.0 0.0 0.0 0.00 0.00 0.00
3,700.0 0.00 0.00 3,700.0 0.0 0.0 0.0 0.00 0.00 0.00
3,800.0 0.00 0.00 0,800.0 0.0 0.0 0.0 0.00 0.00 0.00
3,900,0 0.00 0.00 3,000.0 0.0 0.0 0.0 0.00 0.00 0.00
3,025.0 0,00 0,00 3,924.0 0.0 0.0 0.0 0.00 0.00 0.00

Paradox Formation

4,000.0 0.00 0.00 4.000.0 0.0 0.0 0.0 0.00 0.00 0.00
4,100.0 0.00 0.00 4,100.0 0.0 0.0 0.0 0.00 0.00 0.00
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Sundry Number: 26041 API Well Number: 43019500090000

FI ITY PI
nan

ge it"' AScNtímbergerCompany

DA1abaso: EOM6000.1 Single User Db Lo .otdin rknq WellcanecreekUnll#12-1
Company: FidelityExploration&ProductionCo. TyD terpnc9 WEt,t.@6188.oustt (originalWellElev)
Proj¢ct: Grand County, UT QD eroppe; WELL@6188.0usil (OriginalWollElov)
Site: See 12 T24S R19E NoiH Oforence True
Woll: Cane Creek Unil#12-1 Surv y Coloulall n Me d MinintumCurvalure
Wellbore: STO1
Design; Design #3

Rienried Suryey :

MGAtured Vortical Verti¢a1 Dogteg Bulld Tµm
DePib inellnAtton Azimutli DePth (NI·S *El W Section Rate Rate Rale
(uefi) (*) (•) (usfi) (usit} (ugti) (usfi} (*/100usit) ('l100uelt} ('It00usft)

0.0 0.00 0.00 0.0 0.0 0.0 0 0 0.00 0.00 0.00
Wingale Sand

100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0,0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0,0 0.00 0.00 0.00
331.0 0.00 0.00 331.0 0.0 0.0 0.0 0.00 0.00 0.00

Chinte

400.0 0.00 0.00 400.0 0.0 0.0 0,0 0.00 0.00 0.00
600.0 0.00 0.00 500.0 0.0 0.0 0.0 0,00 0.00 0.00
000.0 0.0 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
684.0 0.00 0.00 684.0 0.0 0.0 0.0 0.00 0.00 0.00

Moenkopi
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800,0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 000.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000,0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0,00 0.00
1,100.0 0.00 0.00 1.100.0 0.0 0.0 0,0 0.00 0.00 0,00
1,185.0 0.00 0.00 1,105.0 0,0 0.0 0.0 0.00 0.00 0.00

Cufer

1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.9 0.00 0.00 0.00
1,300.0 0,00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1.600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0,00 0,00 1,700,0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1.400.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,000.0 0.0 00 0,0 0.00 0.00 0.00
2,000.0 0.00 0,00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0,0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0,0 0.0 0.0 0.00 0,00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0,0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00
2.600.0 0.00 0.00 2,600.0 0.0 0.0 0.0 0.00 0.00 0.00
2,000.0 0.00 0.00 2,600.0 0.0 0.0 0.0 0.00 0.00 0.00
2,700.0 0.00 0.00 2,700,0 0.0 0.0 0.0 0.00 0.00 0.00
2,784.0 0.00 0.00 2,784.0 0.0 0.0 0.0 0.00 0.00 0.00

Honaker Trall
2,800.0 0.00 0.00 2,800.0 0.0 0.0 0.0 0.00 0.00 0.00
2.900.0 0.00 0.00 2,900.0 0.0 0.0 0.0 0.00 0.00 0.00
3,000.0 0.00 0.00 3,000.0 0,0 0.0 0,0 0.00 0.00 0,00
3.100.0 0.00 0,00 3,100.0 0.0 0.0 0.0 0.00 0.00 0.00
3.200.0 0.00 0.00 3.200.0 0.0 0.0 0.0 0.00 0.00 0.00
3,300.0 0.00 0.00 3.300.0 0.0 0.0 0.0 0.00 0.00 0.00
3,400.0 0.00 0.00 3,400.0 0.0 0.0 0.0 0.00 0.00 0.00
3,600.0 0.00 0.00 3,tiCO.0 0.0 0.0 0.0 0.00 0.00 0.00
3,600.0 0.00 0,00 3,000.0 0.0 0.0 0.0 0.00 0.00 0.00
3,700.0 0.00 0.00 3,700.0 0.0 0.0 0.0 0.00 0.00 0.00
3,800.0 0.00 0.00 0,800.0 0.0 0.0 0.0 0.00 0.00 0.00
3,900,0 0.00 0.00 3,000.0 0.0 0.0 0.0 0.00 0.00 0.00
3,025.0 0,00 0,00 3,924.0 0.0 0.0 0.0 0.00 0.00 0.00

Paradox Formation

4,000.0 0.00 0.00 4.000.0 0.0 0.0 0.0 0.00 0.00 0.00
4,100.0 0.00 0.00 4,100.0 0.0 0.0 0.0 0.00 0.00 0.00
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Sundry Number: 26041 API Well Number: 43019500090000

FI ITY PI
nan

ge it"' AScNtímbergerCompany

DA1abaso: EOM6000.1 Single User Db Lo .otdin rknq WellcanecreekUnll#12-1
Company: FidelityExploration&ProductionCo. TyD terpnc9 WEt,t.@6188.oustt (originalWellElev)
Proj¢ct: Grand County, UT QD eroppe; WELL@6188.0usil (OriginalWollElov)
Site: See 12 T24S R19E NoiH Oforence True
Woll: Cane Creek Unil#12-1 Surv y Coloulall n Me d MinintumCurvalure
Wellbore: STO1
Design; Design #3

Rienried Suryey :

MGAtured Vortical Verti¢a1 Dogteg Bulld Tµm
DePib inellnAtton Azimutli DePth (NI·S *El W Section Rate Rate Rale
(uefi) (*) (•) (usfi) (usit} (ugti) (usfi} (*/100usit) ('l100uelt} ('It00usft)

0.0 0.00 0.00 0.0 0.0 0.0 0 0 0.00 0.00 0.00
Wingale Sand

100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0,0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0,0 0.00 0.00 0.00
331.0 0.00 0.00 331.0 0.0 0.0 0.0 0.00 0.00 0.00

Chinte

400.0 0.00 0.00 400.0 0.0 0.0 0,0 0.00 0.00 0.00
600.0 0.00 0.00 500.0 0.0 0.0 0.0 0,00 0.00 0.00
000.0 0.0 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
684.0 0.00 0.00 684.0 0.0 0.0 0.0 0.00 0.00 0.00

Moenkopi
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00

800,0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 000.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000,0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0,00 0.00
1,100.0 0.00 0.00 1.100.0 0.0 0.0 0,0 0.00 0.00 0,00
1,185.0 0.00 0.00 1,105.0 0,0 0.0 0.0 0.00 0.00 0.00

Cufer

1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.9 0.00 0.00 0.00
1,300.0 0,00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1.600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0,00 0,00 1,700,0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1.400.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,000.0 0.0 00 0,0 0.00 0.00 0.00
2,000.0 0.00 0,00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0,0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0,0 0.0 0.0 0.00 0,00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0,0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00
2.600.0 0.00 0.00 2,600.0 0.0 0.0 0.0 0.00 0.00 0.00
2,000.0 0.00 0.00 2,600.0 0.0 0.0 0.0 0.00 0.00 0.00
2,700.0 0.00 0.00 2,700,0 0.0 0.0 0.0 0.00 0.00 0.00
2,784.0 0.00 0.00 2,784.0 0.0 0.0 0.0 0.00 0.00 0.00

Honaker Trall
2,800.0 0.00 0.00 2,800.0 0.0 0.0 0.0 0.00 0.00 0.00
2.900.0 0.00 0.00 2,900.0 0.0 0.0 0.0 0.00 0.00 0.00
3,000.0 0.00 0.00 3,000.0 0,0 0.0 0,0 0.00 0.00 0,00
3.100.0 0.00 0,00 3,100.0 0.0 0.0 0.0 0.00 0.00 0.00
3.200.0 0.00 0.00 3.200.0 0.0 0.0 0.0 0.00 0.00 0.00
3,300.0 0.00 0.00 3.300.0 0.0 0.0 0.0 0.00 0.00 0.00
3,400.0 0.00 0.00 3,400.0 0.0 0.0 0.0 0.00 0.00 0.00
3,600.0 0.00 0.00 3,tiCO.0 0.0 0.0 0.0 0.00 0.00 0.00
3,600.0 0.00 0,00 3,000.0 0.0 0.0 0.0 0.00 0.00 0.00
3,700.0 0.00 0.00 3,700.0 0.0 0.0 0.0 0.00 0.00 0.00
3,800.0 0.00 0.00 0,800.0 0.0 0.0 0.0 0.00 0.00 0.00
3,900,0 0.00 0.00 3,000.0 0.0 0.0 0.0 0.00 0.00 0.00
3,025.0 0,00 0,00 3,924.0 0.0 0.0 0.0 0.00 0.00 0.00

Paradox Formation

4,000.0 0.00 0.00 4.000.0 0.0 0.0 0.0 0.00 0.00 0.00
4,100.0 0.00 0.00 4,100.0 0.0 0.0 0.0 0.00 0.00 0.00
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Sundry Number: 26041 API Well Number: 43019500090000

FI ITY PI
nan

ge it"' AScNtímbergerCompany

DA1abaso: EOM6000.1 Single User Db Lo .otdin rknq WellcanecreekUnll#12-1
Company: FidelityExploration&ProductionCo. TyD terpnc9 WEt,t.@6188.oustt (originalWellElev)
Proj¢ct: Grand County, UT QD eroppe; WELL@6188.0usil (OriginalWollElov)
Site: See 12 T24S R19E NoiH Oforence True
Woll: Cane Creek Unil#12-1 Surv y Coloulall n Me d MinintumCurvalure
Wellbore: STO1
Design; Design #3

Rienried Suryey :

MGAtured Vortical Verti¢a1 Dogteg Bulld Tµm
DePib inellnAtton Azimutli DePth (NI·S *El W Section Rate Rate Rale
(uefi) (*) (•) (usfi) (usit} (ugti) (usfi} (*/100usit) ('l100uelt} ('It00usft)

0.0 0.00 0.00 0.0 0.0 0.0 0 0 0.00 0.00 0.00
Wingale Sand

100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0,0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0,0 0.00 0.00 0.00
331.0 0.00 0.00 331.0 0.0 0.0 0.0 0.00 0.00 0.00

Chinte

400.0 0.00 0.00 400.0 0.0 0.0 0,0 0.00 0.00 0.00
600.0 0.00 0.00 500.0 0.0 0.0 0.0 0,00 0.00 0.00
000.0 0.0 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
684.0 0.00 0.00 684.0 0.0 0.0 0.0 0.00 0.00 0.00

Moenkopi
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00

800,0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 000.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000,0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0,00 0.00
1,100.0 0.00 0.00 1.100.0 0.0 0.0 0,0 0.00 0.00 0,00
1,185.0 0.00 0.00 1,105.0 0,0 0.0 0.0 0.00 0.00 0.00

Cufer

1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.9 0.00 0.00 0.00
1,300.0 0,00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1.600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0,00 0,00 1,700,0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1.400.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,000.0 0.0 00 0,0 0.00 0.00 0.00
2,000.0 0.00 0,00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0,0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0,0 0.0 0.0 0.00 0,00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0,0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00
2.600.0 0.00 0.00 2,600.0 0.0 0.0 0.0 0.00 0.00 0.00
2,000.0 0.00 0.00 2,600.0 0.0 0.0 0.0 0.00 0.00 0.00
2,700.0 0.00 0.00 2,700,0 0.0 0.0 0.0 0.00 0.00 0.00
2,784.0 0.00 0.00 2,784.0 0.0 0.0 0.0 0.00 0.00 0.00

Honaker Trall
2,800.0 0.00 0.00 2,800.0 0.0 0.0 0.0 0.00 0.00 0.00
2.900.0 0.00 0.00 2,900.0 0.0 0.0 0.0 0.00 0.00 0.00
3,000.0 0.00 0.00 3,000.0 0,0 0.0 0,0 0.00 0.00 0,00
3.100.0 0.00 0,00 3,100.0 0.0 0.0 0.0 0.00 0.00 0.00
3.200.0 0.00 0.00 3.200.0 0.0 0.0 0.0 0.00 0.00 0.00
3,300.0 0.00 0.00 3.300.0 0.0 0.0 0.0 0.00 0.00 0.00
3,400.0 0.00 0.00 3,400.0 0.0 0.0 0.0 0.00 0.00 0.00
3,600.0 0.00 0.00 3,tiCO.0 0.0 0.0 0.0 0.00 0.00 0.00
3,600.0 0.00 0,00 3,000.0 0.0 0.0 0.0 0.00 0.00 0.00
3,700.0 0.00 0.00 3,700.0 0.0 0.0 0.0 0.00 0.00 0.00
3,800.0 0.00 0.00 0,800.0 0.0 0.0 0.0 0.00 0.00 0.00
3,900,0 0.00 0.00 3,000.0 0.0 0.0 0.0 0.00 0.00 0.00
3,025.0 0,00 0,00 3,924.0 0.0 0.0 0.0 0.00 0.00 0.00

Paradox Formation

4,000.0 0.00 0.00 4.000.0 0.0 0.0 0.0 0.00 0.00 0.00
4,100.0 0.00 0.00 4,100.0 0.0 0.0 0.0 0.00 0.00 0.00
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RECEIVED: May. 25, 2012

Sundry Number: 26041 API Well Number: 43019500090000Sundry Number: 26041 API Well Number: 43019500090000

FI ITY
na

ASchlumbergerCompany
Database: GOM6000.1 Single User Db Locht dlnate Referenc WellCane Creek Unit#12 i
Company: FidelityExploratJon&Production Co, TV R o e WELL@ 6186.0usit (OrîginalWellElev)
Project: GrandCounty,t)T g Itofeteneg WELL@6180.00sti (OriginalWellElev}
Sue: Sec 12 T268 Ri9E No True
Woll; canecreekUnit#12-1 S I log n Me MinimumCuivature
Wollboro: STO1
Dosigni Das gn #3

Piagned8 voy

ortica vprtie pogteg suild : Tuopth pation Imyth op I NI.S El-W e 190 §§to to Rate
(us (=) ) (ysh) (uen) ugt) (unfi) (*(guell) 00ug) ('lj40ugit)

4,160.0 0.00 0.09 4,160.0 0.0 0 0 0.0 0,00 0.00 0.00
Salt i

4,200.0 0.00 0.00 4,200.0 0.0 0.0 0.0 0.00 0.00 0.00
4,000.0 0.00 0.00 4,300.0 0.0 0.0 0,0 0.00 0.00 0.00
4,310.0 0.00 0.00 4,310.0 0,0 0.0 0.0 0.00 0.00 0.00

Clastici
4,360.0 0.00 0.00 4,350.0 0,0 0.0 0.0 0.00 0.00 0.00

9 BIS"
4,400.0 0,00 0.00 4,400.0 0,0 0.0 0.0 0.00 0.00 0.00
4,466.0 0.00 0.00 4,468.0 0.0 0.0 0.0 0.00 0.00 0.00

Clastic 2
4,600.0 0.00 0.00 4,600,0 0.0 0,0 0.0 0.00 0.00 0.00
4,674.0 0.00 0.00 4,574.0 0,0 0.0 0.0 0.00 0.00 0.00

Clastle 3
4,600.0 0.00 0.00 4,600.0 0.0 0,0 0.0 0.00 0.00 0.00
4,700,0 0.00 0,00 4,700.0 0,0 0,0 0.0 0.00 0.00 0.004,703.0 0.00 0,00 4,703.0 0.0 0.0 0.0 0.00 0.00 0,00

Clasilo 4
4,800.0 0.00 0.00 4,000.0 0.0 0.0 0.0 0.00 0.00 0.00
4,900.0 0.00 0.00 4,000.0 0.0 0.0 0.0 0.00 0.00 0.00
5,000.0 0.00 0.00 6.000.0 0.0 0.0 0.0 0.00 0.00 0.00
5,076.0 0,00 0.00 5,070,0 0.0 0,0 0.0 0.00 0.00 0.00

Clasilo 6
6,100.0 0.00 0.00 5,100.0 0.0 0,0 0.0 0.00 0,00 0.00
6,200.0 0.00 0.00 6,200.0 0.0 0.0 0.0 0.00 0.00 0.00
5,289.0 0.00 0.00 5,289.0 0.0 0.0 0.0 0.00 0.00 0.00

Clasde 7
5.300.0 0.00 0.00 6,300.0 0.0 0.0 0.0 0,00 0.00 0.005,400.0 0.00 0.00 6,400.0 0.0 0.0 0.0 0.00 0.00 0.00
6,402,0 0.00 0,00 6,482.0 0.0 0.0 0.0 0.00 0.00 0.00

Clasue 8
6,600.0 0.00 0.00 5,600.0 0.0 0.0 0.0 0.00 0.00 0.00
ð,600.0 0.00 0.00 5,600.0 0.0 0.0 0.0 0.00 0.00 0.006,663,0 0.00 0,00 6,663.0 0.0 0.0 0.0 0.00 0.00 0.00

ciasHo 9
6,700.0 0.00 0.00 6,700.0 0.0 0.0 0.0 0.00 0.00 0.00
6,000.0 0.00 0.00 5,800.0 0.0 0,0 0.0 0.00 0.00 0,00
5,900.0 0.00 0.00 ô,000.0 0.0 0.0 0.0 0.00 0.00 0.00
6,000.0 0.00 0.00 6,000.0 0.0 0,0 0.0 0.00 0.00 0.00
0,057.0 0.00 0,00 6,067.0 0,0 0.0 0.0 0.00 0.00 0.00

Clasde 10
0,100.0 0.00 0.00 6,100.0 0.0 0.0 0,0 0.00 0.00 0.00
0,200.0 0.00 0.00 0,200.0 0.0 0.0 0.0 0,00 0.00 0.00
0,262.0 0.00 0.00 6,262,0 0.0 0,0 0.0 0.00 0.00 0.00

Clasue12

6,000.0 0.00 0.00 0,300.0 0.0 0.0 0.0 0.00 0.00 0.00
0,400.0 0.00 0.00 0.400.0 0.0 0.0 0.0 0.00 0.00 0.00
6,413.0 0.00 0.00 6,413.0 0.0 0.0 0.0 0.00 0.00 0.00

Cias tic14
6,600.0 0.00 0.00 6,500.0 0.0 0.0 0.0 0.00 0.00 0.00
0,600,0 0.00 0,00 6,600.0 0.0 0.0 0,0 0.00 0.00 0.00
6,700.0 0.00 0.00 6,700.0 0.0 0,0 0.0 0.00 0.00 0.00
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Sundry Number: 26041 API Well Number: 43019500090000

FI ITY
na

ASchlumbergerCompany
Database: GOM6000.1 Single User Db Locht dlnate Referenc WellCane Creek Unit#12 i
Company: FidelityExploratJon&Production Co, TV R o e WELL@ 6186.0usit (OrîginalWellElev)
Project: GrandCounty,t)T g Itofeteneg WELL@6180.00sti (OriginalWellElev}
Sue: Sec 12 T268 Ri9E No True
Woll; canecreekUnit#12-1 S I log n Me MinimumCuivature
Wollboro: STO1
Dosigni Das gn #3

Piagned8 voy

ortica vprtie pogteg suild : Tuopth pation Imyth op I NI.S El-W e 190 §§to to Rate
(us (=) ) (ysh) (uen) ugt) (unfi) (*(guell) 00ug) ('lj40ugit)

4,160.0 0.00 0.09 4,160.0 0.0 0 0 0.0 0,00 0.00 0.00
Salt i

4,200.0 0.00 0.00 4,200.0 0.0 0.0 0.0 0.00 0.00 0.00
4,000.0 0.00 0.00 4,300.0 0.0 0.0 0,0 0.00 0.00 0.00
4,310.0 0.00 0.00 4,310.0 0,0 0.0 0.0 0.00 0.00 0.00

Clastici
4,360.0 0.00 0.00 4,350.0 0,0 0.0 0.0 0.00 0.00 0.00

9 BIS"
4,400.0 0,00 0.00 4,400.0 0,0 0.0 0.0 0.00 0.00 0.00
4,466.0 0.00 0.00 4,468.0 0.0 0.0 0.0 0.00 0.00 0.00

Clastic 2
4,600.0 0.00 0.00 4,600,0 0.0 0,0 0.0 0.00 0.00 0.00
4,674.0 0.00 0.00 4,574.0 0,0 0.0 0.0 0.00 0.00 0.00

Clastle 3
4,600.0 0.00 0.00 4,600.0 0.0 0,0 0.0 0.00 0.00 0.00
4,700,0 0.00 0,00 4,700.0 0,0 0,0 0.0 0.00 0.00 0.004,703.0 0.00 0,00 4,703.0 0.0 0.0 0.0 0.00 0.00 0,00

Clasilo 4
4,800.0 0.00 0.00 4,000.0 0.0 0.0 0.0 0.00 0.00 0.00
4,900.0 0.00 0.00 4,000.0 0.0 0.0 0.0 0.00 0.00 0.00
5,000.0 0.00 0.00 6.000.0 0.0 0.0 0.0 0.00 0.00 0.00
5,076.0 0,00 0.00 5,070,0 0.0 0,0 0.0 0.00 0.00 0.00

Clasilo 6
6,100.0 0.00 0.00 5,100.0 0.0 0,0 0.0 0.00 0,00 0.00
6,200.0 0.00 0.00 6,200.0 0.0 0.0 0.0 0.00 0.00 0.00
5,289.0 0.00 0.00 5,289.0 0.0 0.0 0.0 0.00 0.00 0.00

Clasde 7
5.300.0 0.00 0.00 6,300.0 0.0 0.0 0.0 0,00 0.00 0.005,400.0 0.00 0.00 6,400.0 0.0 0.0 0.0 0.00 0.00 0.00
6,402,0 0.00 0,00 6,482.0 0.0 0.0 0.0 0.00 0.00 0.00

Clasue 8
6,600.0 0.00 0.00 5,600.0 0.0 0.0 0.0 0.00 0.00 0.00
ð,600.0 0.00 0.00 5,600.0 0.0 0.0 0.0 0.00 0.00 0.006,663,0 0.00 0,00 6,663.0 0.0 0.0 0.0 0.00 0.00 0.00

ciasHo 9
6,700.0 0.00 0.00 6,700.0 0.0 0.0 0.0 0.00 0.00 0.00
6,000.0 0.00 0.00 5,800.0 0.0 0,0 0.0 0.00 0.00 0,00
5,900.0 0.00 0.00 ô,000.0 0.0 0.0 0.0 0.00 0.00 0.00
6,000.0 0.00 0.00 6,000.0 0.0 0,0 0.0 0.00 0.00 0.00
0,057.0 0.00 0,00 6,067.0 0,0 0.0 0.0 0.00 0.00 0.00

Clasde 10
0,100.0 0.00 0.00 6,100.0 0.0 0.0 0,0 0.00 0.00 0.00
0,200.0 0.00 0.00 0,200.0 0.0 0.0 0.0 0,00 0.00 0.00
0,262.0 0.00 0.00 6,262,0 0.0 0,0 0.0 0.00 0.00 0.00

Clasue12

6,000.0 0.00 0.00 0,300.0 0.0 0.0 0.0 0.00 0.00 0.00
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Sundry Number: 26041 API Well Number: 43019500090000

FI ITY
na

ASchlumbergerCompany
Database: GOM6000.1 Single User Db Locht dlnate Referenc WellCane Creek Unit#12 i
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Clastici
4,360.0 0.00 0.00 4,350.0 0,0 0.0 0.0 0.00 0.00 0.00
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Clasue 8
6,600.0 0.00 0.00 5,600.0 0.0 0.0 0.0 0.00 0.00 0.00
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RECEIVED: May. 25, 2012

Sundry Number: 26041 API Well Number: 43019500090000Sundry Number: 26041 API Well Number: 43019500090000

FI ITŸ Pn ng e it' ' ASchtumbergerCompany

Database; EOM5000.1 Single User Db LocalCo ordinale Reference: WellCane CreekUn1l fil2-1
Company, fidelity Exploration&Produchon Co TYDReference: WELL@ 6188.0usit (Odg1na1WollElev)
Project: Grand County. UT MDReference: WELL@6180.0usit (Origina1WellElev)
Site: Sec12 T2ôS RIGE North Reference; True
Well: Cane Creek UniUlt2-1 syntaycalculationMethod: MlnltnumCurvature
Wellbore: STOf
Design: Design#3

Planned Sunr*y

Measured Ver Ical Vertical Dogleg DuIld urn
Dop1h inclination Azimuth Depth *NI-8 *El-W Section Rate Itale Rat
(utfl) (') (6) (usit) (usít) (usil) (usit) ('li000sfi) ('l109usfi) ('l100usfi)

6,800.0 0.00 0.00 6,800.0 0.0 0.0 0,0 0.00 0.00 0.00
6,900.0 0.00 0.00 6,900.0 0,0 0.0 0.0 0.00 0.00 0.00
7.000.0 0.00 0.00 7,000.0 0.0 0.0 0.0 0.00 0,00 0.00
7,100,0 0.00 0.00 7,100.0 0,0 0.0 0.0 0.00 0.00 0.00
7,150.0 0.00 0.00 7,150.0 0.0 0.0 0.0 0.00 0.00 0.00

KOP10.71100'@7150'MD
7,174.0 2.45 108.60 7,174.0 -0.1 0.6 0.4 10.20 10.20 0.00

Clastle 18
7,200.0 5,10 106.60 7,199.9 -0.6 2,1 1.9 10.20 10.20 0.00
7,250.0 10.20 106.tiO 7,249.5 -2.6 8.5 7,8 10.20 10.20 0.00
7,300.0 16.00 106.60 7.208.2 -5.7 19.1 17,4 10.20 10.20 0.00
7,360.0 20AO 106.60 7,û45.8 -10.0 33.8 30.8 10.20 10.20 0.00
7,400.0 25.60 106.60 7,391.0 -15.5 52.6 47.0 10.20 10.20 0.00
7,422.0 27.01 106.50 7,412.0 -18.4 02,2 66.6 10.20 10.20 0.00

Clastlo 20
/,460.0 30.60 108.60 7,435.9 -22.2 75.0 68,3 10.20 10.20 0.00
7,600.0 35.71 106.80 7,477.8 ·30.0 101.2 92.2 10.20 10.20 0.00
7.629.3 36.70 106.60 7,601.1 -35.0 116,2 107.7 10.20 10.20 0.00

Bund & Tum 10.2'l100 ©1620'MD
7,550.0 40.34 108.59 7,517.1 -30.0 130.8 119.3 10,20 7,93 10.Ô$
7,600.0 44.44 113.09 7,654.0 -51,0 162.2 149.9 10.20 8.21 9.00
7,660.0 48,70 116.96 7,50BA -66.4 195.1 103.0 10.20 8.51 7.76
7,700,0 63.07 120,30 7,019.9 -85.0 229.1 220.9 10,20 8.74 0,79
7.760.0 67.62 123.38 7,6·18.4 -108,8 2 4.0 260.8 10.20 8,91 6.05
7.800.0 62.04 126.12 7,073.0 -131,4 209.4 303.3 10.20 9.04 6.47
7,850,0 66.61 120.03 7,695.2 -160.8 335.2 347.8 10.20 9.14 6.03
7,900.0 71,22 130.98 7,713.2 -188.0 371.0 394,2 10.20 9.22 4.69
7,950.0 75,88 133.20 7.727.4 •220,8 400.0 442.1 10.20 0.27 4.44
7,956.8 76.49 133.49 7,729.0 -226.3 411.4 448,7 10.20 9.30 4,33

Yep Cano creekSh ato
8.000.0 80.61 135.33 7,737.6 -264.9 441.6 491.0 10.20 9.31 4.25
8,050,0 05.16 137.40 7,743,8 -200.8 476.9 640.6 10.20 9,34 4.15
8,101.0 90.00 139,51 7,746.0 •329.3 610.0 592,0 10,20 9,35 4.09

"(.andSTOf"90'©8101'MD
8,200,0 00.00 139,61 7,746.0 .404,2 573.9 690,2 0.00 0.00 0.00
8,300.0 90.00 139.51 7.740.0 -4ß0.3 638.9 790.0 0.00 0.00 0.00
8.400.0 90.00 139.51 7,740.0 .660.3 703.8 809.8 0.00 0.00 0,00
8.600,0 90.00 139.51 7,746.0 -632,4 768.7 969.5 0.00 0.00 0,00
8,400.0 90.00 139.61 7,746,0 -708,4 833.7 1.089.3 0.00 0.00 0.00
0,700.0 90.00 139.51 7,748.0 -784.5 898.6 1,189.1 0.00 0.00 0.00
0,000.0 90.00 130.51 7,746.0 660.5 983.6 1,286.9 0.00 0.00 0.00
8,900.0 90.00 139.61 7,746.0 -930.6 1,028.6 1,300.6 0.00 0.00 0.00
9,000.0 û0.00 139.61 7,746.0 -1,012.6 1,093A 1,488.4 0.00 0.00 0.00
9,100.0 90.00 139.51 7,748.0 -1,088.7 1,159.4 1,688.2 0.00 0.00 0.00
9.200.0 00.00 139,51 7,740.0 -1,164.7 1,223.3 · 1,688.0 0.00 0.00 0.00
0,300.0 90.00 139.61 7,746,0 -1,240.8 1,288.2 1,787.7 0.00 0.00 0.00
9,400.0 90.00 139.51 7,740.0 -1.316.8 1,353.2 (,887,5 0.00 0.û0 0.00
0,000.0 90,00 139.51 7,746.0 -1,302.8 1,418,1 1,987,3 0.00 0,00 0.00
9,000.0 90.00 139.61 7,746.0 -1,460.9 1,403.0 2,087.1 0.00 0.00 0.00
9,700.0 00,00 100,61 7,740.0 -1,544.9 1,640,0 2,188.0 0.00 0.00 0.00
9,000.0 90.00 139.61 7,748.0 -1,021.0 1,612.9 2,286.0 0.00 0,00 0.00
0,000.0 90.00 139.61 7,746.0 -1,697.0 1,677.8 2,380,4 0.00 0.00 0,00

10,000.0 90.00 139.51 7,748,0 •1,773.1 1,742.8 2,480.2 0.00 0,00 0.00
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Sundry Number: 26041 API Well Number: 43019500090000

FI ITŸ Pn ng e it' ' ASchtumbergerCompany

Database; EOM5000.1 Single User Db LocalCo ordinale Reference: WellCane CreekUn1l fil2-1
Company, fidelity Exploration&Produchon Co TYDReference: WELL@ 6188.0usit (Odg1na1WollElev)
Project: Grand County. UT MDReference: WELL@6180.0usit (Origina1WellElev)
Site: Sec12 T2ôS RIGE North Reference; True
Well: Cane Creek UniUlt2-1 syntaycalculationMethod: MlnltnumCurvature
Wellbore: STOf
Design: Design#3

Planned Sunr*y

Measured Ver Ical Vertical Dogleg DuIld urn
Dop1h inclination Azimuth Depth *NI-8 *El-W Section Rate Itale Rat
(utfl) (') (6) (usit) (usít) (usil) (usit) ('li000sfi) ('l109usfi) ('l100usfi)

6,800.0 0.00 0.00 6,800.0 0.0 0.0 0,0 0.00 0.00 0.00
6,900.0 0.00 0.00 6,900.0 0,0 0.0 0.0 0.00 0.00 0.00
7.000.0 0.00 0.00 7,000.0 0.0 0.0 0.0 0.00 0,00 0.00
7,100,0 0.00 0.00 7,100.0 0,0 0.0 0.0 0.00 0.00 0.00
7,150.0 0.00 0.00 7,150.0 0.0 0.0 0.0 0.00 0.00 0.00

KOP10.71100'@7150'MD
7,174.0 2.45 108.60 7,174.0 -0.1 0.6 0.4 10.20 10.20 0.00

Clastle 18
7,200.0 5,10 106.60 7,199.9 -0.6 2,1 1.9 10.20 10.20 0.00
7,250.0 10.20 106.tiO 7,249.5 -2.6 8.5 7,8 10.20 10.20 0.00
7,300.0 16.00 106.60 7.208.2 -5.7 19.1 17,4 10.20 10.20 0.00
7,360.0 20AO 106.60 7,û45.8 -10.0 33.8 30.8 10.20 10.20 0.00
7,400.0 25.60 106.60 7,391.0 -15.5 52.6 47.0 10.20 10.20 0.00
7,422.0 27.01 106.50 7,412.0 -18.4 02,2 66.6 10.20 10.20 0.00

Clastlo 20
/,460.0 30.60 108.60 7,435.9 -22.2 75.0 68,3 10.20 10.20 0.00
7,600.0 35.71 106.80 7,477.8 ·30.0 101.2 92.2 10.20 10.20 0.00
7.629.3 36.70 106.60 7,601.1 -35.0 116,2 107.7 10.20 10.20 0.00

Bund & Tum 10.2'l100 ©1620'MD
7,550.0 40.34 108.59 7,517.1 -30.0 130.8 119.3 10,20 7,93 10.Ô$
7,600.0 44.44 113.09 7,654.0 -51,0 162.2 149.9 10.20 8.21 9.00
7,660.0 48,70 116.96 7,50BA -66.4 195.1 103.0 10.20 8.51 7.76
7,700,0 63.07 120,30 7,019.9 -85.0 229.1 220.9 10,20 8.74 0,79
7.760.0 67.62 123.38 7,6·18.4 -108,8 2 4.0 260.8 10.20 8,91 6.05
7.800.0 62.04 126.12 7,073.0 -131,4 209.4 303.3 10.20 9.04 6.47
7,850,0 66.61 120.03 7,695.2 -160.8 335.2 347.8 10.20 9.14 6.03
7,900.0 71,22 130.98 7,713.2 -188.0 371.0 394,2 10.20 9.22 4.69
7,950.0 75,88 133.20 7.727.4 •220,8 400.0 442.1 10.20 0.27 4.44
7,956.8 76.49 133.49 7,729.0 -226.3 411.4 448,7 10.20 9.30 4,33

Yep Cano creekSh ato
8.000.0 80.61 135.33 7,737.6 -264.9 441.6 491.0 10.20 9.31 4.25
8,050,0 05.16 137.40 7,743,8 -200.8 476.9 640.6 10.20 9,34 4.15
8,101.0 90.00 139,51 7,746.0 •329.3 610.0 592,0 10,20 9,35 4.09

"(.andSTOf"90'©8101'MD
8,200,0 00.00 139,61 7,746.0 .404,2 573.9 690,2 0.00 0.00 0.00
8,300.0 90.00 139.51 7.740.0 -4ß0.3 638.9 790.0 0.00 0.00 0.00
8.400.0 90.00 139.51 7,740.0 .660.3 703.8 809.8 0.00 0.00 0,00
8.600,0 90.00 139.51 7,746.0 -632,4 768.7 969.5 0.00 0.00 0,00
8,400.0 90.00 139.61 7,746,0 -708,4 833.7 1.089.3 0.00 0.00 0.00
0,700.0 90.00 139.51 7,748.0 -784.5 898.6 1,189.1 0.00 0.00 0.00
0,000.0 90.00 130.51 7,746.0 660.5 983.6 1,286.9 0.00 0.00 0.00
8,900.0 90.00 139.61 7,746.0 -930.6 1,028.6 1,300.6 0.00 0.00 0.00
9,000.0 û0.00 139.61 7,746.0 -1,012.6 1,093A 1,488.4 0.00 0.00 0.00
9,100.0 90.00 139.51 7,748.0 -1,088.7 1,159.4 1,688.2 0.00 0.00 0.00
9.200.0 00.00 139,51 7,740.0 -1,164.7 1,223.3 · 1,688.0 0.00 0.00 0.00
0,300.0 90.00 139.61 7,746,0 -1,240.8 1,288.2 1,787.7 0.00 0.00 0.00
9,400.0 90.00 139.51 7,740.0 -1.316.8 1,353.2 (,887,5 0.00 0.û0 0.00
0,000.0 90,00 139.51 7,746.0 -1,302.8 1,418,1 1,987,3 0.00 0,00 0.00
9,000.0 90.00 139.61 7,746.0 -1,460.9 1,403.0 2,087.1 0.00 0.00 0.00
9,700.0 00,00 100,61 7,740.0 -1,544.9 1,640,0 2,188.0 0.00 0.00 0.00
9,000.0 90.00 139.61 7,748.0 -1,021.0 1,612.9 2,286.0 0.00 0,00 0.00
0,000.0 90.00 139.61 7,746.0 -1,697.0 1,677.8 2,380,4 0.00 0.00 0,00

10,000.0 90.00 139.51 7,748,0 •1,773.1 1,742.8 2,480.2 0.00 0,00 0.00
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RECEIVED: May. 25, 2012

Sundry Number: 26041 API Well Number: 43019500090000Sundry Number: 26041 API Well Number: 43019500090000

FI ITY Pi n no e rt
AschlumbergerCompany

Database EDM5000.1 Single Use<Db Lo Co a inalg Refe noe Well Cano Creek Unit#12-1
Company, FidelityExploration&Production Co. TVDReference: WEU.@ 6188.cusrt (offgtnafWellElev)
Project; Grand County, UT WELL@6194,0usít (OtiginalWellElev)
Site: Sec 12 T20S R196 No renço True
Well; Cano Creek Una #12-1 Su yey u on Mp hed MinimumCurvature
Wollbore: 8701

.

Des!Un: Design #3

Planned Survey

Measured Verticit1 Vortica1 Dogleg Bulld IMrn
Q¢pth InçIlnation Azhnulb Depth +NI-S *EI.W Section Rate Rato Rate
(usfl) () (*) {deft) (ugli) (usit) (usit) (*/100usig(*/100usit) ('1100450)

10,109,7 90.00 139,61 7,746.0 -1,856.6 1,814.0 2,695.7 0,00 0,00 0.00
"fDSf01"@10109'MD

Targol Name
- hitimiss targot Dip Angle Olp Dir. TVO *Nf.S +El-W Northlng Eastian
-Shape (*) (•) (usit) (usil) (usit) (usít) (git) Latlludo Longitudo

BHL 12-1 0.00 0.00 7,746.0 -1,856.6 1,814.0 83,568.34 2,495,739.67 00' 32'68.460 N 109° 46'0.610 W
. plan hitstargetcenter
- Point

Land 12-1 0.00 0.00 7.746.0 -329.3 610.0 85.070.09 2,494.406.32 30' 33' 13,555 N 100' 40'17.021 W
-planhitsfargeltenter

- Point

Casing Points

Measured Vertical Casing 110\9
Depth Depth . Diameter Olameter
(USft) (MofQ Namo (') . (")

4.350.0 4,350.0 9 5/ô" 9-510 12-1/4

I Forma11ons

Aloasured Vertical DIP
Depth Depth Dip Direction
(*A) I *Al Namo Lithology (1

0.0 0.0 Wngate Sand 0.00
331.0 331.0 Chinle 0.00
684.0 684.0 Moenkopt 0.00

1,185.0 1,185.0 Cutlef 0.00
2,784.0 2,784.0 HonakotTrail 0.00
3,926.0 3,925.0 Paradox Formallori 0.00
4.140,0 4,160.0 Salt 1 0.00
4,310.0 4,310,0 Clasic 1 0.00
4,468.0 4.406.0 Claslio 2 0.00
4.674.0 4.674.0 Clastio 3 0.00
4,703.0 4,703.0 Clastio4 0.00
6,076.0 5,076,0 Ciastieß 0.00
6,289.0 5,289.0 Clastic7 0.00
6,482.0 5,482.0 Clastio8 0.00
5,603.0 5,663.0 Clastio9 0.00
0,057.0 0,057.0 Clatüc 10 0.00
6,2ô2.0 6,262,0 Clasic 12 0.00
6,413.0 6,413.0 Clastic 14 0.00
7,174.0 7,174.0 Clastlo 16 0.00
7,422.8 7,4 12,0 Clasila 20 0,00
7,958.8 7,729.0 Top Cene Creek Shale 0.00
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- Point

Land 12-1 0.00 0.00 7.746.0 -329.3 610.0 85.070.09 2,494.406.32 30' 33' 13,555 N 100' 40'17.021 W
-planhitsfargeltenter

- Point

Casing Points

Measured Vertical Casing 110\9
Depth Depth . Diameter Olameter
(USft) (MofQ Namo (') . (")

4.350.0 4,350.0 9 5/ô" 9-510 12-1/4

I Forma11ons

Aloasured Vertical DIP
Depth Depth Dip Direction
(*A) I *Al Namo Lithology (1

0.0 0.0 Wngate Sand 0.00
331.0 331.0 Chinle 0.00
684.0 684.0 Moenkopt 0.00

1,185.0 1,185.0 Cutlef 0.00
2,784.0 2,784.0 HonakotTrail 0.00
3,926.0 3,925.0 Paradox Formallori 0.00
4.140,0 4,160.0 Salt 1 0.00
4,310.0 4,310,0 Clasic 1 0.00
4,468.0 4.406.0 Claslio 2 0.00
4.674.0 4.674.0 Clastio 3 0.00
4,703.0 4,703.0 Clastio4 0.00
6,076.0 5,076,0 Ciastieß 0.00
6,289.0 5,289.0 Clastic7 0.00
6,482.0 5,482.0 Clastio8 0.00
5,603.0 5,663.0 Clastio9 0.00
0,057.0 0,057.0 Clatüc 10 0.00
6,2ô2.0 6,262,0 Clasic 12 0.00
6,413.0 6,413.0 Clastic 14 0.00
7,174.0 7,174.0 Clastlo 16 0.00
7,422.8 7,4 12,0 Clasila 20 0,00
7,958.8 7,729.0 Top Cene Creek Shale 0.00
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RECEIVED: May. 25, 2012

Sundry Number: 26041 API Well Number: 43019500090000Sundry Number: 26041 API Well Number: 43019500090000

FID ITY Pi
na Md rri

'*
AScNumbergerCompany

Q b EDM6000.1 Single User Ob L e pidleato Referene WellCanoCreekUn1l#1M
99tnp : FidelityExploration&Production Co- TV Rpferene WELL@ 6186.0usfl(Offg1nalWellElev)
PT Grand County, UT MDReference WELt.@ 0100.Gusft(OttginalWellElev)
Se Seo 12 T26S R19E North Refpronce . True
Wel canocreekUnit#12-1 tvey alculatfort M o . MinimumCorvature
We o STOT

Design#3

PlaÀ nno atl9ns

Me Vejtle i.ocal Co es
.

(Malt) (us.II} (usit) (usit) Comment
7,160.0 7,160 0 0.0 0.0 KOP10-2'/100' 7150' MD
7,529.3 7,601.1 35.0 (18.2 13uild&Turn10.2'/100 @7529' MD
8.101.6 7,746.0 -329.3 610.0 "(.and STO1"90' @8101' MD

10,109.7 7.746.0 -1,850,0 1,814.0 "TOSTO1"@ 10109' MD
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-,,, T268, RiBE, S.L..B.&M. FIDELITYEXPLR & PROD. CO.aeret n, Well location, CANE CREEKUNIT#12-1,o/st""
SSTST40"Y/ - 5270,& (ásex) ' locoted as shown in the NE 1/4 SW 1/4 of

azu,=, c, Section 12, T26S, R1SE, S.LBA:Me Grandl g/g// County, Utah.SASIS OF BEARINGS /
BASIS OF SEARfNGSIS A G.P.S. OBSERVATION. / BASlS OF ELEVATlON

.
A PLA7EAUAZIMUTHTRIANGULATLONSTATIONLOCA"iEDLN THES\Y 1/4 SE 1/4 OF SECTION17, T268, R20E, S,L.S.&M.TA¾EN

- FROLITHE GOLDBARCANYONQUADRANGl,E,UTAH,GRAND
COUNTY7.5 MINUTEQUAD,(TOPOGRAPHlCMAP) PUBUSHED SYTHEUMTED STATESDEPARTMENTOF THEkWIERloR,
GEOLOGICALSURVEY,SAID ELEVATION18 lAARKEDAS SElNG6114 FEET.

97 (comp.) CANECREEKUN/7'/12-1
Elev Ungraded Grouno' = 6167' Ë

.

I

SCALE unw

----- N 1004 '• gSOTTOM NOLELOCATI ( L) 923'FEL
- HY M,° x i90'00 F AD 83

TIMOTHY M, KEOGH 't Ò./ KEOGH •• g(Comp,) LATTUDE =38.5495 V\ l ONGITUDE=109.76751 60 C
L 1 05-21-12 °**••

5280.00 (Projected) *

192 44 DATE "'I m

(AUTONOMOUSNAD 63)
LATITUDE= 38'33'16.74" (38,554650)LEGEND: LONGITUDE= 109°46'25.87" (109,773853)

L - so-swsor (AUTONOMOUSNAD 27) CANE CREEK UNIT #12-1LATlTUDE= 38'33'16.81" (38.554669)A = PROPOSED WELLHEAD LONGITUDE= 109'46'23.44" (109,773178) WTHlN SECTIORNM1D2.CU2N UR 19 E. SLS&M.A - SECT10NCORNERS
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RECEIVED: Jul. 03, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

7 /3 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 7 /3 /2012

July 05, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/3/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
July 05, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 7/3/2012

RECEIVED: Jul. 03,

Sundry Number: 27374 API Well Number: 43019500090000
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7/3/2012
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
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NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Croek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P LocationDesc: District: 01PARA

Dailý Súmmgry
Activity Date : 6/1/2012 Days From Spud : 11 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run
6:00 4.00 06 POOH from4,360' to927' NOTE: workthru tightspot at 3,797' 4360 4360 NIH

10:00 0.50 21 Changed out rotatinghead rubber. 4360 4360 NIH
10:30 0.50 07 Serviced Rig and theTop Drive 4360 4360 NIH
11:00 2.50 06 TIH from 927' to 2,046' NOTE: taggedat 1016' Air/mist washed and reamed from 1,010' to 4360 4360 NIH

1.020', lagged at 1,398', Airmist washed and reamed from 1,390' to 1,405', taggedat 1,522'
Afr/mist washed and reamed from 1,518' to 1,526'.

13:30 0.50 21 Blow hole clean at 2,046' 4360 4360 NIH
14:00 1.00 06 POOH from 2,046' to956' NOTE: worked throught tightspot at 1,943' 4360 4360 NIH
15:00 2.50 06 TIH from 956' to2,236' NOTE:tagged at 1,522' Airmist wash and reamed from 1,518 to 1.526' 4360 4360 NIH
17:30 0.50 21 Blow hole clean at 2,236' 4360 4360 NIH
18:00 1.00 06 TlH to2,709' and blowhole ciean. 4360 4360 NIH
19:00 1.00 03 Air/mist washed and reamed from 2,709' to2,803'and blowhole clean. 4360 4360 NiH
20:00 1.00 06 TIHfrom 2,803' to 3,364', blow hole clean NOTE: taggedat 3,342' Air/mist washed and 4360 4360 NIH

reamed from 3,339' to 3,345'
21:00 6.00 03 Air/mist washed and reamed from 3,364' to4,360', blow hole clean, NOTE: No fill 4360 4360 NlH

3:00 2.00 06 POOH f/4,360' to 929' NOTE: workthroughtlghtspot at 1,016' (Boulder). 4360 4360 NIH
5:00 0.50 08 Repair Electrical problem on Top Drive 4360 4360 NIH
5:30 0.50 03 Air/mist @ 1,016'. Attempt to break up. 4360 4360 NIH

Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 | 0/0/0 0.0 0.0 0 0.00 0.0% | 0.0% 0.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 0 0 0 0.00 0.00 0 | 0 0.00 | 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Air/mistdrilling
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit12-1
Field Name: Big Flat S/TIR 12/26S/19E County,State: GRAND, UT

Operator: Fidellty E&P LocationDesc: District: 01PARA

Daily Summary
Activity Date : 6/2/2012 Days From Spud : 12 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 06 TIH with 12 1/4" RR bit to 1,012'and taggedobstruction, Blow hole clean 4360 4360 NIH
7:00 2.00 06 POOH from 1,012' tosurface LIO 12 1/4" RR bit and bit sub. M/U Numa Hammer and 4360 4360 NIH

Hammer bit
9:00 0.50 07 Service rig and top drive 4360 4360 NIH
9:30 1.00 06 Test hammer TIHto 1,012' 4360 4360 NIH

10:30 6.50 03 Attempt to break up obstruction at 1,012' withHammer and Hammer bit 4360 4360 NIH
17:00 3.00 06 POOH from 1,012' to surface NOTE: Bit face 12 1/4" OD x 3 1/2" was left in thehole 4360 4360 NIH
20:00 2.00 21 Break down and L/D Hammer 4360 4360 NIN
22:00 1.50 09 Slip and cut drillline ,inspect brakes, change out lowermanual control valve 4360 4360 NIH
23:30 5.00 21 Waiting on fishing tools 4360 4360 NIH

4:30 1.50 06 MlU 12 1/4" Magnet TIH to 753' 4360 4360 NIH
Total: 24.00

Mud Properties
Depth Time WI In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/mist drilling

Dailý S mmary
Activity Date : 6/3/2012 Days From Spud : 13 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 06 TIH with Magnet from 753' to 1,012'and tagged 4360 4360 NIH
6:30 2.00 06 POOH from 1,012' to surface with magnet and L/D same (No Recovery) 4360 4360 NIH
8:30 1.00 21 M/U 12 1/4" bit and Roller reamers 4360 4360 NIH
9:30 0.50 06 TlH taggedat 1,010' 4360 4360 NIH

10:00 17.00 03 Reaming on obstruction from 1,010' to 1,060'ailernating between Air/mist and dry reaming. 4360 4360 NIH
Note: When reaming with air/mist (3,000 cfm, H20 40 bbis/hr, soap 10 gph) theboulders will
move out of the way, when the air is off the boulders will fallback into the well.

3:00 2.50 08 POOH from 1,060' to surface UD 12 1/4" bit and roller reamers 4360 4360 NIH
5:30 0.50 07 Service rigand Top Drive 4360 4360 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% | 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 | 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/mist drilling
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit12-1
Field Name: Big Flat S/TIR 12/26S/19E County,State: GRAND, UT

Operator: Fidellty E&P LocationDesc: District: 01PARA

Daily Summary
Activity Date : 6/2/2012 Days From Spud : 12 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 06 TIH with 12 1/4" RR bit to 1,012'and taggedobstruction, Blow hole clean 4360 4360 NIH
7:00 2.00 06 POOH from 1,012' tosurface LIO 12 1/4" RR bit and bit sub. M/U Numa Hammer and 4360 4360 NIH

Hammer bit
9:00 0.50 07 Service rig and top drive 4360 4360 NIH
9:30 1.00 06 Test hammer TIHto 1,012' 4360 4360 NIH

10:30 6.50 03 Attempt to break up obstruction at 1,012' withHammer and Hammer bit 4360 4360 NIH
17:00 3.00 06 POOH from 1,012' to surface NOTE: Bit face 12 1/4" OD x 3 1/2" was left in thehole 4360 4360 NIH
20:00 2.00 21 Break down and L/D Hammer 4360 4360 NIN
22:00 1.50 09 Slip and cut drillline ,inspect brakes, change out lowermanual control valve 4360 4360 NIH
23:30 5.00 21 Waiting on fishing tools 4360 4360 NIH

4:30 1.50 06 MlU 12 1/4" Magnet TIH to 753' 4360 4360 NIH
Total: 24.00

Mud Properties
Depth Time WI In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/mist drilling

Dailý S mmary
Activity Date : 6/3/2012 Days From Spud : 13 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 06 TIH with Magnet from 753' to 1,012'and tagged 4360 4360 NIH
6:30 2.00 06 POOH from 1,012' to surface with magnet and L/D same (No Recovery) 4360 4360 NIH
8:30 1.00 21 M/U 12 1/4" bit and Roller reamers 4360 4360 NIH
9:30 0.50 06 TlH taggedat 1,010' 4360 4360 NIH

10:00 17.00 03 Reaming on obstruction from 1,010' to 1,060'ailernating between Air/mist and dry reaming. 4360 4360 NIH
Note: When reaming with air/mist (3,000 cfm, H20 40 bbis/hr, soap 10 gph) theboulders will
move out of the way, when the air is off the boulders will fallback into the well.

3:00 2.50 08 POOH from 1,060' to surface UD 12 1/4" bit and roller reamers 4360 4360 NIH
5:30 0.50 07 Service rigand Top Drive 4360 4360 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% | 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 | 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/mist drilling
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12··1
Field Name: Big Flat STTIR 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dally Summary
Activity Date : 6/4/2012 Days From Spud : 14 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 M/U Flat Bottom Junk millTlH to1,036', tagged obstruction 4360 4360 NIH

7:30 4.50 03 Air/mist reamed from 1,036' to 1,961' 4360 4360 N1H
12:00 5.00 03 Milledon junk with airlmist f/1,961' to 1,965'. 4360 4360 NIH
17:00 2.00 06 POOH UD Flat Bottom Junk mill,Note mill has damage on theout side 1 1/2" of the millface. 4360 4360 NIH

19:00 6.50 21 Waiting on tools (Junk shot) 4360 4360 NíH
1:30 1.50 06 Held PJSM MIU7 3/4" HMXjunk shot, TlH, workthroughobstructionat 1,016', tagged at 4360 4360 NIH

1,043' attempted to work throughand was unable to get deeper than 1,043' with the 7 3/4" OD
junkshot.

3:00 1.50 06 POOH L/D 7 3/4" HMXJunkshot 4360 4360 NIH
4:30 1.50 06 M/U 12 1/4" RR bit (Milled tooth),bit sub. TIH 4360 4360 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 | 0 | 0 | 0 0/0/0 0.0 0.0 0 0.00 0.0% | 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 | 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Air/mistdrilling

lignmgry
Activity Date : 6/5/2012 Days From Spud : 15 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 TIH with12 1/4" RR bit (Milled Tooth) to 1904'and tagged obstruction 4360 4360 NIH
7:30 1.50 03 Blow hole clean at 1,904' and Airmist reamed from 1,904' to2,032' 4360 4360 NIH
9:00 0.50 21 Blow hole clean at 2,032' 4360 4360 NIH
9:30 1.50 06 POOHfrom2,032' to surface L/D bit 4360 4360 NIH

11:00 2.00 06 Held PJSM M/U 5 1/4" HMXJunkshot TIH to 1,521' and taggedobstruction (unable toget 4360 4360 NIH
deeper)

13:00 2,00 06 POOH from 1,521' to surface to inspect Junkshot 4360 4360 NIH
15:00 1.00 06 TlHto 1,015 and tagged(unable toget deeper) 4360 4360 NIH
16:00 1.00 06 POOH from 1,015' tosurface L/D HMXjunk shot. 4360 4360 NIH
17:00 2.00 06 M/U 12 1/4"RR milledtooth bitTIH to 1,016', tagged @ 1,016' 4360 4360 NIH
19:00 3.50 03 Air/mist washed and reamed from 1,016' to 2,032' (top of fish) 4360 4360 NIH
22:30 4.00 03 Worked on junkwitha Milltoothbit attempted topush junk down to bottom, we were able to 4360 4360 NIH

pushthe fish (12 1/4" x 3 1/2") from2,032' to2,245',
2:3 0.50 21 Blow hole clean at 2,245' 4360 4360 NiH
3:0 3.00 06 POOH from2,245' to surface, L/D Bit. 4360 4360 NIH

Total: 4.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 | 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 0.0 0 ir/mist drilling
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12··1
Field Name: Big Flat STTIR 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dally Summary
Activity Date : 6/4/2012 Days From Spud : 14 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 M/U Flat Bottom Junk millTlH to1,036', tagged obstruction 4360 4360 NIH

7:30 4.50 03 Air/mist reamed from 1,036' to 1,961' 4360 4360 N1H
12:00 5.00 03 Milledon junk with airlmist f/1,961' to 1,965'. 4360 4360 NIH
17:00 2.00 06 POOH UD Flat Bottom Junk mill,Note mill has damage on theout side 1 1/2" of the millface. 4360 4360 NIH

19:00 6.50 21 Waiting on tools (Junk shot) 4360 4360 NíH
1:30 1.50 06 Held PJSM MIU7 3/4" HMXjunk shot, TlH, workthroughobstructionat 1,016', tagged at 4360 4360 NIH

1,043' attempted to work throughand was unable to get deeper than 1,043' with the 7 3/4" OD
junkshot.

3:00 1.50 06 POOH L/D 7 3/4" HMXJunkshot 4360 4360 NIH
4:30 1.50 06 M/U 12 1/4" RR bit (Milled tooth),bit sub. TIH 4360 4360 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 | 0 | 0 | 0 0/0/0 0.0 0.0 0 0.00 0.0% | 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 | 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Air/mistdrilling

lignmgry
Activity Date : 6/5/2012 Days From Spud : 15 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 TIH with12 1/4" RR bit (Milled Tooth) to 1904'and tagged obstruction 4360 4360 NIH
7:30 1.50 03 Blow hole clean at 1,904' and Airmist reamed from 1,904' to2,032' 4360 4360 NIH
9:00 0.50 21 Blow hole clean at 2,032' 4360 4360 NIH
9:30 1.50 06 POOHfrom2,032' to surface L/D bit 4360 4360 NIH

11:00 2.00 06 Held PJSM M/U 5 1/4" HMXJunkshot TIH to 1,521' and taggedobstruction (unable toget 4360 4360 NIH
deeper)

13:00 2,00 06 POOH from 1,521' to surface to inspect Junkshot 4360 4360 NIH
15:00 1.00 06 TlHto 1,015 and tagged(unable toget deeper) 4360 4360 NIH
16:00 1.00 06 POOH from 1,015' tosurface L/D HMXjunk shot. 4360 4360 NIH
17:00 2.00 06 M/U 12 1/4"RR milledtooth bitTIH to 1,016', tagged @ 1,016' 4360 4360 NIH
19:00 3.50 03 Air/mist washed and reamed from 1,016' to 2,032' (top of fish) 4360 4360 NIH
22:30 4.00 03 Worked on junkwitha Milltoothbit attempted topush junk down to bottom, we were able to 4360 4360 NIH

pushthe fish (12 1/4" x 3 1/2") from2,032' to2,245',
2:3 0.50 21 Blow hole clean at 2,245' 4360 4360 NiH
3:0 3.00 06 POOH from2,245' to surface, L/D Bit. 4360 4360 NIH

Total: 4.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 | 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 0.0 0 ir/mist drilling
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12··1
Field Name: Big Flat STTIR 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dally Summary
Activity Date : 6/4/2012 Days From Spud : 14 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 M/U Flat Bottom Junk millTlH to1,036', tagged obstruction 4360 4360 NIH

7:30 4.50 03 Air/mist reamed from 1,036' to 1,961' 4360 4360 N1H
12:00 5.00 03 Milledon junk with airlmist f/1,961' to 1,965'. 4360 4360 NIH
17:00 2.00 06 POOH UD Flat Bottom Junk mill,Note mill has damage on theout side 1 1/2" of the millface. 4360 4360 NIH

19:00 6.50 21 Waiting on tools (Junk shot) 4360 4360 NíH
1:30 1.50 06 Held PJSM MIU7 3/4" HMXjunk shot, TlH, workthroughobstructionat 1,016', tagged at 4360 4360 NIH

1,043' attempted to work throughand was unable to get deeper than 1,043' with the 7 3/4" OD
junkshot.

3:00 1.50 06 POOH L/D 7 3/4" HMXJunkshot 4360 4360 NIH
4:30 1.50 06 M/U 12 1/4" RR bit (Milled tooth),bit sub. TIH 4360 4360 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 | 0 | 0 | 0 0/0/0 0.0 0.0 0 0.00 0.0% | 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 | 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Air/mistdrilling

lignmgry
Activity Date : 6/5/2012 Days From Spud : 15 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 TIH with12 1/4" RR bit (Milled Tooth) to 1904'and tagged obstruction 4360 4360 NIH
7:30 1.50 03 Blow hole clean at 1,904' and Airmist reamed from 1,904' to2,032' 4360 4360 NIH
9:00 0.50 21 Blow hole clean at 2,032' 4360 4360 NIH
9:30 1.50 06 POOHfrom2,032' to surface L/D bit 4360 4360 NIH

11:00 2.00 06 Held PJSM M/U 5 1/4" HMXJunkshot TIH to 1,521' and taggedobstruction (unable toget 4360 4360 NIH
deeper)

13:00 2,00 06 POOH from 1,521' to surface to inspect Junkshot 4360 4360 NIH
15:00 1.00 06 TlHto 1,015 and tagged(unable toget deeper) 4360 4360 NIH
16:00 1.00 06 POOH from 1,015' tosurface L/D HMXjunk shot. 4360 4360 NIH
17:00 2.00 06 M/U 12 1/4"RR milledtooth bitTIH to 1,016', tagged @ 1,016' 4360 4360 NIH
19:00 3.50 03 Air/mist washed and reamed from 1,016' to 2,032' (top of fish) 4360 4360 NIH
22:30 4.00 03 Worked on junkwitha Milltoothbit attempted topush junk down to bottom, we were able to 4360 4360 NIH

pushthe fish (12 1/4" x 3 1/2") from2,032' to2,245',
2:3 0.50 21 Blow hole clean at 2,245' 4360 4360 NiH
3:0 3.00 06 POOH from2,245' to surface, L/D Bit. 4360 4360 NIH

Total: 4.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 | 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 0.0 0 ir/mist drilling
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12··1
Field Name: Big Flat STTIR 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dally Summary
Activity Date : 6/4/2012 Days From Spud : 14 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 M/U Flat Bottom Junk millTlH to1,036', tagged obstruction 4360 4360 NIH

7:30 4.50 03 Air/mist reamed from 1,036' to 1,961' 4360 4360 N1H
12:00 5.00 03 Milledon junk with airlmist f/1,961' to 1,965'. 4360 4360 NIH
17:00 2.00 06 POOH UD Flat Bottom Junk mill,Note mill has damage on theout side 1 1/2" of the millface. 4360 4360 NIH

19:00 6.50 21 Waiting on tools (Junk shot) 4360 4360 NíH
1:30 1.50 06 Held PJSM MIU7 3/4" HMXjunk shot, TlH, workthroughobstructionat 1,016', tagged at 4360 4360 NIH

1,043' attempted to work throughand was unable to get deeper than 1,043' with the 7 3/4" OD
junkshot.

3:00 1.50 06 POOH L/D 7 3/4" HMXJunkshot 4360 4360 NIH
4:30 1.50 06 M/U 12 1/4" RR bit (Milled tooth),bit sub. TIH 4360 4360 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 | 0 | 0 | 0 0/0/0 0.0 0.0 0 0.00 0.0% | 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 | 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Air/mistdrilling

lignmgry
Activity Date : 6/5/2012 Days From Spud : 15 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 TIH with12 1/4" RR bit (Milled Tooth) to 1904'and tagged obstruction 4360 4360 NIH
7:30 1.50 03 Blow hole clean at 1,904' and Airmist reamed from 1,904' to2,032' 4360 4360 NIH
9:00 0.50 21 Blow hole clean at 2,032' 4360 4360 NIH
9:30 1.50 06 POOHfrom2,032' to surface L/D bit 4360 4360 NIH

11:00 2.00 06 Held PJSM M/U 5 1/4" HMXJunkshot TIH to 1,521' and taggedobstruction (unable toget 4360 4360 NIH
deeper)

13:00 2,00 06 POOH from 1,521' to surface to inspect Junkshot 4360 4360 NIH
15:00 1.00 06 TlHto 1,015 and tagged(unable toget deeper) 4360 4360 NIH
16:00 1.00 06 POOH from 1,015' tosurface L/D HMXjunk shot. 4360 4360 NIH
17:00 2.00 06 M/U 12 1/4"RR milledtooth bitTIH to 1,016', tagged @ 1,016' 4360 4360 NIH
19:00 3.50 03 Air/mist washed and reamed from 1,016' to 2,032' (top of fish) 4360 4360 NIH
22:30 4.00 03 Worked on junkwitha Milltoothbit attempted topush junk down to bottom, we were able to 4360 4360 NIH

pushthe fish (12 1/4" x 3 1/2") from2,032' to2,245',
2:3 0.50 21 Blow hole clean at 2,245' 4360 4360 NiH
3:0 3.00 06 POOH from2,245' to surface, L/D Bit. 4360 4360 NIH

Total: 4.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 | 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 0.0 0 ir/mist drilling
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SfT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/6/2012 Days From Spud : 16 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 Held PJSM, M/U the 7 3/4" OD Junk shot, RIH f/surface to 1,019', Tagged @1,019', not able 4360 4360 N1H
to workthe 7 3/4" OD junkshot past the boulders.

8:00 1.50 06 POOH f/1,019'to surface. 4360 4360 NIH
9;30 0.50 21 Clear the rig floor of stabs, X-o's, etc. (Safe workingarea). 4360 4360 NIH

10:00 2.00 06 M/U BHA, bit, NB rollerreamer, 1 - 8" do, str. Roller reamer, 2 - 8" dc's, xo, 3 - 6 1/4" dc's, 4360 4360 NtH
jars, 2 - 6 1/4" dc's, 15 - 4 1/2" hwdp. RIH to 1,019', tagged @1,019'

12:00 2.50 03 Reamed withrollerreamer assy f/1,014' to1,124' (Soulders) 4360 4360 NIH
14:30 0.50 06 RIH f/1,124' to 1,594', Note: Tripplng plpe slow due to hole conditions and high winds.) 4360 4360 NIH
15:00 0.50 05 Circulate, unload the hole @1,594' 4360 4360 NIH
15:30 0.50 06 RIH f/1,594' to 1,789', Note: Tripping pipe slowdue tohole conditionsand high winds. 4360 4360 NIH
16:00 1.50 03 Reamed f/1,789' to 2,245', pushed the fish f/2,245' to 2,250' 4360 4360 NIH
17:30 0.50 05 CircuFatedhole clean, Air/Mist. 4360 4360 NIH
18:00 4.00 06 POOH from 2,250' to surface slow due to hole conditionsand high winds 4360 4360 NIH
22:00 0.50 06 Held PJSM LID Roller reamers and bit. 4360 4360 NIN
22:30 1.50 06 Held PJSM MIU 7 3/4" HMXJunkshot. TIH, Tagged at 1016', attempted to work through 4360 4360 NIH

(Unable togo deeper).
0:00 0.50 06 POOH from 1016' to surface L/D 7 3/4" Junkshot 4360 4360 NIH
0:30 1.50 06 Held PJSM M/U 5 1/4" HMXjunk shot. TlH, to 1,016' and tagged.Work junk shot from 1,016' 4360 4360 NIH

to 1,018'. (Unable to get deeper)
2:00 1.00 06 POOHfrom 1018' to surface. L/D 5 1/4" junk shot 4360 4360 NIH
3:00 2.00 06 Held PJSM, M/U 12 1/4" Burning Shoe. TIH to 1,016' and tagged 4360 4360 NIH
5:00 1.00 03 Reamed with Burning Shoe from 1,016' to 1,024'. 4360 4360 NIH

Totat 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 | 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/mist drilling
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SfT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/6/2012 Days From Spud : 16 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 Held PJSM, M/U the 7 3/4" OD Junk shot, RIH f/surface to 1,019', Tagged @1,019', not able 4360 4360 N1H
to workthe 7 3/4" OD junkshot past the boulders.

8:00 1.50 06 POOH f/1,019'to surface. 4360 4360 NIH
9;30 0.50 21 Clear the rig floor of stabs, X-o's, etc. (Safe workingarea). 4360 4360 NIH

10:00 2.00 06 M/U BHA, bit, NB rollerreamer, 1 - 8" do, str. Roller reamer, 2 - 8" dc's, xo, 3 - 6 1/4" dc's, 4360 4360 NtH
jars, 2 - 6 1/4" dc's, 15 - 4 1/2" hwdp. RIH to 1,019', tagged @1,019'

12:00 2.50 03 Reamed withrollerreamer assy f/1,014' to1,124' (Soulders) 4360 4360 NIH
14:30 0.50 06 RIH f/1,124' to 1,594', Note: Tripplng plpe slow due to hole conditions and high winds.) 4360 4360 NIH
15:00 0.50 05 Circulate, unload the hole @1,594' 4360 4360 NIH
15:30 0.50 06 RIH f/1,594' to 1,789', Note: Tripping pipe slowdue tohole conditionsand high winds. 4360 4360 NIH
16:00 1.50 03 Reamed f/1,789' to 2,245', pushed the fish f/2,245' to 2,250' 4360 4360 NIH
17:30 0.50 05 CircuFatedhole clean, Air/Mist. 4360 4360 NIH
18:00 4.00 06 POOH from 2,250' to surface slow due to hole conditionsand high winds 4360 4360 NIH
22:00 0.50 06 Held PJSM LID Roller reamers and bit. 4360 4360 NIN
22:30 1.50 06 Held PJSM MIU 7 3/4" HMXJunkshot. TIH, Tagged at 1016', attempted to work through 4360 4360 NIH

(Unable togo deeper).
0:00 0.50 06 POOH from 1016' to surface L/D 7 3/4" Junkshot 4360 4360 NIH
0:30 1.50 06 Held PJSM M/U 5 1/4" HMXjunk shot. TlH, to 1,016' and tagged.Work junk shot from 1,016' 4360 4360 NIH

to 1,018'. (Unable to get deeper)
2:00 1.00 06 POOHfrom 1018' to surface. L/D 5 1/4" junk shot 4360 4360 NIH
3:00 2.00 06 Held PJSM, M/U 12 1/4" Burning Shoe. TIH to 1,016' and tagged 4360 4360 NIH
5:00 1.00 03 Reamed with Burning Shoe from 1,016' to 1,024'. 4360 4360 NIH

Totat 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 | 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/mist drilling
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SfT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/6/2012 Days From Spud : 16 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 Held PJSM, M/U the 7 3/4" OD Junk shot, RIH f/surface to 1,019', Tagged @1,019', not able 4360 4360 N1H
to workthe 7 3/4" OD junkshot past the boulders.

8:00 1.50 06 POOH f/1,019'to surface. 4360 4360 NIH
9;30 0.50 21 Clear the rig floor of stabs, X-o's, etc. (Safe workingarea). 4360 4360 NIH

10:00 2.00 06 M/U BHA, bit, NB rollerreamer, 1 - 8" do, str. Roller reamer, 2 - 8" dc's, xo, 3 - 6 1/4" dc's, 4360 4360 NtH
jars, 2 - 6 1/4" dc's, 15 - 4 1/2" hwdp. RIH to 1,019', tagged @1,019'

12:00 2.50 03 Reamed withrollerreamer assy f/1,014' to1,124' (Soulders) 4360 4360 NIH
14:30 0.50 06 RIH f/1,124' to 1,594', Note: Tripplng plpe slow due to hole conditions and high winds.) 4360 4360 NIH
15:00 0.50 05 Circulate, unload the hole @1,594' 4360 4360 NIH
15:30 0.50 06 RIH f/1,594' to 1,789', Note: Tripping pipe slowdue tohole conditionsand high winds. 4360 4360 NIH
16:00 1.50 03 Reamed f/1,789' to 2,245', pushed the fish f/2,245' to 2,250' 4360 4360 NIH
17:30 0.50 05 CircuFatedhole clean, Air/Mist. 4360 4360 NIH
18:00 4.00 06 POOH from 2,250' to surface slow due to hole conditionsand high winds 4360 4360 NIH
22:00 0.50 06 Held PJSM LID Roller reamers and bit. 4360 4360 NIN
22:30 1.50 06 Held PJSM MIU 7 3/4" HMXJunkshot. TIH, Tagged at 1016', attempted to work through 4360 4360 NIH

(Unable togo deeper).
0:00 0.50 06 POOH from 1016' to surface L/D 7 3/4" Junkshot 4360 4360 NIH
0:30 1.50 06 Held PJSM M/U 5 1/4" HMXjunk shot. TlH, to 1,016' and tagged.Work junk shot from 1,016' 4360 4360 NIH

to 1,018'. (Unable to get deeper)
2:00 1.00 06 POOHfrom 1018' to surface. L/D 5 1/4" junk shot 4360 4360 NIH
3:00 2.00 06 Held PJSM, M/U 12 1/4" Burning Shoe. TIH to 1,016' and tagged 4360 4360 NIH
5:00 1.00 03 Reamed with Burning Shoe from 1,016' to 1,024'. 4360 4360 NIH

Totat 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 | 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/mist drilling
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SfT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/6/2012 Days From Spud : 16 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 Held PJSM, M/U the 7 3/4" OD Junk shot, RIH f/surface to 1,019', Tagged @1,019', not able 4360 4360 N1H
to workthe 7 3/4" OD junkshot past the boulders.

8:00 1.50 06 POOH f/1,019'to surface. 4360 4360 NIH
9;30 0.50 21 Clear the rig floor of stabs, X-o's, etc. (Safe workingarea). 4360 4360 NIH

10:00 2.00 06 M/U BHA, bit, NB rollerreamer, 1 - 8" do, str. Roller reamer, 2 - 8" dc's, xo, 3 - 6 1/4" dc's, 4360 4360 NtH
jars, 2 - 6 1/4" dc's, 15 - 4 1/2" hwdp. RIH to 1,019', tagged @1,019'

12:00 2.50 03 Reamed withrollerreamer assy f/1,014' to1,124' (Soulders) 4360 4360 NIH
14:30 0.50 06 RIH f/1,124' to 1,594', Note: Tripplng plpe slow due to hole conditions and high winds.) 4360 4360 NIH
15:00 0.50 05 Circulate, unload the hole @1,594' 4360 4360 NIH
15:30 0.50 06 RIH f/1,594' to 1,789', Note: Tripping pipe slowdue tohole conditionsand high winds. 4360 4360 NIH
16:00 1.50 03 Reamed f/1,789' to 2,245', pushed the fish f/2,245' to 2,250' 4360 4360 NIH
17:30 0.50 05 CircuFatedhole clean, Air/Mist. 4360 4360 NIH
18:00 4.00 06 POOH from 2,250' to surface slow due to hole conditionsand high winds 4360 4360 NIH
22:00 0.50 06 Held PJSM LID Roller reamers and bit. 4360 4360 NIN
22:30 1.50 06 Held PJSM MIU 7 3/4" HMXJunkshot. TIH, Tagged at 1016', attempted to work through 4360 4360 NIH

(Unable togo deeper).
0:00 0.50 06 POOH from 1016' to surface L/D 7 3/4" Junkshot 4360 4360 NIH
0:30 1.50 06 Held PJSM M/U 5 1/4" HMXjunk shot. TlH, to 1,016' and tagged.Work junk shot from 1,016' 4360 4360 NIH

to 1,018'. (Unable to get deeper)
2:00 1.00 06 POOHfrom 1018' to surface. L/D 5 1/4" junk shot 4360 4360 NIH
3:00 2.00 06 Held PJSM, M/U 12 1/4" Burning Shoe. TIH to 1,016' and tagged 4360 4360 NIH
5:00 1.00 03 Reamed with Burning Shoe from 1,016' to 1,024'. 4360 4360 NIH

Totat 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 | 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/mist drilling
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/7/2012 Days From Spud : 17 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 03 Reamed from 1,020' to 1,20T 4360 4360 NIH
7:30 3.50 06 TlH to 2,250' and tagged top of fish 4360 4360 NIH

11:00 11.00 03 Reamed and Bumed on fish @2,250'. Reamed and workedfish from2,250' to 4,342'. NOTE: 4360 4360 NIH
18' fillbelowfish

22:00 1.00 03 Unload thehole, circulated the hole clean at 4,344' 4360 4360 NIH
23:00 4.00 06 POOH with Burning shoe and UD. NOTE: Reamed through tightspots at 3,745', 3,364', 4360 4360 NIH

2,99T. Unloaded hole clean after reaming
3:00 0.50 07 Service Rig and Top Drive 4360 4360 NIH
3:30 2,50 06 Held PJSM, the MlU 7 3/4" HMXjunk shot, TLHslow due tohole conditions and the limitation 4360 4360 NIH

Totak 24.00
of thejunkshot. NOTE: At report timetheJunkshot is at 2,400',

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 | 0.00 0 0 | 0 | 0/0/0 0.0 0.0 0 | 0.00 0.0% | 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00| 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/mist

Daily Summary
Activity Date : 6/8/2012 Days From Spud : 18 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 note: looks like fish has turnedsideways on bottom and the millworked past thejunk, 4360 4360 NIH
6:00 1.00 06 TlH from 1295' to 2645' 4360 4360 NIH
7:00 1.00 06 Work junk shot with aerated fluil past 2645'. 4360 4360 NIH
8:00 0.50 06 TlH from 2645', Tagged @3032' 4360 4360 NIH
8:30 1.00 06 WorkedJunkshot withaerated fluid past 3032', 4360 4360 NIH
9:30 2.00 06 POOH f/3,032' tosurface. Removed the 7 3/4" Junk shot. 4360 4360 NIH

11:30 4.00 21 M/U 12 1/4" mill& junk basket. RIH f/surface to 3,032', Tagged @3,032' 4360 4360 NIH
15:30 2.00 03 Washed and reamed from 3032'to 3511' 4360 4360 NIH
17:30 0.50 06 TlH from 3511' to 365T 4360 4360 NIH
18:00 2.00 03 Washed & reamed f/3657' to4338' 4360 4360 NIH
20:00 3.00 19 Milled on fish &push downhole from4,342' to4,360' 4360 4360 NIH
23:00 0.50 05 Circulated thehole clean &spotted high vis/salt saturated pillon bottom. 4360 4360 NIH
23:30 6.50 06 POOH f/4,360' to surface, UD the down mill &junk basket. Note: Milldamaged from millingon 4360 4360 NIH

the fish, nothing in the boot basket, not much metal on the ditch magnets.
Total: 24.00

Mud Propertles
Depth Time Wt in Wt Out Vis | PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 | 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 0.0 0 ir/mist
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/7/2012 Days From Spud : 17 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 03 Reamed from 1,020' to 1,20T 4360 4360 NIH
7:30 3.50 06 TlH to 2,250' and tagged top of fish 4360 4360 NIH

11:00 11.00 03 Reamed and Bumed on fish @2,250'. Reamed and workedfish from2,250' to 4,342'. NOTE: 4360 4360 NIH
18' fillbelowfish

22:00 1.00 03 Unload thehole, circulated the hole clean at 4,344' 4360 4360 NIH
23:00 4.00 06 POOH with Burning shoe and UD. NOTE: Reamed through tightspots at 3,745', 3,364', 4360 4360 NIH

2,99T. Unloaded hole clean after reaming
3:00 0.50 07 Service Rig and Top Drive 4360 4360 NIH
3:30 2,50 06 Held PJSM, the MlU 7 3/4" HMXjunk shot, TLHslow due tohole conditions and the limitation 4360 4360 NIH

Totak 24.00
of thejunkshot. NOTE: At report timetheJunkshot is at 2,400',

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 | 0.00 0 0 | 0 | 0/0/0 0.0 0.0 0 | 0.00 0.0% | 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00| 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/mist

Daily Summary
Activity Date : 6/8/2012 Days From Spud : 18 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 note: looks like fish has turnedsideways on bottom and the millworked past thejunk, 4360 4360 NIH
6:00 1.00 06 TlH from 1295' to 2645' 4360 4360 NIH
7:00 1.00 06 Work junk shot with aerated fluil past 2645'. 4360 4360 NIH
8:00 0.50 06 TlH from 2645', Tagged @3032' 4360 4360 NIH
8:30 1.00 06 WorkedJunkshot withaerated fluid past 3032', 4360 4360 NIH
9:30 2.00 06 POOH f/3,032' tosurface. Removed the 7 3/4" Junk shot. 4360 4360 NIH

11:30 4.00 21 M/U 12 1/4" mill& junk basket. RIH f/surface to 3,032', Tagged @3,032' 4360 4360 NIH
15:30 2.00 03 Washed and reamed from 3032'to 3511' 4360 4360 NIH
17:30 0.50 06 TlH from 3511' to 365T 4360 4360 NIH
18:00 2.00 03 Washed & reamed f/3657' to4338' 4360 4360 NIH
20:00 3.00 19 Milled on fish &push downhole from4,342' to4,360' 4360 4360 NIH
23:00 0.50 05 Circulated thehole clean &spotted high vis/salt saturated pillon bottom. 4360 4360 NIH
23:30 6.50 06 POOH f/4,360' to surface, UD the down mill &junk basket. Note: Milldamaged from millingon 4360 4360 NIH

the fish, nothing in the boot basket, not much metal on the ditch magnets.
Total: 24.00

Mud Propertles
Depth Time Wt in Wt Out Vis | PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 | 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 0.0 0 ir/mist
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/7/2012 Days From Spud : 17 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 03 Reamed from 1,020' to 1,20T 4360 4360 NIH
7:30 3.50 06 TlH to 2,250' and tagged top of fish 4360 4360 NIH

11:00 11.00 03 Reamed and Bumed on fish @2,250'. Reamed and workedfish from2,250' to 4,342'. NOTE: 4360 4360 NIH
18' fillbelowfish

22:00 1.00 03 Unload thehole, circulated the hole clean at 4,344' 4360 4360 NIH
23:00 4.00 06 POOH with Burning shoe and UD. NOTE: Reamed through tightspots at 3,745', 3,364', 4360 4360 NIH

2,99T. Unloaded hole clean after reaming
3:00 0.50 07 Service Rig and Top Drive 4360 4360 NIH
3:30 2,50 06 Held PJSM, the MlU 7 3/4" HMXjunk shot, TLHslow due tohole conditions and the limitation 4360 4360 NIH

Totak 24.00
of thejunkshot. NOTE: At report timetheJunkshot is at 2,400',

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 | 0.00 0 0 | 0 | 0/0/0 0.0 0.0 0 | 0.00 0.0% | 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00| 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/mist

Daily Summary
Activity Date : 6/8/2012 Days From Spud : 18 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 note: looks like fish has turnedsideways on bottom and the millworked past thejunk, 4360 4360 NIH
6:00 1.00 06 TlH from 1295' to 2645' 4360 4360 NIH
7:00 1.00 06 Work junk shot with aerated fluil past 2645'. 4360 4360 NIH
8:00 0.50 06 TlH from 2645', Tagged @3032' 4360 4360 NIH
8:30 1.00 06 WorkedJunkshot withaerated fluid past 3032', 4360 4360 NIH
9:30 2.00 06 POOH f/3,032' tosurface. Removed the 7 3/4" Junk shot. 4360 4360 NIH

11:30 4.00 21 M/U 12 1/4" mill& junk basket. RIH f/surface to 3,032', Tagged @3,032' 4360 4360 NIH
15:30 2.00 03 Washed and reamed from 3032'to 3511' 4360 4360 NIH
17:30 0.50 06 TlH from 3511' to 365T 4360 4360 NIH
18:00 2.00 03 Washed & reamed f/3657' to4338' 4360 4360 NIH
20:00 3.00 19 Milled on fish &push downhole from4,342' to4,360' 4360 4360 NIH
23:00 0.50 05 Circulated thehole clean &spotted high vis/salt saturated pillon bottom. 4360 4360 NIH
23:30 6.50 06 POOH f/4,360' to surface, UD the down mill &junk basket. Note: Milldamaged from millingon 4360 4360 NIH

the fish, nothing in the boot basket, not much metal on the ditch magnets.
Total: 24.00

Mud Propertles
Depth Time Wt in Wt Out Vis | PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 | 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 0.0 0 ir/mist
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/7/2012 Days From Spud : 17 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 03 Reamed from 1,020' to 1,20T 4360 4360 NIH
7:30 3.50 06 TlH to 2,250' and tagged top of fish 4360 4360 NIH

11:00 11.00 03 Reamed and Bumed on fish @2,250'. Reamed and workedfish from2,250' to 4,342'. NOTE: 4360 4360 NIH
18' fillbelowfish

22:00 1.00 03 Unload thehole, circulated the hole clean at 4,344' 4360 4360 NIH
23:00 4.00 06 POOH with Burning shoe and UD. NOTE: Reamed through tightspots at 3,745', 3,364', 4360 4360 NIH

2,99T. Unloaded hole clean after reaming
3:00 0.50 07 Service Rig and Top Drive 4360 4360 NIH
3:30 2,50 06 Held PJSM, the MlU 7 3/4" HMXjunk shot, TLHslow due tohole conditions and the limitation 4360 4360 NIH

Totak 24.00
of thejunkshot. NOTE: At report timetheJunkshot is at 2,400',

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 | 0.00 0 0 | 0 | 0/0/0 0.0 0.0 0 | 0.00 0.0% | 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00| 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Air/mist

Daily Summary
Activity Date : 6/8/2012 Days From Spud : 18 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 note: looks like fish has turnedsideways on bottom and the millworked past thejunk, 4360 4360 NIH
6:00 1.00 06 TlH from 1295' to 2645' 4360 4360 NIH
7:00 1.00 06 Work junk shot with aerated fluil past 2645'. 4360 4360 NIH
8:00 0.50 06 TlH from 2645', Tagged @3032' 4360 4360 NIH
8:30 1.00 06 WorkedJunkshot withaerated fluid past 3032', 4360 4360 NIH
9:30 2.00 06 POOH f/3,032' tosurface. Removed the 7 3/4" Junk shot. 4360 4360 NIH

11:30 4.00 21 M/U 12 1/4" mill& junk basket. RIH f/surface to 3,032', Tagged @3,032' 4360 4360 NIH
15:30 2.00 03 Washed and reamed from 3032'to 3511' 4360 4360 NIH
17:30 0.50 06 TlH from 3511' to 365T 4360 4360 NIH
18:00 2.00 03 Washed & reamed f/3657' to4338' 4360 4360 NIH
20:00 3.00 19 Milled on fish &push downhole from4,342' to4,360' 4360 4360 NIH
23:00 0.50 05 Circulated thehole clean &spotted high vis/salt saturated pillon bottom. 4360 4360 NIH
23:30 6.50 06 POOH f/4,360' to surface, UD the down mill &junk basket. Note: Milldamaged from millingon 4360 4360 NIH

the fish, nothing in the boot basket, not much metal on the ditch magnets.
Total: 24.00

Mud Propertles
Depth Time Wt in Wt Out Vis | PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 | 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 0.0 0 ir/mist
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat STT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: OiPARA

Daily Summary
Activity Date : 6/9/2012 Days From Spud : 19 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 08 Change break out line on the draworks 4360 4360 NIH
8:00 2.00 06 TlHtagged @2,535'& 2,636' 4360 4360 NIH

10:00 0.50 03 Worked past boulders 4360 4360 NIH
10:30 0.50 06 TIH from 2.707' to 3,671' and tagged 4360 4360 N1H
11:00 1.00 03 Worked past boulders 4360 4360 NIH
12:00 1.50 06 TlH to3,860' worked past boulders TlH to4,360' 4360 4360 NIH
13:30 0.50 05 Circulated & cleaned hole 4360 4360 NIH
14:00 0.50 01 Held PJSM, R/U Baker Hughes cementers 4360 4360 NIH
14:30 0.50 18 Cement, test lines to 3500#, 73bb1s, Lead cmt. @14.6ppg., displace with20bbis. Water 4360 4360 NIH
15:00 0.50 01 Rig down baker hughes cementers, POOH 6stds. 4360 4360 NIH
15:30 1.00 05 Circulated the Hole clean 4360 4360 NIH
16:30 2.00 06 POOH 4360 4360 NIH
18:30 1.00 09 Slipped &cut 130ft of drill line 4360 4360 NIH
19:30 5.00 06 MlU the 12 1/4" bit & TIH 4360 4360 NIH

0:30 0.50 01 Installed rotating head rubber 4360 4360 NIH
1:00 0.50 03 Tagged bolder @ 1,018', worked past same 4360 4360 NIH
1:30 0.50 08 Changed grabber dies 4360 4360 NIH
2:00 0.50 06 TIH to2,020' & tagged 4360 4360 NIH
2:30 0.50 03 Reamed past boulder @2,020' 4360 4360 NIH
3:00 0.50 06 TIH to 3,000' tagged 4360 4360 NIH
3:30 0.50 03 Reamed past boulder @3000' 4360 4360 NIH
4:00 0.50 06 TlH to 3,200' tagged 4360 4360 NIH
4:30 1.50 03 Reamed from 3,200' to 3,735' 4360 4360 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 | 0.00 | 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 | 0 | 0 0.00 0.00 0 | 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Air/mist
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0:30 0.50 01 Installed rotating head rubber 4360 4360 NIH
1:00 0.50 03 Tagged bolder @ 1,018', worked past same 4360 4360 NIH
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2:00 0.50 06 TIH to2,020' & tagged 4360 4360 NIH
2:30 0.50 03 Reamed past boulder @2,020' 4360 4360 NIH
3:00 0.50 06 TIH to 3,000' tagged 4360 4360 NIH
3:30 0.50 03 Reamed past boulder @3000' 4360 4360 NIH
4:00 0.50 06 TlH to 3,200' tagged 4360 4360 NIH
4:30 1.50 03 Reamed from 3,200' to 3,735' 4360 4360 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 | 0.00 | 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 | 0 | 0 0.00 0.00 0 | 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Air/mist

Page 12 of 28 Powered by Production Access



RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Nadie:Cân Créék Unit 42··U
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/10/2012 Days From Spud : 20 Current Depth : 4360 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 03 Washed and reamed f/3,735' to3,999' {Tagged topof cement @3,999') 4360 4360 NIH
8:00 1.50 21 Drilled cement f/3,999' to 4,260', (Cement firm @4,124') 4360 4360 NIH
9:30 0.50 05 Circulated the hole clean @4,260', 4360 4360 NIH

10:00 4.00 06 POOH (/4,260' to surface, the only tightspot @ 1,019' (Boulders). Pulled the Rotate head 4360 4360 NIH
element.

14:00 0.50 07 Service the rig. 4360 4360 NIH
14:30 7.50 06 M/U Drilling motor (set @ 1.83), 12 1/4" bit, bha and RIH, f/surface to 4,044', boulders and 4360 4360 NIH

ledges at 1815',2040',2665',2825',2916',3014',3200'.
22:00 1.00 03 Washed and reamed f/4,044' to4,260' 4360 4360 NIH
23:00 7.00 21 Slide drill from 4,260' to 4,300 4360 4360 NIH
Total: 24.00

Mud Propertles
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 0 | 0 | 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% | 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 | 0.0 0 | |Air/mist

Activity Date : 6/11/2012 Days From Spud : 21 Current Depth : 4380 Ft 24 Hr. Footage Made : 20 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 21 Time drilland control drill f/4,300' to 4,325', No retums @4.320' 4360 4360 NIH
12:00 2.00 05 No retums, change parameters toair/water toget returns. At 14:00 good returns. 4360 4360 NIH
14:00 14.00 21 lime drill and control drill f/4,325' to 4,359', DrillIngmotor stalled out @4,359', 4360 4360 NIH
4:00 1.00 21 Worked bit past junk on btm fl4,359' to 4,360'. 4360 4360 NIH
5:00 1.00 02 Drilled 12 1/4" hole f/4,360' to 4,380'. 4360 4380 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4360 0.00 0.00 | 0 | 0 | 0 0/0/0 | 0.0 0.0 | 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 0,0 0 Air/mist
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Sundry Number: 27374 API Well Number: 43019500090000

Well Nadie:Cân Créék Unit 42··U
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
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Rig Company : Rig Name:

Formation : Weather:
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Start Hrs Code Remarks Start Depth End Depth Run
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Sundry Number: 27374 API Well Number: 43019500090000

Well Nadie:Cân Créék Unit 42··U
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
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Activity Date : 6/11/2012 Days From Spud : 21 Current Depth : 4380 Ft 24 Hr. Footage Made : 20 Ft
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Formation : Weather:
Operations
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12:00 2.00 05 No retums, change parameters toair/water toget returns. At 14:00 good returns. 4360 4360 NIH
14:00 14.00 21 lime drill and control drill f/4,325' to 4,359', DrillIngmotor stalled out @4,359', 4360 4360 NIH
4:00 1.00 21 Worked bit past junk on btm fl4,359' to 4,360'. 4360 4360 NIH
5:00 1.00 02 Drilled 12 1/4" hole f/4,360' to 4,380'. 4360 4380 NIH

Total: 24.00
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Núme·Cane Creek Unit12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

paligsummaiy
Activity Date : 6/12/2012 Days From Spud : 22 Current Depth : 4750 Ft 24 Hr. Footage Made : 307 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 2,50 02 Drilled (Aerated fluid) f/4,380' to4,512', Drillrate f/60' to85'/hr, 4380 4512 NIH
8:30 0.50 21 Changed out the rotate head element. 4512 4512 NIH

9:00 0.50 05 No returns, waiton returns. 4512 4512 NIH
9:30 1.50 02 Drilled (Aerated fluid) f/4,512' to4,604', Drill rate f/55' to 85'/hr. 4512 4604 NIH

11:00 0.50 05 No retums, wait on returns 4604 4604 NIH
11:30 1.00 02 Drílled (Aerated fluid) f/4,604' to4,667', Drillrate f/80' to 93'lbr. 4667 4667 NIH
12:30 1.00 05 Circulated btms' up, circulated the hole clean. Spotted 60 bbis of hilvissalt saturated pill on 4667 4667 NIH

btm.
13:30 4.00 06 POOH (/4,667 tosurface, UD the 1.83 drilling motor. 4667 4667 NIH

17:30 4.00 06 M/U 12 1/4" rr bit, bit sub (floatand baffle),RlH withbha and dp f/surface to 3,830'. 4667 4667 NIH

21:30 0.50 05 Circulated & unloaded the hole. 4667 4667 NIH
22:00 0.50 06 TIHf/3,830' to4,667' 4667 4667 NIH

22:30 2.00 05 Regain circulation.Circulated the hole clean & pumped hi vis pill, spotted on bottom. 4667 4667 NIH
0:30 1.00 11 Schlumberger ran 1nhole withgamma ray. Logged f/4,635'to 3,600'. 4667 4667 NIH
1:30 1.50 05 Regain circulation. 4667 4667 NIH
3:00 2.50 02 Orilled from 4,667' to 4,750'. Top of Clastic 1 @4,709', btm of Clastic 1 @4,743', 4667 4750 NIH
5:30 0.50 05 Circulate and clean the hole. Hole packed off,work thepipe free. Circulateto unload the hole. 4750 4750 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4380 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss
0.0 0,00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0,00 | 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Air/mist
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/13/2012 Days From Spud : 23 Current Depth : 4760 Ft 24 Hr. Footage Made : 10 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 21 Hole packing off,workpipe up the hole f/4,746' to 4,730'. 4750 4750 NIH
7:00 3.00 05 Attempted to regain circulation. No success. 4750 4750 NIH

10:00 1.50 02 POOH f/4,730 to 4,132' 4750 4750 NIH
11:30 1.00 05 Attempted to regain circulation @4,132' 4750 4750 NIH
12:30 0.50 05 Hole unloaded, circulated until the returns were clean. Max. gas when the hole unloaded 200 4750 4750 NIH

units.
13:00 2,00 03 Washed and reamed f/4,132' to 4,750', Maxgas on btms up 115 units. 4750 4750 NIH
15:00 0.50 02 Drilled f/4,750' to4,760', Max gas on btm's up fromdrilling 115 unils. 4750 4760 NIH
15:30 1.00 05 Circulated thehole clean. Spotted hi-vissalt saturated pillon btm. 4760 4760 NiH
16:30 4.50 06 POOH (/4,760'to surface, LIO 6 ea. 6 1/4" dc's, 3 ea. 8" dc's, bitsub and the 12 1/4" bit. 4760 4760 N1H
21:00 1.00 21 Pull theMulti Bowl System "MBS"wear bushing. 4760 4760 N1H
22:00 4.50 21 Held PJSM (On R/U csg equipment), and rigged up the Casing Running tool(CRT) and all 4760 4760 NIH

other csg equípment.
2:30 3.50 12 P/U and R1Hwith the 9 5/8" csg - HCP110/L-80, 53.5 lb/ft, LTC. f/surface to 925' 4760 4760 NIH

Totat 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4760 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 | 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid

Daily Summary
Activity Date : 6/14/2012 Days From Spud : 24 Current Depth : 4760 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 19.00 12 P/U & run 9 5/8" HCP-110/L-80 LTC casing, Set @ 4739', Wash & circ. last 20' & land casing 4760 4760 | NIH
hanger into wellhead.

1:00 2.50 12 Circulate, Hold safety meeting, & RID weatherfordcasing tools. 4760 4760 NiH
3:30 2.50 12 Safety meeting, RIU Baker Cementing equipment,Test lines to4500psi, Mix&pump 50 bbl of 4760 4760 NIH

8.5ppg Seal bond plus LCM, Mix& pump 40 bbl of 8.5 ppg Seal Bond LCM.(Mixing& pumping
cement at report time.)

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water O]I Sand
4760 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 | 0.00 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 0 Aerated fluid
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MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 | 0.00 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 0 Aerated fluid
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:CaniCreek Unit 12-1
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Suinmary
Activily Date : 6/15/2012 Days From Spud : 25 Current Depth : 4760 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 Note:Change out IBOP on top drive 4760 4760 NIH
6:00 2.50 12 Finish cementing 9 5/8" casing.Lead 885 sx. Premium lite FM+0.1 lbs/sx BJ fiber + 3%bmoc 4760 4760 NIH

CaCI + 0.25lbs/sx cello flake + Slbs/sx LCM-1+8%bwocBantonite + 0.4% bwoc Sodium
Metasilicate,mix@12 ppg, 2.19 yield, 345 bbls, Tail 240 sx(50:50 ) poz L (flyAsh L }Type 111
cement, + 0.04%bwoc static free + 0.25 lbs/sx cello flake + 0.2% bwoc CD-32 + 2% bwoc
Bentonite + 0.2% bwoc BA-59+ 0.2% bwoo FI-52A. mix@ 13.5 ppg 1.32 Yletd. 56
bbl.01splace cement.( Did not bump plug) Check float (Ok )

8:30 0.50 01 Rig down Baker cement equip. 4760 4760 NIH
9;00 0.50 12 Bleed off& lay down landing jt. 4760 4760 NIH
9:30 1.50 01 Rig down weatherfordcasing equip. 4760 4760 NIH

11:00 3.50 15 Pack off & testwell head, upper 10K, lower SK 4760 4760 NIH
14:30 0.50 01 Rig up schlumberger wire line & Gyro date tools 4760 4760 NIH
15:00 5.00 11 Run gyro on wire line from 100ft. To 4670ft. 5.3* 340.16 @ 4670' 4760 4760 NIH
20:00 2.00 13 Change ISOP valve on top drive, grabber dies & saver sub 4760 4760 NIH
22:00 0.50 07 Service ríg & topdrive 4760 4760 NIH
22:30 5.00 15 Test BOPs, hy-drill to250 low &5000 high, all rams &valves to250 low&10,000 high 4760 4760 NIH

3:30 1.00 16 Test casing to 6300psi. Stage up 1000psi. Record on chart Hold for 30 mins. 4760 4760 NIH
4:30 1.50 09 slip & cut drill line, 60ft. 4760 4760 NIH

Total: 24.00
Mud Properties

Depth Time Wt in |Wt Out Vis | PV YP | Gels | FL HTFL FC | HTFC Solid Water Oil Sand
4760 | 0.00 | 0.00 0 | 0 | 0 | 0/0/0 | 0.0 | 0.0 | 0 | 0.00 0.0% | 0.0% | 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:CaniCreek Unit 12-1
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Suinmary
Activily Date : 6/15/2012 Days From Spud : 25 Current Depth : 4760 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 Note:Change out IBOP on top drive 4760 4760 NIH
6:00 2.50 12 Finish cementing 9 5/8" casing.Lead 885 sx. Premium lite FM+0.1 lbs/sx BJ fiber + 3%bmoc 4760 4760 NIH

CaCI + 0.25lbs/sx cello flake + Slbs/sx LCM-1+8%bwocBantonite + 0.4% bwoc Sodium
Metasilicate,mix@12 ppg, 2.19 yield, 345 bbls, Tail 240 sx(50:50 ) poz L (flyAsh L }Type 111
cement, + 0.04%bwoc static free + 0.25 lbs/sx cello flake + 0.2% bwoc CD-32 + 2% bwoc
Bentonite + 0.2% bwoc BA-59+ 0.2% bwoo FI-52A. mix@ 13.5 ppg 1.32 Yletd. 56
bbl.01splace cement.( Did not bump plug) Check float (Ok )

8:30 0.50 01 Rig down Baker cement equip. 4760 4760 NIH
9;00 0.50 12 Bleed off& lay down landing jt. 4760 4760 NIH
9:30 1.50 01 Rig down weatherfordcasing equip. 4760 4760 NIH

11:00 3.50 15 Pack off & testwell head, upper 10K, lower SK 4760 4760 NIH
14:30 0.50 01 Rig up schlumberger wire line & Gyro date tools 4760 4760 NIH
15:00 5.00 11 Run gyro on wire line from 100ft. To 4670ft. 5.3* 340.16 @ 4670' 4760 4760 NIH
20:00 2.00 13 Change ISOP valve on top drive, grabber dies & saver sub 4760 4760 NIH
22:00 0.50 07 Service ríg & topdrive 4760 4760 NIH
22:30 5.00 15 Test BOPs, hy-drill to250 low &5000 high, all rams &valves to250 low&10,000 high 4760 4760 NIH

3:30 1.00 16 Test casing to 6300psi. Stage up 1000psi. Record on chart Hold for 30 mins. 4760 4760 NIH
4:30 1.50 09 slip & cut drill line, 60ft. 4760 4760 NIH

Total: 24.00
Mud Properties

Depth Time Wt in |Wt Out Vis | PV YP | Gels | FL HTFL FC | HTFC Solid Water Oil Sand
4760 | 0.00 | 0.00 0 | 0 | 0 | 0/0/0 | 0.0 | 0.0 | 0 | 0.00 0.0% | 0.0% | 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:CaniCreek Unit 12-1
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Suinmary
Activily Date : 6/15/2012 Days From Spud : 25 Current Depth : 4760 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 Note:Change out IBOP on top drive 4760 4760 NIH
6:00 2.50 12 Finish cementing 9 5/8" casing.Lead 885 sx. Premium lite FM+0.1 lbs/sx BJ fiber + 3%bmoc 4760 4760 NIH

CaCI + 0.25lbs/sx cello flake + Slbs/sx LCM-1+8%bwocBantonite + 0.4% bwoc Sodium
Metasilicate,mix@12 ppg, 2.19 yield, 345 bbls, Tail 240 sx(50:50 ) poz L (flyAsh L }Type 111
cement, + 0.04%bwoc static free + 0.25 lbs/sx cello flake + 0.2% bwoc CD-32 + 2% bwoc
Bentonite + 0.2% bwoc BA-59+ 0.2% bwoo FI-52A. mix@ 13.5 ppg 1.32 Yletd. 56
bbl.01splace cement.( Did not bump plug) Check float (Ok )

8:30 0.50 01 Rig down Baker cement equip. 4760 4760 NIH
9;00 0.50 12 Bleed off& lay down landing jt. 4760 4760 NIH
9:30 1.50 01 Rig down weatherfordcasing equip. 4760 4760 NIH

11:00 3.50 15 Pack off & testwell head, upper 10K, lower SK 4760 4760 NIH
14:30 0.50 01 Rig up schlumberger wire line & Gyro date tools 4760 4760 NIH
15:00 5.00 11 Run gyro on wire line from 100ft. To 4670ft. 5.3* 340.16 @ 4670' 4760 4760 NIH
20:00 2.00 13 Change ISOP valve on top drive, grabber dies & saver sub 4760 4760 NIH
22:00 0.50 07 Service ríg & topdrive 4760 4760 NIH
22:30 5.00 15 Test BOPs, hy-drill to250 low &5000 high, all rams &valves to250 low&10,000 high 4760 4760 NIH

3:30 1.00 16 Test casing to 6300psi. Stage up 1000psi. Record on chart Hold for 30 mins. 4760 4760 NIH
4:30 1.50 09 slip & cut drill line, 60ft. 4760 4760 NIH

Total: 24.00
Mud Properties

Depth Time Wt in |Wt Out Vis | PV YP | Gels | FL HTFL FC | HTFC Solid Water Oil Sand
4760 | 0.00 | 0.00 0 | 0 | 0 | 0/0/0 | 0.0 | 0.0 | 0 | 0.00 0.0% | 0.0% | 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:CaniCreek Unit 12-1
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Suinmary
Activily Date : 6/15/2012 Days From Spud : 25 Current Depth : 4760 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 Note:Change out IBOP on top drive 4760 4760 NIH
6:00 2.50 12 Finish cementing 9 5/8" casing.Lead 885 sx. Premium lite FM+0.1 lbs/sx BJ fiber + 3%bmoc 4760 4760 NIH

CaCI + 0.25lbs/sx cello flake + Slbs/sx LCM-1+8%bwocBantonite + 0.4% bwoc Sodium
Metasilicate,mix@12 ppg, 2.19 yield, 345 bbls, Tail 240 sx(50:50 ) poz L (flyAsh L }Type 111
cement, + 0.04%bwoc static free + 0.25 lbs/sx cello flake + 0.2% bwoc CD-32 + 2% bwoc
Bentonite + 0.2% bwoc BA-59+ 0.2% bwoo FI-52A. mix@ 13.5 ppg 1.32 Yletd. 56
bbl.01splace cement.( Did not bump plug) Check float (Ok )

8:30 0.50 01 Rig down Baker cement equip. 4760 4760 NIH
9;00 0.50 12 Bleed off& lay down landing jt. 4760 4760 NIH
9:30 1.50 01 Rig down weatherfordcasing equip. 4760 4760 NIH

11:00 3.50 15 Pack off & testwell head, upper 10K, lower SK 4760 4760 NIH
14:30 0.50 01 Rig up schlumberger wire line & Gyro date tools 4760 4760 NIH
15:00 5.00 11 Run gyro on wire line from 100ft. To 4670ft. 5.3* 340.16 @ 4670' 4760 4760 NIH
20:00 2.00 13 Change ISOP valve on top drive, grabber dies & saver sub 4760 4760 NIH
22:00 0.50 07 Service ríg & topdrive 4760 4760 NIH
22:30 5.00 15 Test BOPs, hy-drill to250 low &5000 high, all rams &valves to250 low&10,000 high 4760 4760 NIH

3:30 1.00 16 Test casing to 6300psi. Stage up 1000psi. Record on chart Hold for 30 mins. 4760 4760 NIH
4:30 1.50 09 slip & cut drill line, 60ft. 4760 4760 NIH

Total: 24.00
Mud Properties

Depth Time Wt in |Wt Out Vis | PV YP | Gels | FL HTFL FC | HTFC Solid Water Oil Sand
4760 | 0.00 | 0.00 0 | 0 | 0 | 0/0/0 | 0.0 | 0.0 | 0 | 0.00 0.0% | 0.0% | 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 0.0 0 Aerated fluid
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Nanie:Câne CreëlcUniúl2
Field Name: Big Flat S/T/R 12/265/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Su rri ry
Activity Date : 6/16/2012 Days From Spud : 26 Current Depth : 4780 Ft 24 Hr. Footage Made : 20 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 09 Finish slip & cut drill line 4760 4760 NIH
6:30 0.50 07 Service rig &top drive 4760 4760 NIH
7:00 1.00 06 TaFlyBHA 4760 4760 NIH
8:00 1.50 06 Makeup dir. BHA, 4760 4760 N1H
9:30 3.00 06 TlH tag@4691' 4760 4760 NIH

12:30 0.50 05 Fill pipe &cir. 4760 4760 NIH
13:00 2.00 02 Drillfloat collar,cement, shoe @4738', voidunder shoe 4760 4760 NIH
15:00 0.50 02 Drillformation from 4760' to 4770' 4760 4770 NIH
15:30 1.00 05 Pump 30bbl. Sweep. Cir out, spot 30bbi. Pill 4770 4770 NIH
16:30 1.50 21 Attempt F.I.T. 4770 4770 NIH
18:00 1.00 02 Orillfrom 4770' to4780' 4770 4780 NIH
19:00 0.50 05 Cir. Hole clean 4780 4780 NIH
19:30 4.00 06 POOH 4780 4780 NIH
23:30 2.50 06 TlH to4248' 4780 4780 NIH

2:00 1.00 05 Fill pipe & cir. 4780 4780 NIH
3:00 1.00 22 Wait on baker hughes cementers 4780 4780 NIH
4:00 1.50 01 Rig up baker hughes cement equip, safety meeting 4780 4780 NIH
5:30 0.50 18 Break cir., test lines, start squeeze job 4780 4780 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4760 0.00 | 0.00 0 0 0 0/0/0 0.0 0.0 0 | 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mí CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid

Page 17 of 28 Powered by Production Access

Sundry Number: 27374 API Well Number: 43019500090000

Well Nanie:Câne CreëlcUniúl2
Field Name: Big Flat S/T/R 12/265/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Su rri ry
Activity Date : 6/16/2012 Days From Spud : 26 Current Depth : 4780 Ft 24 Hr. Footage Made : 20 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 09 Finish slip & cut drill line 4760 4760 NIH
6:30 0.50 07 Service rig &top drive 4760 4760 NIH
7:00 1.00 06 TaFlyBHA 4760 4760 NIH
8:00 1.50 06 Makeup dir. BHA, 4760 4760 N1H
9:30 3.00 06 TlH tag@4691' 4760 4760 NIH

12:30 0.50 05 Fill pipe &cir. 4760 4760 NIH
13:00 2.00 02 Drillfloat collar,cement, shoe @4738', voidunder shoe 4760 4760 NIH
15:00 0.50 02 Drillformation from 4760' to 4770' 4760 4770 NIH
15:30 1.00 05 Pump 30bbl. Sweep. Cir out, spot 30bbi. Pill 4770 4770 NIH
16:30 1.50 21 Attempt F.I.T. 4770 4770 NIH
18:00 1.00 02 Orillfrom 4770' to4780' 4770 4780 NIH
19:00 0.50 05 Cir. Hole clean 4780 4780 NIH
19:30 4.00 06 POOH 4780 4780 NIH
23:30 2.50 06 TlH to4248' 4780 4780 NIH

2:00 1.00 05 Fill pipe & cir. 4780 4780 NIH
3:00 1.00 22 Wait on baker hughes cementers 4780 4780 NIH
4:00 1.50 01 Rig up baker hughes cement equip, safety meeting 4780 4780 NIH
5:30 0.50 18 Break cir., test lines, start squeeze job 4780 4780 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4760 0.00 | 0.00 0 0 0 0/0/0 0.0 0.0 0 | 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mí CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Nanie:Câne CreëlcUniúl2
Field Name: Big Flat S/T/R 12/265/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Su rri ry
Activity Date : 6/16/2012 Days From Spud : 26 Current Depth : 4780 Ft 24 Hr. Footage Made : 20 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 09 Finish slip & cut drill line 4760 4760 NIH
6:30 0.50 07 Service rig &top drive 4760 4760 NIH
7:00 1.00 06 TaFlyBHA 4760 4760 NIH
8:00 1.50 06 Makeup dir. BHA, 4760 4760 N1H
9:30 3.00 06 TlH tag@4691' 4760 4760 NIH

12:30 0.50 05 Fill pipe &cir. 4760 4760 NIH
13:00 2.00 02 Drillfloat collar,cement, shoe @4738', voidunder shoe 4760 4760 NIH
15:00 0.50 02 Drillformation from 4760' to 4770' 4760 4770 NIH
15:30 1.00 05 Pump 30bbl. Sweep. Cir out, spot 30bbi. Pill 4770 4770 NIH
16:30 1.50 21 Attempt F.I.T. 4770 4770 NIH
18:00 1.00 02 Orillfrom 4770' to4780' 4770 4780 NIH
19:00 0.50 05 Cir. Hole clean 4780 4780 NIH
19:30 4.00 06 POOH 4780 4780 NIH
23:30 2.50 06 TlH to4248' 4780 4780 NIH

2:00 1.00 05 Fill pipe & cir. 4780 4780 NIH
3:00 1.00 22 Wait on baker hughes cementers 4780 4780 NIH
4:00 1.50 01 Rig up baker hughes cement equip, safety meeting 4780 4780 NIH
5:30 0.50 18 Break cir., test lines, start squeeze job 4780 4780 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4760 0.00 | 0.00 0 0 0 0/0/0 0.0 0.0 0 | 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mí CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Nanie:Câne CreëlcUniúl2
Field Name: Big Flat S/T/R 12/265/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Su rri ry
Activity Date : 6/16/2012 Days From Spud : 26 Current Depth : 4780 Ft 24 Hr. Footage Made : 20 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 09 Finish slip & cut drill line 4760 4760 NIH
6:30 0.50 07 Service rig &top drive 4760 4760 NIH
7:00 1.00 06 TaFlyBHA 4760 4760 NIH
8:00 1.50 06 Makeup dir. BHA, 4760 4760 N1H
9:30 3.00 06 TlH tag@4691' 4760 4760 NIH

12:30 0.50 05 Fill pipe &cir. 4760 4760 NIH
13:00 2.00 02 Drillfloat collar,cement, shoe @4738', voidunder shoe 4760 4760 NIH
15:00 0.50 02 Drillformation from 4760' to 4770' 4760 4770 NIH
15:30 1.00 05 Pump 30bbl. Sweep. Cir out, spot 30bbi. Pill 4770 4770 NIH
16:30 1.50 21 Attempt F.I.T. 4770 4770 NIH
18:00 1.00 02 Orillfrom 4770' to4780' 4770 4780 NIH
19:00 0.50 05 Cir. Hole clean 4780 4780 NIH
19:30 4.00 06 POOH 4780 4780 NIH
23:30 2.50 06 TlH to4248' 4780 4780 NIH

2:00 1.00 05 Fill pipe & cir. 4780 4780 NIH
3:00 1.00 22 Wait on baker hughes cementers 4780 4780 NIH
4:00 1.50 01 Rig up baker hughes cement equip, safety meeting 4780 4780 NIH
5:30 0.50 18 Break cir., test lines, start squeeze job 4780 4780 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4760 0.00 | 0.00 0 0 0 0/0/0 0.0 0.0 0 | 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mí CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: OiPARA

Daily Summary
Activity Date : 6/17/2012 Days From Spud : 27 Current Depth : 4780 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run
6:00 3.50 18 Squeeze 203 sx Type llicement +1%bwoc CaCI + 0.02 lbs/sx Cello Flake + 0.2%bwoc FL-52, 4780 4780 | NIH

bubbis. 14.5ppg. Cement 1.38 yieldinto formation, hold @ 500#
9:30 0.50 05 Circ. Withrigpump 4780 4780 NlH

10:00 3.50 18 Mix & pump 203 sx typeIIIcement + 1% bwoc cacl, + 0.25 lbs'sx Cello Flake + 0.2% bwoc FL- 4780 4780 NIH
62, 50bb1 queeze @ 14.5ppg. Yield 1.38, pump 34bbis,into formation,@ 2 b/m 1980 psi, left
14bbis. In casing,bled down to600#,in 30 min, pump 2bb\s, press up to 1640#, bled to 900#,in
30 min. pump1.7bbis, press2508#, held for30mins, bled down to 1300#

13:30 0.50 05 Circ. With rig pump 4780 4780 NIH
14:00 2.00 06 POOH, functionrams, monitor well 4780 4780 NIH
16:00 0.50 07 Service rig & top drive 4780 4780 NIH
16:30 2.50 06 make up bit & TlH 32stds. 4780 4780 NIH
19:00 2.50 03 wash & ream from 4254' to 4610' 4780 4780 NIH
21:30 0.50 21 Drillcement from 4610' to 4724' firmcement 4780 4780 N1H
22:00 0.50 05 Cir. Hole clean 4780 4780 NIH
22:30 7.50 22 WOC &cleaning pits 4780 4780 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4780 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 | 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: OiPARA

Daily Summary
Activity Date : 6/17/2012 Days From Spud : 27 Current Depth : 4780 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run
6:00 3.50 18 Squeeze 203 sx Type llicement +1%bwoc CaCI + 0.02 lbs/sx Cello Flake + 0.2%bwoc FL-52, 4780 4780 | NIH

bubbis. 14.5ppg. Cement 1.38 yieldinto formation, hold @ 500#
9:30 0.50 05 Circ. Withrigpump 4780 4780 NlH

10:00 3.50 18 Mix & pump 203 sx typeIIIcement + 1% bwoc cacl, + 0.25 lbs'sx Cello Flake + 0.2% bwoc FL- 4780 4780 NIH
62, 50bb1 queeze @ 14.5ppg. Yield 1.38, pump 34bbis,into formation,@ 2 b/m 1980 psi, left
14bbis. In casing,bled down to600#,in 30 min, pump 2bb\s, press up to 1640#, bled to 900#,in
30 min. pump1.7bbis, press2508#, held for30mins, bled down to 1300#

13:30 0.50 05 Circ. With rig pump 4780 4780 NIH
14:00 2.00 06 POOH, functionrams, monitor well 4780 4780 NIH
16:00 0.50 07 Service rig & top drive 4780 4780 NIH
16:30 2.50 06 make up bit & TlH 32stds. 4780 4780 NIH
19:00 2.50 03 wash & ream from 4254' to 4610' 4780 4780 NIH
21:30 0.50 21 Drillcement from 4610' to 4724' firmcement 4780 4780 N1H
22:00 0.50 05 Cir. Hole clean 4780 4780 NIH
22:30 7.50 22 WOC &cleaning pits 4780 4780 NIH
Total: 24.00
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Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
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MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 | 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: OiPARA

Daily Summary
Activity Date : 6/17/2012 Days From Spud : 27 Current Depth : 4780 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run
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14bbis. In casing,bled down to600#,in 30 min, pump 2bb\s, press up to 1640#, bled to 900#,in
30 min. pump1.7bbis, press2508#, held for30mins, bled down to 1300#
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22:00 0.50 05 Cir. Hole clean 4780 4780 NIH
22:30 7.50 22 WOC &cleaning pits 4780 4780 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creak Unit 12 1 -
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/18/2012 Days From Spud : 28 Current Depth : 4780 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 Mix&pump squeeze job. Test lines to 4780 4780 NIH
6:00 0.00 4780 4780 NIH
6:00 7.00 13 WOC, service rig & top drive 4780 4780 NIH

13:00 1.00 21 Drillcement from4738' to 4780' 4780 4780 NIH
14:00 1.00 02 Drillformationfrom4780' to4790' 4780 4780 NIH
15:00 1.50 05 Pump 30bbL Sweep & cir. Out, spot 30bbl. Pill in open hole 4780 4780 NIH
16:30 0.50 22 Attempt F.I.T., pump @ 1/2bpm @131#, 2bpm @ 265# 4780 4780 NIH
17:00 0.50 02 Drillfrom 4790' to480f 4780 4780 NIH
17:30 0.50 05 Cir. Hole clean 4780 4780 NIH
18:00 4.50 06 POOH 4780 4780 NIH
22:30 2.00 06 TIH open ended with4 1/2" D.P. to 4248' 4780 4780 NIH

0:30 1.00 05 Cir & Cond. 4780 4780 NIH
1:30 2.00 01 Rig up baker hughes cementers & fron to squeeze, safety meeting 4780 4780 NIH
3:30 2.50 18 Break clr. Test lines to 4000#, establish injectionrate,2bpm=215#, 3bpm=390#, 4bpm=640#, 4780 4780 NIH

mix& pump 205sks. Type 111cement=50bbis, @ 14.6ppg. Yield 1.38, 1%bwco cal ch! + .25ib

sk celo flake, + .2%bwco 11-52,displace w/86bbfswater, shut down 1920#,bled down to 540#
in 20 mins. Pump 2bbis @ 1bpm @ 1770#, bled down 430#in 20 mins. Pump 2bbis @ 1bpm

Total: 24.00
g 1530#, bled down 445#in 20 mins. Pump cement away.

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4780 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Tem emarks
0 0.0 0.0 0 erated fluid
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Sundry Number: 27374 API Well Number: 43019500090000
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/19/2012 Days From Spud : 29 Current Depth : 4780 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 4780 4780 N1H
6:00 1.00 05 Circ. With rig pump 4780 4780 NIH
7:00 3.50 18 Safety meeting, test lines to 4000#, establish injection rates,2bpm=1375#, 3bpm=1530#, mix 4780 4780 NIH

&pump 50 bbis, 203 sx typelll cement @ 14.6ppg, yield 1.38, displace with 80bbis. Water
2340#, bled back to 1429#in 30mins, squeeze 2bble in @ 1848#, bled back to 1161#in 30
mins., squeeze f 1/2bbl. @3000#, bled back to 2948#in 30mins. Bled off press.

10:30 1.00 05 Circ. With rig pump 4780 4780 NIH
11:30 1.50 06 POOH, function test bops 4780 4780 NIH
13:00 0.50 07 Service rig & top drive 4780 4780 NIH
13:30 3.00 06 Make up bit & TlHto 4110' (tightspot @410T) Casing collar@4104 Casing tally. 4780 4780 NIH
16:30 3.50 06 POOH, lay down bit 4780 4780 NIH
20:00 3.00 13 WOC, also walling on 8 1/2" watermelon mill todress up casing Collar @410T 4780 4780 NIH
23:00 2.00 06 WhileWOC Make up bit, bit sub, watermetonmill&TlH toclean up tightspot in casing 4780 4780 NIH

1:00 1.50 21 Polish inside of casing from4100' to 4200' 4780 4780 NIH
2:30 3.00 06 POOH, lay down bit, bil sub &water melon mill 4780 4780 NIH
5:30 0.50 06 TlHwith dir. Tools 4780 4780 NIH

Total: 24.00
NIud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4780 0.00 0.00 0 0 0 0/0/0 | 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/19/2012 Days From Spud : 29 Current Depth : 4780 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
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6:00 1.00 05 Circ. With rig pump 4780 4780 NIH
7:00 3.50 18 Safety meeting, test lines to 4000#, establish injection rates,2bpm=1375#, 3bpm=1530#, mix 4780 4780 NIH

&pump 50 bbis, 203 sx typelll cement @ 14.6ppg, yield 1.38, displace with 80bbis. Water
2340#, bled back to 1429#in 30mins, squeeze 2bble in @ 1848#, bled back to 1161#in 30
mins., squeeze f 1/2bbl. @3000#, bled back to 2948#in 30mins. Bled off press.

10:30 1.00 05 Circ. With rig pump 4780 4780 NIH
11:30 1.50 06 POOH, function test bops 4780 4780 NIH
13:00 0.50 07 Service rig & top drive 4780 4780 NIH
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NIud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
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MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid
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Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SITIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Dese: District: 01PARA

Daily Summary
ActivityDate : 6/20/2012 Days From Spud : 30 Current Depth : 4820 Ft 24 Hr. Footage Made : 40 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00 06 TIH to4612' (wash & ream from4135' to 4612') 4780 4780 NIH
9:00 3.50 21 Drillcement from 4612' to4801' 4780 4780 NlH

12:30 0.50 02 Drillformationfrom4801'to 4810' 4780 4810 NIH
13:00 1.00 05 Pump sweep & cir. Oui, spot 30bbl. Sweep on bottom 4810 4810 N1H
14:00 1.00 22 Attempt FIT, press up to 340# pumping In 4810 4810 NIH
15:00 0.50 02 Orillformation from 4810' to4820' 4810 4820 NIH
15:30 0.50 05 Cir. Holeclean 4820 4820 NIH
16:00 3.50 06 POOH 4820 4820 NIH
19:30 2.00 06 TlH to 4248' 4820 4820 NIH
21:30 1.00 05 Cir. Bottoms up from 4248' 4820 4820 NIH
22:30 2.00 23 Wait on cement crew 4820 4820 NIH

0:30 5.50 18 Rig up baker cement trucks,held safety meeting, Infectionrates, Mix & pump 203 sx. Type ill 4820 4820 NIH
cement + 1% bwoc CACL, + o.25|bs/sx Cello Flake + 0.2% bwoc FL-52 @ 14.6ppg, Yield
1.38, total 50 bbl cmt, squeeze 36 bbi cement into formation.@1 BPM,2060 psi, stage
cememt , 30 min 840 psi, pump 2 bbi @ 1bpm, 2060 psi, 30 min 1560 psi, pump 1.1 bbi 3000

Total: 24.00
psi.,30 min2908 psi,bled offpressure& circ.btmup.RID Baker Cement truck.

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4780 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00| 0 | 0 | 0 0.00 | 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 O Aerated fluid

Daily Summary
Activity Date : 6/21/2012 Days From Spud : 31 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 POOH WI drill pipe. 4820 4820 NlH
8:00 2.00 13 Cut drill line 17T & service rig whlle WOC. 4820 4820 NIH

10:00 2.50 06 Make up bit & TIHto 4200' 4820 4820 NIH
12:30 17.50 13 WOC 4820 4820 NtH
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp emarks
0 0.0 0.0 0 erated fluid
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Sundry Number: 27374 API Well Number: 43019500090000
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Field Name: Big Flat SITIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Dese: District: 01PARA
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ActivityDate : 6/20/2012 Days From Spud : 30 Current Depth : 4820 Ft 24 Hr. Footage Made : 40 Ft
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cememt , 30 min 840 psi, pump 2 bbi @ 1bpm, 2060 psi, 30 min 1560 psi, pump 1.1 bbi 3000

Total: 24.00
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Daily Summary
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well NamáiCane Creëk Unit 1221
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/22/2012 Days From Spud : 32 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 06 TlH tagcement @4610' 4820 4820 NIH

7:00 2.00 21 Drillcement from 4610' to4780' 4820 4820 NIH
9:00 0.50 22 Attempt to test cement to 1500#, leaked off 4820 4820 NIH
9:30 2.00 21 Drillcement from4780' to 4820' 4820 4820 NIH

11:30 0.50 05 CIr. Hole clean 4820 4820 NIH
12:00 2.50 06 POOH 4820 4820 NIH
14:30 2.50 06 TlHopen ended with drill pipe to4248' 4820 4820 NIH
17:00 0.50 07 Service rig & topdrive 4820 4820 NIH
17:30 4.50 05 Cir. &clean hole 4820 4820 NIH
22:00 1.50 01 Rig up baker hughes cementers, held safety meeting 4820 4820 NIH
23:30 2.00 18 Test lines to 4500#, get injection rate, 2bpm=1224#, 3bpm=1330#, 4bpm=1450#, 4820 4820 NIH

bbpm=1625#, mlx & pump 370sks. Type 3,= 100bbis. @ 15.7ppg, + 32|b/sk silca sand,
displaced with 120bbis water, no squeeze.

1:30 0.50 05 Cir, Hole clean, no cement retums 4820 4820 NIH
2:00 2.00 22 Pump cement from thirdparty bulk truck to baker bulk truck 4820 4820 NIH
4:00 0.50 21 Safety meeting, test lines to4500# 4820 4820 NIH
4:30 1.50 18 Get injection rate,2bpm=1670#,3bpm=1800#,4bpm=1950#,5bpm=2100#, mix& pump 4820 4820 NIH

100bbis. Type 3, @ 15.7ppg, yield 1.52, 321b/sk sillca sand, displace withwater 85bbis., shut

Total: 24.00
down with 2282#, wait 20 mlns.,2040#, pump1.ibbi 3459#

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00| 0 0 0 0.00 0.00 0 0 | 0.00 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Aerated fluid

Daily Summary
Activity Date : 6/23/2012 Days From Spud : 33 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Sta<t Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 18 Squeeze cement into formation, press up to3450#& hold30mins. Bled back to 3340# 4820 4820 NIH
7:00 0,50 05 Cir. &clean hole 4820 4820 NIN
7:30 9.00 13 W.O.C., held 2500# on cement while walling 4820 4820 NIH

16:30 2.50 06 POOH 4820 4820 NIH
19:00 3.00 06 TlH to 4175' fillingpipe every 20stds. 4820 4820 NIH
22:00 8.00 13 W.O.C. 4820 4820 NIH
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0 00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well NamáiCane Creëk Unit 1221
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
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22:00 1.50 01 Rig up baker hughes cementers, held safety meeting 4820 4820 NIH
23:30 2.00 18 Test lines to 4500#, get injection rate, 2bpm=1224#, 3bpm=1330#, 4bpm=1450#, 4820 4820 NIH

bbpm=1625#, mlx & pump 370sks. Type 3,= 100bbis. @ 15.7ppg, + 32|b/sk silca sand,
displaced with 120bbis water, no squeeze.

1:30 0.50 05 Cir, Hole clean, no cement retums 4820 4820 NIH
2:00 2.00 22 Pump cement from thirdparty bulk truck to baker bulk truck 4820 4820 NIH
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6:00 1.00 18 Squeeze cement into formation, press up to3450#& hold30mins. Bled back to 3340# 4820 4820 NIH
7:00 0,50 05 Cir. &clean hole 4820 4820 NIN
7:30 9.00 13 W.O.C., held 2500# on cement while walling 4820 4820 NIH

16:30 2.50 06 POOH 4820 4820 NIH
19:00 3.00 06 TlH to 4175' fillingpipe every 20stds. 4820 4820 NIH
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MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well NamáiCane Creëk Unit 1221
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/22/2012 Days From Spud : 32 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 06 TlH tagcement @4610' 4820 4820 NIH

7:00 2.00 21 Drillcement from 4610' to4780' 4820 4820 NIH
9:00 0.50 22 Attempt to test cement to 1500#, leaked off 4820 4820 NIH

9:30 2.00 21 Drillcement from4780' to 4820' 4820 4820 NIH

11:30 0.50 05 CIr. Hole clean 4820 4820 NIH
12:00 2.50 06 POOH 4820 4820 NIH

14:30 2.50 06 TlHopen ended with drill pipe to4248' 4820 4820 NIH
17:00 0.50 07 Service rig & topdrive 4820 4820 NIH
17:30 4.50 05 Cir. &clean hole 4820 4820 NIH
22:00 1.50 01 Rig up baker hughes cementers, held safety meeting 4820 4820 NIH

23:30 2.00 18 Test lines to 4500#, get injection rate, 2bpm=1224#, 3bpm=1330#, 4bpm=1450#, 4820 4820 NIH
bbpm=1625#, mlx & pump 370sks. Type 3,= 100bbis. @ 15.7ppg, + 32|b/sk silca sand,
displaced with 120bbis water, no squeeze.

1:30 0.50 05 Cir, Hole clean, no cement retums 4820 4820 NIH
2:00 2.00 22 Pump cement from thirdparty bulk truck to baker bulk truck 4820 4820 NIH
4:00 0.50 21 Safety meeting, test lines to4500# 4820 4820 NIH
4:30 1.50 18 Get injection rate,2bpm=1670#,3bpm=1800#,4bpm=1950#,5bpm=2100#, mix& pump 4820 4820 NIH

100bbis. Type 3, @ 15.7ppg, yield 1.52, 321b/sk sillca sand, displace withwater 85bbis., shut

Total: 24.00
down with 2282#, wait 20 mlns.,2040#, pump1.ibbi 3459#

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00| 0 0 0 0.00 0.00 0 0 | 0.00 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Aerated fluid

Daily Summary
Activity Date : 6/23/2012 Days From Spud : 33 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Sta<t Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 18 Squeeze cement into formation, press up to3450#& hold30mins. Bled back to 3340# 4820 4820 NIH
7:00 0,50 05 Cir. &clean hole 4820 4820 NIN
7:30 9.00 13 W.O.C., held 2500# on cement while walling 4820 4820 NIH

16:30 2.50 06 POOH 4820 4820 NIH
19:00 3.00 06 TlH to 4175' fillingpipe every 20stds. 4820 4820 NIH
22:00 8.00 13 W.O.C. 4820 4820 NIH
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0 00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Uriif12
Field Name: Big Flat SIT/R 12/265/19E County,State: GRAND, UT

Operator: Fidelíty E&P Location Desc: District: 01PARA

Activity Date : 6/24/2012 Days From Spud : 34 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 06 TlHtag @4676', hard cement @4735' 4820 4820 NIH
6:30 1.50 21 Drillcement from 4735' to4780' 4820 4820 NIH
8:00 0.50 22 Pess test , broke down@1464# 4820 4820 NIH
8:30 1.00 21 Drillcement from4780' to4820' 4820 4820 NIH
9:30 0.50 05 Cir. Hole clean 4820 4820 NiH

10:00 3.00 06 POOH 4820 4820 NIH
13:00 3.00 06 TIH 45stds. & single to4248' 4820 4820 NIH
16:00 0.50 05 Cir. Bottoms up 4820 4820 NIH
16:30 13.50 23 Walling on dowell schlumberger cementers 4820 4820 NIH
Total: 24.00

Mud Propertles
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 | 0

Water Loss LCM ECD FL Temp Remarks
0 0,0 0.0 0 Aerated fluid

Activity Date : 6/25/2012 Days From Spud : 35 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 21 Waitingon schlumberger cementers 4820 4820 NIH
12:00 1.00 01 Rig up cementers 4820 4820 NIH
13:00 0.50 21 Working on pump truck (computer hard drive, call foranouther cement truck) 4820 4820 NIH
13:30 6.00 21 Waitingon cement pump truck 4820 4820 NIH
19:30 0.50 01 Rig up pump truck 4820 4820 NIH
20:00 0.50 22 Safety meeting with schlumberger 4820 4820 NIH
20:30 5.00 18 Test lines to4000#, establish injection rates. 2.3bpm=1500#, 3.3bpm=1630#, 3.7bpm=1700#, 4820 4820 NIH

mix& pump,20bbis. Mud push II @9.0ppg, 200bbis. Lead = 627sks. @ 12.0ppg, yield 1.73,
751bs/sk WBWOB, 1.0% extender, .5% fluld loss, .3% disperant, .7% retarder, .5% anti foam,
50bbis tail= 156sks. Texas trendlite, @ 12.0ppg, yield 1.73, 75Ibs/sk WBWOB, 1.0%
extender, .5% fluid loss, .3% dispersant, .7% retarder, .5% anti foam, 10bbis mudpush @
9.0ppg, 76bbis. Water shut down 2577#, walt 30 mins press bled to 1351#, pump 2bbls. @
1bpm = 2389# wait 30 mins, pump 2bbls @ 1bpm 2439#, wait 30 mins bled to 1500#, pump
2bbis g ibpm 2540# wait 30 mins bled to 1800#, bled off press & rig down

1:30 1.00 05 Cir hole clean, no cement returns 4820 4820 NIH
2:30 3.50 13 WOC, close annl. & choke press up to 1800#, press drop @06:00hrs. 550# 4820 4820 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 | 0.00| 0 | 0 | 0 0.00 0.00 | 0 | 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Uriif12
Field Name: Big Flat SIT/R 12/265/19E County,State: GRAND, UT

Operator: Fidelíty E&P Location Desc: District: 01PARA

Activity Date : 6/24/2012 Days From Spud : 34 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 06 TlHtag @4676', hard cement @4735' 4820 4820 NIH
6:30 1.50 21 Drillcement from 4735' to4780' 4820 4820 NIH
8:00 0.50 22 Pess test , broke down@1464# 4820 4820 NIH
8:30 1.00 21 Drillcement from4780' to4820' 4820 4820 NIH
9:30 0.50 05 Cir. Hole clean 4820 4820 NiH

10:00 3.00 06 POOH 4820 4820 NIH
13:00 3.00 06 TIH 45stds. & single to4248' 4820 4820 NIH
16:00 0.50 05 Cir. Bottoms up 4820 4820 NIH
16:30 13.50 23 Walling on dowell schlumberger cementers 4820 4820 NIH
Total: 24.00

Mud Propertles
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 | 0

Water Loss LCM ECD FL Temp Remarks
0 0,0 0.0 0 Aerated fluid

Activity Date : 6/25/2012 Days From Spud : 35 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 21 Waitingon schlumberger cementers 4820 4820 NIH
12:00 1.00 01 Rig up cementers 4820 4820 NIH
13:00 0.50 21 Working on pump truck (computer hard drive, call foranouther cement truck) 4820 4820 NIH
13:30 6.00 21 Waitingon cement pump truck 4820 4820 NIH
19:30 0.50 01 Rig up pump truck 4820 4820 NIH
20:00 0.50 22 Safety meeting with schlumberger 4820 4820 NIH
20:30 5.00 18 Test lines to4000#, establish injection rates. 2.3bpm=1500#, 3.3bpm=1630#, 3.7bpm=1700#, 4820 4820 NIH

mix& pump,20bbis. Mud push II @9.0ppg, 200bbis. Lead = 627sks. @ 12.0ppg, yield 1.73,
751bs/sk WBWOB, 1.0% extender, .5% fluld loss, .3% disperant, .7% retarder, .5% anti foam,
50bbis tail= 156sks. Texas trendlite, @ 12.0ppg, yield 1.73, 75Ibs/sk WBWOB, 1.0%
extender, .5% fluid loss, .3% dispersant, .7% retarder, .5% anti foam, 10bbis mudpush @
9.0ppg, 76bbis. Water shut down 2577#, walt 30 mins press bled to 1351#, pump 2bbls. @
1bpm = 2389# wait 30 mins, pump 2bbls @ 1bpm 2439#, wait 30 mins bled to 1500#, pump
2bbis g ibpm 2540# wait 30 mins bled to 1800#, bled off press & rig down

1:30 1.00 05 Cir hole clean, no cement returns 4820 4820 NIH
2:30 3.50 13 WOC, close annl. & choke press up to 1800#, press drop @06:00hrs. 550# 4820 4820 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 | 0.00| 0 | 0 | 0 0.00 0.00 | 0 | 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Uriif12
Field Name: Big Flat SIT/R 12/265/19E County,State: GRAND, UT

Operator: Fidelíty E&P Location Desc: District: 01PARA

Activity Date : 6/24/2012 Days From Spud : 34 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 06 TlHtag @4676', hard cement @4735' 4820 4820 NIH
6:30 1.50 21 Drillcement from 4735' to4780' 4820 4820 NIH
8:00 0.50 22 Pess test , broke down@1464# 4820 4820 NIH
8:30 1.00 21 Drillcement from4780' to4820' 4820 4820 NIH
9:30 0.50 05 Cir. Hole clean 4820 4820 NiH

10:00 3.00 06 POOH 4820 4820 NIH
13:00 3.00 06 TIH 45stds. & single to4248' 4820 4820 NIH
16:00 0.50 05 Cir. Bottoms up 4820 4820 NIH
16:30 13.50 23 Walling on dowell schlumberger cementers 4820 4820 NIH
Total: 24.00

Mud Propertles
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 | 0

Water Loss LCM ECD FL Temp Remarks
0 0,0 0.0 0 Aerated fluid

Activity Date : 6/25/2012 Days From Spud : 35 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 21 Waitingon schlumberger cementers 4820 4820 NIH
12:00 1.00 01 Rig up cementers 4820 4820 NIH
13:00 0.50 21 Working on pump truck (computer hard drive, call foranouther cement truck) 4820 4820 NIH
13:30 6.00 21 Waitingon cement pump truck 4820 4820 NIH
19:30 0.50 01 Rig up pump truck 4820 4820 NIH
20:00 0.50 22 Safety meeting with schlumberger 4820 4820 NIH
20:30 5.00 18 Test lines to4000#, establish injection rates. 2.3bpm=1500#, 3.3bpm=1630#, 3.7bpm=1700#, 4820 4820 NIH

mix& pump,20bbis. Mud push II @9.0ppg, 200bbis. Lead = 627sks. @ 12.0ppg, yield 1.73,
751bs/sk WBWOB, 1.0% extender, .5% fluld loss, .3% disperant, .7% retarder, .5% anti foam,
50bbis tail= 156sks. Texas trendlite, @ 12.0ppg, yield 1.73, 75Ibs/sk WBWOB, 1.0%
extender, .5% fluid loss, .3% dispersant, .7% retarder, .5% anti foam, 10bbis mudpush @
9.0ppg, 76bbis. Water shut down 2577#, walt 30 mins press bled to 1351#, pump 2bbls. @
1bpm = 2389# wait 30 mins, pump 2bbls @ 1bpm 2439#, wait 30 mins bled to 1500#, pump
2bbis g ibpm 2540# wait 30 mins bled to 1800#, bled off press & rig down

1:30 1.00 05 Cir hole clean, no cement returns 4820 4820 NIH
2:30 3.50 13 WOC, close annl. & choke press up to 1800#, press drop @06:00hrs. 550# 4820 4820 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 | 0.00| 0 | 0 | 0 0.00 0.00 | 0 | 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Uriif12
Field Name: Big Flat SIT/R 12/265/19E County,State: GRAND, UT

Operator: Fidelíty E&P Location Desc: District: 01PARA

Activity Date : 6/24/2012 Days From Spud : 34 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 06 TlHtag @4676', hard cement @4735' 4820 4820 NIH
6:30 1.50 21 Drillcement from 4735' to4780' 4820 4820 NIH
8:00 0.50 22 Pess test , broke down@1464# 4820 4820 NIH
8:30 1.00 21 Drillcement from4780' to4820' 4820 4820 NIH
9:30 0.50 05 Cir. Hole clean 4820 4820 NiH

10:00 3.00 06 POOH 4820 4820 NIH
13:00 3.00 06 TIH 45stds. & single to4248' 4820 4820 NIH
16:00 0.50 05 Cir. Bottoms up 4820 4820 NIH
16:30 13.50 23 Walling on dowell schlumberger cementers 4820 4820 NIH
Total: 24.00

Mud Propertles
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 | 0

Water Loss LCM ECD FL Temp Remarks
0 0,0 0.0 0 Aerated fluid

Activity Date : 6/25/2012 Days From Spud : 35 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 21 Waitingon schlumberger cementers 4820 4820 NIH
12:00 1.00 01 Rig up cementers 4820 4820 NIH
13:00 0.50 21 Working on pump truck (computer hard drive, call foranouther cement truck) 4820 4820 NIH
13:30 6.00 21 Waitingon cement pump truck 4820 4820 NIH
19:30 0.50 01 Rig up pump truck 4820 4820 NIH
20:00 0.50 22 Safety meeting with schlumberger 4820 4820 NIH
20:30 5.00 18 Test lines to4000#, establish injection rates. 2.3bpm=1500#, 3.3bpm=1630#, 3.7bpm=1700#, 4820 4820 NIH

mix& pump,20bbis. Mud push II @9.0ppg, 200bbis. Lead = 627sks. @ 12.0ppg, yield 1.73,
751bs/sk WBWOB, 1.0% extender, .5% fluld loss, .3% disperant, .7% retarder, .5% anti foam,
50bbis tail= 156sks. Texas trendlite, @ 12.0ppg, yield 1.73, 75Ibs/sk WBWOB, 1.0%
extender, .5% fluid loss, .3% dispersant, .7% retarder, .5% anti foam, 10bbis mudpush @
9.0ppg, 76bbis. Water shut down 2577#, walt 30 mins press bled to 1351#, pump 2bbls. @
1bpm = 2389# wait 30 mins, pump 2bbls @ 1bpm 2439#, wait 30 mins bled to 1500#, pump
2bbis g ibpm 2540# wait 30 mins bled to 1800#, bled off press & rig down

1:30 1.00 05 Cir hole clean, no cement returns 4820 4820 NIH
2:30 3.50 13 WOC, close annl. & choke press up to 1800#, press drop @06:00hrs. 550# 4820 4820 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 | 0.00| 0 | 0 | 0 0.00 0.00 | 0 | 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Nam Cane Creek Unit 12d
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 6/26/2012 Days From Spud : 36 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 NOTE: top out cement - test lines to3400#,Rate 4BPM pump 10bbis. Salt water, 5bbls. Fresh 4820 4820 NIH
water, 200sk., = 78bbis., premium lite FM, yield 2.19, 12.0ppg, +3% bwoc ca1.chloride,
.25bis/sk cello flake, Slbs/sk LCM-1,8% bwoc benton11e, .4% bwoc sodium metasilicate, .4%

bwoo FL-5A,.11bs/sk BJ fiber, 116.6% fresh water,finalpress 110#, max press 122#,Walte2
hrs, second Job,10 bbl salt water, 5bbi fresh water, 200 sk. = 78bbis, preium Ilte FM, @
12.0ppg, yield2.19, + 3% bwoc cal. ChÌoride,.24ibs/sk cello flake, Slbs/sk LCM-1, 8% bwoc
bentonite .4% bwoc sodium metasilicate, .4% bwoc FL-52A, .11bs/sk BJ fiber, 116.6% fresh
water, shul down @0430hrs. Final press 101#, max 120#

6:00 5.00 13 WOC 4820 4820 NIH
11:00 2.00 06 POOH 4820 4820 NIH
13:00 4.00 06 Make up bit, bit sub &TIH to4250' 4820 4820 NIH
17:00 1.50 21 Wash & ream from 4250' to 4735', (no firm cement) 4820 4820 NIH
18:30 0.50 05 Cir. Holeclean 4820 4820 NlH
19:00 2.50 06 POOH 4820 4820 NIH
21:30 0.50 01 Rig up weatherfordwire line & held safety meeting 4820 4820 NIH
22:00 1,50 11 Run CBL &Gamma, rig down ( good cement from 3850' to4200', nothing above are below) 4820 4820 NIH
23:30 4.50 06 Make up bit & TIH to4600' fillingpipe every 20stds. 4820 4820 NIH

4:00 2.00 13 WOC 4820 4820 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 0 | 0 | 0 0.00 0.00 | 0 0 | 0.00 | 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Nam Cane Creek Unit 12d
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 6/26/2012 Days From Spud : 36 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 NOTE: top out cement - test lines to3400#,Rate 4BPM pump 10bbis. Salt water, 5bbls. Fresh 4820 4820 NIH
water, 200sk., = 78bbis., premium lite FM, yield 2.19, 12.0ppg, +3% bwoc ca1.chloride,
.25bis/sk cello flake, Slbs/sk LCM-1,8% bwoc benton11e, .4% bwoc sodium metasilicate, .4%

bwoo FL-5A,.11bs/sk BJ fiber, 116.6% fresh water,finalpress 110#, max press 122#,Walte2
hrs, second Job,10 bbl salt water, 5bbi fresh water, 200 sk. = 78bbis, preium Ilte FM, @
12.0ppg, yield2.19, + 3% bwoc cal. ChÌoride,.24ibs/sk cello flake, Slbs/sk LCM-1, 8% bwoc
bentonite .4% bwoc sodium metasilicate, .4% bwoc FL-52A, .11bs/sk BJ fiber, 116.6% fresh
water, shul down @0430hrs. Final press 101#, max 120#

6:00 5.00 13 WOC 4820 4820 NIH
11:00 2.00 06 POOH 4820 4820 NIH
13:00 4.00 06 Make up bit, bit sub &TIH to4250' 4820 4820 NIH
17:00 1.50 21 Wash & ream from 4250' to 4735', (no firm cement) 4820 4820 NIH
18:30 0.50 05 Cir. Holeclean 4820 4820 NlH
19:00 2.50 06 POOH 4820 4820 NIH
21:30 0.50 01 Rig up weatherfordwire line & held safety meeting 4820 4820 NIH
22:00 1,50 11 Run CBL &Gamma, rig down ( good cement from 3850' to4200', nothing above are below) 4820 4820 NIH
23:30 4.50 06 Make up bit & TIH to4600' fillingpipe every 20stds. 4820 4820 NIH

4:00 2.00 13 WOC 4820 4820 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 0 | 0 | 0 0.00 0.00 | 0 0 | 0.00 | 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Nam Cane Creek Unit 12d
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 6/26/2012 Days From Spud : 36 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 NOTE: top out cement - test lines to3400#,Rate 4BPM pump 10bbis. Salt water, 5bbls. Fresh 4820 4820 NIH
water, 200sk., = 78bbis., premium lite FM, yield 2.19, 12.0ppg, +3% bwoc ca1.chloride,
.25bis/sk cello flake, Slbs/sk LCM-1,8% bwoc benton11e, .4% bwoc sodium metasilicate, .4%

bwoo FL-5A,.11bs/sk BJ fiber, 116.6% fresh water,finalpress 110#, max press 122#,Walte2
hrs, second Job,10 bbl salt water, 5bbi fresh water, 200 sk. = 78bbis, preium Ilte FM, @
12.0ppg, yield2.19, + 3% bwoc cal. ChÌoride,.24ibs/sk cello flake, Slbs/sk LCM-1, 8% bwoc
bentonite .4% bwoc sodium metasilicate, .4% bwoc FL-52A, .11bs/sk BJ fiber, 116.6% fresh
water, shul down @0430hrs. Final press 101#, max 120#

6:00 5.00 13 WOC 4820 4820 NIH
11:00 2.00 06 POOH 4820 4820 NIH
13:00 4.00 06 Make up bit, bit sub &TIH to4250' 4820 4820 NIH
17:00 1.50 21 Wash & ream from 4250' to 4735', (no firm cement) 4820 4820 NIH
18:30 0.50 05 Cir. Holeclean 4820 4820 NlH
19:00 2.50 06 POOH 4820 4820 NIH
21:30 0.50 01 Rig up weatherfordwire line & held safety meeting 4820 4820 NIH
22:00 1,50 11 Run CBL &Gamma, rig down ( good cement from 3850' to4200', nothing above are below) 4820 4820 NIH
23:30 4.50 06 Make up bit & TIH to4600' fillingpipe every 20stds. 4820 4820 NIH

4:00 2.00 13 WOC 4820 4820 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 0 | 0 | 0 0.00 0.00 | 0 0 | 0.00 | 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 0 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Nam Cane Creek Unit 12d
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 6/26/2012 Days From Spud : 36 Current Depth : 4820 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 NOTE: top out cement - test lines to3400#,Rate 4BPM pump 10bbis. Salt water, 5bbls. Fresh 4820 4820 NIH
water, 200sk., = 78bbis., premium lite FM, yield 2.19, 12.0ppg, +3% bwoc ca1.chloride,
.25bis/sk cello flake, Slbs/sk LCM-1,8% bwoc benton11e, .4% bwoc sodium metasilicate, .4%

bwoo FL-5A,.11bs/sk BJ fiber, 116.6% fresh water,finalpress 110#, max press 122#,Walte2
hrs, second Job,10 bbl salt water, 5bbi fresh water, 200 sk. = 78bbis, preium Ilte FM, @
12.0ppg, yield2.19, + 3% bwoc cal. ChÌoride,.24ibs/sk cello flake, Slbs/sk LCM-1, 8% bwoc
bentonite .4% bwoc sodium metasilicate, .4% bwoc FL-52A, .11bs/sk BJ fiber, 116.6% fresh
water, shul down @0430hrs. Final press 101#, max 120#

6:00 5.00 13 WOC 4820 4820 NIH
11:00 2.00 06 POOH 4820 4820 NIH
13:00 4.00 06 Make up bit, bit sub &TIH to4250' 4820 4820 NIH
17:00 1.50 21 Wash & ream from 4250' to 4735', (no firm cement) 4820 4820 NIH
18:30 0.50 05 Cir. Holeclean 4820 4820 NlH
19:00 2.50 06 POOH 4820 4820 NIH
21:30 0.50 01 Rig up weatherfordwire line & held safety meeting 4820 4820 NIH
22:00 1,50 11 Run CBL &Gamma, rig down ( good cement from 3850' to4200', nothing above are below) 4820 4820 NIH
23:30 4.50 06 Make up bit & TIH to4600' fillingpipe every 20stds. 4820 4820 NIH

4:00 2.00 13 WOC 4820 4820 NIH
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4820 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 0 | 0 | 0 0.00 0.00 | 0 0 | 0.00 | 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 0 Aerated fluid

Page 24 of 28 Powered by Production Access



RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/27/2012 Days From Spud : 37 Current Depth : 4827 Ft 24 Hr. Footage Made : 7 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hra Code Remarks Start Depth End Depth Run

6:00 0.00| NOTE:Finesh with topcement job on 13 3/8 X 9 5/8 Annulus, Total cement pumped, 264 4827 4827 NIH
bbl,of Premiun lite FM +3% bwoc CACL, + 0.25 lbs/sx Cello Flake + 5|b/sx LMC-1 + 8% bwoc
Bentonite + 0.4% bwoc Sodium Metasílicate + 0,4& bwoc FL-52A +0.1 lb/sx BJ Fiber +

116.6% Fresh water, Yield2.19 mixed @12 ppg.
6:00 1.00 13 WOC, &pumpingtop Job 4820 4820 NIH
7:00 0.50 06 TIH & tag firm cement @4761' 4820 4820 NIH
7:30 0.50 21 Drillcement from 4761 to 4820' plus 5ft.Of new fromationto 4825' 4820 4825 NIH
8:00 1.50 05 Cir. Holeclean, &spot LCM pill 4825 4825 NIH
9:30 3.00 22 FIT @4825' test to 2165#with 9.5ppg. Salt water, test with baker, EMW 18.0ppg. 4825 4825 NLH

12:30 2.50 06 POOH, pluged up mwd tool 4825 4825 NIH
15:00 2.50 20 Unplug MWD tool,flush thrumud motor with water, make up new mwd tool, scrib withbit & 4825 4825 NIH

motor
17:30 3.00 06 TIH to 4734' 4825 4825 NIH
20:30 6.00 23 Cleaning pits, &transfer oil base mud from storage tanks to mud pits 4825 4825 NIH

2:30 1.50 05 Displace water out of hole with14.2ppg oilbase mud. 4825 4825 NIH
4:00 0.50 02 Drillfrom 4825' to4827' 4825 4827 NIH
4:30 1.00 23 Make connection,MWD went out,troubleshot mwd tool,lost signal on mwd tool 4827 4827 NIH
5:30 0.50 05 circ. &buildslug, 4827 4827 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4827 | 5:00 14.30 0.00 60 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid

Daily Summary
Activity Date : 6/28/2012 Days From Spud : 38 Current Depth : 5574 Ft 24 Hr. Footage Made : 747 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 0.50 05 Cir. &pump slug 4827 4827 NIH
6:30 3.50 06 POOH 4827 4827 NIH

10:00 2.50 21 changed out mwd tool 4827 4827 NIH
12:30 3.00 06 TlH, fillingpipe every 20stds. 4827 4827 NIH
15:30 0.50 05 cir. & sync. Mwd tool 4827 4827 NIH
16:00 2.50 02 Rotate & Siide drill from 4827'to 4920' 4827 4920 NiH
18:30 0.50 07 Service rig&top drive 4920 4920 NIH
19:00 11.00 02 Rotate & slide drill from4,920' to5,574' 4920 5574 NIH
Total: 24.00

Mud Propertles
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4827 15:00 14.30 0.00 60 29 11 10/0/0 8.0 80.0 0 2.00 25.0% 17.3% 82.7% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0,0 0,00 0.00 0.00 | 0.00 0 8 910 0.00 0.00 8 29 7.50 83/17 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 14.6 150 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/27/2012 Days From Spud : 37 Current Depth : 4827 Ft 24 Hr. Footage Made : 7 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hra Code Remarks Start Depth End Depth Run

6:00 0.00| NOTE:Finesh with topcement job on 13 3/8 X 9 5/8 Annulus, Total cement pumped, 264 4827 4827 NIH
bbl,of Premiun lite FM +3% bwoc CACL, + 0.25 lbs/sx Cello Flake + 5|b/sx LMC-1 + 8% bwoc
Bentonite + 0.4% bwoc Sodium Metasílicate + 0,4& bwoc FL-52A +0.1 lb/sx BJ Fiber +

116.6% Fresh water, Yield2.19 mixed @12 ppg.
6:00 1.00 13 WOC, &pumpingtop Job 4820 4820 NIH
7:00 0.50 06 TIH & tag firm cement @4761' 4820 4820 NIH
7:30 0.50 21 Drillcement from 4761 to 4820' plus 5ft.Of new fromationto 4825' 4820 4825 NIH
8:00 1.50 05 Cir. Holeclean, &spot LCM pill 4825 4825 NIH
9:30 3.00 22 FIT @4825' test to 2165#with 9.5ppg. Salt water, test with baker, EMW 18.0ppg. 4825 4825 NLH

12:30 2.50 06 POOH, pluged up mwd tool 4825 4825 NIH
15:00 2.50 20 Unplug MWD tool,flush thrumud motor with water, make up new mwd tool, scrib withbit & 4825 4825 NIH

motor
17:30 3.00 06 TIH to 4734' 4825 4825 NIH
20:30 6.00 23 Cleaning pits, &transfer oil base mud from storage tanks to mud pits 4825 4825 NIH

2:30 1.50 05 Displace water out of hole with14.2ppg oilbase mud. 4825 4825 NIH
4:00 0.50 02 Drillfrom 4825' to4827' 4825 4827 NIH
4:30 1.00 23 Make connection,MWD went out,troubleshot mwd tool,lost signal on mwd tool 4827 4827 NIH
5:30 0.50 05 circ. &buildslug, 4827 4827 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4827 | 5:00 14.30 0.00 60 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid

Daily Summary
Activity Date : 6/28/2012 Days From Spud : 38 Current Depth : 5574 Ft 24 Hr. Footage Made : 747 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 0.50 05 Cir. &pump slug 4827 4827 NIH
6:30 3.50 06 POOH 4827 4827 NIH

10:00 2.50 21 changed out mwd tool 4827 4827 NIH
12:30 3.00 06 TlH, fillingpipe every 20stds. 4827 4827 NIH
15:30 0.50 05 cir. & sync. Mwd tool 4827 4827 NIH
16:00 2.50 02 Rotate & Siide drill from 4827'to 4920' 4827 4920 NiH
18:30 0.50 07 Service rig&top drive 4920 4920 NIH
19:00 11.00 02 Rotate & slide drill from4,920' to5,574' 4920 5574 NIH
Total: 24.00

Mud Propertles
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4827 15:00 14.30 0.00 60 29 11 10/0/0 8.0 80.0 0 2.00 25.0% 17.3% 82.7% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0,0 0,00 0.00 0.00 | 0.00 0 8 910 0.00 0.00 8 29 7.50 83/17 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 14.6 150 Aerated fluid
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/27/2012 Days From Spud : 37 Current Depth : 4827 Ft 24 Hr. Footage Made : 7 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hra Code Remarks Start Depth End Depth Run

6:00 0.00| NOTE:Finesh with topcement job on 13 3/8 X 9 5/8 Annulus, Total cement pumped, 264 4827 4827 NIH
bbl,of Premiun lite FM +3% bwoc CACL, + 0.25 lbs/sx Cello Flake + 5|b/sx LMC-1 + 8% bwoc
Bentonite + 0.4% bwoc Sodium Metasílicate + 0,4& bwoc FL-52A +0.1 lb/sx BJ Fiber +

116.6% Fresh water, Yield2.19 mixed @12 ppg.
6:00 1.00 13 WOC, &pumpingtop Job 4820 4820 NIH
7:00 0.50 06 TIH & tag firm cement @4761' 4820 4820 NIH
7:30 0.50 21 Drillcement from 4761 to 4820' plus 5ft.Of new fromationto 4825' 4820 4825 NIH
8:00 1.50 05 Cir. Holeclean, &spot LCM pill 4825 4825 NIH
9:30 3.00 22 FIT @4825' test to 2165#with 9.5ppg. Salt water, test with baker, EMW 18.0ppg. 4825 4825 NLH

12:30 2.50 06 POOH, pluged up mwd tool 4825 4825 NIH
15:00 2.50 20 Unplug MWD tool,flush thrumud motor with water, make up new mwd tool, scrib withbit & 4825 4825 NIH

motor
17:30 3.00 06 TIH to 4734' 4825 4825 NIH
20:30 6.00 23 Cleaning pits, &transfer oil base mud from storage tanks to mud pits 4825 4825 NIH

2:30 1.50 05 Displace water out of hole with14.2ppg oilbase mud. 4825 4825 NIH
4:00 0.50 02 Drillfrom 4825' to4827' 4825 4827 NIH
4:30 1.00 23 Make connection,MWD went out,troubleshot mwd tool,lost signal on mwd tool 4827 4827 NIH
5:30 0.50 05 circ. &buildslug, 4827 4827 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4827 | 5:00 14.30 0.00 60 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid

Daily Summary
Activity Date : 6/28/2012 Days From Spud : 38 Current Depth : 5574 Ft 24 Hr. Footage Made : 747 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 0.50 05 Cir. &pump slug 4827 4827 NIH
6:30 3.50 06 POOH 4827 4827 NIH

10:00 2.50 21 changed out mwd tool 4827 4827 NIH
12:30 3.00 06 TlH, fillingpipe every 20stds. 4827 4827 NIH
15:30 0.50 05 cir. & sync. Mwd tool 4827 4827 NIH
16:00 2.50 02 Rotate & Siide drill from 4827'to 4920' 4827 4920 NiH
18:30 0.50 07 Service rig&top drive 4920 4920 NIH
19:00 11.00 02 Rotate & slide drill from4,920' to5,574' 4920 5574 NIH
Total: 24.00

Mud Propertles
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4827 15:00 14.30 0.00 60 29 11 10/0/0 8.0 80.0 0 2.00 25.0% 17.3% 82.7% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0,0 0,00 0.00 0.00 | 0.00 0 8 910 0.00 0.00 8 29 7.50 83/17 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 14.6 150 Aerated fluid

Page 25 of 28 Powered by Production Access

Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/27/2012 Days From Spud : 37 Current Depth : 4827 Ft 24 Hr. Footage Made : 7 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hra Code Remarks Start Depth End Depth Run

6:00 0.00| NOTE:Finesh with topcement job on 13 3/8 X 9 5/8 Annulus, Total cement pumped, 264 4827 4827 NIH
bbl,of Premiun lite FM +3% bwoc CACL, + 0.25 lbs/sx Cello Flake + 5|b/sx LMC-1 + 8% bwoc
Bentonite + 0.4% bwoc Sodium Metasílicate + 0,4& bwoc FL-52A +0.1 lb/sx BJ Fiber +

116.6% Fresh water, Yield2.19 mixed @12 ppg.
6:00 1.00 13 WOC, &pumpingtop Job 4820 4820 NIH
7:00 0.50 06 TIH & tag firm cement @4761' 4820 4820 NIH
7:30 0.50 21 Drillcement from 4761 to 4820' plus 5ft.Of new fromationto 4825' 4820 4825 NIH
8:00 1.50 05 Cir. Holeclean, &spot LCM pill 4825 4825 NIH
9:30 3.00 22 FIT @4825' test to 2165#with 9.5ppg. Salt water, test with baker, EMW 18.0ppg. 4825 4825 NLH

12:30 2.50 06 POOH, pluged up mwd tool 4825 4825 NIH
15:00 2.50 20 Unplug MWD tool,flush thrumud motor with water, make up new mwd tool, scrib withbit & 4825 4825 NIH

motor
17:30 3.00 06 TIH to 4734' 4825 4825 NIH
20:30 6.00 23 Cleaning pits, &transfer oil base mud from storage tanks to mud pits 4825 4825 NIH

2:30 1.50 05 Displace water out of hole with14.2ppg oilbase mud. 4825 4825 NIH
4:00 0.50 02 Drillfrom 4825' to4827' 4825 4827 NIH
4:30 1.00 23 Make connection,MWD went out,troubleshot mwd tool,lost signal on mwd tool 4827 4827 NIH
5:30 0.50 05 circ. &buildslug, 4827 4827 NIH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4827 | 5:00 14.30 0.00 60 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 Aerated fluid

Daily Summary
Activity Date : 6/28/2012 Days From Spud : 38 Current Depth : 5574 Ft 24 Hr. Footage Made : 747 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 0.50 05 Cir. &pump slug 4827 4827 NIH
6:30 3.50 06 POOH 4827 4827 NIH

10:00 2.50 21 changed out mwd tool 4827 4827 NIH
12:30 3.00 06 TlH, fillingpipe every 20stds. 4827 4827 NIH
15:30 0.50 05 cir. & sync. Mwd tool 4827 4827 NIH
16:00 2.50 02 Rotate & Siide drill from 4827'to 4920' 4827 4920 NiH
18:30 0.50 07 Service rig&top drive 4920 4920 NIH
19:00 11.00 02 Rotate & slide drill from4,920' to5,574' 4920 5574 NIH
Total: 24.00

Mud Propertles
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4827 15:00 14.30 0.00 60 29 11 10/0/0 8.0 80.0 0 2.00 25.0% 17.3% 82.7% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0,0 0,00 0.00 0.00 | 0.00 0 8 910 0.00 0.00 8 29 7.50 83/17 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 14.6 150 Aerated fluid
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/29/2012 Days From Spud : 39 Current Depth : 7152 Ft 24 Hr. Footage Made : 1578 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 02 Drilled 8 1/2" hole f/5,574' to5,947' 5574 5947 NIH

12:00 1.00 07 Serviced the rig/topdrive 5947 5947 NlH
13:00 17.00 02 Drilled 8 1/2" hole f/5,94T to 7,152' 5947 7152 NLH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6040 14:00 14.70 14.70 57 24 15 9/11/0 | 8.0 200.0 0 | 1.00 27.0% 11.0% 62.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 438434 | 8 1080 0.00 0.00 7 33 7.00 85/15 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14,6 95

Daily Summary
Activity Date : 6/30/2012 Days From Spud : 40 Current Depth : 7804 Ft 24 Hr. Footage Made : 652 Ft
Rig Company : Rig Name:

Formation : Cane Creek Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 02 Drilled 8 1/2" hole f/7,152' to 7,542' 7152 7542 8
12:30 0.50 07 Serviced the rig/topdrive 7542 7542 8
13:00 2.50 08 Workon mud pump #1, Changed out one swab, one liner gasket, clean out the Ilner cooling 7542 7542 8

system.
15:30 5.00 02 Drilled 8 1/2" hole f/7,542' to 7,786', Note: Top of Cane Creek @ 7,732', Max.gas 134 units 7542 7786 8

(mud weight 15.4 ppg "no mud cut"), 7,770' MD started losing mud, 7,786' mud returns
lowered substantially - P/U off bottom to lowerthemud weight.

20:30 4.00 05 Circulated and lowered the mud weight, Ioweredthe pump strokes to50 stks/min (5 bb1s/min), 7786 7786 8
Lowered the mud weight in stages f/15.4 ppg to 15.0 ppg to 14.5 ppg to 14.2ppg). Maxgas
while bring the mud weight down was 134 units.

0:30 0.50 02 Drilled f/7,786' to7,804', Note:Well flowing - Shut in thewell. SIOP - 0 (Float in drillstring), 7786 7804 8
boi? - 1.150 psi.

1:00 4.00 21 Shut in thewell,circulated 14.5 ppg mud, Note unable to get DP pressure to kill rate (Due to 7804 7804 8
mud losses). Circulated through thechoke with400 psi to510 psi on the DP. Annulas
pressure - max 1,500 psi, at theend of 5,000 stks DP pressure 510 pel, csg pressure 380 psi.
Mud weight returns f/14.4 ppg to8.4 ppg (Oll, gas), Due to lowmud welght retums the mud
weight going in lowered to 14.1 ppg. Shut in the wellto welght up the mud weight thethe
active sytem f/14.1ppg to 14.8 ppg.

5:00 1.00 05 Wellshut in. Initial SICP - 380 psl. SIDP - 580 (Float in drill string) Weight up the active mud 7804 7804 8
pitsf/14.1ppg to 14.8 ppg.

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7152 14:00 14.50 14.50 57 24 15 9/11/0 8.0 200.0 0 1.00 27.0% 11.0% 62.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 438434 | 8 1080 0.00 0.00 7 | 33 7.00 85/15 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 95
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/29/2012 Days From Spud : 39 Current Depth : 7152 Ft 24 Hr. Footage Made : 1578 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 02 Drilled 8 1/2" hole f/5,574' to5,947' 5574 5947 NIH

12:00 1.00 07 Serviced the rig/topdrive 5947 5947 NlH
13:00 17.00 02 Drilled 8 1/2" hole f/5,94T to 7,152' 5947 7152 NLH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6040 14:00 14.70 14.70 57 24 15 9/11/0 | 8.0 200.0 0 | 1.00 27.0% 11.0% 62.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 438434 | 8 1080 0.00 0.00 7 33 7.00 85/15 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14,6 95

Daily Summary
Activity Date : 6/30/2012 Days From Spud : 40 Current Depth : 7804 Ft 24 Hr. Footage Made : 652 Ft
Rig Company : Rig Name:

Formation : Cane Creek Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 02 Drilled 8 1/2" hole f/7,152' to 7,542' 7152 7542 8
12:30 0.50 07 Serviced the rig/topdrive 7542 7542 8
13:00 2.50 08 Workon mud pump #1, Changed out one swab, one liner gasket, clean out the Ilner cooling 7542 7542 8

system.
15:30 5.00 02 Drilled 8 1/2" hole f/7,542' to 7,786', Note: Top of Cane Creek @ 7,732', Max.gas 134 units 7542 7786 8

(mud weight 15.4 ppg "no mud cut"), 7,770' MD started losing mud, 7,786' mud returns
lowered substantially - P/U off bottom to lowerthemud weight.

20:30 4.00 05 Circulated and lowered the mud weight, Ioweredthe pump strokes to50 stks/min (5 bb1s/min), 7786 7786 8
Lowered the mud weight in stages f/15.4 ppg to 15.0 ppg to 14.5 ppg to 14.2ppg). Maxgas
while bring the mud weight down was 134 units.

0:30 0.50 02 Drilled f/7,786' to7,804', Note:Well flowing - Shut in thewell. SIOP - 0 (Float in drillstring), 7786 7804 8
boi? - 1.150 psi.

1:00 4.00 21 Shut in thewell,circulated 14.5 ppg mud, Note unable to get DP pressure to kill rate (Due to 7804 7804 8
mud losses). Circulated through thechoke with400 psi to510 psi on the DP. Annulas
pressure - max 1,500 psi, at theend of 5,000 stks DP pressure 510 pel, csg pressure 380 psi.
Mud weight returns f/14.4 ppg to8.4 ppg (Oll, gas), Due to lowmud welght retums the mud
weight going in lowered to 14.1 ppg. Shut in the wellto welght up the mud weight thethe
active sytem f/14.1ppg to 14.8 ppg.

5:00 1.00 05 Wellshut in. Initial SICP - 380 psl. SIDP - 580 (Float in drill string) Weight up the active mud 7804 7804 8
pitsf/14.1ppg to 14.8 ppg.

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7152 14:00 14.50 14.50 57 24 15 9/11/0 8.0 200.0 0 1.00 27.0% 11.0% 62.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 438434 | 8 1080 0.00 0.00 7 | 33 7.00 85/15 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 95
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/29/2012 Days From Spud : 39 Current Depth : 7152 Ft 24 Hr. Footage Made : 1578 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 02 Drilled 8 1/2" hole f/5,574' to5,947' 5574 5947 NIH

12:00 1.00 07 Serviced the rig/topdrive 5947 5947 NlH
13:00 17.00 02 Drilled 8 1/2" hole f/5,94T to 7,152' 5947 7152 NLH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6040 14:00 14.70 14.70 57 24 15 9/11/0 | 8.0 200.0 0 | 1.00 27.0% 11.0% 62.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 438434 | 8 1080 0.00 0.00 7 33 7.00 85/15 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14,6 95

Daily Summary
Activity Date : 6/30/2012 Days From Spud : 40 Current Depth : 7804 Ft 24 Hr. Footage Made : 652 Ft
Rig Company : Rig Name:

Formation : Cane Creek Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 02 Drilled 8 1/2" hole f/7,152' to 7,542' 7152 7542 8
12:30 0.50 07 Serviced the rig/topdrive 7542 7542 8
13:00 2.50 08 Workon mud pump #1, Changed out one swab, one liner gasket, clean out the Ilner cooling 7542 7542 8

system.
15:30 5.00 02 Drilled 8 1/2" hole f/7,542' to 7,786', Note: Top of Cane Creek @ 7,732', Max.gas 134 units 7542 7786 8

(mud weight 15.4 ppg "no mud cut"), 7,770' MD started losing mud, 7,786' mud returns
lowered substantially - P/U off bottom to lowerthemud weight.

20:30 4.00 05 Circulated and lowered the mud weight, Ioweredthe pump strokes to50 stks/min (5 bb1s/min), 7786 7786 8
Lowered the mud weight in stages f/15.4 ppg to 15.0 ppg to 14.5 ppg to 14.2ppg). Maxgas
while bring the mud weight down was 134 units.

0:30 0.50 02 Drilled f/7,786' to7,804', Note:Well flowing - Shut in thewell. SIOP - 0 (Float in drillstring), 7786 7804 8
boi? - 1.150 psi.

1:00 4.00 21 Shut in thewell,circulated 14.5 ppg mud, Note unable to get DP pressure to kill rate (Due to 7804 7804 8
mud losses). Circulated through thechoke with400 psi to510 psi on the DP. Annulas
pressure - max 1,500 psi, at theend of 5,000 stks DP pressure 510 pel, csg pressure 380 psi.
Mud weight returns f/14.4 ppg to8.4 ppg (Oll, gas), Due to lowmud welght retums the mud
weight going in lowered to 14.1 ppg. Shut in the wellto welght up the mud weight thethe
active sytem f/14.1ppg to 14.8 ppg.

5:00 1.00 05 Wellshut in. Initial SICP - 380 psl. SIDP - 580 (Float in drill string) Weight up the active mud 7804 7804 8
pitsf/14.1ppg to 14.8 ppg.

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7152 14:00 14.50 14.50 57 24 15 9/11/0 8.0 200.0 0 1.00 27.0% 11.0% 62.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 438434 | 8 1080 0.00 0.00 7 | 33 7.00 85/15 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 95
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 6/29/2012 Days From Spud : 39 Current Depth : 7152 Ft 24 Hr. Footage Made : 1578 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 02 Drilled 8 1/2" hole f/5,574' to5,947' 5574 5947 NIH

12:00 1.00 07 Serviced the rig/topdrive 5947 5947 NlH
13:00 17.00 02 Drilled 8 1/2" hole f/5,94T to 7,152' 5947 7152 NLH

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6040 14:00 14.70 14.70 57 24 15 9/11/0 | 8.0 200.0 0 | 1.00 27.0% 11.0% 62.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 438434 | 8 1080 0.00 0.00 7 33 7.00 85/15 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14,6 95

Daily Summary
Activity Date : 6/30/2012 Days From Spud : 40 Current Depth : 7804 Ft 24 Hr. Footage Made : 652 Ft
Rig Company : Rig Name:

Formation : Cane Creek Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 02 Drilled 8 1/2" hole f/7,152' to 7,542' 7152 7542 8
12:30 0.50 07 Serviced the rig/topdrive 7542 7542 8
13:00 2.50 08 Workon mud pump #1, Changed out one swab, one liner gasket, clean out the Ilner cooling 7542 7542 8

system.
15:30 5.00 02 Drilled 8 1/2" hole f/7,542' to 7,786', Note: Top of Cane Creek @ 7,732', Max.gas 134 units 7542 7786 8

(mud weight 15.4 ppg "no mud cut"), 7,770' MD started losing mud, 7,786' mud returns
lowered substantially - P/U off bottom to lowerthemud weight.

20:30 4.00 05 Circulated and lowered the mud weight, Ioweredthe pump strokes to50 stks/min (5 bb1s/min), 7786 7786 8
Lowered the mud weight in stages f/15.4 ppg to 15.0 ppg to 14.5 ppg to 14.2ppg). Maxgas
while bring the mud weight down was 134 units.

0:30 0.50 02 Drilled f/7,786' to7,804', Note:Well flowing - Shut in thewell. SIOP - 0 (Float in drillstring), 7786 7804 8
boi? - 1.150 psi.

1:00 4.00 21 Shut in thewell,circulated 14.5 ppg mud, Note unable to get DP pressure to kill rate (Due to 7804 7804 8
mud losses). Circulated through thechoke with400 psi to510 psi on the DP. Annulas
pressure - max 1,500 psi, at theend of 5,000 stks DP pressure 510 pel, csg pressure 380 psi.
Mud weight returns f/14.4 ppg to8.4 ppg (Oll, gas), Due to lowmud welght retums the mud
weight going in lowered to 14.1 ppg. Shut in the wellto welght up the mud weight thethe
active sytem f/14.1ppg to 14.8 ppg.

5:00 1.00 05 Wellshut in. Initial SICP - 380 psl. SIDP - 580 (Float in drill string) Weight up the active mud 7804 7804 8
pitsf/14.1ppg to 14.8 ppg.

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7152 14:00 14.50 14.50 57 24 15 9/11/0 8.0 200.0 0 1.00 27.0% 11.0% 62.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 438434 | 8 1080 0.00 0.00 7 | 33 7.00 85/15 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 95
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/TIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/1/2012 Days From Spud : 41 Current Depth : 7929 Ft 24 Hr. Footage Made : 125 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 05 Circulate 14.8 ppg through choke (drill pipe pressure 650) open well,continue circulating 7804 7804 8
reducing mud wt. to 14.6 ppgdue tomud loss

12:30 4.00 02 Drillingfrom7,804' to 7,929' 7804 7929 8
16:30 4.50 05 Circulate and Condition mud at 7,929'raising mud wt. from 14.5 ppg to 14.6 ppg and reduce 7929 7929 8

pump stks from74 spm 60 spm(2325 psi to 1600 psi) to reduce mud losses. Raise mud wt f/
14,6 ppg to 14.7 ppg reduce pump stks from 60 spm to 50 spm(1600 psi to 1195 psi) to
reduce mud losses

21:00 1.50 21 Check flow, Transfer OBM to slug pit and mixand pumpslug Note: Well Static 7929 7929 8
22:30 3.00 06 POOH slow toavoid swabbing toshoe at 4739' forshort trip 7929 7929 8

1:30 1.00 21 Change rotating head rubber. Pump throughgas buster 7929 7929 8
2:30 1.50 05 Circulate and conditionmud at shoe ( Max gas 2760 units , Max mud cut 14,0 ppg) 7929 7929 8
4:00 2.00 06 TIHfrom4,739' fillingpipe every 17 stds 7929 7929 8

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.50 14.50 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 3:30 14.70 14.70 52 27 10 9/11/0 0.0 0.0 0 2.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1100 0.00 0.00 3 36 5.50 87/13 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 15.0 98
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/TIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/1/2012 Days From Spud : 41 Current Depth : 7929 Ft 24 Hr. Footage Made : 125 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 05 Circulate 14.8 ppg through choke (drill pipe pressure 650) open well,continue circulating 7804 7804 8
reducing mud wt. to 14.6 ppgdue tomud loss

12:30 4.00 02 Drillingfrom7,804' to 7,929' 7804 7929 8
16:30 4.50 05 Circulate and Condition mud at 7,929'raising mud wt. from 14.5 ppg to 14.6 ppg and reduce 7929 7929 8

pump stks from74 spm 60 spm(2325 psi to 1600 psi) to reduce mud losses. Raise mud wt f/
14,6 ppg to 14.7 ppg reduce pump stks from 60 spm to 50 spm(1600 psi to 1195 psi) to
reduce mud losses

21:00 1.50 21 Check flow, Transfer OBM to slug pit and mixand pumpslug Note: Well Static 7929 7929 8
22:30 3.00 06 POOH slow toavoid swabbing toshoe at 4739' forshort trip 7929 7929 8

1:30 1.00 21 Change rotating head rubber. Pump throughgas buster 7929 7929 8
2:30 1.50 05 Circulate and conditionmud at shoe ( Max gas 2760 units , Max mud cut 14,0 ppg) 7929 7929 8
4:00 2.00 06 TIHfrom4,739' fillingpipe every 17 stds 7929 7929 8

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.50 14.50 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 3:30 14.70 14.70 52 27 10 9/11/0 0.0 0.0 0 2.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1100 0.00 0.00 3 36 5.50 87/13 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 15.0 98

Page 27 of 28 Powered by Production Access

Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/TIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/1/2012 Days From Spud : 41 Current Depth : 7929 Ft 24 Hr. Footage Made : 125 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 05 Circulate 14.8 ppg through choke (drill pipe pressure 650) open well,continue circulating 7804 7804 8
reducing mud wt. to 14.6 ppgdue tomud loss

12:30 4.00 02 Drillingfrom7,804' to 7,929' 7804 7929 8
16:30 4.50 05 Circulate and Condition mud at 7,929'raising mud wt. from 14.5 ppg to 14.6 ppg and reduce 7929 7929 8

pump stks from74 spm 60 spm(2325 psi to 1600 psi) to reduce mud losses. Raise mud wt f/
14,6 ppg to 14.7 ppg reduce pump stks from 60 spm to 50 spm(1600 psi to 1195 psi) to
reduce mud losses

21:00 1.50 21 Check flow, Transfer OBM to slug pit and mixand pumpslug Note: Well Static 7929 7929 8
22:30 3.00 06 POOH slow toavoid swabbing toshoe at 4739' forshort trip 7929 7929 8

1:30 1.00 21 Change rotating head rubber. Pump throughgas buster 7929 7929 8
2:30 1.50 05 Circulate and conditionmud at shoe ( Max gas 2760 units , Max mud cut 14,0 ppg) 7929 7929 8
4:00 2.00 06 TIHfrom4,739' fillingpipe every 17 stds 7929 7929 8

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.50 14.50 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 3:30 14.70 14.70 52 27 10 9/11/0 0.0 0.0 0 2.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1100 0.00 0.00 3 36 5.50 87/13 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 15.0 98
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Sundry Number: 27374 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/TIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/1/2012 Days From Spud : 41 Current Depth : 7929 Ft 24 Hr. Footage Made : 125 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 05 Circulate 14.8 ppg through choke (drill pipe pressure 650) open well,continue circulating 7804 7804 8
reducing mud wt. to 14.6 ppgdue tomud loss

12:30 4.00 02 Drillingfrom7,804' to 7,929' 7804 7929 8
16:30 4.50 05 Circulate and Condition mud at 7,929'raising mud wt. from 14.5 ppg to 14.6 ppg and reduce 7929 7929 8

pump stks from74 spm 60 spm(2325 psi to 1600 psi) to reduce mud losses. Raise mud wt f/
14,6 ppg to 14.7 ppg reduce pump stks from 60 spm to 50 spm(1600 psi to 1195 psi) to
reduce mud losses

21:00 1.50 21 Check flow, Transfer OBM to slug pit and mixand pumpslug Note: Well Static 7929 7929 8
22:30 3.00 06 POOH slow toavoid swabbing toshoe at 4739' forshort trip 7929 7929 8

1:30 1.00 21 Change rotating head rubber. Pump throughgas buster 7929 7929 8
2:30 1.50 05 Circulate and conditionmud at shoe ( Max gas 2760 units , Max mud cut 14,0 ppg) 7929 7929 8
4:00 2.00 06 TIHfrom4,739' fillingpipe every 17 stds 7929 7929 8

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.50 14.50 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 3:30 14.70 14.70 52 27 10 9/11/0 0.0 0.0 0 2.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1100 0.00 0.00 3 36 5.50 87/13 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 15.0 98
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RECEIVED: Jul. 03, 2012

Sundry Number: 27374 API Well Number: 43019500090000Sundry Number: 27374 API Well Number: 43019500090000

Well Nanie:06nå Creäk Unit 124
Field Name: Sig Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/2/2012 Days From Spud : 42 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 06 Finished RIH from short trip.(TD 7,929') Lost 45 bbis of mud from the short trip. 7929 7929 8
6:30 3.50 05 Circulated and conditionedthe mud, Max gas 7929 7929 8

10:00 7.00 06 POOH, UD directional tools, Note:fillups taking to much mud from4,000'to surface. Average 7929 7929 8
rate of mud loss 24 bbls/hr.

17:00 2.00 06 M/U bit (Nojets), RtH to2,037', (Stage in the hole @2,000'increments). 7929 7929 8
19:00 1.00 05 Circulateduntil themud weight is 14.6 ppg In/Out. 7929 7929 8
20:00 1.00 06 RFHf/2,037 to 4,015'. 7929 7929 8
21:00 2.00 05 Cut drill line (100'), Circulated untilthemud weight is 14.6 ppg In/Out. Note: Lost 20 bbls 7929 7929 8

durinigthe circulationat thisdepth,
23:00 1.50 06 RIH f/4.015' to 6.073'. 7929 7929 8

0:30 2.00 05 Circulated untilthe mud weight is 14.6 ppg In/Oul. (Shallow gas, Max gas 4553 units Max mud 7929 7929 8
cut 14.2 ppg)Lost 20 bbis at this circulation

2:30 1.5 06 RIH fl6,073' to7,929'. (No fillon btm). 7929 7929 8
4:00 2.0 05 Circulated until the mud welght is 14.6 ppg in/Out. Note: Shallow gas - max gas 3,990 units. 7929 7929 8

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 87/13 | 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 15:30 14.80 14.80 61 25 11 8/11/0 0.0 0.0 0 1.00 37.0% | 8.0% 55.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 570873 0 1170 0.00 0.00 | 1 41 6.00 | 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.9 93

Depth Time Wt In Wt Out Vís PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 5:00 14.60 14.60 52 23 11 7/10/0 0.0 0.0 0 1.00 31.0% | 9.0% 60.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 456175 7 675 0.00 0.00 1 35 6.50 87/13 0

Water Loss LCM ECD FL Temp emarks
0 0.0 15.1 90

Formation Name Current Well Top Subsea Datum Ref
WellFormat enc

Top Comments
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Sundry Number: 27374 API Well Number: 43019500090000

Well Nanie:06nå Creäk Unit 124
Field Name: Sig Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/2/2012 Days From Spud : 42 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 06 Finished RIH from short trip.(TD 7,929') Lost 45 bbis of mud from the short trip. 7929 7929 8
6:30 3.50 05 Circulated and conditionedthe mud, Max gas 7929 7929 8

10:00 7.00 06 POOH, UD directional tools, Note:fillups taking to much mud from4,000'to surface. Average 7929 7929 8
rate of mud loss 24 bbls/hr.

17:00 2.00 06 M/U bit (Nojets), RtH to2,037', (Stage in the hole @2,000'increments). 7929 7929 8
19:00 1.00 05 Circulateduntil themud weight is 14.6 ppg In/Out. 7929 7929 8
20:00 1.00 06 RFHf/2,037 to 4,015'. 7929 7929 8
21:00 2.00 05 Cut drill line (100'), Circulated untilthemud weight is 14.6 ppg In/Out. Note: Lost 20 bbls 7929 7929 8

durinigthe circulationat thisdepth,
23:00 1.50 06 RIH f/4.015' to 6.073'. 7929 7929 8

0:30 2.00 05 Circulated untilthe mud weight is 14.6 ppg In/Oul. (Shallow gas, Max gas 4553 units Max mud 7929 7929 8
cut 14.2 ppg)Lost 20 bbis at this circulation

2:30 1.5 06 RIH fl6,073' to7,929'. (No fillon btm). 7929 7929 8
4:00 2.0 05 Circulated until the mud welght is 14.6 ppg in/Out. Note: Shallow gas - max gas 3,990 units. 7929 7929 8

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 87/13 | 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 15:30 14.80 14.80 61 25 11 8/11/0 0.0 0.0 0 1.00 37.0% | 8.0% 55.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 570873 0 1170 0.00 0.00 | 1 41 6.00 | 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.9 93

Depth Time Wt In Wt Out Vís PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 5:00 14.60 14.60 52 23 11 7/10/0 0.0 0.0 0 1.00 31.0% | 9.0% 60.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 456175 7 675 0.00 0.00 1 35 6.50 87/13 0

Water Loss LCM ECD FL Temp emarks
0 0.0 15.1 90

Formation Name Current Well Top Subsea Datum Ref
WellFormat enc

Top Comments

Page 28 of 28 Powered by Producuon Access

Sundry Number: 27374 API Well Number: 43019500090000

Well Nanie:06nå Creäk Unit 124
Field Name: Sig Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/2/2012 Days From Spud : 42 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 06 Finished RIH from short trip.(TD 7,929') Lost 45 bbis of mud from the short trip. 7929 7929 8
6:30 3.50 05 Circulated and conditionedthe mud, Max gas 7929 7929 8

10:00 7.00 06 POOH, UD directional tools, Note:fillups taking to much mud from4,000'to surface. Average 7929 7929 8
rate of mud loss 24 bbls/hr.

17:00 2.00 06 M/U bit (Nojets), RtH to2,037', (Stage in the hole @2,000'increments). 7929 7929 8
19:00 1.00 05 Circulateduntil themud weight is 14.6 ppg In/Out. 7929 7929 8
20:00 1.00 06 RFHf/2,037 to 4,015'. 7929 7929 8
21:00 2.00 05 Cut drill line (100'), Circulated untilthemud weight is 14.6 ppg In/Out. Note: Lost 20 bbls 7929 7929 8

durinigthe circulationat thisdepth,
23:00 1.50 06 RIH f/4.015' to 6.073'. 7929 7929 8

0:30 2.00 05 Circulated untilthe mud weight is 14.6 ppg In/Oul. (Shallow gas, Max gas 4553 units Max mud 7929 7929 8
cut 14.2 ppg)Lost 20 bbis at this circulation

2:30 1.5 06 RIH fl6,073' to7,929'. (No fillon btm). 7929 7929 8
4:00 2.0 05 Circulated until the mud welght is 14.6 ppg in/Out. Note: Shallow gas - max gas 3,990 units. 7929 7929 8

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 87/13 | 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 15:30 14.80 14.80 61 25 11 8/11/0 0.0 0.0 0 1.00 37.0% | 8.0% 55.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 570873 0 1170 0.00 0.00 | 1 41 6.00 | 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.9 93

Depth Time Wt In Wt Out Vís PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 5:00 14.60 14.60 52 23 11 7/10/0 0.0 0.0 0 1.00 31.0% | 9.0% 60.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 456175 7 675 0.00 0.00 1 35 6.50 87/13 0

Water Loss LCM ECD FL Temp emarks
0 0.0 15.1 90

Formation Name Current Well Top Subsea Datum Ref
WellFormat enc

Top Comments
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Sundry Number: 27374 API Well Number: 43019500090000

Well Nanie:06nå Creäk Unit 124
Field Name: Sig Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/2/2012 Days From Spud : 42 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 06 Finished RIH from short trip.(TD 7,929') Lost 45 bbis of mud from the short trip. 7929 7929 8
6:30 3.50 05 Circulated and conditionedthe mud, Max gas 7929 7929 8

10:00 7.00 06 POOH, UD directional tools, Note:fillups taking to much mud from4,000'to surface. Average 7929 7929 8
rate of mud loss 24 bbls/hr.

17:00 2.00 06 M/U bit (Nojets), RtH to2,037', (Stage in the hole @2,000'increments). 7929 7929 8
19:00 1.00 05 Circulateduntil themud weight is 14.6 ppg In/Out. 7929 7929 8
20:00 1.00 06 RFHf/2,037 to 4,015'. 7929 7929 8
21:00 2.00 05 Cut drill line (100'), Circulated untilthemud weight is 14.6 ppg In/Out. Note: Lost 20 bbls 7929 7929 8

durinigthe circulationat thisdepth,
23:00 1.50 06 RIH f/4.015' to 6.073'. 7929 7929 8

0:30 2.00 05 Circulated untilthe mud weight is 14.6 ppg In/Oul. (Shallow gas, Max gas 4553 units Max mud 7929 7929 8
cut 14.2 ppg)Lost 20 bbis at this circulation

2:30 1.5 06 RIH fl6,073' to7,929'. (No fillon btm). 7929 7929 8
4:00 2.0 05 Circulated until the mud welght is 14.6 ppg in/Out. Note: Shallow gas - max gas 3,990 units. 7929 7929 8

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 87/13 | 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 15:30 14.80 14.80 61 25 11 8/11/0 0.0 0.0 0 1.00 37.0% | 8.0% 55.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 570873 0 1170 0.00 0.00 | 1 41 6.00 | 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.9 93

Depth Time Wt In Wt Out Vís PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 5:00 14.60 14.60 52 23 11 7/10/0 0.0 0.0 0 1.00 31.0% | 9.0% 60.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 456175 7 675 0.00 0.00 1 35 6.50 87/13 0

Water Loss LCM ECD FL Temp emarks
0 0.0 15.1 90

Formation Name Current Well Top Subsea Datum Ref
WellFormat enc

Top Comments
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RECEIVED: Aug. 13, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

8 /9 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 8 /13 /2012

August 14, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

8/9/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
August 14, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/13/2012

RECEIVED: Aug. 13,

Sundry Number: 28848 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

8/9/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
August 14, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/13/2012

RECEIVED: Aug. 13,

Sundry Number: 28848 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

8/9/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
August 14, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/13/2012

RECEIVED: Aug. 13,

Sundry Number: 28848 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

8/9/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
August 14, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 8/13/2012

RECEIVED: Aug. 13,



RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SíT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 7/1/2012 Days From Spud : 41 Current Depth : 7929 Ft 24 Hr. Footage Made : 125 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50| 05 Circulate 14.8 ppg through choke (drill pipe pressure 650) open well,continue circulating 7804 7804 8
reducing mud wt. to 14.6 ppgdue to mud loss

12:30 4.00 02 Drilling from7,804' to 7,929' 7804 7929 8

16:30 4.50 05 Circulate and Condition mud at 7,929' raising mud wt. from 14.5 ppg to 14.6 ppg and reduce 7929 7929 8
pump stks from74 spm 60 spm(2325 psi to1600 psi) to reduce mudlosses. Raise mud wt f/
14.6 ppg to 14.7 ppg reduce pump stks from60 spm to50 spm(1600 psi to 1195 psi) to
reduce mudlosses

21:00 1.50 21 Check flow, Transfer OBM toslug pit and mixand pump slug Note: Well Static 7929 7929 8

22:30 3.00 06 POOH slow toavoid swabbing toshoe at 4739' forshort trip 7929 7929 8
1:30 1.00 21 Change rotatinghead rubber. Pump throughgas buster 7929 7929 8

2:30 1.50 05 Circulate and condltion mud at shoe ( Max gas 2760 units , Max mud cut 14.0 ppg) 7929 7929 8
4:00 2.00 06 TIH from4,739' filling pipe every 17 stds 7929 7929 8

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.50 14.50 62 27 10 | 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 | 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 3:30 14.70 14.70 52 27 10 9/11/0 0.0 0.0 0 2.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1100 0.00 0.00 3 36 5.50 87/13 0

Water Loss LCM ECD FL Temp emarks
0 0.0 15.0 98
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SíT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 7/1/2012 Days From Spud : 41 Current Depth : 7929 Ft 24 Hr. Footage Made : 125 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50| 05 Circulate 14.8 ppg through choke (drill pipe pressure 650) open well,continue circulating 7804 7804 8
reducing mud wt. to 14.6 ppgdue to mud loss

12:30 4.00 02 Drilling from7,804' to 7,929' 7804 7929 8

16:30 4.50 05 Circulate and Condition mud at 7,929' raising mud wt. from 14.5 ppg to 14.6 ppg and reduce 7929 7929 8
pump stks from74 spm 60 spm(2325 psi to1600 psi) to reduce mudlosses. Raise mud wt f/
14.6 ppg to 14.7 ppg reduce pump stks from60 spm to50 spm(1600 psi to 1195 psi) to
reduce mudlosses

21:00 1.50 21 Check flow, Transfer OBM toslug pit and mixand pump slug Note: Well Static 7929 7929 8

22:30 3.00 06 POOH slow toavoid swabbing toshoe at 4739' forshort trip 7929 7929 8
1:30 1.00 21 Change rotatinghead rubber. Pump throughgas buster 7929 7929 8

2:30 1.50 05 Circulate and condltion mud at shoe ( Max gas 2760 units , Max mud cut 14.0 ppg) 7929 7929 8
4:00 2.00 06 TIH from4,739' filling pipe every 17 stds 7929 7929 8

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.50 14.50 62 27 10 | 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 | 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 3:30 14.70 14.70 52 27 10 9/11/0 0.0 0.0 0 2.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1100 0.00 0.00 3 36 5.50 87/13 0

Water Loss LCM ECD FL Temp emarks
0 0.0 15.0 98
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SíT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 7/1/2012 Days From Spud : 41 Current Depth : 7929 Ft 24 Hr. Footage Made : 125 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50| 05 Circulate 14.8 ppg through choke (drill pipe pressure 650) open well,continue circulating 7804 7804 8
reducing mud wt. to 14.6 ppgdue to mud loss

12:30 4.00 02 Drilling from7,804' to 7,929' 7804 7929 8

16:30 4.50 05 Circulate and Condition mud at 7,929' raising mud wt. from 14.5 ppg to 14.6 ppg and reduce 7929 7929 8
pump stks from74 spm 60 spm(2325 psi to1600 psi) to reduce mudlosses. Raise mud wt f/
14.6 ppg to 14.7 ppg reduce pump stks from60 spm to50 spm(1600 psi to 1195 psi) to
reduce mudlosses

21:00 1.50 21 Check flow, Transfer OBM toslug pit and mixand pump slug Note: Well Static 7929 7929 8

22:30 3.00 06 POOH slow toavoid swabbing toshoe at 4739' forshort trip 7929 7929 8

1:30 1.00 21 Change rotatinghead rubber. Pump throughgas buster 7929 7929 8

2:30 1.50 05 Circulate and condltion mud at shoe ( Max gas 2760 units , Max mud cut 14.0 ppg) 7929 7929 8

4:00 2.00 06 TIH from4,739' filling pipe every 17 stds 7929 7929 8
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.50 14.50 62 27 10 | 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 | 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 3:30 14.70 14.70 52 27 10 9/11/0 0.0 0.0 0 2.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1100 0.00 0.00 3 36 5.50 87/13 0

Water Loss LCM ECD FL Temp emarks
0 0.0 15.0 98
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SíT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 7/1/2012 Days From Spud : 41 Current Depth : 7929 Ft 24 Hr. Footage Made : 125 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50| 05 Circulate 14.8 ppg through choke (drill pipe pressure 650) open well,continue circulating 7804 7804 8
reducing mud wt. to 14.6 ppgdue to mud loss

12:30 4.00 02 Drilling from7,804' to 7,929' 7804 7929 8

16:30 4.50 05 Circulate and Condition mud at 7,929' raising mud wt. from 14.5 ppg to 14.6 ppg and reduce 7929 7929 8
pump stks from74 spm 60 spm(2325 psi to1600 psi) to reduce mudlosses. Raise mud wt f/
14.6 ppg to 14.7 ppg reduce pump stks from60 spm to50 spm(1600 psi to 1195 psi) to
reduce mudlosses

21:00 1.50 21 Check flow, Transfer OBM toslug pit and mixand pump slug Note: Well Static 7929 7929 8

22:30 3.00 06 POOH slow toavoid swabbing toshoe at 4739' forshort trip 7929 7929 8

1:30 1.00 21 Change rotatinghead rubber. Pump throughgas buster 7929 7929 8

2:30 1.50 05 Circulate and condltion mud at shoe ( Max gas 2760 units , Max mud cut 14.0 ppg) 7929 7929 8

4:00 2.00 06 TIH from4,739' filling pipe every 17 stds 7929 7929 8
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.50 14.50 62 27 10 | 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 | 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 3:30 14.70 14.70 52 27 10 9/11/0 0.0 0.0 0 2.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1100 0.00 0.00 3 36 5.50 87/13 0

Water Loss LCM ECD FL Temp emarks
0 0.0 15.0 98
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Wall Name:Cáne C eek Unit 15
Field Name: Big Flat S/TIR 12/26$/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/2/2012 Days From Spud : 42 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 06 Finished R1Hfromshort trip.(TD 7,929') Lost 45 bbis of mud from theshort trip. 7929 7929 8
6:30 3.50 05 Circulated and conditioned the mud, Maxgas 7929 7929 8

10:00 7.00 06 POOH, L/D directional tools.Note: fillups takingto much mud from4,000' tosurface. Average 7929 7929 8
rate of mud loss 24 bbis/hr.

17:00 2,00 06 M/U bit (No jets), RIH to 2,037'. (Stage in thehole @2,000' increments). 7929 7929 8
19;00 1.00 05 Circulated untilthe mud weight is 14.6 ppg In/Out. 7929 7929 8
20:00 1.00 06 RIHf/2,037' to4,015'. 7929 7929 8
21:00 2,00 05 Cut drill line (100'), Circulated until the mud weight is 14.6 ppg In/Out. Note: Lost 20 bbis 7929 7929 8

durinig thecirculationat this depth.
23:00 1.50 08 RIHf/4,015' to6,073'. 7929 7929 8

0:30 2.00 05 Circulated untilthe mud weight is 14.6 ppg In/Out. (Shallowgas, Max gas 4553 units Max mud 7929 7929 8
cut 14.2 ppg)Lost 20 bbls at this circulation

2:30 1.50 06 RIH f/6,073' to 7,929'. (No fillon btm). 7929 7929 8
4:00 2.00 05 Circulated untilthemud weight is 14.6 ppg in/Out. Note: Shallow gas - max gas 3,990 units. 7929 7929 8

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 15:30 14.80 14.80 61 25 11 8/11/0 0.0 0.0 0 1.00 37.0% 8.0% 55.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 570873 0 1170 0.00 0.00 1 41 6.00 | 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.9 93

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 | 5:00 14.60 14.60 52 23 11 7/10/0 0.0 0.0 0 1.00 31.0% 9.0% 60.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EOTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 456175 7 675 0.00 0.00 1 35 6.50 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.1 90
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Sundry Number: 28848 API Well Number: 43019500090000

Wall Name:Cáne C eek Unit 15
Field Name: Big Flat S/TIR 12/26$/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/2/2012 Days From Spud : 42 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 06 Finished R1Hfromshort trip.(TD 7,929') Lost 45 bbis of mud from theshort trip. 7929 7929 8
6:30 3.50 05 Circulated and conditioned the mud, Maxgas 7929 7929 8

10:00 7.00 06 POOH, L/D directional tools.Note: fillups takingto much mud from4,000' tosurface. Average 7929 7929 8
rate of mud loss 24 bbis/hr.

17:00 2,00 06 M/U bit (No jets), RIH to 2,037'. (Stage in thehole @2,000' increments). 7929 7929 8
19;00 1.00 05 Circulated untilthe mud weight is 14.6 ppg In/Out. 7929 7929 8
20:00 1.00 06 RIHf/2,037' to4,015'. 7929 7929 8
21:00 2,00 05 Cut drill line (100'), Circulated until the mud weight is 14.6 ppg In/Out. Note: Lost 20 bbis 7929 7929 8

durinig thecirculationat this depth.
23:00 1.50 08 RIHf/4,015' to6,073'. 7929 7929 8

0:30 2.00 05 Circulated untilthe mud weight is 14.6 ppg In/Out. (Shallowgas, Max gas 4553 units Max mud 7929 7929 8
cut 14.2 ppg)Lost 20 bbls at this circulation

2:30 1.50 06 RIH f/6,073' to 7,929'. (No fillon btm). 7929 7929 8
4:00 2.00 05 Circulated untilthemud weight is 14.6 ppg in/Out. Note: Shallow gas - max gas 3,990 units. 7929 7929 8

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 15:30 14.80 14.80 61 25 11 8/11/0 0.0 0.0 0 1.00 37.0% 8.0% 55.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 570873 0 1170 0.00 0.00 1 41 6.00 | 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.9 93

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 | 5:00 14.60 14.60 52 23 11 7/10/0 0.0 0.0 0 1.00 31.0% 9.0% 60.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EOTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 456175 7 675 0.00 0.00 1 35 6.50 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.1 90
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Sundry Number: 28848 API Well Number: 43019500090000

Wall Name:Cáne C eek Unit 15
Field Name: Big Flat S/TIR 12/26$/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/2/2012 Days From Spud : 42 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 06 Finished R1Hfromshort trip.(TD 7,929') Lost 45 bbis of mud from theshort trip. 7929 7929 8
6:30 3.50 05 Circulated and conditioned the mud, Maxgas 7929 7929 8

10:00 7.00 06 POOH, L/D directional tools.Note: fillups takingto much mud from4,000' tosurface. Average 7929 7929 8
rate of mud loss 24 bbis/hr.

17:00 2,00 06 M/U bit (No jets), RIH to 2,037'. (Stage in thehole @2,000' increments). 7929 7929 8
19;00 1.00 05 Circulated untilthe mud weight is 14.6 ppg In/Out. 7929 7929 8
20:00 1.00 06 RIHf/2,037' to4,015'. 7929 7929 8
21:00 2,00 05 Cut drill line (100'), Circulated until the mud weight is 14.6 ppg In/Out. Note: Lost 20 bbis 7929 7929 8

durinig thecirculationat this depth.
23:00 1.50 08 RIHf/4,015' to6,073'. 7929 7929 8

0:30 2.00 05 Circulated untilthe mud weight is 14.6 ppg In/Out. (Shallowgas, Max gas 4553 units Max mud 7929 7929 8
cut 14.2 ppg)Lost 20 bbls at this circulation

2:30 1.50 06 RIH f/6,073' to 7,929'. (No fillon btm). 7929 7929 8
4:00 2.00 05 Circulated untilthemud weight is 14.6 ppg in/Out. Note: Shallow gas - max gas 3,990 units. 7929 7929 8

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 15:30 14.80 14.80 61 25 11 8/11/0 0.0 0.0 0 1.00 37.0% 8.0% 55.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 570873 0 1170 0.00 0.00 1 41 6.00 | 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.9 93

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 | 5:00 14.60 14.60 52 23 11 7/10/0 0.0 0.0 0 1.00 31.0% 9.0% 60.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EOTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 456175 7 675 0.00 0.00 1 35 6.50 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.1 90
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Sundry Number: 28848 API Well Number: 43019500090000

Wall Name:Cáne C eek Unit 15
Field Name: Big Flat S/TIR 12/26$/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/2/2012 Days From Spud : 42 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 06 Finished R1Hfromshort trip.(TD 7,929') Lost 45 bbis of mud from theshort trip. 7929 7929 8
6:30 3.50 05 Circulated and conditioned the mud, Maxgas 7929 7929 8

10:00 7.00 06 POOH, L/D directional tools.Note: fillups takingto much mud from4,000' tosurface. Average 7929 7929 8
rate of mud loss 24 bbis/hr.

17:00 2,00 06 M/U bit (No jets), RIH to 2,037'. (Stage in thehole @2,000' increments). 7929 7929 8
19;00 1.00 05 Circulated untilthe mud weight is 14.6 ppg In/Out. 7929 7929 8
20:00 1.00 06 RIHf/2,037' to4,015'. 7929 7929 8
21:00 2,00 05 Cut drill line (100'), Circulated until the mud weight is 14.6 ppg In/Out. Note: Lost 20 bbis 7929 7929 8

durinig thecirculationat this depth.
23:00 1.50 08 RIHf/4,015' to6,073'. 7929 7929 8

0:30 2.00 05 Circulated untilthe mud weight is 14.6 ppg In/Out. (Shallowgas, Max gas 4553 units Max mud 7929 7929 8
cut 14.2 ppg)Lost 20 bbls at this circulation

2:30 1.50 06 RIH f/6,073' to 7,929'. (No fillon btm). 7929 7929 8
4:00 2.00 05 Circulated untilthemud weight is 14.6 ppg in/Out. Note: Shallow gas - max gas 3,990 units. 7929 7929 8

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 15:30 14.80 14.80 61 25 11 8/11/0 0.0 0.0 0 1.00 37.0% 8.0% 55.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 570873 0 1170 0.00 0.00 1 41 6.00 | 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.9 93

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 | 5:00 14.60 14.60 52 23 11 7/10/0 0.0 0.0 0 1.00 31.0% 9.0% 60.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EOTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 456175 7 675 0.00 0.00 1 35 6.50 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.1 90
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Week Unit19
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/3/2012 Days From Spud : 43 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00| 05 Circulated until mud weight 14.6 ppg In/Out. Last hour no mud losses. Spotted 35 bbis of LCM 7929 7929 8
in open on btm.

9:00 0.50 06 POOH (Wet) from 7,929' to 7,384', 7929 7929 8
9:30 0.50 21 Monitor well on the triptank whiletheslug was belng mixed. Well static. 7929 7929 8

10:00 0.50 05 Slug thedrill string. Pumping 30 stks/min. 7929 7929 8

10:30 5.50 06 POOH f/7,384' to surface. Hole took proper tillups. Estimated steel displacement 65 bb1s, 7929 7929 8
Actual displacement 66 bbis.

16:00 3.00 21 Down time - Schlumberger can not pick up the logging toolsdue tonot having the safety plate 7929 7929 8
on the log truck.They are not able to P/U the logging tools.One willarrive from Grand
Junction, CO. Note: Monitoring thewellon the trip tank.

19:00 0.50 11 Held a safety meeting and R/U Schlumberger's wirelineequipment. 7929 7929 8
19:30 5.50 11 RIHwithLog #1 (Quad Combo wílhECS) to 7,934' WLM, POOH Iogging to shoe, continuing 7929 7929 8

withGamma ray to surface, L/D loggingtools
1:00 5.00 11 RIH with Log #2 (MSIP and OBMI) to 7,934' WLM, POOHfogging 7929 7929 8

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7,00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 5:00 14.60 14.60 52 23 11 7/10/0 0.0 0.0 0 1.00 31.0% 29.7% 9.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 | 0.00 456175 7 675 0.00 0.00 1 34 6.50 23/77 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 90 Logging
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Week Unit19
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/3/2012 Days From Spud : 43 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00| 05 Circulated until mud weight 14.6 ppg In/Out. Last hour no mud losses. Spotted 35 bbis of LCM 7929 7929 8
in open on btm.

9:00 0.50 06 POOH (Wet) from 7,929' to 7,384', 7929 7929 8
9:30 0.50 21 Monitor well on the triptank whiletheslug was belng mixed. Well static. 7929 7929 8

10:00 0.50 05 Slug thedrill string. Pumping 30 stks/min. 7929 7929 8

10:30 5.50 06 POOH f/7,384' to surface. Hole took proper tillups. Estimated steel displacement 65 bb1s, 7929 7929 8
Actual displacement 66 bbis.

16:00 3.00 21 Down time - Schlumberger can not pick up the logging toolsdue tonot having the safety plate 7929 7929 8
on the log truck.They are not able to P/U the logging tools.One willarrive from Grand
Junction, CO. Note: Monitoring thewellon the trip tank.

19:00 0.50 11 Held a safety meeting and R/U Schlumberger's wirelineequipment. 7929 7929 8
19:30 5.50 11 RIHwithLog #1 (Quad Combo wílhECS) to 7,934' WLM, POOH Iogging to shoe, continuing 7929 7929 8

withGamma ray to surface, L/D loggingtools
1:00 5.00 11 RIH with Log #2 (MSIP and OBMI) to 7,934' WLM, POOHfogging 7929 7929 8

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7,00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 5:00 14.60 14.60 52 23 11 7/10/0 0.0 0.0 0 1.00 31.0% 29.7% 9.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 | 0.00 456175 7 675 0.00 0.00 1 34 6.50 23/77 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 90 Logging
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Week Unit19
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/3/2012 Days From Spud : 43 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00| 05 Circulated until mud weight 14.6 ppg In/Out. Last hour no mud losses. Spotted 35 bbis of LCM 7929 7929 8
in open on btm.

9:00 0.50 06 POOH (Wet) from 7,929' to 7,384', 7929 7929 8

9:30 0.50 21 Monitor well on the triptank whiletheslug was belng mixed. Well static. 7929 7929 8

10:00 0.50 05 Slug thedrill string. Pumping 30 stks/min. 7929 7929 8

10:30 5.50 06 POOH f/7,384' to surface. Hole took proper tillups. Estimated steel displacement 65 bb1s, 7929 7929 8
Actual displacement 66 bbis.

16:00 3.00 21 Down time - Schlumberger can not pick up the logging toolsdue tonot having the safety plate 7929 7929 8
on the log truck.They are not able to P/U the logging tools.One willarrive from Grand
Junction, CO. Note: Monitoring thewellon the trip tank.

19:00 0.50 11 Held a safety meeting and R/U Schlumberger's wirelineequipment. 7929 7929 8

19:30 5.50 11 RIHwithLog #1 (Quad Combo wílhECS) to 7,934' WLM, POOH Iogging to shoe, continuing 7929 7929 8
withGamma ray to surface, L/D loggingtools

1:00 5.00 11 RIH with Log #2 (MSIP and OBMI) to 7,934' WLM, POOHfogging 7929 7929 8

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7,00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 5:00 14.60 14.60 52 23 11 7/10/0 0.0 0.0 0 1.00 31.0% 29.7% 9.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 | 0.00 456175 7 675 0.00 0.00 1 34 6.50 23/77 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 90 Logging
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Week Unit19
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/3/2012 Days From Spud : 43 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00| 05 Circulated until mud weight 14.6 ppg In/Out. Last hour no mud losses. Spotted 35 bbis of LCM 7929 7929 8
in open on btm.

9:00 0.50 06 POOH (Wet) from 7,929' to 7,384', 7929 7929 8

9:30 0.50 21 Monitor well on the triptank whiletheslug was belng mixed. Well static. 7929 7929 8

10:00 0.50 05 Slug thedrill string. Pumping 30 stks/min. 7929 7929 8

10:30 5.50 06 POOH f/7,384' to surface. Hole took proper tillups. Estimated steel displacement 65 bb1s, 7929 7929 8
Actual displacement 66 bbis.

16:00 3.00 21 Down time - Schlumberger can not pick up the logging toolsdue tonot having the safety plate 7929 7929 8
on the log truck.They are not able to P/U the logging tools.One willarrive from Grand
Junction, CO. Note: Monitoring thewellon the trip tank.

19:00 0.50 11 Held a safety meeting and R/U Schlumberger's wirelineequipment. 7929 7929 8

19:30 5.50 11 RIHwithLog #1 (Quad Combo wílhECS) to 7,934' WLM, POOH Iogging to shoe, continuing 7929 7929 8
withGamma ray to surface, L/D loggingtools

1:00 5.00 11 RIH with Log #2 (MSIP and OBMI) to 7,934' WLM, POOHfogging 7929 7929 8

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7,00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 5:00 14.60 14.60 52 23 11 7/10/0 0.0 0.0 0 1.00 31.0% 29.7% 9.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 | 0.00 456175 7 675 0.00 0.00 1 34 6.50 23/77 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 90 Logging
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Wäll NäméiCário CNáloÙnità24
Field Name: Big Flat S/T/R 12/265/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: OiPARA
Daily Summary

Activity Date : 7/4/2012 Days From Spud : 44 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 2.50 11 2 (MSIP and OSML)to7,934' WLM, R/D Schlumberger's logging equipment. 7929 7929 NIH
8:30 1.00 21 Held a PJSM, RIU 2 7/8" ibg handling tools, 7929 7929 NIH
9:30 2.50 06 P/U and RiHwith 35 Jtsof 2 7/8" tbg(Cement stinger) f/surface to 1,141' 7929 7929 NIH

12:00 0.50 06 RIH withthecement stinger f/1,141' to 2,543' 7929 7929 NIH
12:30 1.00 05 Circulated and conditionedthe mud. (Stage In the hole) 7929 7929 NIH
13:30 1.50 06 RíH1/2,543'to4,702', Well flowing, Shut-in thewell,SIDP 102 psi, SICP 165 psi. Gain 49 bbis. 7929 7929 N1H
15:00 3.50 05 Circulated through the choke, Circulated 4,000 stks. Mud weight 14.7 ppg, DP pressure - 300 7929 7929 NIH

psi, Max csg pressure whilecirculating140 psi. (indication thewell balloned in). Mas gas btm's
up 2,100 units (Shallow gas zone).

18:30 0.50| 21 Shut-in thewell,Monitor the pressures, SIDP - 0 psi, SICP - 61 psl. Slug the drill string due to 7929 7929 NIH
no float in the string.

19:00 1.00 06 R1Hf/4,702' to 6,762'. 7929 7929 NIH
20:00 2.00 05 Circulateduntil mud weight is 14.7 ppg In/Out. Max gas on btms up - 1,696 units 7929 7929 NIH
22:00 0.50 06 RIH f/6,762' to 7,900' 7929 7929 NIH
22:30 6.50 05 Circulated untilmud weightIs 14.6 ppg In/Out.Maxgas on btms up - 4,677 units, Mud cut 7929 7929 NIH

t/14.6ppgto 14.1 ppg.
5:00 0.50 21 HeldPJSM RIU Baker Hughes forcement Job. Mixing the Ultra spacer. 7929 7929 NIH

Total: 23.50
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 | 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
7929 3:00 14.60 14.60 52 23 11 7/10/0 | 0.0 0.0 0 1.00 31.0% 30.0% 9.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 456175 7 700 0.00 0.00 1 35 6.50 23/77 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.8 90
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Sundry Number: 28848 API Well Number: 43019500090000

Wäll NäméiCário CNáloÙnità24
Field Name: Big Flat S/T/R 12/265/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: OiPARA
Daily Summary

Activity Date : 7/4/2012 Days From Spud : 44 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 2.50 11 2 (MSIP and OSML)to7,934' WLM, R/D Schlumberger's logging equipment. 7929 7929 NIH
8:30 1.00 21 Held a PJSM, RIU 2 7/8" ibg handling tools, 7929 7929 NIH
9:30 2.50 06 P/U and RiHwith 35 Jtsof 2 7/8" tbg(Cement stinger) f/surface to 1,141' 7929 7929 NIH

12:00 0.50 06 RIH withthecement stinger f/1,141' to 2,543' 7929 7929 NIH
12:30 1.00 05 Circulated and conditionedthe mud. (Stage In the hole) 7929 7929 NIH
13:30 1.50 06 RíH1/2,543'to4,702', Well flowing, Shut-in thewell,SIDP 102 psi, SICP 165 psi. Gain 49 bbis. 7929 7929 N1H
15:00 3.50 05 Circulated through the choke, Circulated 4,000 stks. Mud weight 14.7 ppg, DP pressure - 300 7929 7929 NIH

psi, Max csg pressure whilecirculating140 psi. (indication thewell balloned in). Mas gas btm's
up 2,100 units (Shallow gas zone).

18:30 0.50| 21 Shut-in thewell,Monitor the pressures, SIDP - 0 psi, SICP - 61 psl. Slug the drill string due to 7929 7929 NIH
no float in the string.

19:00 1.00 06 R1Hf/4,702' to 6,762'. 7929 7929 NIH
20:00 2.00 05 Circulateduntil mud weight is 14.7 ppg In/Out. Max gas on btms up - 1,696 units 7929 7929 NIH
22:00 0.50 06 RIH f/6,762' to 7,900' 7929 7929 NIH
22:30 6.50 05 Circulated untilmud weightIs 14.6 ppg In/Out.Maxgas on btms up - 4,677 units, Mud cut 7929 7929 NIH

t/14.6ppgto 14.1 ppg.
5:00 0.50 21 HeldPJSM RIU Baker Hughes forcement Job. Mixing the Ultra spacer. 7929 7929 NIH

Total: 23.50
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 | 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
7929 3:00 14.60 14.60 52 23 11 7/10/0 | 0.0 0.0 0 1.00 31.0% 30.0% 9.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 456175 7 700 0.00 0.00 1 35 6.50 23/77 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.8 90
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Sundry Number: 28848 API Well Number: 43019500090000

Wäll NäméiCário CNáloÙnità24
Field Name: Big Flat S/T/R 12/265/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: OiPARA
Daily Summary

Activity Date : 7/4/2012 Days From Spud : 44 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 2.50 11 2 (MSIP and OSML)to7,934' WLM, R/D Schlumberger's logging equipment. 7929 7929 NIH
8:30 1.00 21 Held a PJSM, RIU 2 7/8" ibg handling tools, 7929 7929 NIH
9:30 2.50 06 P/U and RiHwith 35 Jtsof 2 7/8" tbg(Cement stinger) f/surface to 1,141' 7929 7929 NIH

12:00 0.50 06 RIH withthecement stinger f/1,141' to 2,543' 7929 7929 NIH
12:30 1.00 05 Circulated and conditionedthe mud. (Stage In the hole) 7929 7929 NIH
13:30 1.50 06 RíH1/2,543'to4,702', Well flowing, Shut-in thewell,SIDP 102 psi, SICP 165 psi. Gain 49 bbis. 7929 7929 N1H
15:00 3.50 05 Circulated through the choke, Circulated 4,000 stks. Mud weight 14.7 ppg, DP pressure - 300 7929 7929 NIH

psi, Max csg pressure whilecirculating140 psi. (indication thewell balloned in). Mas gas btm's
up 2,100 units (Shallow gas zone).

18:30 0.50| 21 Shut-in thewell,Monitor the pressures, SIDP - 0 psi, SICP - 61 psl. Slug the drill string due to 7929 7929 NIH
no float in the string.

19:00 1.00 06 R1Hf/4,702' to 6,762'. 7929 7929 NIH
20:00 2.00 05 Circulateduntil mud weight is 14.7 ppg In/Out. Max gas on btms up - 1,696 units 7929 7929 NIH
22:00 0.50 06 RIH f/6,762' to 7,900' 7929 7929 NIH
22:30 6.50 05 Circulated untilmud weightIs 14.6 ppg In/Out.Maxgas on btms up - 4,677 units, Mud cut 7929 7929 NIH

t/14.6ppgto 14.1 ppg.
5:00 0.50 21 HeldPJSM RIU Baker Hughes forcement Job. Mixing the Ultra spacer. 7929 7929 NIH

Total: 23.50

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 | 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
7929 3:00 14.60 14.60 52 23 11 7/10/0 | 0.0 0.0 0 1.00 31.0% 30.0% 9.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 456175 7 700 0.00 0.00 1 35 6.50 23/77 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.8 90
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Sundry Number: 28848 API Well Number: 43019500090000

Wäll NäméiCário CNáloÙnità24
Field Name: Big Flat S/T/R 12/265/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: OiPARA
Daily Summary

Activity Date : 7/4/2012 Days From Spud : 44 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 2.50 11 2 (MSIP and OSML)to7,934' WLM, R/D Schlumberger's logging equipment. 7929 7929 NIH
8:30 1.00 21 Held a PJSM, RIU 2 7/8" ibg handling tools, 7929 7929 NIH
9:30 2.50 06 P/U and RiHwith 35 Jtsof 2 7/8" tbg(Cement stinger) f/surface to 1,141' 7929 7929 NIH

12:00 0.50 06 RIH withthecement stinger f/1,141' to 2,543' 7929 7929 NIH
12:30 1.00 05 Circulated and conditionedthe mud. (Stage In the hole) 7929 7929 NIH
13:30 1.50 06 RíH1/2,543'to4,702', Well flowing, Shut-in thewell,SIDP 102 psi, SICP 165 psi. Gain 49 bbis. 7929 7929 N1H
15:00 3.50 05 Circulated through the choke, Circulated 4,000 stks. Mud weight 14.7 ppg, DP pressure - 300 7929 7929 NIH

psi, Max csg pressure whilecirculating140 psi. (indication thewell balloned in). Mas gas btm's
up 2,100 units (Shallow gas zone).

18:30 0.50| 21 Shut-in thewell,Monitor the pressures, SIDP - 0 psi, SICP - 61 psl. Slug the drill string due to 7929 7929 NIH
no float in the string.

19:00 1.00 06 R1Hf/4,702' to 6,762'. 7929 7929 NIH
20:00 2.00 05 Circulateduntil mud weight is 14.7 ppg In/Out. Max gas on btms up - 1,696 units 7929 7929 NIH
22:00 0.50 06 RIH f/6,762' to 7,900' 7929 7929 NIH
22:30 6.50 05 Circulated untilmud weightIs 14.6 ppg In/Out.Maxgas on btms up - 4,677 units, Mud cut 7929 7929 NIH

t/14.6ppgto 14.1 ppg.
5:00 0.50 21 HeldPJSM RIU Baker Hughes forcement Job. Mixing the Ultra spacer. 7929 7929 NIH

Total: 23.50

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 | 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
7929 3:00 14.60 14.60 52 23 11 7/10/0 | 0.0 0.0 0 1.00 31.0% 30.0% 9.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 456175 7 700 0.00 0.00 1 35 6.50 23/77 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.8 90
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well NúmeiCan Cinek UnitW2d
Field Name: - Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/5/2012 Days From Spud : 45 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 1.50 12 Held PJSM, RIU Baker Cementing lines and test same to 3,000 psi. 7929 7929 NIH
7:30 1.50 12 Mixed & pumped 22 bbis Ultra Flush Ì!spacer @16.5 ppg, mixed & pumped 462 sxs. Class G 7929 7929 N1H

Cmt, +0.04 lbs/sx Static Free + 0.35% bwoc R-3 + 0.8% bwoc CD-32 + 0.1%, BA-59+ 0.5
gals/100 sack, FP-6L + 29.5% Fresh Water, Siurry weight@ 17.5 ppg, 0.94 yleid,395 cufft
(77 bbis), Displaced with 7 bbis Ultra Flush Il spacer &85 bbis OBM (14.6 ppg}.Note: Did not
lose mud during the cement operation.

9;00 1.00 06 POOH f/7,900' to 8,754'. POOHslow (3 min/std). 7929 7929 10
10:00 1.50 05 Reverse cIrculated out contamînated cement and the UltraFlush Il spacer. Rerversed 7929 7929 10

circulated 1 1/2 tubingvolume. Pump rate 2 bbis/min,260 psi on theAnnulas. Note: Lost 25
bb1s of mud while reversing out.

11:30 2.00 05 Circulatedand condition the mud. Circulated the long way (Up theannulas). Slug the pipe. 7929 7929 10
Note: did not lose mud while circulating.

13:30 2.50 06 POOH 11 stds fl8,754' to 6,854'. 7929 7929 10
16:00 3.00 06 Held PJSM, RIU2 7/8" tbg handling equlpment. POOH UD the2 7/8" tbg(Cement stinger). 7929 7929 10
19:00 3.00 06 M/U RR Bit TiHfilling pipe every 20 stds to 4,672' ( shoe 4,739') 7929 7929 10
22:00 2.50 05 Circulated & Condition mud 14.6 ppg In/Out. Maxgas on btms up - 474 units, Mud cut f/14.6 7929 7929 10

ppg to 14.3 ppg.
0:30 5.50 13 Wait on Cement at 4,672' NOTE: Monitor well on triptankwhile waiting on cement 7929 7929 10

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 | 0.00 481698 | 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECO FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water O]I Sand
7929 | 2:30 14.60 | 14.60 54 28 9 6/13/0 0.0 0.0 | 0 1.00 28.0% | 10.0% 62.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0,00 0.00 0.00 | 0.00| 440577 6 576 0,00 | 0.00 1 33 6.40 86/14 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.8 93
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Sundry Number: 28848 API Well Number: 43019500090000

Well NúmeiCan Cinek UnitW2d
Field Name: - Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/5/2012 Days From Spud : 45 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 1.50 12 Held PJSM, RIU Baker Cementing lines and test same to 3,000 psi. 7929 7929 NIH
7:30 1.50 12 Mixed & pumped 22 bbis Ultra Flush Ì!spacer @16.5 ppg, mixed & pumped 462 sxs. Class G 7929 7929 N1H

Cmt, +0.04 lbs/sx Static Free + 0.35% bwoc R-3 + 0.8% bwoc CD-32 + 0.1%, BA-59+ 0.5
gals/100 sack, FP-6L + 29.5% Fresh Water, Siurry weight@ 17.5 ppg, 0.94 yleid,395 cufft
(77 bbis), Displaced with 7 bbis Ultra Flush Il spacer &85 bbis OBM (14.6 ppg}.Note: Did not
lose mud during the cement operation.

9;00 1.00 06 POOH f/7,900' to 8,754'. POOHslow (3 min/std). 7929 7929 10
10:00 1.50 05 Reverse cIrculated out contamînated cement and the UltraFlush Il spacer. Rerversed 7929 7929 10

circulated 1 1/2 tubingvolume. Pump rate 2 bbis/min,260 psi on theAnnulas. Note: Lost 25
bb1s of mud while reversing out.

11:30 2.00 05 Circulatedand condition the mud. Circulated the long way (Up theannulas). Slug the pipe. 7929 7929 10
Note: did not lose mud while circulating.

13:30 2.50 06 POOH 11 stds fl8,754' to 6,854'. 7929 7929 10
16:00 3.00 06 Held PJSM, RIU2 7/8" tbg handling equlpment. POOH UD the2 7/8" tbg(Cement stinger). 7929 7929 10
19:00 3.00 06 M/U RR Bit TiHfilling pipe every 20 stds to 4,672' ( shoe 4,739') 7929 7929 10
22:00 2.50 05 Circulated & Condition mud 14.6 ppg In/Out. Maxgas on btms up - 474 units, Mud cut f/14.6 7929 7929 10

ppg to 14.3 ppg.
0:30 5.50 13 Wait on Cement at 4,672' NOTE: Monitor well on triptankwhile waiting on cement 7929 7929 10

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 | 0.00 481698 | 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECO FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water O]I Sand
7929 | 2:30 14.60 | 14.60 54 28 9 6/13/0 0.0 0.0 | 0 1.00 28.0% | 10.0% 62.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0,00 0.00 0.00 | 0.00| 440577 6 576 0,00 | 0.00 1 33 6.40 86/14 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.8 93
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Sundry Number: 28848 API Well Number: 43019500090000

Well NúmeiCan Cinek UnitW2d
Field Name: - Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/5/2012 Days From Spud : 45 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 1.50 12 Held PJSM, RIU Baker Cementing lines and test same to 3,000 psi. 7929 7929 NIH

7:30 1.50 12 Mixed & pumped 22 bbis Ultra Flush Ì!spacer @16.5 ppg, mixed & pumped 462 sxs. Class G 7929 7929 N1H
Cmt, +0.04 lbs/sx Static Free + 0.35% bwoc R-3 + 0.8% bwoc CD-32 + 0.1%, BA-59+ 0.5
gals/100 sack, FP-6L + 29.5% Fresh Water, Siurry weight@ 17.5 ppg, 0.94 yleid,395 cufft
(77 bbis), Displaced with 7 bbis Ultra Flush Il spacer &85 bbis OBM (14.6 ppg}.Note: Did not
lose mud during the cement operation.

9;00 1.00 06 POOH f/7,900' to 8,754'. POOHslow (3 min/std). 7929 7929 10
10:00 1.50 05 Reverse cIrculated out contamînated cement and the UltraFlush Il spacer. Rerversed 7929 7929 10

circulated 1 1/2 tubingvolume. Pump rate 2 bbis/min,260 psi on theAnnulas. Note: Lost 25
bb1s of mud while reversing out.

11:30 2.00 05 Circulatedand condition the mud. Circulated the long way (Up theannulas). Slug the pipe. 7929 7929 10
Note: did not lose mud while circulating.

13:30 2.50 06 POOH 11 stds fl8,754' to 6,854'. 7929 7929 10
16:00 3.00 06 Held PJSM, RIU2 7/8" tbg handling equlpment. POOH UD the2 7/8" tbg(Cement stinger). 7929 7929 10
19:00 3.00 06 M/U RR Bit TiHfilling pipe every 20 stds to 4,672' ( shoe 4,739') 7929 7929 10
22:00 2.50 05 Circulated & Condition mud 14.6 ppg In/Out. Maxgas on btms up - 474 units, Mud cut f/14.6 7929 7929 10

ppg to 14.3 ppg.
0:30 5.50 13 Wait on Cement at 4,672' NOTE: Monitor well on triptankwhile waiting on cement 7929 7929 10

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 | 0.00 481698 | 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECO FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water O]I Sand
7929 | 2:30 14.60 | 14.60 54 28 9 6/13/0 0.0 0.0 | 0 1.00 28.0% | 10.0% 62.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0,00 0.00 0.00 | 0.00| 440577 6 576 0,00 | 0.00 1 33 6.40 86/14 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.8 93
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Sundry Number: 28848 API Well Number: 43019500090000

Well NúmeiCan Cinek UnitW2d
Field Name: - Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/5/2012 Days From Spud : 45 Current Depth : 7929 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 1.50 12 Held PJSM, RIU Baker Cementing lines and test same to 3,000 psi. 7929 7929 NIH

7:30 1.50 12 Mixed & pumped 22 bbis Ultra Flush Ì!spacer @16.5 ppg, mixed & pumped 462 sxs. Class G 7929 7929 N1H
Cmt, +0.04 lbs/sx Static Free + 0.35% bwoc R-3 + 0.8% bwoc CD-32 + 0.1%, BA-59+ 0.5
gals/100 sack, FP-6L + 29.5% Fresh Water, Siurry weight@ 17.5 ppg, 0.94 yleid,395 cufft
(77 bbis), Displaced with 7 bbis Ultra Flush Il spacer &85 bbis OBM (14.6 ppg}.Note: Did not
lose mud during the cement operation.

9;00 1.00 06 POOH f/7,900' to 8,754'. POOHslow (3 min/std). 7929 7929 10
10:00 1.50 05 Reverse cIrculated out contamînated cement and the UltraFlush Il spacer. Rerversed 7929 7929 10

circulated 1 1/2 tubingvolume. Pump rate 2 bbis/min,260 psi on theAnnulas. Note: Lost 25
bb1s of mud while reversing out.

11:30 2.00 05 Circulatedand condition the mud. Circulated the long way (Up theannulas). Slug the pipe. 7929 7929 10
Note: did not lose mud while circulating.

13:30 2.50 06 POOH 11 stds fl8,754' to 6,854'. 7929 7929 10
16:00 3.00 06 Held PJSM, RIU2 7/8" tbg handling equlpment. POOH UD the2 7/8" tbg(Cement stinger). 7929 7929 10
19:00 3.00 06 M/U RR Bit TiHfilling pipe every 20 stds to 4,672' ( shoe 4,739') 7929 7929 10
22:00 2.50 05 Circulated & Condition mud 14.6 ppg In/Out. Maxgas on btms up - 474 units, Mud cut f/14.6 7929 7929 10

ppg to 14.3 ppg.
0:30 5.50 13 Wait on Cement at 4,672' NOTE: Monitor well on triptankwhile waiting on cement 7929 7929 10

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 | 0.00 481698 | 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECO FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water O]I Sand
7929 | 2:30 14.60 | 14.60 54 28 9 6/13/0 0.0 0.0 | 0 1.00 28.0% | 10.0% 62.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0,00 0.00 0.00 | 0.00| 440577 6 576 0,00 | 0.00 1 33 6.40 86/14 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.8 93
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

WèlI Ñãmei0ane Créek UnitB20
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/6/2012 Days From Spud : 46 Current Depth : 7182 Ft 24 Hr. Footage Made : -747 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 RIHf/4,670'to 6,820' 7929 7929 10
7:30 2.50 03 Washed, Reamed and Orilled Cement f/6,820' to 7,177. Tagged topfo cement @6,930'. 7929 7177 10

Note: Max gas fromthe shallow Clastic 2,511 units.
10:00 1.00 05 Circulatedbtm's up. Circulated to clean the hole of cement. Slugged the drill string. 7177 7177 10

11:00 4.50 08 POOH f/7,17T to surface. L/D 3 - 6 1/4" drill collars. 7177 7177 10

15:30 0.50 07 Service the rig/top drive. 7177 7177 10
16:00 2.50 06 Held PJSM, P/U, M/U the Directional assembly (KO), test same. 7177 7177 9

18:30 5.00 08 RIH withdirectional assembly fillingpipe every 25 sids to 7,177' (no fill). 7177 7177 9

23:30 2.00 03 Workdrillsting cut troughwith toolface at 120 degrees azimuth for tirnedrillk1ckoff from 7177 7177 9
t,17T to7,140'

1:30 4.50 02 TimedrilÌ1'/hr from7,177' to 7,182'. 7177 7182 9

Total: 24.00
Mud Propertfes

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0,00 481698 6 1150 0.00 0,00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101
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Sundry Number: 28848 API Well Number: 43019500090000

WèlI Ñãmei0ane Créek UnitB20
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/6/2012 Days From Spud : 46 Current Depth : 7182 Ft 24 Hr. Footage Made : -747 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 RIHf/4,670'to 6,820' 7929 7929 10
7:30 2.50 03 Washed, Reamed and Orilled Cement f/6,820' to 7,177. Tagged topfo cement @6,930'. 7929 7177 10

Note: Max gas fromthe shallow Clastic 2,511 units.
10:00 1.00 05 Circulatedbtm's up. Circulated to clean the hole of cement. Slugged the drill string. 7177 7177 10

11:00 4.50 08 POOH f/7,17T to surface. L/D 3 - 6 1/4" drill collars. 7177 7177 10

15:30 0.50 07 Service the rig/top drive. 7177 7177 10
16:00 2.50 06 Held PJSM, P/U, M/U the Directional assembly (KO), test same. 7177 7177 9

18:30 5.00 08 RIH withdirectional assembly fillingpipe every 25 sids to 7,177' (no fill). 7177 7177 9

23:30 2.00 03 Workdrillsting cut troughwith toolface at 120 degrees azimuth for tirnedrillk1ckoff from 7177 7177 9
t,17T to7,140'

1:30 4.50 02 TimedrilÌ1'/hr from7,177' to 7,182'. 7177 7182 9

Total: 24.00
Mud Propertfes

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0,00 481698 6 1150 0.00 0,00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Page 32 of 60 Powered by Production Access

Sundry Number: 28848 API Well Number: 43019500090000

WèlI Ñãmei0ane Créek UnitB20
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/6/2012 Days From Spud : 46 Current Depth : 7182 Ft 24 Hr. Footage Made : -747 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 RIHf/4,670'to 6,820' 7929 7929 10
7:30 2.50 03 Washed, Reamed and Orilled Cement f/6,820' to 7,177. Tagged topfo cement @6,930'. 7929 7177 10

Note: Max gas fromthe shallow Clastic 2,511 units.
10:00 1.00 05 Circulatedbtm's up. Circulated to clean the hole of cement. Slugged the drill string. 7177 7177 10

11:00 4.50 08 POOH f/7,17T to surface. L/D 3 - 6 1/4" drill collars. 7177 7177 10

15:30 0.50 07 Service the rig/top drive. 7177 7177 10
16:00 2.50 06 Held PJSM, P/U, M/U the Directional assembly (KO), test same. 7177 7177 9

18:30 5.00 08 RIH withdirectional assembly fillingpipe every 25 sids to 7,177' (no fill). 7177 7177 9

23:30 2.00 03 Workdrillsting cut troughwith toolface at 120 degrees azimuth for tirnedrillk1ckoff from 7177 7177 9
t,17T to7,140'

1:30 4.50 02 TimedrilÌ1'/hr from7,177' to 7,182'. 7177 7182 9

Total: 24.00
Mud Propertfes

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0,00 481698 6 1150 0.00 0,00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101
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Sundry Number: 28848 API Well Number: 43019500090000

WèlI Ñãmei0ane Créek UnitB20
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/6/2012 Days From Spud : 46 Current Depth : 7182 Ft 24 Hr. Footage Made : -747 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 RIHf/4,670'to 6,820' 7929 7929 10
7:30 2.50 03 Washed, Reamed and Orilled Cement f/6,820' to 7,177. Tagged topfo cement @6,930'. 7929 7177 10

Note: Max gas fromthe shallow Clastic 2,511 units.
10:00 1.00 05 Circulatedbtm's up. Circulated to clean the hole of cement. Slugged the drill string. 7177 7177 10

11:00 4.50 08 POOH f/7,17T to surface. L/D 3 - 6 1/4" drill collars. 7177 7177 10

15:30 0.50 07 Service the rig/top drive. 7177 7177 10
16:00 2.50 06 Held PJSM, P/U, M/U the Directional assembly (KO), test same. 7177 7177 9

18:30 5.00 08 RIH withdirectional assembly fillingpipe every 25 sids to 7,177' (no fill). 7177 7177 9

23:30 2.00 03 Workdrillsting cut troughwith toolface at 120 degrees azimuth for tirnedrillk1ckoff from 7177 7177 9
t,17T to7,140'

1:30 4.50 02 TimedrilÌ1'/hr from7,177' to 7,182'. 7177 7182 9

Total: 24.00
Mud Propertfes

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7929 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0,00 481698 6 1150 0.00 0,00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/263/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 7/7/2012 Days From Spud : 47 Current Depth : 7270 Ft 24 Hr. Footage Made : 88 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 Kick Off - Timed drilled1'lbr from 7,182' to 7,189'. Welght up f/14,6ppg to 15.0 ppg due to 7182 7189 9
slightwater flow.Getting an increase of water in thedrilling mud. OlW ratio went from85/15 to
80/20,

11:30 4.50 02 TImed drilled 2'lhr f/7,189' to 7,198'. 7189 7198 9

16:00 3.50 02 Timed drilled 3'lhr fl7,198' to 7,208'. 7198 7208 9

19:30 2.50 02 Drilled 8 1/2" hole - Slide f/7,208' to 7,235'. 7208 7235 9

22:00 0.50 07 Service rigand Top Drive 7235 7235 9

22:30 6.50 02 Drilled 8 1/2" hole - Slide fl7,235' to7,268'. 7235 7268 9

5:00 0.50 08 Repair ground fault on Top Drive 7268 7268 9

5:30 0.50 02 Drilled 8 1/2" hole - Silde f/7,268' to7,270'. 7268 7270 9

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7182 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 | 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7260 2:00 15.00 15.00 74 32 17 10/14/0 0.0 0.0 0 3.00 32.0% 13.0% 55.0% 0.0%

MBT pH Pm Pt Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OIW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 514198 14 585 0.00 0.00 1 38 7.60 81/19 | 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 15.4 93
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/263/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 7/7/2012 Days From Spud : 47 Current Depth : 7270 Ft 24 Hr. Footage Made : 88 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 Kick Off - Timed drilled1'lbr from 7,182' to 7,189'. Welght up f/14,6ppg to 15.0 ppg due to 7182 7189 9
slightwater flow.Getting an increase of water in thedrilling mud. OlW ratio went from85/15 to
80/20,

11:30 4.50 02 TImed drilled 2'lhr f/7,189' to 7,198'. 7189 7198 9

16:00 3.50 02 Timed drilled 3'lhr fl7,198' to 7,208'. 7198 7208 9

19:30 2.50 02 Drilled 8 1/2" hole - Slide f/7,208' to 7,235'. 7208 7235 9

22:00 0.50 07 Service rigand Top Drive 7235 7235 9

22:30 6.50 02 Drilled 8 1/2" hole - Slide fl7,235' to7,268'. 7235 7268 9

5:00 0.50 08 Repair ground fault on Top Drive 7268 7268 9

5:30 0.50 02 Drilled 8 1/2" hole - Silde f/7,268' to7,270'. 7268 7270 9

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7182 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 | 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7260 2:00 15.00 15.00 74 32 17 10/14/0 0.0 0.0 0 3.00 32.0% 13.0% 55.0% 0.0%

MBT pH Pm Pt Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OIW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 514198 14 585 0.00 0.00 1 38 7.60 81/19 | 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 15.4 93
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/263/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 7/7/2012 Days From Spud : 47 Current Depth : 7270 Ft 24 Hr. Footage Made : 88 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 Kick Off - Timed drilled1'lbr from 7,182' to 7,189'. Welght up f/14,6ppg to 15.0 ppg due to 7182 7189 9
slightwater flow.Getting an increase of water in thedrilling mud. OlW ratio went from85/15 to
80/20,

11:30 4.50 02 TImed drilled 2'lhr f/7,189' to 7,198'. 7189 7198 9

16:00 3.50 02 Timed drilled 3'lhr fl7,198' to 7,208'. 7198 7208 9

19:30 2.50 02 Drilled 8 1/2" hole - Slide f/7,208' to 7,235'. 7208 7235 9

22:00 0.50 07 Service rigand Top Drive 7235 7235 9

22:30 6.50 02 Drilled 8 1/2" hole - Slide fl7,235' to7,268'. 7235 7268 9

5:00 0.50 08 Repair ground fault on Top Drive 7268 7268 9

5:30 0.50 02 Drilled 8 1/2" hole - Silde f/7,268' to7,270'. 7268 7270 9

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7182 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 | 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7260 2:00 15.00 15.00 74 32 17 10/14/0 0.0 0.0 0 3.00 32.0% 13.0% 55.0% 0.0%

MBT pH Pm Pt Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OIW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 514198 14 585 0.00 0.00 1 38 7.60 81/19 | 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 15.4 93
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Sundry Number: 28848 API Well Number: 43019500090000
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Field Name: Big Flat S/T/R 12/263/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
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Rig Company : Rig Name:
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Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 Kick Off - Timed drilled1'lbr from 7,182' to 7,189'. Welght up f/14,6ppg to 15.0 ppg due to 7182 7189 9
slightwater flow.Getting an increase of water in thedrilling mud. OlW ratio went from85/15 to
80/20,

11:30 4.50 02 TImed drilled 2'lhr f/7,189' to 7,198'. 7189 7198 9

16:00 3.50 02 Timed drilled 3'lhr fl7,198' to 7,208'. 7198 7208 9

19:30 2.50 02 Drilled 8 1/2" hole - Slide f/7,208' to 7,235'. 7208 7235 9

22:00 0.50 07 Service rigand Top Drive 7235 7235 9

22:30 6.50 02 Drilled 8 1/2" hole - Slide fl7,235' to7,268'. 7235 7268 9

5:00 0.50 08 Repair ground fault on Top Drive 7268 7268 9

5:30 0.50 02 Drilled 8 1/2" hole - Silde f/7,268' to7,270'. 7268 7270 9

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7182 13:00 14.60 14.60 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 | 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7260 2:00 15.00 15.00 74 32 17 10/14/0 0.0 0.0 0 3.00 32.0% 13.0% 55.0% 0.0%

MBT pH Pm Pt Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OIW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 514198 14 585 0.00 0.00 1 38 7.60 81/19 | 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 15.4 93
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well NamáCane Creelf Unit (24
Field Name: Big Flat STT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily rninary

Activity Date : 7/8/2012 Days From Spud : 48 Current Depth : 7290 Ft 24 Hr. Footage Made : 20 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.50 02 Drilled 8 íÏ2" hole (Curve) slide f/7,270' to7,279'. Note: Havingtroublecontrolingthetoolface 7270 7279 9

due to motorhanging up then releasing the weight on the PDC bit.
8:30 1.00 05 Mixslug, slug the drillstring, fillthetriptank. 7279 7279 9
9:30 4.00 06 POOH f/7,279' to 1,900'. 7279 7279 9

13:30 2.50 08 Splash guard ring broke on the "B"drive motor. Held PJSM, did a JSA, removed guard and 7279 7279 9
drive chain, welderwelded the splash guard ring on the drive sprocket. Reattached thedrive
chain and installedguard.

16:00 2.50 06 POOH f/1,900' to surface. UD the 2.00 degree fixedmotor and the PDC bit, 7279 7279 9
18:30 4.00 06 PJSM, P/U, M/U the Directional assembly, testsame. 7279 7279 10
22:30 2.00 06 RIH with directional assembly to 4'742' fillingpipe every 25 stds pullup to 4,711' (inside casg, 7279 7279 10

shoe at 4,739)
0:30 2.00 09 Slipand cut 66'drill line. 7279 7279 10
2:30 2,00 06 TIH from 4,711' to 7,235'wash downto 7,279' (no fill) 7279 7279 10
4:30 1.50 02 Drilled 8 1/2" hole (Curve)slide f/7,279' to7,290'. Note: Maxgas from the shallow gas zone 7279 7290 10

8/ / units.
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7270 13:00 15.00 15.00 62 27 10 9/1110 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 | 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7279 2:00 15.00 15.00 74 32 17 10/14/0 0.0 0.0 0 1.00 32.0% 13.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 | 0.00 | 0.00 514198 14 585 0.00 0.00 1 38 7.60 81/19 0

Water Loss LCM ECO FL Temp Remarks
0 0.0 15.4 93
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Sundry Number: 28848 API Well Number: 43019500090000

Well NamáCane Creelf Unit (24
Field Name: Big Flat STT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily rninary

Activity Date : 7/8/2012 Days From Spud : 48 Current Depth : 7290 Ft 24 Hr. Footage Made : 20 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
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9:30 4.00 06 POOH f/7,279' to 1,900'. 7279 7279 9

13:30 2.50 08 Splash guard ring broke on the "B"drive motor. Held PJSM, did a JSA, removed guard and 7279 7279 9
drive chain, welderwelded the splash guard ring on the drive sprocket. Reattached thedrive
chain and installedguard.

16:00 2.50 06 POOH f/1,900' to surface. UD the 2.00 degree fixedmotor and the PDC bit, 7279 7279 9
18:30 4.00 06 PJSM, P/U, M/U the Directional assembly, testsame. 7279 7279 10
22:30 2.00 06 RIH with directional assembly to 4'742' fillingpipe every 25 stds pullup to 4,711' (inside casg, 7279 7279 10

shoe at 4,739)
0:30 2.00 09 Slipand cut 66'drill line. 7279 7279 10
2:30 2,00 06 TIH from 4,711' to 7,235'wash downto 7,279' (no fill) 7279 7279 10
4:30 1.50 02 Drilled 8 1/2" hole (Curve)slide f/7,279' to7,290'. Note: Maxgas from the shallow gas zone 7279 7290 10

8/ / units.
Total: 24.00
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Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
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0.0 0.00 0.00 0.00 0.00 481698 6 1150 | 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7279 2:00 15.00 15.00 74 32 17 10/14/0 0.0 0.0 0 1.00 32.0% 13.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 | 0.00 | 0.00 514198 14 585 0.00 0.00 1 38 7.60 81/19 0

Water Loss LCM ECO FL Temp Remarks
0 0.0 15.4 93
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Sundry Number: 28848 API Well Number: 43019500090000

Well NamáCane Creelf Unit (24
Field Name: Big Flat STT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily rninary

Activity Date : 7/8/2012 Days From Spud : 48 Current Depth : 7290 Ft 24 Hr. Footage Made : 20 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 Drilled 8 íÏ2" hole (Curve) slide f/7,270' to7,279'. Note: Havingtroublecontrolingthetoolface 7270 7279 9
due to motorhanging up then releasing the weight on the PDC bit.

8:30 1.00 05 Mixslug, slug the drillstring, fillthetriptank. 7279 7279 9
9:30 4.00 06 POOH f/7,279' to 1,900'. 7279 7279 9

13:30 2.50 08 Splash guard ring broke on the "B"drive motor. Held PJSM, did a JSA, removed guard and 7279 7279 9
drive chain, welderwelded the splash guard ring on the drive sprocket. Reattached thedrive
chain and installedguard.

16:00 2.50 06 POOH f/1,900' to surface. UD the 2.00 degree fixedmotor and the PDC bit, 7279 7279 9
18:30 4.00 06 PJSM, P/U, M/U the Directional assembly, testsame. 7279 7279 10
22:30 2.00 06 RIH with directional assembly to 4'742' fillingpipe every 25 stds pullup to 4,711' (inside casg, 7279 7279 10

shoe at 4,739)
0:30 2.00 09 Slipand cut 66'drill line. 7279 7279 10
2:30 2,00 06 TIH from 4,711' to 7,235'wash downto 7,279' (no fill) 7279 7279 10
4:30 1.50 02 Drilled 8 1/2" hole (Curve)slide f/7,279' to7,290'. Note: Maxgas from the shallow gas zone 7279 7290 10

8/ / units.
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7270 13:00 15.00 15.00 62 27 10 9/1110 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 | 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
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Sundry Number: 28848 API Well Number: 43019500090000

Well NamáCane Creelf Unit (24
Field Name: Big Flat STT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily rninary

Activity Date : 7/8/2012 Days From Spud : 48 Current Depth : 7290 Ft 24 Hr. Footage Made : 20 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 Drilled 8 íÏ2" hole (Curve) slide f/7,270' to7,279'. Note: Havingtroublecontrolingthetoolface 7270 7279 9
due to motorhanging up then releasing the weight on the PDC bit.

8:30 1.00 05 Mixslug, slug the drillstring, fillthetriptank. 7279 7279 9
9:30 4.00 06 POOH f/7,279' to 1,900'. 7279 7279 9

13:30 2.50 08 Splash guard ring broke on the "B"drive motor. Held PJSM, did a JSA, removed guard and 7279 7279 9
drive chain, welderwelded the splash guard ring on the drive sprocket. Reattached thedrive
chain and installedguard.

16:00 2.50 06 POOH f/1,900' to surface. UD the 2.00 degree fixedmotor and the PDC bit, 7279 7279 9
18:30 4.00 06 PJSM, P/U, M/U the Directional assembly, testsame. 7279 7279 10
22:30 2.00 06 RIH with directional assembly to 4'742' fillingpipe every 25 stds pullup to 4,711' (inside casg, 7279 7279 10

shoe at 4,739)
0:30 2.00 09 Slipand cut 66'drill line. 7279 7279 10
2:30 2,00 06 TIH from 4,711' to 7,235'wash downto 7,279' (no fill) 7279 7279 10
4:30 1.50 02 Drilled 8 1/2" hole (Curve)slide f/7,279' to7,290'. Note: Maxgas from the shallow gas zone 7279 7290 10

8/ / units.
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7270 13:00 15.00 15.00 62 27 10 9/1110 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 | 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7279 2:00 15.00 15.00 74 32 17 10/14/0 0.0 0.0 0 1.00 32.0% 13.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 | 0.00 | 0.00 514198 14 585 0.00 0.00 1 38 7.60 81/19 0

Water Loss LCM ECO FL Temp Remarks
0 0.0 15.4 93
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

I

Well NúmefCane Cieek Unit 12
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/9/2012 Days From Spud : 49 Current Depth : 7488 Ft 24 Hr. Footage Made : 198 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 8.50 02 Drilled 8 1/2" hole (Curve) silde f/7,290° to7,330'. 7290 7330 10
14:30 0.50 07 Serviced rigand Top Drive. 7330 7330 10
15:00 15.00 02 Drilled 8 1/2" hole (Curve) slide f/ 7,330' to7,488' 7330 7488 10
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7290 13:00 15.00 15.00 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 | 0.00 6 36 | 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7329 14:30 15.20 15.20 60 34 15 9/11/0 0.0 0.0 0 1.00 32.0% 13.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OIW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 514198 12 560 0.00 0.00 1 38 7.50 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0,0 15.4 105

Depth Time Wt In Wt Out Vis PV YP Geis FL HTFL FC HTFC Solid Water Oil Sand
7439 2:30 15.20 15.20 61 34 15 9/13/0 0.0 0.0 0 1.00 32.0% 13.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 527292 12 1150 0.00 | 0.00 i 38 7.30 | 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.6 0
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Sundry Number: 28848 API Well Number: 43019500090000

I

Well NúmefCane Cieek Unit 12
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/9/2012 Days From Spud : 49 Current Depth : 7488 Ft 24 Hr. Footage Made : 198 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 8.50 02 Drilled 8 1/2" hole (Curve) silde f/7,290° to7,330'. 7290 7330 10
14:30 0.50 07 Serviced rigand Top Drive. 7330 7330 10
15:00 15.00 02 Drilled 8 1/2" hole (Curve) slide f/ 7,330' to7,488' 7330 7488 10
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7290 13:00 15.00 15.00 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 | 0.00 6 36 | 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7329 14:30 15.20 15.20 60 34 15 9/11/0 0.0 0.0 0 1.00 32.0% 13.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OIW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 514198 12 560 0.00 0.00 1 38 7.50 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0,0 15.4 105

Depth Time Wt In Wt Out Vis PV YP Geis FL HTFL FC HTFC Solid Water Oil Sand
7439 2:30 15.20 15.20 61 34 15 9/13/0 0.0 0.0 0 1.00 32.0% 13.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 527292 12 1150 0.00 | 0.00 i 38 7.30 | 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.6 0
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I

Well NúmefCane Cieek Unit 12
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Activity Date : 7/9/2012 Days From Spud : 49 Current Depth : 7488 Ft 24 Hr. Footage Made : 198 Ft
Rig Company : Rig Name:

Formation : Weather:
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Start Hrs Code Remarks Start Depth End Depth Run
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15:00 15.00 02 Drilled 8 1/2" hole (Curve) slide f/ 7,330' to7,488' 7330 7488 10
Total: 24.00
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Sundry Number: 28848 API Well Number: 43019500090000

I

Well NúmefCane Cieek Unit 12
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/9/2012 Days From Spud : 49 Current Depth : 7488 Ft 24 Hr. Footage Made : 198 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 8.50 02 Drilled 8 1/2" hole (Curve) silde f/7,290° to7,330'. 7290 7330 10
14:30 0.50 07 Serviced rigand Top Drive. 7330 7330 10
15:00 15.00 02 Drilled 8 1/2" hole (Curve) slide f/ 7,330' to7,488' 7330 7488 10
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7290 13:00 15.00 15.00 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 | 0.00 6 36 | 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7329 14:30 15.20 15.20 60 34 15 9/11/0 0.0 0.0 0 1.00 32.0% 13.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OIW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 514198 12 560 0.00 0.00 1 38 7.50 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0,0 15.4 105

Depth Time Wt In Wt Out Vis PV YP Geis FL HTFL FC HTFC Solid Water Oil Sand
7439 2:30 15.20 15.20 61 34 15 9/13/0 0.0 0.0 0 1.00 32.0% 13.0% 55.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 527292 12 1150 0.00 | 0.00 i 38 7.30 | 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.6 0
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane CreèlcUnit12
Field Name: Big Flat SfT/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/10/2012 Days From Spud : 50 Current Depth : 7743 Ft 24 Hr. Footage Made : 255 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 02 Drilled 8 1/2" hole (Curve)slide f/ 7,488' to 7,593' 7488 7593 10

18:00 0.50 07 Service Rig and Top Drive 7593 7593 10
18:30 11.50 02 Drilled 8 1/2" hole (Curve) slide f/ 7,593' to 7,743' 7593 7743 10
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7488 13:00 15.20 15.20 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 481698 6 1150 0.00 | 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7549 14:00 15.20 15.20 63 34 18 9/11/0 0,0 0.0 0 1.00 36.0% 12.0% 52,0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 507497 12 660 | 0.00 0.00 | 1 42 6.70 81/19 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.6 103

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7705 3:00 15.20 15.20 67 35 18 8/12/0 0.0 0,0 0 1.00 33.0% 13.0% 54.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 479180 12 610 0.00 0.00 1 40 6.70 81/19 0

Water Loss LCM ECD FL Temp emarks
O 0.0 15.7 87
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane CreèlcUnit12
Field Name: Big Flat SfT/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/10/2012 Days From Spud : 50 Current Depth : 7743 Ft 24 Hr. Footage Made : 255 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 02 Drilled 8 1/2" hole (Curve)slide f/ 7,488' to 7,593' 7488 7593 10

18:00 0.50 07 Service Rig and Top Drive 7593 7593 10
18:30 11.50 02 Drilled 8 1/2" hole (Curve) slide f/ 7,593' to 7,743' 7593 7743 10
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7488 13:00 15.20 15.20 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 481698 6 1150 0.00 | 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7549 14:00 15.20 15.20 63 34 18 9/11/0 0,0 0.0 0 1.00 36.0% 12.0% 52,0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 507497 12 660 | 0.00 0.00 | 1 42 6.70 81/19 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.6 103

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7705 3:00 15.20 15.20 67 35 18 8/12/0 0.0 0,0 0 1.00 33.0% 13.0% 54.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 479180 12 610 0.00 0.00 1 40 6.70 81/19 0

Water Loss LCM ECD FL Temp emarks
O 0.0 15.7 87
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane CreèlcUnit12
Field Name: Big Flat SfT/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/10/2012 Days From Spud : 50 Current Depth : 7743 Ft 24 Hr. Footage Made : 255 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 02 Drilled 8 1/2" hole (Curve)slide f/ 7,488' to 7,593' 7488 7593 10

18:00 0.50 07 Service Rig and Top Drive 7593 7593 10
18:30 11.50 02 Drilled 8 1/2" hole (Curve) slide f/ 7,593' to 7,743' 7593 7743 10
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7488 13:00 15.20 15.20 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 481698 6 1150 0.00 | 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7549 14:00 15.20 15.20 63 34 18 9/11/0 0,0 0.0 0 1.00 36.0% 12.0% 52,0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 507497 12 660 | 0.00 0.00 | 1 42 6.70 81/19 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.6 103

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7705 3:00 15.20 15.20 67 35 18 8/12/0 0.0 0,0 0 1.00 33.0% 13.0% 54.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 479180 12 610 0.00 0.00 1 40 6.70 81/19 0

Water Loss LCM ECD FL Temp emarks
O 0.0 15.7 87
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane CreèlcUnit12
Field Name: Big Flat SfT/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/10/2012 Days From Spud : 50 Current Depth : 7743 Ft 24 Hr. Footage Made : 255 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 12.00 02 Drilled 8 1/2" hole (Curve)slide f/ 7,488' to 7,593' 7488 7593 10

18:00 0.50 07 Service Rig and Top Drive 7593 7593 10
18:30 11.50 02 Drilled 8 1/2" hole (Curve) slide f/ 7,593' to 7,743' 7593 7743 10
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7488 13:00 15.20 15.20 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 481698 6 1150 0.00 | 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7549 14:00 15.20 15.20 63 34 18 9/11/0 0,0 0.0 0 1.00 36.0% 12.0% 52,0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 507497 12 660 | 0.00 0.00 | 1 42 6.70 81/19 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.6 103

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7705 3:00 15.20 15.20 67 35 18 8/12/0 0.0 0,0 0 1.00 33.0% 13.0% 54.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 479180 12 610 0.00 0.00 1 40 6.70 81/19 0

Water Loss LCM ECD FL Temp emarks
O 0.0 15.7 87
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Nam :Cane Creek Unit 12-0
Field Name: Big Flat SITIR 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/11/2012 Days From Spud : 51 Current Depth : 7937 Ft 24 Hr. Footage Made : 194 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 02 Drilled 8 1/2"hole (Curve) Rotate/Slide f/7,743' to 7,797' 7743 7797 10
9:30 0.50 07 Service rig/topdrive and take SPR's 7797 7797 10

10:00 11.50 02 Drilled 8 1/2" hole (Curve) Rotate/Sllde f/7,797' to 7,937' Top of Cane Creek @7929' M.D., 7797 7937 10
i b28 TVD

21:30 2.00 05 Circulate & Condition mud (bottoms up) Note: no gas , no mud cut. Pump slug monitor well for 7937 7937 10
tiow(static)

23:30 4.50 06 POOH from 7,937' to2,846'. 7937 7937 10
4:00 1.50 08 Repair oíl pump on draw works 7937 7937 10
5:30 0.50 06 Continue POOH from2,846 7937 7937 10

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vís PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7743 13:00 15.20 15.20 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 | 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7937 3:00 15.20 15.20 64 36 19 8/12/0 0.0 0.0 0 1.00 33.0% 13.0% 54.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 456858 12 658 0.00 0,00 1 42 6.50 81/19 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.7 110
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Sundry Number: 28848 API Well Number: 43019500090000

Well Nam :Cane Creek Unit 12-0
Field Name: Big Flat SITIR 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/11/2012 Days From Spud : 51 Current Depth : 7937 Ft 24 Hr. Footage Made : 194 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 02 Drilled 8 1/2"hole (Curve) Rotate/Slide f/7,743' to 7,797' 7743 7797 10
9:30 0.50 07 Service rig/topdrive and take SPR's 7797 7797 10

10:00 11.50 02 Drilled 8 1/2" hole (Curve) Rotate/Sllde f/7,797' to 7,937' Top of Cane Creek @7929' M.D., 7797 7937 10
i b28 TVD

21:30 2.00 05 Circulate & Condition mud (bottoms up) Note: no gas , no mud cut. Pump slug monitor well for 7937 7937 10
tiow(static)

23:30 4.50 06 POOH from 7,937' to2,846'. 7937 7937 10
4:00 1.50 08 Repair oíl pump on draw works 7937 7937 10
5:30 0.50 06 Continue POOH from2,846 7937 7937 10

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vís PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7743 13:00 15.20 15.20 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 | 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7937 3:00 15.20 15.20 64 36 19 8/12/0 0.0 0.0 0 1.00 33.0% 13.0% 54.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 456858 12 658 0.00 0,00 1 42 6.50 81/19 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.7 110
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Sundry Number: 28848 API Well Number: 43019500090000

Well Nam :Cane Creek Unit 12-0
Field Name: Big Flat SITIR 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/11/2012 Days From Spud : 51 Current Depth : 7937 Ft 24 Hr. Footage Made : 194 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 02 Drilled 8 1/2"hole (Curve) Rotate/Slide f/7,743' to 7,797' 7743 7797 10

9:30 0.50 07 Service rig/topdrive and take SPR's 7797 7797 10

10:00 11.50 02 Drilled 8 1/2" hole (Curve) Rotate/Sllde f/7,797' to 7,937' Top of Cane Creek @7929' M.D., 7797 7937 10
i b28 TVD

21:30 2.00 05 Circulate & Condition mud (bottoms up) Note: no gas , no mud cut. Pump slug monitor well for 7937 7937 10
tiow(static)

23:30 4.50 06 POOH from 7,937' to2,846'. 7937 7937 10
4:00 1.50 08 Repair oíl pump on draw works 7937 7937 10
5:30 0.50 06 Continue POOH from2,846 7937 7937 10

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vís PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7743 13:00 15.20 15.20 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 | 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7937 3:00 15.20 15.20 64 36 19 8/12/0 0.0 0.0 0 1.00 33.0% 13.0% 54.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 456858 12 658 0.00 0,00 1 42 6.50 81/19 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.7 110
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Sundry Number: 28848 API Well Number: 43019500090000

Well Nam :Cane Creek Unit 12-0
Field Name: Big Flat SITIR 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/11/2012 Days From Spud : 51 Current Depth : 7937 Ft 24 Hr. Footage Made : 194 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 02 Drilled 8 1/2"hole (Curve) Rotate/Slide f/7,743' to 7,797' 7743 7797 10

9:30 0.50 07 Service rig/topdrive and take SPR's 7797 7797 10

10:00 11.50 02 Drilled 8 1/2" hole (Curve) Rotate/Sllde f/7,797' to 7,937' Top of Cane Creek @7929' M.D., 7797 7937 10
i b28 TVD

21:30 2.00 05 Circulate & Condition mud (bottoms up) Note: no gas , no mud cut. Pump slug monitor well for 7937 7937 10
tiow(static)

23:30 4.50 06 POOH from 7,937' to2,846'. 7937 7937 10
4:00 1.50 08 Repair oíl pump on draw works 7937 7937 10
5:30 0.50 06 Continue POOH from2,846 7937 7937 10

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vís PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7743 13:00 15.20 15.20 62 27 10 9/11/0 8.0 200.0 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 | 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7937 3:00 15.20 15.20 64 36 19 8/12/0 0.0 0.0 0 1.00 33.0% 13.0% 54.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 456858 12 658 0.00 0,00 1 42 6.50 81/19 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.7 110
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Wall Närne:Cáne éliUnit 1221
Field Name: Big Flat S/TIR 12/288/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dally Summary
Activity Date : 7/12/2012 Days From Spud : 52 Current Depth : 8030 Ft 24 Hr. Footage Made : 93 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 06 Pooh, UD motor 7937 7937 10

8:30 2.00 06 P/U motor & PDC bit & TIH 7937 7937 11

10:30 3.00 06 TIH to4,804' fillingpipe every 25 stds 7937 7937 11
13:30 0.50 05 Break circ & test motor and MWD 7937 7937 11

14:00 2.00 06 T1Hfrom4,804' to 7,937 filling pipe every 25 stds 7937 7937 11

16:00 14.00 02 Drillcurve, drillingand silding from7,937' to 8,030' 7937 8030 11

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7937 | 13:00 15.20 15.20 62 27 10 9/11/0 8.0 200.0 | 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8003 1:30 15.20 15.20 80 40 23 13/14/0 0.0 0.0 | 0 1.00 34.0% 15.0% 51.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0,00 0.00 396399 14 610 0.00 0.00 1 43 6.60 77/23 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 101

Daily Summary
Activity Date : 7/13/2012 Days From Spud : 53 Current Depth : 8082 Ft 24 Hr. Footage Made : 52 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.00 Note: Total mud lost 230 bbl. 8082 8082 11
6:00 2.50 02 Drilling &slidingFrom 8,030' to 8,078' Small water flow,Ralse mud wt. to 15.4 ppg 8030 8078 11

8:30 0.50 07 Service rig 8078 8078 11

9:00 1.00 02 Drilling&Siiding From 8,078' to8,082',Well started taking100 BPH fluld. 8078 8082 11

10:00 7.50 05 Circ,Cut mud wt. to 15.3, spot a 70 bbl LCMpilF,monitorwellon triptank,whilebuilding 8082 8082 11
volume in mud pils, well taking7 BPH,Circ. @4 BPM, welltaking20 BPH, Circ @6 BPM,
welltaking40 BPH, Spot 70 bbl Vanguard LCM pill,

17:50 0.67 21 Monitor wellwhilebuildingslug, well static. 8082 8082 11
18:30 8.50 06 Slug pipe & pooh, soft breaking pipe & standing in derrick.(will lay down after running casing } 8082 8082 11

3:00 1.50 06 POOH UD DIR. BHA 8082 8082 11

4:30 0.50 06 Pull wear bushing, 8082 8082 11
5:00 1.00 12 Safety meeting, RIU to run 7" casing 8082 8082 11

Total: 23.67
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 14:30 15.30 15.20 78 34 | 16 9/11/0 3.0 200.0 0 | 1.00 33.0% 11.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Llme Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 84/16 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101
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Sundry Number: 28848 API Well Number: 43019500090000

Wall Närne:Cáne éliUnit 1221
Field Name: Big Flat S/TIR 12/288/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dally Summary
Activity Date : 7/12/2012 Days From Spud : 52 Current Depth : 8030 Ft 24 Hr. Footage Made : 93 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 06 Pooh, UD motor 7937 7937 10

8:30 2.00 06 P/U motor & PDC bit & TIH 7937 7937 11

10:30 3.00 06 TIH to4,804' fillingpipe every 25 stds 7937 7937 11
13:30 0.50 05 Break circ & test motor and MWD 7937 7937 11

14:00 2.00 06 T1Hfrom4,804' to 7,937 filling pipe every 25 stds 7937 7937 11

16:00 14.00 02 Drillcurve, drillingand silding from7,937' to 8,030' 7937 8030 11

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7937 | 13:00 15.20 15.20 62 27 10 9/11/0 8.0 200.0 | 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8003 1:30 15.20 15.20 80 40 23 13/14/0 0.0 0.0 | 0 1.00 34.0% 15.0% 51.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0,00 0.00 396399 14 610 0.00 0.00 1 43 6.60 77/23 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 101

Daily Summary
Activity Date : 7/13/2012 Days From Spud : 53 Current Depth : 8082 Ft 24 Hr. Footage Made : 52 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.00 Note: Total mud lost 230 bbl. 8082 8082 11
6:00 2.50 02 Drilling &slidingFrom 8,030' to 8,078' Small water flow,Ralse mud wt. to 15.4 ppg 8030 8078 11

8:30 0.50 07 Service rig 8078 8078 11

9:00 1.00 02 Drilling&Siiding From 8,078' to8,082',Well started taking100 BPH fluld. 8078 8082 11

10:00 7.50 05 Circ,Cut mud wt. to 15.3, spot a 70 bbl LCMpilF,monitorwellon triptank,whilebuilding 8082 8082 11
volume in mud pils, well taking7 BPH,Circ. @4 BPM, welltaking20 BPH, Circ @6 BPM,
welltaking40 BPH, Spot 70 bbl Vanguard LCM pill,

17:50 0.67 21 Monitor wellwhilebuildingslug, well static. 8082 8082 11
18:30 8.50 06 Slug pipe & pooh, soft breaking pipe & standing in derrick.(will lay down after running casing } 8082 8082 11

3:00 1.50 06 POOH UD DIR. BHA 8082 8082 11

4:30 0.50 06 Pull wear bushing, 8082 8082 11
5:00 1.00 12 Safety meeting, RIU to run 7" casing 8082 8082 11

Total: 23.67
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 14:30 15.30 15.20 78 34 | 16 9/11/0 3.0 200.0 0 | 1.00 33.0% 11.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Llme Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 84/16 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 14.6 101
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Sundry Number: 28848 API Well Number: 43019500090000

Wall Närne:Cáne éliUnit 1221
Field Name: Big Flat S/TIR 12/288/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dally Summary
Activity Date : 7/12/2012 Days From Spud : 52 Current Depth : 8030 Ft 24 Hr. Footage Made : 93 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 06 Pooh, UD motor 7937 7937 10
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Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101
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MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0,00 0.00 396399 14 610 0.00 0.00 1 43 6.60 77/23 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 101

Daily Summary
Activity Date : 7/13/2012 Days From Spud : 53 Current Depth : 8082 Ft 24 Hr. Footage Made : 52 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.00 Note: Total mud lost 230 bbl. 8082 8082 11
6:00 2.50 02 Drilling &slidingFrom 8,030' to 8,078' Small water flow,Ralse mud wt. to 15.4 ppg 8030 8078 11

8:30 0.50 07 Service rig 8078 8078 11

9:00 1.00 02 Drilling&Siiding From 8,078' to8,082',Well started taking100 BPH fluld. 8078 8082 11

10:00 7.50 05 Circ,Cut mud wt. to 15.3, spot a 70 bbl LCMpilF,monitorwellon triptank,whilebuilding 8082 8082 11
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Sundry Number: 28848 API Well Number: 43019500090000
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Field Name: Big Flat S/TIR 12/288/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
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16:00 14.00 02 Drillcurve, drillingand silding from7,937' to 8,030' 7937 8030 11

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7937 | 13:00 15.20 15.20 62 27 10 9/11/0 8.0 200.0 | 0 1.00 28.0% 9.0% 63.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 481698 6 1150 0.00 0.00 6 36 7.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8003 1:30 15.20 15.20 80 40 23 13/14/0 0.0 0.0 | 0 1.00 34.0% 15.0% 51.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0,00 0.00 396399 14 610 0.00 0.00 1 43 6.60 77/23 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 101

Daily Summary
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Rig Company : Rig Name:
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volume in mud pils, well taking7 BPH,Circ. @4 BPM, welltaking20 BPH, Circ @6 BPM,
welltaking40 BPH, Spot 70 bbl Vanguard LCM pill,

17:50 0.67 21 Monitor wellwhilebuildingslug, well static. 8082 8082 11
18:30 8.50 06 Slug pipe & pooh, soft breaking pipe & standing in derrick.(will lay down after running casing } 8082 8082 11

3:00 1.50 06 POOH UD DIR. BHA 8082 8082 11

4:30 0.50 06 Pull wear bushing, 8082 8082 11
5:00 1.00 12 Safety meeting, RIU to run 7" casing 8082 8082 11

Total: 23.67
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 14:30 15.30 15.20 78 34 | 16 9/11/0 3.0 200.0 0 | 1.00 33.0% 11.0% 56.0% 0.0%
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/263/19E County,State: GRAND, LJT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/14/2012 Days Fmm Spud : 54 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 12 Safety meeting, R/U 8 & L casing Equipment. 8082 8082 11
8:00 10.50 12 P/U & run 7" P-110 32# Casing F/ 0 to 7210', Tag @7210' 8082 8082 11

18:30 6.50 12 Circ@ 1.5 BPM, working casing F/7210' to7240', mud wt.15.4ppg in 14.8 ppg out. (water 8082 8082 11
flow on annulus side}

1:00 2.00 12 Monitor we11,bulld Vol. & 43 bbl of LCM pill, whileworkingcasing 8082 8082 11
3:00 3.00 12 Bull head 43 bb1ofVanguard & CACL Carbonate, pill,downAnnulus, Displace with f64 bbl of 8082 8082 11

Total: 24.00
15.4 ppgDOBM. @1.5 BPMw/780 psi.Pump Slug & monitor well.

Mud Propertles
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 15.40 | 15.40 60 40 20 8/12/0 3.0 200.0 0 1.00 34.0% 18.0% 48.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Llme Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 363335 6 1150 0.00 0.00 6 36 7.00 73/27 | 0

Water Loss LCM ECD FL Temp Remarks
0 0,0 14.6 101

Daily Summary
Activity Date : 7/15/2012 Days From Spud : 55 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 5,50 12 POOH Laying down 7" casing, break out float collar 8082 8082 NIH

11:30 1.00 01 Rig downlay down truck,Casing tools, &Clean rig floor. 8082 8082 NIH
13:00 0.00 07 Service the Rig/fop Drive, Change out thesaver sub, Change out the dies in the pipe handler. 8082 8082 NIH

0.00 06 M/U DrillString Reaming Assy. RfH to the Shoe. 8082 8082 12
Total: 6.50

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 1:00 15.50 15.40 68 37 | 11 9/13/0 20.0 200.0 0 2.00 32.0% 12.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 592354 8 680 0.00 0.00 6 42 7.00 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/263/19E County,State: GRAND, LJT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/14/2012 Days Fmm Spud : 54 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 12 Safety meeting, R/U 8 & L casing Equipment. 8082 8082 11
8:00 10.50 12 P/U & run 7" P-110 32# Casing F/ 0 to 7210', Tag @7210' 8082 8082 11

18:30 6.50 12 Circ@ 1.5 BPM, working casing F/7210' to7240', mud wt.15.4ppg in 14.8 ppg out. (water 8082 8082 11
flow on annulus side}

1:00 2.00 12 Monitor we11,bulld Vol. & 43 bbl of LCM pill, whileworkingcasing 8082 8082 11
3:00 3.00 12 Bull head 43 bb1ofVanguard & CACL Carbonate, pill,downAnnulus, Displace with f64 bbl of 8082 8082 11

Total: 24.00
15.4 ppgDOBM. @1.5 BPMw/780 psi.Pump Slug & monitor well.

Mud Propertles
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 15.40 | 15.40 60 40 20 8/12/0 3.0 200.0 0 1.00 34.0% 18.0% 48.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Llme Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 363335 6 1150 0.00 0.00 6 36 7.00 73/27 | 0

Water Loss LCM ECD FL Temp Remarks
0 0,0 14.6 101
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0.0 |0.000.00 0.00 0.00 592354 8 680 0.00 0.00 6 42 7.00 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/263/19E County,State: GRAND, LJT

Operator: Fidelity E&P Location Desc: District: 01PARA
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Daily Summary
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Rig Company : Rig Name:
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/263/19E County,State: GRAND, LJT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/14/2012 Days Fmm Spud : 54 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
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Total: 24.00
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Mud Propertles
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 15.40 | 15.40 60 40 20 8/12/0 3.0 200.0 0 1.00 34.0% 18.0% 48.0% 0.0%
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Water Loss LCM ECD FL Temp Remarks
0 0,0 14.6 101

Daily Summary
Activity Date : 7/15/2012 Days From Spud : 55 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 5,50 12 POOH Laying down 7" casing, break out float collar 8082 8082 NIH

11:30 1.00 01 Rig downlay down truck,Casing tools, &Clean rig floor. 8082 8082 NIH
13:00 0.00 07 Service the Rig/fop Drive, Change out thesaver sub, Change out the dies in the pipe handler. 8082 8082 NIH

0.00 06 M/U DrillString Reaming Assy. RfH to the Shoe. 8082 8082 12
Total: 6.50

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 1:00 15.50 15.40 68 37 | 11 9/13/0 20.0 200.0 0 2.00 32.0% 12.0% 56.0% 0.0%
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0.0 |0.000.00 0.00 0.00 592354 8 680 0.00 0.00 6 42 7.00 82/18 0

Water Loss LCM ECD FL Temp Remarks
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/16/2012 Days From Spud : 56 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

0.00 NOTE: tripdrill 2mins 8082 8082 11

6:00 0.50 06 Pre tripInspection 8082 8082 11

6:30 4.50 06 Make up bil, bit sub &float, TIG to4670', torquingevery connection 8082 8082 11

11:00 0.50 09 Silp & cut 90ft. Of drill line 8082 8082 11

11:30 0.50 07 service rig&topdrive, Inspect crown,derrick, block,brakes & draworks 8082 8082 11
12:00 1.00 05 CIr. & cond. Mud, bring mud wt. up to 15.5ppg 8082 8082 11

13:00 2.00 06 TIHto7234' forquing every connection, tagged@7234' 8082 8082 11
15:00 4.50 05 Attempt to ream, cir &bringwt. up to 15.5ppg 8082 8082 11

19:30 1.00 21 Close hy-drill, pump @ 1.5bpm = 650psi, with 15.5ppg mud, shut down, blead back to 110ps1 8082 8082 11
in 5 mins, Opsi. In 8 mins.

20:30 1.00 05 Cir. While mixing50bbl icm pill, mix50 ppb strata-vanguard, 30ppb. Huber carb.. 8082 8082 NIH
21:30 4.00 21 Pump 50bbi Icm pill, chase with 51bbis. Mud, close hy-drill, squeeze 30bbis. Pill into formation 8082 8082 11

h/Upsi, shut down for20 mins, D.P.P. blead back to96psi, pump 1 bbl, D.P.P. 399psi, In
15mins. DPP Opsi, pump 1 bbl., DPP 285psi, blead back to Opsi. In 10 mins, pump 1 bbl, DPP
311psi, blead back to37psi in 20mins, pump ibbl. DPP 347psi, blead back to 91psl In 20
mins, pump 1bbi, DPP 434psi, blead back to 101psi In20 mins, blead offpress. Left 15bbis.
Pill in open hole.

1:30 4.50 06 Pump slug & POOH 8082 8082 11
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 1:00 15.50 15.40 68 37 11 9/13/0 20.0 200.0 0 2.00 32.0% 12.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 592354 8 680 | 0.00 0.00 6 42 7.00 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/16/2012 Days From Spud : 56 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run
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15:00 4.50 05 Attempt to ream, cir &bringwt. up to 15.5ppg 8082 8082 11

19:30 1.00 21 Close hy-drill, pump @ 1.5bpm = 650psi, with 15.5ppg mud, shut down, blead back to 110ps1 8082 8082 11
in 5 mins, Opsi. In 8 mins.

20:30 1.00 05 Cir. While mixing50bbl icm pill, mix50 ppb strata-vanguard, 30ppb. Huber carb.. 8082 8082 NIH
21:30 4.00 21 Pump 50bbi Icm pill, chase with 51bbis. Mud, close hy-drill, squeeze 30bbis. Pill into formation 8082 8082 11

h/Upsi, shut down for20 mins, D.P.P. blead back to96psi, pump 1 bbl, D.P.P. 399psi, In
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1:30 4.50 06 Pump slug & POOH 8082 8082 11

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 1:00 15.50 15.40 68 37 11 9/13/0 20.0 200.0 0 2.00 32.0% 12.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 592354 8 680 | 0.00 0.00 6 42 7.00 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 14.6 101

Page 40 of 60 Powered by Production Access
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Operator: Fidelity E&P Location Desc: District: 01PARA
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Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Cieek Uriit 12-1
Field Name: Big Flat S/TIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P LocationDesc: District: 01PARA

Dailyadmmark
ActivityDate : 7/17/2012 Days From Spud : 57 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.50 06 Finish POOH, break out bit & bit sub 8082 8082 11

7:30 2.00 06 Makeup dir. BHA, bit, motor, mwd tools,scrib, functionrams 8082 8082 11

9:30 0.50 07 Service rig & top drive 8082 8082 11

10:00 0.50 21 Wait on string reamers 8082 8082 11

10:30 5.50 06 Make up string reamers, TIH to7174' fillingpipe every 2000', test mwd tools@4825' 8082 8082 11

16:00 1.50 03 Workpipe, wash & ream toget back in old hole 8082 8082 11

17:30 1.00 22 Shut down pump, change shaker screens 8082 8082 11

18:30 6.50 03 Wash & ream to7363' in curve, pulled up hole 2stds. To 7177', went back down & tagged@ 8082 8082 11
1200 turnedpipe, could not get back in curve with out use of mwd. Bit golng in old hole to
7249'

1:00 1.50 05 Cír.&buildslug 8082 8082 11
2:30 3.50 06 Pump slug &POOH to test bop's 8082 8082 11

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water 011 Sand
8082 2:00 15.50 15.40 77 41 18 11/13/0 20.0 200.0 0 2.00 36.0% 13.0% 51.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 491122 7 560 0.00 0.00 6 42 7.00 80/20 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 15.7 100

Daily Summary
Activity Date : 7/18/2012 Days From Spud : 58 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 06 POOH 8082 8082 11

8:30 1.50 06 Lay downdir.Tools 8082 8082 12

10:00 0.50 07 Service rig& topdrive 8082 8082 12

10:30 0.50 21 Clean rig floor, load tubingon racks &strap same 8082 8082 12
11:00 2.00 22 Wait on bop testers 8082 8082 12

13:00 8.50 15 RIg up testers,safety meeting, test all rams & valves to500# low& 10,000#high, test hy-drill 8082 8082 12
to250# low &5000# high

21:30 2.00 06 Safety meeting, pick up 2 7/8" tubing, ran 19jts. Dropped clamp in hole. 8082 8082 12

23:30 3.50 21 Clamp setting on wear bushing,attempt to fish clamp offwear bushing with a hook, clamp fell 8082 8082 12
pastwear bushing &down hole

3:00 1.50 06 Lay down 2 7/8" tubing 8082 8082 12

4:30 1.50 06 Make up bit, bitsub & TiH 8082 8082 12
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oli Sand
8082 2:00 15.50 15.40 77 41 18 11/13/0 20.0 200.0 0 2.00 36.0% 13.0% 51.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0,00 0.00 0.00 491122 7 560 0.00 0.00 6 42 7.00 80/20 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.7 100
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Cieek Uriit 12-1
Field Name: Big Flat S/TIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P LocationDesc: District: 01PARA

Dailyadmmark
ActivityDate : 7/17/2012 Days From Spud : 57 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
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7:30 2.00 06 Makeup dir. BHA, bit, motor, mwd tools,scrib, functionrams 8082 8082 11

9:30 0.50 07 Service rig & top drive 8082 8082 11

10:00 0.50 21 Wait on string reamers 8082 8082 11

10:30 5.50 06 Make up string reamers, TIH to7174' fillingpipe every 2000', test mwd tools@4825' 8082 8082 11

16:00 1.50 03 Workpipe, wash & ream toget back in old hole 8082 8082 11

17:30 1.00 22 Shut down pump, change shaker screens 8082 8082 11

18:30 6.50 03 Wash & ream to7363' in curve, pulled up hole 2stds. To 7177', went back down & tagged@ 8082 8082 11
1200 turnedpipe, could not get back in curve with out use of mwd. Bit golng in old hole to
7249'

1:00 1.50 05 Cír.&buildslug 8082 8082 11
2:30 3.50 06 Pump slug &POOH to test bop's 8082 8082 11

Total: 24.00
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Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water 011 Sand
8082 2:00 15.50 15.40 77 41 18 11/13/0 20.0 200.0 0 2.00 36.0% 13.0% 51.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 491122 7 560 0.00 0.00 6 42 7.00 80/20 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 15.7 100

Daily Summary
Activity Date : 7/18/2012 Days From Spud : 58 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
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8:30 1.50 06 Lay downdir.Tools 8082 8082 12

10:00 0.50 07 Service rig& topdrive 8082 8082 12

10:30 0.50 21 Clean rig floor, load tubingon racks &strap same 8082 8082 12
11:00 2.00 22 Wait on bop testers 8082 8082 12

13:00 8.50 15 RIg up testers,safety meeting, test all rams & valves to500# low& 10,000#high, test hy-drill 8082 8082 12
to250# low &5000# high

21:30 2.00 06 Safety meeting, pick up 2 7/8" tubing, ran 19jts. Dropped clamp in hole. 8082 8082 12

23:30 3.50 21 Clamp setting on wear bushing,attempt to fish clamp offwear bushing with a hook, clamp fell 8082 8082 12
pastwear bushing &down hole

3:00 1.50 06 Lay down 2 7/8" tubing 8082 8082 12

4:30 1.50 06 Make up bit, bitsub & TiH 8082 8082 12
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oli Sand
8082 2:00 15.50 15.40 77 41 18 11/13/0 20.0 200.0 0 2.00 36.0% 13.0% 51.0% | 0.0%
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Cieek Uriit 12-1
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21:30 2.00 06 Safety meeting, pick up 2 7/8" tubing, ran 19jts. Dropped clamp in hole. 8082 8082 12

23:30 3.50 21 Clamp setting on wear bushing,attempt to fish clamp offwear bushing with a hook, clamp fell 8082 8082 12
pastwear bushing &down hole
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Cieek Uriit 12-1
Field Name: Big Flat S/TIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P LocationDesc: District: 01PARA

Dailyadmmark
ActivityDate : 7/17/2012 Days From Spud : 57 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:
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Operations

Start Hrs Code Remarks Start Depth End Depth Run
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9:30 0.50 07 Service rig & top drive 8082 8082 11

10:00 0.50 21 Wait on string reamers 8082 8082 11

10:30 5.50 06 Make up string reamers, TIH to7174' fillingpipe every 2000', test mwd tools@4825' 8082 8082 11

16:00 1.50 03 Workpipe, wash & ream toget back in old hole 8082 8082 11

17:30 1.00 22 Shut down pump, change shaker screens 8082 8082 11

18:30 6.50 03 Wash & ream to7363' in curve, pulled up hole 2stds. To 7177', went back down & tagged@ 8082 8082 11
1200 turnedpipe, could not get back in curve with out use of mwd. Bit golng in old hole to
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2:30 3.50 06 Pump slug &POOH to test bop's 8082 8082 11

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water 011 Sand
8082 2:00 15.50 15.40 77 41 18 11/13/0 20.0 200.0 0 2.00 36.0% 13.0% 51.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 491122 7 560 0.00 0.00 6 42 7.00 80/20 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 15.7 100

Daily Summary
Activity Date : 7/18/2012 Days From Spud : 58 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 06 POOH 8082 8082 11
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10:00 0.50 07 Service rig& topdrive 8082 8082 12

10:30 0.50 21 Clean rig floor, load tubingon racks &strap same 8082 8082 12
11:00 2.00 22 Wait on bop testers 8082 8082 12
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23:30 3.50 21 Clamp setting on wear bushing,attempt to fish clamp offwear bushing with a hook, clamp fell 8082 8082 12
pastwear bushing &down hole
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well NameiCán C eik BniUn
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/19/2012 Days From Spud : 59 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0.00 Note: dropped tubingclamp in hole @2330hrs. On 7-17-2012, found clamp on bottom @ 8082 8082 12

[249', POOH, pick up tubing19jfs. Back to where clamp was dropped @ 1930hrs. On 7-18-
2012, rig off of down tíme.

6:00 3.00 06 TIH from 1577' to 7249', tagged tubingclamp @7249' 8082 8082 12
9:00 3.50 05 Cir. & cond. Mud, buildslug 8082 8082 12

12:30 5.00 06 POOH, lay out bit&bit sub, monitorwellon triptank 8082 8082 12
17:30 2.00 06 Rig up tubingequip. and pick up 2 7/8" tubing= 19jts., 8082 8082 12
19:30 5.00 06 Finish picking up 2 7/8" tubing= 25jls. TlHwith 4 1/2" D.P. to7249' filling pipe every 20stds. 8082 8082 12
0:30 2.50 05 Cir. Bottoms up &rig up baker cementers, held pre job safety meeting 8082 8082 12
3:00 1.00 18 Test lines to4000#, 20bb!s. Ultra flush II,25bbis.class G @ 17.5ppg, yield .94, 147sks., .04% 8082 8082 12

bwocstatic free, .35% R-3, .8% CD-32, .5gals/100 sk FP-6L,.1%BA-59,
.251b/sk fiber,29.5%

fresh water, 2bbl., ultra flush Il, displace with 85bbis. 15.5ppg mud, EST topof plug@6887'
4:00 2.00 05 Pull 6 sids. &cir. Bottoms up, (got45bbis. Of spacer contaminated mud back} 8082 8082 12

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:00 15.50 15.40 77 41 18 11/13/0 20.0 200.0 0 2.00 36.0% 13.0% 51.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 491122 7 560 0.00 0.00 6 42 7.00 80/20 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.7 100

Daily Summary
Activity Date : 7/20/2012 Days From Spud : 60 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run
6:00 1.00 21 Pump out trip tanitowaste water tank &filltriptankwithmud 8082 8082 12
7:00 3.50 06 Pump slug & POOH to818' 8082 8082 12
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15:30 1,50 06 Pick up mud motor, break out spacer & retorque, lay down mud motor 8082 8082 12
17:00 1.00 23 Move 3-6 1/4" D.C.s tocat walk&strap & ca1b.Same 8082 8082 12
18:00 6.00 06 Make up bil, bit sub, & 3-D.C.s &TIHto6696', filling plpe every 20stds. 8082 8082 12
0:00 1.50 05 Break cir. &wash downfrom6696' to7000' (softcement @ 6980', firm cement @7000') 8082 8082 12
1:30 2.50 02 Drillcement from7000' to 7161' WI 30k on bit , 90 rotary, ROP 32 fph, 8082 8082 12
4:00 2.00 05 Cir. & clean hole, build slug 8082 8082 12

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:00 15.50 | 15.40 95 43 21 11/14/0 20.0 200.0 | 0 2.00 34.5% | 14.5% 51.0% 0.0%
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0.0 |0.000.00 0.00 0.00 263618 4 348 | 0.00 0.00 | 7 33 4.00 78/22 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.9 95
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Sundry Number: 28848 API Well Number: 43019500090000

Well NameiCán C eik BniUn
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/19/2012 Days From Spud : 59 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
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2012, rig off of down tíme.
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4:00 2.00 05 Pull 6 sids. &cir. Bottoms up, (got45bbis. Of spacer contaminated mud back} 8082 8082 12
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Water Loss LCM ECD FL Temp Remarks
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Well NameiCán C eik BniUn
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2012, rig off of down tíme.
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MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 491122 7 560 0.00 0.00 6 42 7.00 80/20 0

Water Loss LCM ECD FL Temp Remarks
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Daily Summary
Activity Date : 7/20/2012 Days From Spud : 60 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run
6:00 1.00 21 Pump out trip tanitowaste water tank &filltriptankwithmud 8082 8082 12
7:00 3.50 06 Pump slug & POOH to818' 8082 8082 12

10:30 4.00 06 Lay down 2 7/8" tubing, remove cement from out side of fast 5jls. Of tubing 8082 8082 12
14:30 1.00 22 Clean oilbase mud fromfloor 8082 8082 12
15:30 1,50 06 Pick up mud motor, break out spacer & retorque, lay down mud motor 8082 8082 12
17:00 1.00 23 Move 3-6 1/4" D.C.s tocat walk&strap & ca1b.Same 8082 8082 12
18:00 6.00 06 Make up bil, bit sub, & 3-D.C.s &TIHto6696', filling plpe every 20stds. 8082 8082 12
0:00 1.50 05 Break cir. &wash downfrom6696' to7000' (softcement @ 6980', firm cement @7000') 8082 8082 12
1:30 2.50 02 Drillcement from7000' to 7161' WI 30k on bit , 90 rotary, ROP 32 fph, 8082 8082 12
4:00 2.00 05 Cir. & clean hole, build slug 8082 8082 12

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:00 15.50 | 15.40 95 43 21 11/14/0 20.0 200.0 | 0 2.00 34.5% | 14.5% 51.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 263618 4 348 | 0.00 0.00 | 7 33 4.00 78/22 0
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/21/2012 Days From Spud : 61 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start His Code Remarks Start Depth End Depth Run

6:00 0.50 05 Pump slug &filltriptank 8082 8082 12
6:30 5.50 06 POOH, & [ay down D.C.s 8082 8082 NIH

12:00 7.00 06 Makeup dir. BHA & TlH to4711' 8082 8082 12
19:00 1.50 09 Slip & cut drill line 78ft. 8082 8082 12
20:30 2,00 06 T1Hto 7161' 8082 8082 12
22:30 0.00 02 Orillfrom 7161' to 7170' SIlde & timedrill 7170 to 7185" @ ifph 8082 8062 12
Total: 16.50

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 | 2:00 15.50 15.40 96 46 20 10/15/0 20.0 | 200.0 0 2.00 32.0% 16.0% 52.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 256589 4 | 277 0.00 0.00 6 26 5.60 76/23 0

Water Loss LCM ECD FLTemp Remarks
0 0.0 15.9 100

Daily Summary
Activity Date : 7/22/2012 Days From Spud : 62 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.00 02 Time drillfrom 7184' to 7192' 8082 8082 12
11:00 2.00 05 Cir.&bring mud wt. back up to 15.5ppg. &pump slug (foundmud pits leaking) 8082 8082 12
13:00 1.50 06 POOH 8082 8082 12
14:30 1.00 05 Clr. Slug out of plpe and pullup into shoe. 8082 8082 12
15:30 5.50 21 Clean mud pits to repair leak 8082 8082 12
21:00 1.50 21 Weld up 4ft. Crack In bottom of mud pits 8082 8082 12
22:30 1.50 21 Pump water in pit& check for leaks, no leaks, pump out water & clean pit. 8082 8082 12

0:00 0.50 21 Transfer mud frompre-mix tanks back In to pits 8082 8082 12
0:30 2.50 06 Retest the MWD. &TIHto 7192' 8082 8082 12
3:00 3.00 02 Time drill from7192' to 7199' @2fph 8082 8082 12

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 70 44 15 9/13/0 2.0 200.0 2 2.00 30.0% 14.0% 56.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 365884 5 303 0.00 0,00 6 30 5.60 80/20 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.9 104
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Sundry Number: 28848 API Well Number: 43019500090000
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Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT
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Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
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MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 365884 5 303 0.00 0,00 6 30 5.60 80/20 0

Water Loss LCM ECD FL Temp Remarks
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Activity Date : 7/21/2012 Days From Spud : 61 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start His Code Remarks Start Depth End Depth Run

6:00 0.50 05 Pump slug &filltriptank 8082 8082 12
6:30 5.50 06 POOH, & [ay down D.C.s 8082 8082 NIH

12:00 7.00 06 Makeup dir. BHA & TlH to4711' 8082 8082 12
19:00 1.50 09 Slip & cut drill line 78ft. 8082 8082 12
20:30 2,00 06 T1Hto 7161' 8082 8082 12
22:30 0.00 02 Orillfrom 7161' to 7170' SIlde & timedrill 7170 to 7185" @ ifph 8082 8062 12
Total: 16.50

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 | 2:00 15.50 15.40 96 46 20 10/15/0 20.0 | 200.0 0 2.00 32.0% 16.0% 52.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 256589 4 | 277 0.00 0.00 6 26 5.60 76/23 0

Water Loss LCM ECD FLTemp Remarks
0 0.0 15.9 100

Daily Summary
Activity Date : 7/22/2012 Days From Spud : 62 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.00 02 Time drillfrom 7184' to 7192' 8082 8082 12
11:00 2.00 05 Cir.&bring mud wt. back up to 15.5ppg. &pump slug (foundmud pits leaking) 8082 8082 12
13:00 1.50 06 POOH 8082 8082 12
14:30 1.00 05 Clr. Slug out of plpe and pullup into shoe. 8082 8082 12
15:30 5.50 21 Clean mud pits to repair leak 8082 8082 12
21:00 1.50 21 Weld up 4ft. Crack In bottom of mud pits 8082 8082 12
22:30 1.50 21 Pump water in pit& check for leaks, no leaks, pump out water & clean pit. 8082 8082 12

0:00 0.50 21 Transfer mud frompre-mix tanks back In to pits 8082 8082 12
0:30 2.50 06 Retest the MWD. &TIHto 7192' 8082 8082 12
3:00 3.00 02 Time drill from7192' to 7199' @2fph 8082 8082 12

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 70 44 15 9/13/0 2.0 200.0 2 2.00 30.0% 14.0% 56.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 365884 5 303 0.00 0,00 6 30 5.60 80/20 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.9 104
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

DailySummary
ActivityDate : 7/23/2012 Days From Spud : 63 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00 02 Time drill@2fph from 7199' to7234' 8082 8082 12

9:00 2.00 03 Wash & ream from7234' to 7982' 8082 8082 12

11:00 1.50 05 Clr. &mix slug 8082 8082 12
12:30 4.50 06 POOH to2366' 8082 8082 12

17:00 0.50 21 FIIItrip lank & pull rotatingrubber 8082 8082 12
17:30 3.50 06 POOH &lay down dir. BHA tools 8082 8082 12

21:00 5.50 06 Make up bit, bit sub, roller reamets &TIH fillingpipe every 20stds. To 7210' & tagged 8082 8082 12
2:30 2.50 03 Reamed & back reamed thrutighspots from 7177' to 7306' 8082 8082 12

5:00 0.00 06 TlHfrom 7306' to 7862' 8082 8082 12
Total: 23.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7986 3:00 15.50 15.50 96 46 17 8/12/0 2.0 200.0 2 2.00 28.0% 16.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 294286 5 | 348 0.00 0.00 6 30 5.60 78/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.9 96

Daily Summary
ActivityDate : 7/24/2012 Days From Spud : 64 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 03 Wash, ream & back ream from 7945' to8082' 8082 8082 12
7:00 3.00 05 Cir., whileworkingpipe, mix& pump 25bbli LCM pill, mix slug, spot Icm pill inopen hole 8082 8082 12

10:00 10.50 06 POOH, soft break every conn., 8082 8082 12
20:30 1.00 06 Pull wear bushing & adjust topdrive trackbefore running7" casing 8082 8082 12
21:30 3.00 12 Safety meeting, rig up casing runningtools &lay down truck. 8062 8082 12

0:30 5.50 12 Make up shoe track,& running 7'32#, P-110 casing, @report time 2,792' 8082 8082 12
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:00 15.50 15.50 92 40 18 8/11/0 2.0 200.0 2 2.00 32.0% 15.0% 530.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 384125 6 402 0.00 0.00 6 30 5.60 77/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.9 96
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

DailySummary
ActivityDate : 7/23/2012 Days From Spud : 63 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00 02 Time drill@2fph from 7199' to7234' 8082 8082 12

9:00 2.00 03 Wash & ream from7234' to 7982' 8082 8082 12

11:00 1.50 05 Clr. &mix slug 8082 8082 12
12:30 4.50 06 POOH to2366' 8082 8082 12

17:00 0.50 21 FIIItrip lank & pull rotatingrubber 8082 8082 12
17:30 3.50 06 POOH &lay down dir. BHA tools 8082 8082 12

21:00 5.50 06 Make up bit, bit sub, roller reamets &TIH fillingpipe every 20stds. To 7210' & tagged 8082 8082 12
2:30 2.50 03 Reamed & back reamed thrutighspots from 7177' to 7306' 8082 8082 12

5:00 0.00 06 TlHfrom 7306' to 7862' 8082 8082 12
Total: 23.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7986 3:00 15.50 15.50 96 46 17 8/12/0 2.0 200.0 2 2.00 28.0% 16.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 294286 5 | 348 0.00 0.00 6 30 5.60 78/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.9 96

Daily Summary
ActivityDate : 7/24/2012 Days From Spud : 64 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 03 Wash, ream & back ream from 7945' to8082' 8082 8082 12
7:00 3.00 05 Cir., whileworkingpipe, mix& pump 25bbli LCM pill, mix slug, spot Icm pill inopen hole 8082 8082 12

10:00 10.50 06 POOH, soft break every conn., 8082 8082 12
20:30 1.00 06 Pull wear bushing & adjust topdrive trackbefore running7" casing 8082 8082 12
21:30 3.00 12 Safety meeting, rig up casing runningtools &lay down truck. 8062 8082 12

0:30 5.50 12 Make up shoe track,& running 7'32#, P-110 casing, @report time 2,792' 8082 8082 12
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:00 15.50 15.50 92 40 18 8/11/0 2.0 200.0 2 2.00 32.0% 15.0% 530.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 384125 6 402 0.00 0.00 6 30 5.60 77/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.9 96
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

DailySummary
ActivityDate : 7/23/2012 Days From Spud : 63 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00 02 Time drill@2fph from 7199' to7234' 8082 8082 12

9:00 2.00 03 Wash & ream from7234' to 7982' 8082 8082 12

11:00 1.50 05 Clr. &mix slug 8082 8082 12
12:30 4.50 06 POOH to2366' 8082 8082 12

17:00 0.50 21 FIIItrip lank & pull rotatingrubber 8082 8082 12
17:30 3.50 06 POOH &lay down dir. BHA tools 8082 8082 12

21:00 5.50 06 Make up bit, bit sub, roller reamets &TIH fillingpipe every 20stds. To 7210' & tagged 8082 8082 12
2:30 2.50 03 Reamed & back reamed thrutighspots from 7177' to 7306' 8082 8082 12

5:00 0.00 06 TlHfrom 7306' to 7862' 8082 8082 12

Total: 23.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7986 3:00 15.50 15.50 96 46 17 8/12/0 2.0 200.0 2 2.00 28.0% 16.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 294286 5 | 348 0.00 0.00 6 30 5.60 78/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.9 96

Daily Summary
ActivityDate : 7/24/2012 Days From Spud : 64 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 03 Wash, ream & back ream from 7945' to8082' 8082 8082 12
7:00 3.00 05 Cir., whileworkingpipe, mix& pump 25bbli LCM pill, mix slug, spot Icm pill inopen hole 8082 8082 12

10:00 10.50 06 POOH, soft break every conn., 8082 8082 12
20:30 1.00 06 Pull wear bushing & adjust topdrive trackbefore running7" casing 8082 8082 12
21:30 3.00 12 Safety meeting, rig up casing runningtools &lay down truck. 8062 8082 12

0:30 5.50 12 Make up shoe track,& running 7'32#, P-110 casing, @report time 2,792' 8082 8082 12
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:00 15.50 15.50 92 40 18 8/11/0 2.0 200.0 2 2.00 32.0% 15.0% 530.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 384125 6 402 0.00 0.00 6 30 5.60 77/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.9 96

Page 44 of 60 Powered by Production Access

Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

DailySummary
ActivityDate : 7/23/2012 Days From Spud : 63 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00 02 Time drill@2fph from 7199' to7234' 8082 8082 12

9:00 2.00 03 Wash & ream from7234' to 7982' 8082 8082 12

11:00 1.50 05 Clr. &mix slug 8082 8082 12
12:30 4.50 06 POOH to2366' 8082 8082 12

17:00 0.50 21 FIIItrip lank & pull rotatingrubber 8082 8082 12
17:30 3.50 06 POOH &lay down dir. BHA tools 8082 8082 12

21:00 5.50 06 Make up bit, bit sub, roller reamets &TIH fillingpipe every 20stds. To 7210' & tagged 8082 8082 12
2:30 2.50 03 Reamed & back reamed thrutighspots from 7177' to 7306' 8082 8082 12

5:00 0.00 06 TlHfrom 7306' to 7862' 8082 8082 12

Total: 23.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7986 3:00 15.50 15.50 96 46 17 8/12/0 2.0 200.0 2 2.00 28.0% 16.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 294286 5 | 348 0.00 0.00 6 30 5.60 78/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.9 96

Daily Summary
ActivityDate : 7/24/2012 Days From Spud : 64 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 03 Wash, ream & back ream from 7945' to8082' 8082 8082 12
7:00 3.00 05 Cir., whileworkingpipe, mix& pump 25bbli LCM pill, mix slug, spot Icm pill inopen hole 8082 8082 12

10:00 10.50 06 POOH, soft break every conn., 8082 8082 12
20:30 1.00 06 Pull wear bushing & adjust topdrive trackbefore running7" casing 8082 8082 12
21:30 3.00 12 Safety meeting, rig up casing runningtools &lay down truck. 8062 8082 12

0:30 5.50 12 Make up shoe track,& running 7'32#, P-110 casing, @report time 2,792' 8082 8082 12
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:00 15.50 15.50 92 40 18 8/11/0 2.0 200.0 2 2.00 32.0% 15.0% 530.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 384125 6 402 0.00 0.00 6 30 5.60 77/22 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.9 96
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Wall Name:Cane Creek Unit 12-1
Field Name: Blg Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/25/2012 Days From Spud : 65 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 12 Running 7" casing to4719' 8082 8082 12

9:30 0.50 05 Cir.330stks. @4719'. Losing mud whlfecirculating. 8082 8082 12
10:00 5.00 12 Run 7" 32#, P 110, BTC to7,220' tagged 8082 8082 12

15:00 3.00 03 Attempt towork&ream thru curve, to7,231' - no success. 8082 8082 12

18:00 3.00 21 Cir.&cond mud, transfer mud frompre mixtanktopils, build slug. R/U csg tongs. 8082 8082 12

21:00 0.50 05 Pump slug &held PJSM before laying down casing. (rig up casing toolsto lay down 7" casing) 8082 8082 12

21:30 8.50 12 Lay down 7" casing from 7231' to2,582' (UD 112 Jts.) 8082 8082 12

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:00 15.50 15.50 92 40 18 8/11/0 2.0 200.0 2 2,00 32.0% 15.0% 530.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 384125 6 402 0.00 | 0.00 6 30 5.60 75/25 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.9 96

Dáilý Súmniary
Activity Date : 7/26/2012 Days From Spud : 66 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 12 UD 7" casing f/2,582' to surface (UD 61 jts.) 8082 8082 NIH
11:30 2.50 12 RID the csg equipment. Installed the rigs balls and dp elevators, R/D the UD machine. Clean 8082 8082 NIH

the rig floor of OBM.
14:00 2.50 07 Serviced the Rlg/Top Drive, Changed out thesaver sub, Changed out thedies in thepipe 8082 8082 12

handler.move, clean oilbase mud fromrig floor.
16:30 8.00 06 MIU String Reamer Assy. RlHto the Shoe. Tighten each connection due to the stds being soft 8082 8082 12

broke.
0:30 2.00 09 slip & cut 80' of drill line, & condition the mud., adjust brakes, clean ol1base mud fromrig the 8082 8082 12

tioor.
2:30 3.50 06 TlH f/shoe to 6,600', torquingeach conn., reamed tightspots - 5,202' to 5,262' - 6,028' to 8082 8082 12

6,088' - 6,510' to 6,566'
Total: 24.00

Mud Propertles
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:00 15.60 15.50 85 45 16 | 8/13/0 2.0 | 200.0 2 2.00 330.0% 16.0% 51.0% 0.0%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00| 369192 6 385 0.00 0.00 7 30 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.9 96
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Sundry Number: 28848 API Well Number: 43019500090000

Wall Name:Cane Creek Unit 12-1
Field Name: Blg Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/25/2012 Days From Spud : 65 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 12 Running 7" casing to4719' 8082 8082 12

9:30 0.50 05 Cir.330stks. @4719'. Losing mud whlfecirculating. 8082 8082 12
10:00 5.00 12 Run 7" 32#, P 110, BTC to7,220' tagged 8082 8082 12

15:00 3.00 03 Attempt towork&ream thru curve, to7,231' - no success. 8082 8082 12

18:00 3.00 21 Cir.&cond mud, transfer mud frompre mixtanktopils, build slug. R/U csg tongs. 8082 8082 12

21:00 0.50 05 Pump slug &held PJSM before laying down casing. (rig up casing toolsto lay down 7" casing) 8082 8082 12

21:30 8.50 12 Lay down 7" casing from 7231' to2,582' (UD 112 Jts.) 8082 8082 12

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:00 15.50 15.50 92 40 18 8/11/0 2.0 200.0 2 2,00 32.0% 15.0% 530.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 384125 6 402 0.00 | 0.00 6 30 5.60 75/25 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.9 96

Dáilý Súmniary
Activity Date : 7/26/2012 Days From Spud : 66 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 12 UD 7" casing f/2,582' to surface (UD 61 jts.) 8082 8082 NIH
11:30 2.50 12 RID the csg equipment. Installed the rigs balls and dp elevators, R/D the UD machine. Clean 8082 8082 NIH

the rig floor of OBM.
14:00 2.50 07 Serviced the Rlg/Top Drive, Changed out thesaver sub, Changed out thedies in thepipe 8082 8082 12

handler.move, clean oilbase mud fromrig floor.
16:30 8.00 06 MIU String Reamer Assy. RlHto the Shoe. Tighten each connection due to the stds being soft 8082 8082 12

broke.
0:30 2.00 09 slip & cut 80' of drill line, & condition the mud., adjust brakes, clean ol1base mud fromrig the 8082 8082 12

tioor.
2:30 3.50 06 TlH f/shoe to 6,600', torquingeach conn., reamed tightspots - 5,202' to 5,262' - 6,028' to 8082 8082 12

6,088' - 6,510' to 6,566'
Total: 24.00

Mud Propertles
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:00 15.60 15.50 85 45 16 | 8/13/0 2.0 | 200.0 2 2.00 330.0% 16.0% 51.0% 0.0%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00| 369192 6 385 0.00 0.00 7 30 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.9 96
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Sundry Number: 28848 API Well Number: 43019500090000

Wall Name:Cane Creek Unit 12-1
Field Name: Blg Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/25/2012 Days From Spud : 65 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 12 Running 7" casing to4719' 8082 8082 12

9:30 0.50 05 Cir.330stks. @4719'. Losing mud whlfecirculating. 8082 8082 12
10:00 5.00 12 Run 7" 32#, P 110, BTC to7,220' tagged 8082 8082 12

15:00 3.00 03 Attempt towork&ream thru curve, to7,231' - no success. 8082 8082 12

18:00 3.00 21 Cir.&cond mud, transfer mud frompre mixtanktopils, build slug. R/U csg tongs. 8082 8082 12

21:00 0.50 05 Pump slug &held PJSM before laying down casing. (rig up casing toolsto lay down 7" casing) 8082 8082 12

21:30 8.50 12 Lay down 7" casing from 7231' to2,582' (UD 112 Jts.) 8082 8082 12

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:00 15.50 15.50 92 40 18 8/11/0 2.0 200.0 2 2,00 32.0% 15.0% 530.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 384125 6 402 0.00 | 0.00 6 30 5.60 75/25 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.9 96

Dáilý Súmniary
Activity Date : 7/26/2012 Days From Spud : 66 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 12 UD 7" casing f/2,582' to surface (UD 61 jts.) 8082 8082 NIH

11:30 2.50 12 RID the csg equipment. Installed the rigs balls and dp elevators, R/D the UD machine. Clean 8082 8082 NIH
the rig floor of OBM.

14:00 2.50 07 Serviced the Rlg/Top Drive, Changed out thesaver sub, Changed out thedies in thepipe 8082 8082 12
handler.move, clean oilbase mud fromrig floor.

16:30 8.00 06 MIU String Reamer Assy. RlHto the Shoe. Tighten each connection due to the stds being soft 8082 8082 12
broke.

0:30 2.00 09 slip & cut 80' of drill line, & condition the mud., adjust brakes, clean ol1base mud fromrig the 8082 8082 12
tioor.

2:30 3.50 06 TlH f/shoe to 6,600', torquingeach conn., reamed tightspots - 5,202' to 5,262' - 6,028' to 8082 8082 12
6,088' - 6,510' to 6,566'

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:00 15.60 15.50 85 45 16 | 8/13/0 2.0 | 200.0 2 2.00 330.0% 16.0% 51.0% 0.0%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00| 369192 6 385 0.00 0.00 7 30 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.9 96
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Sundry Number: 28848 API Well Number: 43019500090000

Wall Name:Cane Creek Unit 12-1
Field Name: Blg Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/25/2012 Days From Spud : 65 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.50 12 Running 7" casing to4719' 8082 8082 12

9:30 0.50 05 Cir.330stks. @4719'. Losing mud whlfecirculating. 8082 8082 12
10:00 5.00 12 Run 7" 32#, P 110, BTC to7,220' tagged 8082 8082 12

15:00 3.00 03 Attempt towork&ream thru curve, to7,231' - no success. 8082 8082 12

18:00 3.00 21 Cir.&cond mud, transfer mud frompre mixtanktopils, build slug. R/U csg tongs. 8082 8082 12

21:00 0.50 05 Pump slug &held PJSM before laying down casing. (rig up casing toolsto lay down 7" casing) 8082 8082 12

21:30 8.50 12 Lay down 7" casing from 7231' to2,582' (UD 112 Jts.) 8082 8082 12

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:00 15.50 15.50 92 40 18 8/11/0 2.0 200.0 2 2,00 32.0% 15.0% 530.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 384125 6 402 0.00 | 0.00 6 30 5.60 75/25 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.9 96

Dáilý Súmniary
Activity Date : 7/26/2012 Days From Spud : 66 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 12 UD 7" casing f/2,582' to surface (UD 61 jts.) 8082 8082 NIH

11:30 2.50 12 RID the csg equipment. Installed the rigs balls and dp elevators, R/D the UD machine. Clean 8082 8082 NIH
the rig floor of OBM.

14:00 2.50 07 Serviced the Rlg/Top Drive, Changed out thesaver sub, Changed out thedies in thepipe 8082 8082 12
handler.move, clean oilbase mud fromrig floor.

16:30 8.00 06 MIU String Reamer Assy. RlHto the Shoe. Tighten each connection due to the stds being soft 8082 8082 12
broke.

0:30 2.00 09 slip & cut 80' of drill line, & condition the mud., adjust brakes, clean ol1base mud fromrig the 8082 8082 12
tioor.

2:30 3.50 06 TlH f/shoe to 6,600', torquingeach conn., reamed tightspots - 5,202' to 5,262' - 6,028' to 8082 8082 12
6,088' - 6,510' to 6,566'

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:00 15.60 15.50 85 45 16 | 8/13/0 2.0 | 200.0 2 2.00 330.0% 16.0% 51.0% 0.0%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00| 369192 6 385 0.00 0.00 7 30 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.9 96
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Namii0aisé ÖfeëkUnitd2-1
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/27/2012 Days From Spud : 67 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 03 Reaming from6,554' to7,212' Note: taggedat 6,715' and 7,212' 8082 8082 12

8:30 1.00 03 Attempted to enter curve workingpipe from 7,212' to 7,220'. 8082 8082 12

9:30 4,00 05 Circulatedand conditioned mud, mixed and pumped a slug. 8082 8082 12
13:30 6.00 06 POOHf/ 7,220' to surface L/D bit and bit sub 8082 8082 12
19:30 0.50 07 Serviced tig and topdrive Note:Well taking4 bbis/hr of mud. 8082 8082 12
20:00 5.00 06 Held PJSM with Pathfinder, M/U RR bitand directionalassembly withstring reamers. 8082 8082 12

Breaking circulation every 25 stds to 4,754'.
1:00 2.00 05 Circulated and conditioned the mud at 30 spm to mlnlmlzemud loss whllecirculatingslug 8082 8082 12

tromhole.
3:00 1.50 06 TlH from4,754' to 7,152', 8082 8082 12

4:30 0.50 21 Fllled the pipe, oriented the 2.0 Mud Motorto the curve. Note: Had no troublegetting into the 8082 8082 12
curve. (Note: 40 bbis lost on trip)

5:00 1.00 03 Washed and Reamed f/7,152' to 7,500'. 8082 8082 12
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 | 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 | 76/24 0

Water Loss LCM ECD FL Temp emarks
O 0.0 15.8 90
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Sundry Number: 28848 API Well Number: 43019500090000

Well Namii0aisé ÖfeëkUnitd2-1
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/27/2012 Days From Spud : 67 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 03 Reaming from6,554' to7,212' Note: taggedat 6,715' and 7,212' 8082 8082 12

8:30 1.00 03 Attempted to enter curve workingpipe from 7,212' to 7,220'. 8082 8082 12

9:30 4,00 05 Circulatedand conditioned mud, mixed and pumped a slug. 8082 8082 12
13:30 6.00 06 POOHf/ 7,220' to surface L/D bit and bit sub 8082 8082 12
19:30 0.50 07 Serviced tig and topdrive Note:Well taking4 bbis/hr of mud. 8082 8082 12
20:00 5.00 06 Held PJSM with Pathfinder, M/U RR bitand directionalassembly withstring reamers. 8082 8082 12

Breaking circulation every 25 stds to 4,754'.
1:00 2.00 05 Circulated and conditioned the mud at 30 spm to mlnlmlzemud loss whllecirculatingslug 8082 8082 12

tromhole.
3:00 1.50 06 TlH from4,754' to 7,152', 8082 8082 12

4:30 0.50 21 Fllled the pipe, oriented the 2.0 Mud Motorto the curve. Note: Had no troublegetting into the 8082 8082 12
curve. (Note: 40 bbis lost on trip)

5:00 1.00 03 Washed and Reamed f/7,152' to 7,500'. 8082 8082 12
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 | 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 | 76/24 0

Water Loss LCM ECD FL Temp emarks
O 0.0 15.8 90
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Sundry Number: 28848 API Well Number: 43019500090000

Well Namii0aisé ÖfeëkUnitd2-1
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/27/2012 Days From Spud : 67 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 03 Reaming from6,554' to7,212' Note: taggedat 6,715' and 7,212' 8082 8082 12

8:30 1.00 03 Attempted to enter curve workingpipe from 7,212' to 7,220'. 8082 8082 12

9:30 4,00 05 Circulatedand conditioned mud, mixed and pumped a slug. 8082 8082 12
13:30 6.00 06 POOHf/ 7,220' to surface L/D bit and bit sub 8082 8082 12

19:30 0.50 07 Serviced tig and topdrive Note:Well taking4 bbis/hr of mud. 8082 8082 12

20:00 5.00 06 Held PJSM with Pathfinder, M/U RR bitand directionalassembly withstring reamers. 8082 8082 12
Breaking circulation every 25 stds to 4,754'.

1:00 2.00 05 Circulated and conditioned the mud at 30 spm to mlnlmlzemud loss whllecirculatingslug 8082 8082 12
tromhole.

3:00 1.50 06 TlH from4,754' to 7,152', 8082 8082 12

4:30 0.50 21 Fllled the pipe, oriented the 2.0 Mud Motorto the curve. Note: Had no troublegetting into the 8082 8082 12
curve. (Note: 40 bbis lost on trip)

5:00 1.00 03 Washed and Reamed f/7,152' to 7,500'. 8082 8082 12
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 | 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 | 76/24 0

Water Loss LCM ECD FL Temp emarks
O 0.0 15.8 90
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Sundry Number: 28848 API Well Number: 43019500090000

Well Namii0aisé ÖfeëkUnitd2-1
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Activity Date : 7/27/2012 Days From Spud : 67 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 03 Reaming from6,554' to7,212' Note: taggedat 6,715' and 7,212' 8082 8082 12

8:30 1.00 03 Attempted to enter curve workingpipe from 7,212' to 7,220'. 8082 8082 12

9:30 4,00 05 Circulatedand conditioned mud, mixed and pumped a slug. 8082 8082 12
13:30 6.00 06 POOHf/ 7,220' to surface L/D bit and bit sub 8082 8082 12

19:30 0.50 07 Serviced tig and topdrive Note:Well taking4 bbis/hr of mud. 8082 8082 12

20:00 5.00 06 Held PJSM with Pathfinder, M/U RR bitand directionalassembly withstring reamers. 8082 8082 12
Breaking circulation every 25 stds to 4,754'.

1:00 2.00 05 Circulated and conditioned the mud at 30 spm to mlnlmlzemud loss whllecirculatingslug 8082 8082 12
tromhole.

3:00 1.50 06 TlH from4,754' to 7,152', 8082 8082 12

4:30 0.50 21 Fllled the pipe, oriented the 2.0 Mud Motorto the curve. Note: Had no troublegetting into the 8082 8082 12
curve. (Note: 40 bbis lost on trip)

5:00 1.00 03 Washed and Reamed f/7,152' to 7,500'. 8082 8082 12
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 | 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 | 76/24 0

Water Loss LCM ECD FL Temp emarks
O 0.0 15.8 90
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit124
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

DÀilySu rnary
ActivityDate : 7/28/2012 Days From Spud : 68 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 03 Washed and reamed f/7,500' to 8,082', note: did not tagany obstructions. No fillon btm, 8082 8082 12
8:00 4.50 05 Circulated btm's up & Circulated and conditioned themud. 8082 8082 12

12:30 1.00 05 Mixed and Spotted 40bbis of 20Fb/bbi Strata Vanguardl25 lb/bbiCalcium Carbonate LCM pill 8062 8082 12
on bim, slugged the pipe,

13:30 8.00 06 POOH, UD the 6 1/4"dc's, str. Reamers and the directionalassy. 8082 8082 12
21:30 2.50 12 Held PJSM, R/U thecsg equipment and the csg P/U machine.Note: Well taking3 bbis/hour 8082 8082 12

0:00 6.00 12 M/U reamer shoe, shoe trackand float collar, check float equip.OK, TIH PIU 7" - 32#, P-110, 8082 8082 12

Total: 24.00
13It, csg. RIH with the csg slow. Hole takingfluid.

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00| 339671 7 388 0.00 0.00 | 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 15.50 15.50 71 44 10 5/9/0 2.0 200.0 0 0.00 33.0% 15.0% 52.0% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 427501 8 440 0.00 0.00 1 36 6.80 78/22 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit124
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

DÀilySu rnary
ActivityDate : 7/28/2012 Days From Spud : 68 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 03 Washed and reamed f/7,500' to 8,082', note: did not tagany obstructions. No fillon btm, 8082 8082 12
8:00 4.50 05 Circulated btm's up & Circulated and conditioned themud. 8082 8082 12

12:30 1.00 05 Mixed and Spotted 40bbis of 20Fb/bbi Strata Vanguardl25 lb/bbiCalcium Carbonate LCM pill 8062 8082 12
on bim, slugged the pipe,

13:30 8.00 06 POOH, UD the 6 1/4"dc's, str. Reamers and the directionalassy. 8082 8082 12
21:30 2.50 12 Held PJSM, R/U thecsg equipment and the csg P/U machine.Note: Well taking3 bbis/hour 8082 8082 12

0:00 6.00 12 M/U reamer shoe, shoe trackand float collar, check float equip.OK, TIH PIU 7" - 32#, P-110, 8082 8082 12

Total: 24.00
13It, csg. RIH with the csg slow. Hole takingfluid.

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00| 339671 7 388 0.00 0.00 | 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 15.50 15.50 71 44 10 5/9/0 2.0 200.0 0 0.00 33.0% 15.0% 52.0% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 427501 8 440 0.00 0.00 1 36 6.80 78/22 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit124
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

DÀilySu rnary
ActivityDate : 7/28/2012 Days From Spud : 68 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 03 Washed and reamed f/7,500' to 8,082', note: did not tagany obstructions. No fillon btm, 8082 8082 12
8:00 4.50 05 Circulated btm's up & Circulated and conditioned themud. 8082 8082 12

12:30 1.00 05 Mixed and Spotted 40bbis of 20Fb/bbi Strata Vanguardl25 lb/bbiCalcium Carbonate LCM pill 8062 8082 12
on bim, slugged the pipe,

13:30 8.00 06 POOH, UD the 6 1/4"dc's, str. Reamers and the directionalassy. 8082 8082 12
21:30 2.50 12 Held PJSM, R/U thecsg equipment and the csg P/U machine.Note: Well taking3 bbis/hour 8082 8082 12

0:00 6.00 12 M/U reamer shoe, shoe trackand float collar, check float equip.OK, TIH PIU 7" - 32#, P-110, 8082 8082 12

Total: 24.00
13It, csg. RIH with the csg slow. Hole takingfluid.

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00| 339671 7 388 0.00 0.00 | 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 15.50 15.50 71 44 10 5/9/0 2.0 200.0 0 0.00 33.0% 15.0% 52.0% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 427501 8 440 0.00 0.00 1 36 6.80 78/22 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit124
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

DÀilySu rnary
ActivityDate : 7/28/2012 Days From Spud : 68 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 03 Washed and reamed f/7,500' to 8,082', note: did not tagany obstructions. No fillon btm, 8082 8082 12
8:00 4.50 05 Circulated btm's up & Circulated and conditioned themud. 8082 8082 12

12:30 1.00 05 Mixed and Spotted 40bbis of 20Fb/bbi Strata Vanguardl25 lb/bbiCalcium Carbonate LCM pill 8062 8082 12
on bim, slugged the pipe,

13:30 8.00 06 POOH, UD the 6 1/4"dc's, str. Reamers and the directionalassy. 8082 8082 12
21:30 2.50 12 Held PJSM, R/U thecsg equipment and the csg P/U machine.Note: Well taking3 bbis/hour 8082 8082 12

0:00 6.00 12 M/U reamer shoe, shoe trackand float collar, check float equip.OK, TIH PIU 7" - 32#, P-110, 8082 8082 12

Total: 24.00
13It, csg. RIH with the csg slow. Hole takingfluid.

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00| 339671 7 388 0.00 0.00 | 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 15.50 15.50 71 44 10 5/9/0 2.0 200.0 0 0.00 33.0% 15.0% 52.0% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 427501 8 440 0.00 0.00 1 36 6.80 78/22 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Nanièl0ån&ÚÝëèkUrÏit151
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

ActivityDate : 7/29/2012 Days From Spud : 69 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 12 RIH to 4,726' (Shoe @4,739')w/7" - 32#, HCP 110, BTC csg. 8082 8082 NIH
7:30 1.50 05 Circulatedblm's up @ 2 bbis/min w/30% loss rate. 8082 8082 NIH
9:00 6.50 12 RIH 4,726' to 8,082' w/7" - 32#, HCP 110, BTC esg. Washed and Reamed toBTM f/8,046' to 8082 8082 NIH

8,082'.
15:30 2.00 05 Circulated 30 lbibblStrata Vanguard LCMand spotted in theopen hole. Note: whilepumping 8082 8082 NIH

the loss rate was 45%. Slowed down to 25% when the pill was in the open hole. Lost a totalof
110 bbis.

17:30 2.50 21 Waited on Baker Cement units. They got held up at theport (CO/UT). 8082 8082 NIH
20:00 3.00 12 Spotted Bakets cement pumping unit and equipment,Held PJSM R/U same. 8082 8082 NiH
23:00 4.50 12 Mixed30 bbis Ultra Flush IIweîghted spacer +.25 lbs/bbl BJ fiber + 444 Ibs/bblBarite + 2 8082 8082 NIH

gallbbi SS-2 ( 16.4 ppg) Pumped 3 bble H20 test lines 3500 psi-OK-.Drop Bottom plug
Pumped weighted Ultra Flush spacer followed by Lead Slurfy+ 383 exs class G cement +
.06% bwoc BJ fiber + .04% bwoc Static free + .4% bwoc R-3 + 3% bwow Potassium Chloride
+ .5% bwoc FL-63 +

.25 lbs/sack Cello Flake + .2% bwoc CD-32 + 5 lbs/sack LCM-1 +
.5

gals/100 sxs FP-6L + 19% bwoc Barite + 40% Fresh( 85 bbfs 16.8 ppg Lead) Tail 136 sxs
Class G + .04 lbs/sack Static free + .5% bwoc R-3 + 3% bwowPotassium Chloride + .4%

bwoc FL-63 + .25 lbs/sack Cello Flake + .2 bwoc CD-32 +
.5 gals/sack FP-6L + 50% Barite +

.3 bwoc BA-59+ 47.6% Fresh Water (Tail 34 bbis 18.0 ppg) Drop top plug Displace with 290
bbis 15.4 ppg OBM.Bump plug pressure up to2000 psi. Bled offtocheck floatequip. OK.
RID Baker Hughes Cementers. Note: During the cement operationwe had 25% losses.

3:30 2.50 13 Waited on Cement NOTE: Monitor well,hole static. Held PJSM with IPS and R/U BOP 8082 8082 NIH
winches to P/U the BOP

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 14:30 15.40 15.40 61 34 10 6/10/0 2.0 200.0 2 | 0,00 27.4% 15.0% 53.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 |0.00 0.00 0.00 0.00 338307 7 453 0.00 0.00 1 33 5.30 78/22 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 15.50 15.40 80 38 14 5/9/0 0.0 200.0 0 2.00 32.0% 17.0% | 51.0% 0.0%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 365936 | 8 464 0.00 0.00 1 33 6.50 75/25 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Sundry Number: 28848 API Well Number: 43019500090000

Well Nanièl0ån&ÚÝëèkUrÏit151
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

ActivityDate : 7/29/2012 Days From Spud : 69 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 12 RIH to 4,726' (Shoe @4,739')w/7" - 32#, HCP 110, BTC csg. 8082 8082 NIH
7:30 1.50 05 Circulatedblm's up @ 2 bbis/min w/30% loss rate. 8082 8082 NIH
9:00 6.50 12 RIH 4,726' to 8,082' w/7" - 32#, HCP 110, BTC esg. Washed and Reamed toBTM f/8,046' to 8082 8082 NIH

8,082'.
15:30 2.00 05 Circulated 30 lbibblStrata Vanguard LCMand spotted in theopen hole. Note: whilepumping 8082 8082 NIH

the loss rate was 45%. Slowed down to 25% when the pill was in the open hole. Lost a totalof
110 bbis.

17:30 2.50 21 Waited on Baker Cement units. They got held up at theport (CO/UT). 8082 8082 NIH
20:00 3.00 12 Spotted Bakets cement pumping unit and equipment,Held PJSM R/U same. 8082 8082 NiH
23:00 4.50 12 Mixed30 bbis Ultra Flush IIweîghted spacer +.25 lbs/bbl BJ fiber + 444 Ibs/bblBarite + 2 8082 8082 NIH

gallbbi SS-2 ( 16.4 ppg) Pumped 3 bble H20 test lines 3500 psi-OK-.Drop Bottom plug
Pumped weighted Ultra Flush spacer followed by Lead Slurfy+ 383 exs class G cement +
.06% bwoc BJ fiber + .04% bwoc Static free + .4% bwoc R-3 + 3% bwow Potassium Chloride
+ .5% bwoc FL-63 +

.25 lbs/sack Cello Flake + .2% bwoc CD-32 + 5 lbs/sack LCM-1 +
.5

gals/100 sxs FP-6L + 19% bwoc Barite + 40% Fresh( 85 bbfs 16.8 ppg Lead) Tail 136 sxs
Class G + .04 lbs/sack Static free + .5% bwoc R-3 + 3% bwowPotassium Chloride + .4%

bwoc FL-63 + .25 lbs/sack Cello Flake + .2 bwoc CD-32 +
.5 gals/sack FP-6L + 50% Barite +

.3 bwoc BA-59+ 47.6% Fresh Water (Tail 34 bbis 18.0 ppg) Drop top plug Displace with 290
bbis 15.4 ppg OBM.Bump plug pressure up to2000 psi. Bled offtocheck floatequip. OK.
RID Baker Hughes Cementers. Note: During the cement operationwe had 25% losses.

3:30 2.50 13 Waited on Cement NOTE: Monitor well,hole static. Held PJSM with IPS and R/U BOP 8082 8082 NIH
winches to P/U the BOP

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 14:30 15.40 15.40 61 34 10 6/10/0 2.0 200.0 2 | 0,00 27.4% 15.0% 53.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 |0.00 0.00 0.00 0.00 338307 7 453 0.00 0.00 1 33 5.30 78/22 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 15.50 15.40 80 38 14 5/9/0 0.0 200.0 0 2.00 32.0% 17.0% | 51.0% 0.0%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 365936 | 8 464 0.00 0.00 1 33 6.50 75/25 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Sundry Number: 28848 API Well Number: 43019500090000

Well Nanièl0ån&ÚÝëèkUrÏit151
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

ActivityDate : 7/29/2012 Days From Spud : 69 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 12 RIH to 4,726' (Shoe @4,739')w/7" - 32#, HCP 110, BTC csg. 8082 8082 NIH
7:30 1.50 05 Circulatedblm's up @ 2 bbis/min w/30% loss rate. 8082 8082 NIH
9:00 6.50 12 RIH 4,726' to 8,082' w/7" - 32#, HCP 110, BTC esg. Washed and Reamed toBTM f/8,046' to 8082 8082 NIH

8,082'.
15:30 2.00 05 Circulated 30 lbibblStrata Vanguard LCMand spotted in theopen hole. Note: whilepumping 8082 8082 NIH

the loss rate was 45%. Slowed down to 25% when the pill was in the open hole. Lost a totalof
110 bbis.

17:30 2.50 21 Waited on Baker Cement units. They got held up at theport (CO/UT). 8082 8082 NIH
20:00 3.00 12 Spotted Bakets cement pumping unit and equipment,Held PJSM R/U same. 8082 8082 NiH
23:00 4.50 12 Mixed30 bbis Ultra Flush IIweîghted spacer +.25 lbs/bbl BJ fiber + 444 Ibs/bblBarite + 2 8082 8082 NIH

gallbbi SS-2 ( 16.4 ppg) Pumped 3 bble H20 test lines 3500 psi-OK-.Drop Bottom plug
Pumped weighted Ultra Flush spacer followed by Lead Slurfy+ 383 exs class G cement +
.06% bwoc BJ fiber + .04% bwoc Static free + .4% bwoc R-3 + 3% bwow Potassium Chloride
+ .5% bwoc FL-63 +

.25 lbs/sack Cello Flake + .2% bwoc CD-32 + 5 lbs/sack LCM-1 +
.5

gals/100 sxs FP-6L + 19% bwoc Barite + 40% Fresh( 85 bbfs 16.8 ppg Lead) Tail 136 sxs
Class G + .04 lbs/sack Static free + .5% bwoc R-3 + 3% bwowPotassium Chloride + .4%

bwoc FL-63 + .25 lbs/sack Cello Flake + .2 bwoc CD-32 +
.5 gals/sack FP-6L + 50% Barite +

.3 bwoc BA-59+ 47.6% Fresh Water (Tail 34 bbis 18.0 ppg) Drop top plug Displace with 290
bbis 15.4 ppg OBM.Bump plug pressure up to2000 psi. Bled offtocheck floatequip. OK.
RID Baker Hughes Cementers. Note: During the cement operationwe had 25% losses.

3:30 2.50 13 Waited on Cement NOTE: Monitor well,hole static. Held PJSM with IPS and R/U BOP 8082 8082 NIH
winches to P/U the BOP

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 14:30 15.40 15.40 61 34 10 6/10/0 2.0 200.0 2 | 0,00 27.4% 15.0% 53.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 |0.00 0.00 0.00 0.00 338307 7 453 0.00 0.00 1 33 5.30 78/22 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 15.50 15.40 80 38 14 5/9/0 0.0 200.0 0 2.00 32.0% 17.0% | 51.0% 0.0%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 365936 | 8 464 0.00 0.00 1 33 6.50 75/25 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Sundry Number: 28848 API Well Number: 43019500090000

Well Nanièl0ån&ÚÝëèkUrÏit151
Field Name: Big Flat S/T/R 12/26S/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

ActivityDate : 7/29/2012 Days From Spud : 69 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.50 12 RIH to 4,726' (Shoe @4,739')w/7" - 32#, HCP 110, BTC csg. 8082 8082 NIH
7:30 1.50 05 Circulatedblm's up @ 2 bbis/min w/30% loss rate. 8082 8082 NIH
9:00 6.50 12 RIH 4,726' to 8,082' w/7" - 32#, HCP 110, BTC esg. Washed and Reamed toBTM f/8,046' to 8082 8082 NIH

8,082'.
15:30 2.00 05 Circulated 30 lbibblStrata Vanguard LCMand spotted in theopen hole. Note: whilepumping 8082 8082 NIH

the loss rate was 45%. Slowed down to 25% when the pill was in the open hole. Lost a totalof
110 bbis.

17:30 2.50 21 Waited on Baker Cement units. They got held up at theport (CO/UT). 8082 8082 NIH
20:00 3.00 12 Spotted Bakets cement pumping unit and equipment,Held PJSM R/U same. 8082 8082 NiH
23:00 4.50 12 Mixed30 bbis Ultra Flush IIweîghted spacer +.25 lbs/bbl BJ fiber + 444 Ibs/bblBarite + 2 8082 8082 NIH

gallbbi SS-2 ( 16.4 ppg) Pumped 3 bble H20 test lines 3500 psi-OK-.Drop Bottom plug
Pumped weighted Ultra Flush spacer followed by Lead Slurfy+ 383 exs class G cement +
.06% bwoc BJ fiber + .04% bwoc Static free + .4% bwoc R-3 + 3% bwow Potassium Chloride
+ .5% bwoc FL-63 +

.25 lbs/sack Cello Flake + .2% bwoc CD-32 + 5 lbs/sack LCM-1 +
.5

gals/100 sxs FP-6L + 19% bwoc Barite + 40% Fresh( 85 bbfs 16.8 ppg Lead) Tail 136 sxs
Class G + .04 lbs/sack Static free + .5% bwoc R-3 + 3% bwowPotassium Chloride + .4%

bwoc FL-63 + .25 lbs/sack Cello Flake + .2 bwoc CD-32 +
.5 gals/sack FP-6L + 50% Barite +

.3 bwoc BA-59+ 47.6% Fresh Water (Tail 34 bbis 18.0 ppg) Drop top plug Displace with 290
bbis 15.4 ppg OBM.Bump plug pressure up to2000 psi. Bled offtocheck floatequip. OK.
RID Baker Hughes Cementers. Note: During the cement operationwe had 25% losses.

3:30 2.50 13 Waited on Cement NOTE: Monitor well,hole static. Held PJSM with IPS and R/U BOP 8082 8082 NIH
winches to P/U the BOP

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 14:30 15.40 15.40 61 34 10 6/10/0 2.0 200.0 2 | 0,00 27.4% 15.0% 53.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 |0.00 0.00 0.00 0.00 338307 7 453 0.00 0.00 1 33 5.30 78/22 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 15.50 15.40 80 38 14 5/9/0 0.0 200.0 0 2.00 32.0% 17.0% | 51.0% 0.0%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 365936 | 8 464 0.00 0.00 1 33 6.50 75/25 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Créâk Unit n
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/30/2012 Days From Spud : 70 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 13 W.O.C., While walling on cement held PJSM on rigging up the bop lifts, the bop lifts where set 8082 8082 NIH
up and hooked up, preparedthe bop for the lift.

10:30 3.00 21 Lifted the 13 5/8" 10M bop and set theslips. Set theslips with 250K.Cut the 7" cag and L/D. 8082 8082 NIH
Note: Cameron cut the 7" csg with a csg saw.

13:30 1.00 14 Held PJSM - NID - Removed the 42" X 13 5/8" 10M drilling spool 8082 8082 NIH
14:30 3.50 21 Installed the DSA (13 5/8" 10M X 11" 10M), Tubing hangerl"C"section wellhead (11" 10M X 7 8082 8082 NIH

1/16" 10M), testedsame.
18:00| 3.00 14 NIU- installedthe DSA (7 1/6" 10M X 13 5/8" 10M), lowered and set the 13 5/8" 10M bop, 8082 8082 NIH

tighten the bolts/nuts tospec.
21:00 1.00 21 Held PJSM - Removed the bop lift lines, RID the bop lifts. 8082 8082 NIH
22:00 2.50 14 Changed out the pipe rams in the upper and lower rams f/4 1/2" to4",installed and nippled up 8082 8082 NIH

choke hose, installed the orbit valve, hook up the tumbucklesand center the bop with the
rotary,connect the flow line,

0:30 5.50 15 Held PJSM with IPS, installed test plug, Tested Upperand Lower pipe rams, ManualTlW 8082 8082 NIH
valves. Inside Gray, Inside Manual Choke and Killvalves 250 low 10,000 hlgh

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oll Sand
8082 2:30 15.50 15,50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
8082 12:00 15.40 15.40 67 36 11 6/10/0 0.0 200.0 0 2.00 31,0% 17.0% | 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 | 0.00 294028 7 473 0.00 0.00 1 29 6.80 75/25 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Depth Time Wl In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
8082 | 2:00 14.60 | 0.00 | 62 27 | 8 | 5/9/0 0.0 | 200.0 | 0 2.00 30.0% 14.0% | 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 447631 8 547 0.00 0.00 1 38 6.70 80/20 0

Water Loss LCM ECD FL Temp Remarks
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Créâk Unit n
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/30/2012 Days From Spud : 70 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 13 W.O.C., While walling on cement held PJSM on rigging up the bop lifts, the bop lifts where set 8082 8082 NIH
up and hooked up, preparedthe bop for the lift.

10:30 3.00 21 Lifted the 13 5/8" 10M bop and set theslips. Set theslips with 250K.Cut the 7" cag and L/D. 8082 8082 NIH
Note: Cameron cut the 7" csg with a csg saw.

13:30 1.00 14 Held PJSM - NID - Removed the 42" X 13 5/8" 10M drilling spool 8082 8082 NIH
14:30 3.50 21 Installed the DSA (13 5/8" 10M X 11" 10M), Tubing hangerl"C"section wellhead (11" 10M X 7 8082 8082 NIH

1/16" 10M), testedsame.
18:00| 3.00 14 NIU- installedthe DSA (7 1/6" 10M X 13 5/8" 10M), lowered and set the 13 5/8" 10M bop, 8082 8082 NIH

tighten the bolts/nuts tospec.
21:00 1.00 21 Held PJSM - Removed the bop lift lines, RID the bop lifts. 8082 8082 NIH
22:00 2.50 14 Changed out the pipe rams in the upper and lower rams f/4 1/2" to4",installed and nippled up 8082 8082 NIH

choke hose, installed the orbit valve, hook up the tumbucklesand center the bop with the
rotary,connect the flow line,

0:30 5.50 15 Held PJSM with IPS, installed test plug, Tested Upperand Lower pipe rams, ManualTlW 8082 8082 NIH
valves. Inside Gray, Inside Manual Choke and Killvalves 250 low 10,000 hlgh

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oll Sand
8082 2:30 15.50 15,50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
8082 12:00 15.40 15.40 67 36 11 6/10/0 0.0 200.0 0 2.00 31,0% 17.0% | 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 | 0.00 294028 7 473 0.00 0.00 1 29 6.80 75/25 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Depth Time Wl In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
8082 | 2:00 14.60 | 0.00 | 62 27 | 8 | 5/9/0 0.0 | 200.0 | 0 2.00 30.0% 14.0% | 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 447631 8 547 0.00 0.00 1 38 6.70 80/20 0

Water Loss LCM ECD FL Temp Remarks

Page 49 of 60 Powered by Production Access

Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Créâk Unit n
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/30/2012 Days From Spud : 70 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 13 W.O.C., While walling on cement held PJSM on rigging up the bop lifts, the bop lifts where set 8082 8082 NIH
up and hooked up, preparedthe bop for the lift.

10:30 3.00 21 Lifted the 13 5/8" 10M bop and set theslips. Set theslips with 250K.Cut the 7" cag and L/D. 8082 8082 NIH
Note: Cameron cut the 7" csg with a csg saw.

13:30 1.00 14 Held PJSM - NID - Removed the 42" X 13 5/8" 10M drilling spool 8082 8082 NIH
14:30 3.50 21 Installed the DSA (13 5/8" 10M X 11" 10M), Tubing hangerl"C"section wellhead (11" 10M X 7 8082 8082 NIH

1/16" 10M), testedsame.
18:00| 3.00 14 NIU- installedthe DSA (7 1/6" 10M X 13 5/8" 10M), lowered and set the 13 5/8" 10M bop, 8082 8082 NIH

tighten the bolts/nuts tospec.
21:00 1.00 21 Held PJSM - Removed the bop lift lines, RID the bop lifts. 8082 8082 NIH
22:00 2.50 14 Changed out the pipe rams in the upper and lower rams f/4 1/2" to4",installed and nippled up 8082 8082 NIH

choke hose, installed the orbit valve, hook up the tumbucklesand center the bop with the
rotary,connect the flow line,

0:30 5.50 15 Held PJSM with IPS, installed test plug, Tested Upperand Lower pipe rams, ManualTlW 8082 8082 NIH
valves. Inside Gray, Inside Manual Choke and Killvalves 250 low 10,000 hlgh

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oll Sand
8082 2:30 15.50 15,50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
8082 12:00 15.40 15.40 67 36 11 6/10/0 0.0 200.0 0 2.00 31,0% 17.0% | 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 | 0.00 294028 7 473 0.00 0.00 1 29 6.80 75/25 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Depth Time Wl In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
8082 | 2:00 14.60 | 0.00 | 62 27 | 8 | 5/9/0 0.0 | 200.0 | 0 2.00 30.0% 14.0% | 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 447631 8 547 0.00 0.00 1 38 6.70 80/20 0

Water Loss LCM ECD FL Temp Remarks
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Créâk Unit n
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 7/30/2012 Days From Spud : 70 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.50 13 W.O.C., While walling on cement held PJSM on rigging up the bop lifts, the bop lifts where set 8082 8082 NIH
up and hooked up, preparedthe bop for the lift.

10:30 3.00 21 Lifted the 13 5/8" 10M bop and set theslips. Set theslips with 250K.Cut the 7" cag and L/D. 8082 8082 NIH
Note: Cameron cut the 7" csg with a csg saw.

13:30 1.00 14 Held PJSM - NID - Removed the 42" X 13 5/8" 10M drilling spool 8082 8082 NIH
14:30 3.50 21 Installed the DSA (13 5/8" 10M X 11" 10M), Tubing hangerl"C"section wellhead (11" 10M X 7 8082 8082 NIH

1/16" 10M), testedsame.
18:00| 3.00 14 NIU- installedthe DSA (7 1/6" 10M X 13 5/8" 10M), lowered and set the 13 5/8" 10M bop, 8082 8082 NIH

tighten the bolts/nuts tospec.
21:00 1.00 21 Held PJSM - Removed the bop lift lines, RID the bop lifts. 8082 8082 NIH
22:00 2.50 14 Changed out the pipe rams in the upper and lower rams f/4 1/2" to4",installed and nippled up 8082 8082 NIH

choke hose, installed the orbit valve, hook up the tumbucklesand center the bop with the
rotary,connect the flow line,

0:30 5.50 15 Held PJSM with IPS, installed test plug, Tested Upperand Lower pipe rams, ManualTlW 8082 8082 NIH
valves. Inside Gray, Inside Manual Choke and Killvalves 250 low 10,000 hlgh

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oll Sand
8082 2:30 15.50 15,50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
8082 12:00 15.40 15.40 67 36 11 6/10/0 0.0 200.0 0 2.00 31,0% 17.0% | 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 | 0.00 | 0.00 294028 7 473 0.00 0.00 1 29 6.80 75/25 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Depth Time Wl In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
8082 | 2:00 14.60 | 0.00 | 62 27 | 8 | 5/9/0 0.0 | 200.0 | 0 2.00 30.0% 14.0% | 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 447631 8 547 0.00 0.00 1 38 6.70 80/20 0

Water Loss LCM ECD FL Temp Remarks
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Narn iCane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 7/31/2012 Days From Spud : 71 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

start Hrs Code Remarks startDepth End Depth Run
6:00 5.00 15 Held PJSM with 1PS,Tested Upper,Lower pipe rams, Blind rarns, ManualTtWvalves, Inside 8082 8082 NIH

¯

Gray, Inside Manual Choke and Killvalves, choke manifold, super choke - 250 low 10,000
high. Tested theAnnular to 250 psi low - 10,000 psihigh.

11:00 1.00 21 Tested thecsg to 2,000 psi with 15.4 ppg mud in thecsg. Held on chart for 30 mins. (Good 8082 8082 NIH
test)

12:00 7.50 14 Installed theorbitvalve on the rotate head and fabicated line to flow line. Installed the pollution 8082 8082 NIH
pan. Clean up thebop area of tools.

19:30 4.00 06 Held PJSM, UD 4 1/2" hwdp and jars from derrick (36 Joints). 8082 8082 NIH
23:30 6.50 06 UD 4 1/2" drill pipe from derrick into the pipe tubs 8082 8082 NIH
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 14:00 13.80 0.00 43 18 7 4/6/0 0.0 200.0 0 0.00 26.0% 13.0% 61.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 322874 6 642 0.00 0.00 1 32 4.30 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 13.80 0.00 44 21 3 4/6/0 0.0 200.0 0 | 0.00 26.0% 13.0% | 61.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 434647 | 7 | 665 0.00 0.00 1 36 5.70 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0
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Sundry Number: 28848 API Well Number: 43019500090000

Well Narn iCane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 7/31/2012 Days From Spud : 71 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

start Hrs Code Remarks startDepth End Depth Run
6:00 5.00 15 Held PJSM with 1PS,Tested Upper,Lower pipe rams, Blind rarns, ManualTtWvalves, Inside 8082 8082 NIH

¯

Gray, Inside Manual Choke and Killvalves, choke manifold, super choke - 250 low 10,000
high. Tested theAnnular to 250 psi low - 10,000 psihigh.

11:00 1.00 21 Tested thecsg to 2,000 psi with 15.4 ppg mud in thecsg. Held on chart for 30 mins. (Good 8082 8082 NIH
test)

12:00 7.50 14 Installed theorbitvalve on the rotate head and fabicated line to flow line. Installed the pollution 8082 8082 NIH
pan. Clean up thebop area of tools.

19:30 4.00 06 Held PJSM, UD 4 1/2" hwdp and jars from derrick (36 Joints). 8082 8082 NIH
23:30 6.50 06 UD 4 1/2" drill pipe from derrick into the pipe tubs 8082 8082 NIH
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 14:00 13.80 0.00 43 18 7 4/6/0 0.0 200.0 0 0.00 26.0% 13.0% 61.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 322874 6 642 0.00 0.00 1 32 4.30 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 13.80 0.00 44 21 3 4/6/0 0.0 200.0 0 | 0.00 26.0% 13.0% | 61.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 434647 | 7 | 665 0.00 0.00 1 36 5.70 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0
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Sundry Number: 28848 API Well Number: 43019500090000

Well Narn iCane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 7/31/2012 Days From Spud : 71 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

start Hrs Code Remarks startDepth End Depth Run
6:00 5.00 15 Held PJSM with 1PS,Tested Upper,Lower pipe rams, Blind rarns, ManualTtWvalves, Inside 8082 8082 NIH

¯

Gray, Inside Manual Choke and Killvalves, choke manifold, super choke - 250 low 10,000
high. Tested theAnnular to 250 psi low - 10,000 psihigh.

11:00 1.00 21 Tested thecsg to 2,000 psi with 15.4 ppg mud in thecsg. Held on chart for 30 mins. (Good 8082 8082 NIH
test)

12:00 7.50 14 Installed theorbitvalve on the rotate head and fabicated line to flow line. Installed the pollution 8082 8082 NIH
pan. Clean up thebop area of tools.

19:30 4.00 06 Held PJSM, UD 4 1/2" hwdp and jars from derrick (36 Joints). 8082 8082 NIH
23:30 6.50 06 UD 4 1/2" drill pipe from derrick into the pipe tubs 8082 8082 NIH
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 14:00 13.80 0.00 43 18 7 4/6/0 0.0 200.0 0 0.00 26.0% 13.0% 61.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 322874 6 642 0.00 0.00 1 32 4.30 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 13.80 0.00 44 21 3 4/6/0 0.0 200.0 0 | 0.00 26.0% 13.0% | 61.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 434647 | 7 | 665 0.00 0.00 1 36 5.70 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0
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Sundry Number: 28848 API Well Number: 43019500090000

Well Narn iCane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 7/31/2012 Days From Spud : 71 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

start Hrs Code Remarks startDepth End Depth Run
6:00 5.00 15 Held PJSM with 1PS,Tested Upper,Lower pipe rams, Blind rarns, ManualTtWvalves, Inside 8082 8082 NIH

¯

Gray, Inside Manual Choke and Killvalves, choke manifold, super choke - 250 low 10,000
high. Tested theAnnular to 250 psi low - 10,000 psihigh.

11:00 1.00 21 Tested thecsg to 2,000 psi with 15.4 ppg mud in thecsg. Held on chart for 30 mins. (Good 8082 8082 NIH
test)

12:00 7.50 14 Installed theorbitvalve on the rotate head and fabicated line to flow line. Installed the pollution 8082 8082 NIH
pan. Clean up thebop area of tools.

19:30 4.00 06 Held PJSM, UD 4 1/2" hwdp and jars from derrick (36 Joints). 8082 8082 NIH
23:30 6.50 06 UD 4 1/2" drill pipe from derrick into the pipe tubs 8082 8082 NIH
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 14:00 13.80 0.00 43 18 7 4/6/0 0.0 200.0 0 0.00 26.0% 13.0% 61.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 322874 6 642 0.00 0.00 1 32 4.30 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 13.80 0.00 44 21 3 4/6/0 0.0 200.0 0 | 0.00 26.0% 13.0% | 61.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 434647 | 7 | 665 0.00 0.00 1 36 5.70 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Greek Unit 12-1
Field Name: Big Flat SITIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Dese: District: 01PARA

Daily Summary
Activity Date : 8/1/2012 Days From Spud : 72 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Mrs Code Remarks Start Depth End Depth Run

6:00 9.00 06 L/D 4 1/2"drill pipe fromderrickIntothepipe tubs. 8082 8082 NIH

15:00 1.00 21 Installed wear bushing and locked down 8082 8082 NIH
16:00 0.50 07 Serviced Rig and Top drive 8082 8082 NIH

16:30 1.50 21 Held PJSM R/Ulay down machine 8082 8082 NIH

18:00 3.50 06 M/U RR bil, bit sub,x-over TlHwith BHA to 2,503'using L/D machine 8082 8082 NIH
21:30 5.00 06 P/U with UD machine and rack back 30 stds 4" drill pipe 8082 8082 NIH

2:30 0.50 05 Fill pipe and circulateand condition mud 8082 8082 NIH
3:00 3.00 06 TlH from2,503' pickingup 4" drillpipe withUD maching 8082 8082 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom LIme Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 | 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 14.70 | 0.00 50 | 23 4 4/6/0 0.0 200.0 0 2.00 30.0% 13.0% 57.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal, CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 445069 8 627 0.00 0.00 1 38 6.20 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Greek Unit 12-1
Field Name: Big Flat SITIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Dese: District: 01PARA

Daily Summary
Activity Date : 8/1/2012 Days From Spud : 72 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Mrs Code Remarks Start Depth End Depth Run

6:00 9.00 06 L/D 4 1/2"drill pipe fromderrickIntothepipe tubs. 8082 8082 NIH

15:00 1.00 21 Installed wear bushing and locked down 8082 8082 NIH
16:00 0.50 07 Serviced Rig and Top drive 8082 8082 NIH

16:30 1.50 21 Held PJSM R/Ulay down machine 8082 8082 NIH

18:00 3.50 06 M/U RR bil, bit sub,x-over TlHwith BHA to 2,503'using L/D machine 8082 8082 NIH
21:30 5.00 06 P/U with UD machine and rack back 30 stds 4" drill pipe 8082 8082 NIH

2:30 0.50 05 Fill pipe and circulateand condition mud 8082 8082 NIH
3:00 3.00 06 TlH from2,503' pickingup 4" drillpipe withUD maching 8082 8082 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom LIme Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 | 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 14.70 | 0.00 50 | 23 4 4/6/0 0.0 200.0 0 2.00 30.0% 13.0% 57.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal, CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 445069 8 627 0.00 0.00 1 38 6.20 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Greek Unit 12-1
Field Name: Big Flat SITIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Dese: District: 01PARA

Daily Summary
Activity Date : 8/1/2012 Days From Spud : 72 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Mrs Code Remarks Start Depth End Depth Run

6:00 9.00 06 L/D 4 1/2"drill pipe fromderrickIntothepipe tubs. 8082 8082 NIH

15:00 1.00 21 Installed wear bushing and locked down 8082 8082 NIH
16:00 0.50 07 Serviced Rig and Top drive 8082 8082 NIH

16:30 1.50 21 Held PJSM R/Ulay down machine 8082 8082 NIH

18:00 3.50 06 M/U RR bil, bit sub,x-over TlHwith BHA to 2,503'using L/D machine 8082 8082 NIH
21:30 5.00 06 P/U with UD machine and rack back 30 stds 4" drill pipe 8082 8082 NIH

2:30 0.50 05 Fill pipe and circulateand condition mud 8082 8082 NIH
3:00 3.00 06 TlH from2,503' pickingup 4" drillpipe withUD maching 8082 8082 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom LIme Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 | 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 14.70 | 0.00 50 | 23 4 4/6/0 0.0 200.0 0 2.00 30.0% 13.0% 57.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal, CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 445069 8 627 0.00 0.00 1 38 6.20 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Greek Unit 12-1
Field Name: Big Flat SITIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Dese: District: 01PARA

Daily Summary
Activity Date : 8/1/2012 Days From Spud : 72 Current Depth : 8082 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Mrs Code Remarks Start Depth End Depth Run

6:00 9.00 06 L/D 4 1/2"drill pipe fromderrickIntothepipe tubs. 8082 8082 NIH

15:00 1.00 21 Installed wear bushing and locked down 8082 8082 NIH
16:00 0.50 07 Serviced Rig and Top drive 8082 8082 NIH

16:30 1.50 21 Held PJSM R/Ulay down machine 8082 8082 NIH

18:00 3.50 06 M/U RR bil, bit sub,x-over TlHwith BHA to 2,503'using L/D machine 8082 8082 NIH
21:30 5.00 06 P/U with UD machine and rack back 30 stds 4" drill pipe 8082 8082 NIH

2:30 0.50 05 Fill pipe and circulateand condition mud 8082 8082 NIH
3:00 3.00 06 TlH from2,503' pickingup 4" drillpipe withUD maching 8082 8082 NIH

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 15.50 15.50 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom LIme Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 | 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 3:00 14.70 | 0.00 50 | 23 4 4/6/0 0.0 200.0 0 2.00 30.0% 13.0% 57.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal, CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 445069 8 627 0.00 0.00 1 38 6.20 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Nahei0anidŸeek Oriiti
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

ActivityDate : 8/2/2012 Days From Spud : 73 Current Depth : 8098 Ft 24 Hr. Footage Made : 18 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 PIU 4" XT39dp, RIHto 7,949'. 8062 8082 13
10:00 0.50 05 Circulated and R/D the L/D machine. 8082 8082 13
10;30 0.50 07 Serviced the rig/top drive. 8082 8062 13
11:00 4.50 21 Washed down to7,999', drilledwiper plugs, floatcollar cement, reaming shoe to 8.093' 8082 8082 13
15:30 2.50 02 Drilled "formation" f/8,093' to8,098' 8082 8082 13
18:00 0.50 05 Circulated btm's up. 8082 8082 13
18:30 1.00 21 Performed FIT with 14.8 ppg OBM.Pressured up to 1,100 psl (17.5 ppg EMW). Pressure bled 8082 8082 13

down rapidly,
19:30 4.00 06 POOH f/8,076' to surface.L/D RR 6"bit 8082 8082 13
23:30 2.50 06 M/UTapered mill,string mill,1-joint4" HWDP, Oil jars and TIHwith BHA to 2,522' and fillpipe 8082 8082 13

2:00 2.50 06 RIH f/2,522' to8,060'. 8082 8082 13
4:30 0.50 03 Washed and reamed from8,060' to 8,098' with 8" tapered m1||and 6" string mill 8082 8098 13
5:00 0.50 05 Circulated and Conditioned mud at 8,098' (maxgas 2,655 units, mud cut 14.7 ppg), 8098 8098 13
5:30 0.50 06 POOH from 8,098' to 7,781' 8098 8098 13

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 | 2 2.00 | 32.0% | 16.0% | 52.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 14.80 14.80 52 24 6 5/8/0 0.0 200.0 0 2.00 30.0% 13.0% 57.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 422846 7 620 0.00 0.00 1 35 5.70 81/19 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 96
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Sundry Number: 28848 API Well Number: 43019500090000

Well Nahei0anidŸeek Oriiti
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

ActivityDate : 8/2/2012 Days From Spud : 73 Current Depth : 8098 Ft 24 Hr. Footage Made : 18 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 PIU 4" XT39dp, RIHto 7,949'. 8062 8082 13
10:00 0.50 05 Circulated and R/D the L/D machine. 8082 8082 13
10;30 0.50 07 Serviced the rig/top drive. 8082 8062 13
11:00 4.50 21 Washed down to7,999', drilledwiper plugs, floatcollar cement, reaming shoe to 8.093' 8082 8082 13
15:30 2.50 02 Drilled "formation" f/8,093' to8,098' 8082 8082 13
18:00 0.50 05 Circulated btm's up. 8082 8082 13
18:30 1.00 21 Performed FIT with 14.8 ppg OBM.Pressured up to 1,100 psl (17.5 ppg EMW). Pressure bled 8082 8082 13

down rapidly,
19:30 4.00 06 POOH f/8,076' to surface.L/D RR 6"bit 8082 8082 13
23:30 2.50 06 M/UTapered mill,string mill,1-joint4" HWDP, Oil jars and TIHwith BHA to 2,522' and fillpipe 8082 8082 13

2:00 2.50 06 RIH f/2,522' to8,060'. 8082 8082 13
4:30 0.50 03 Washed and reamed from8,060' to 8,098' with 8" tapered m1||and 6" string mill 8082 8098 13
5:00 0.50 05 Circulated and Conditioned mud at 8,098' (maxgas 2,655 units, mud cut 14.7 ppg), 8098 8098 13
5:30 0.50 06 POOH from 8,098' to 7,781' 8098 8098 13

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 | 2 2.00 | 32.0% | 16.0% | 52.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 14.80 14.80 52 24 6 5/8/0 0.0 200.0 0 2.00 30.0% 13.0% 57.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 422846 7 620 0.00 0.00 1 35 5.70 81/19 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 96
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Sundry Number: 28848 API Well Number: 43019500090000

Well Nahei0anidŸeek Oriiti
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

ActivityDate : 8/2/2012 Days From Spud : 73 Current Depth : 8098 Ft 24 Hr. Footage Made : 18 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 PIU 4" XT39dp, RIHto 7,949'. 8062 8082 13
10:00 0.50 05 Circulated and R/D the L/D machine. 8082 8082 13
10;30 0.50 07 Serviced the rig/top drive. 8082 8062 13
11:00 4.50 21 Washed down to7,999', drilledwiper plugs, floatcollar cement, reaming shoe to 8.093' 8082 8082 13
15:30 2.50 02 Drilled "formation" f/8,093' to8,098' 8082 8082 13
18:00 0.50 05 Circulated btm's up. 8082 8082 13
18:30 1.00 21 Performed FIT with 14.8 ppg OBM.Pressured up to 1,100 psl (17.5 ppg EMW). Pressure bled 8082 8082 13

down rapidly,
19:30 4.00 06 POOH f/8,076' to surface.L/D RR 6"bit 8082 8082 13
23:30 2.50 06 M/UTapered mill,string mill,1-joint4" HWDP, Oil jars and TIHwith BHA to 2,522' and fillpipe 8082 8082 13

2:00 2.50 06 RIH f/2,522' to8,060'. 8082 8082 13
4:30 0.50 03 Washed and reamed from8,060' to 8,098' with 8" tapered m1||and 6" string mill 8082 8098 13
5:00 0.50 05 Circulated and Conditioned mud at 8,098' (maxgas 2,655 units, mud cut 14.7 ppg), 8098 8098 13
5:30 0.50 06 POOH from 8,098' to 7,781' 8098 8098 13

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 | 2 2.00 | 32.0% | 16.0% | 52.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 14.80 14.80 52 24 6 5/8/0 0.0 200.0 0 2.00 30.0% 13.0% 57.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 422846 7 620 0.00 0.00 1 35 5.70 81/19 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 96
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Sundry Number: 28848 API Well Number: 43019500090000

Well Nahei0anidŸeek Oriiti
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

ActivityDate : 8/2/2012 Days From Spud : 73 Current Depth : 8098 Ft 24 Hr. Footage Made : 18 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 06 PIU 4" XT39dp, RIHto 7,949'. 8062 8082 13
10:00 0.50 05 Circulated and R/D the L/D machine. 8082 8082 13
10;30 0.50 07 Serviced the rig/top drive. 8082 8062 13
11:00 4.50 21 Washed down to7,999', drilledwiper plugs, floatcollar cement, reaming shoe to 8.093' 8082 8082 13
15:30 2.50 02 Drilled "formation" f/8,093' to8,098' 8082 8082 13
18:00 0.50 05 Circulated btm's up. 8082 8082 13
18:30 1.00 21 Performed FIT with 14.8 ppg OBM.Pressured up to 1,100 psl (17.5 ppg EMW). Pressure bled 8082 8082 13

down rapidly,
19:30 4.00 06 POOH f/8,076' to surface.L/D RR 6"bit 8082 8082 13
23:30 2.50 06 M/UTapered mill,string mill,1-joint4" HWDP, Oil jars and TIHwith BHA to 2,522' and fillpipe 8082 8082 13

2:00 2.50 06 RIH f/2,522' to8,060'. 8082 8082 13
4:30 0.50 03 Washed and reamed from8,060' to 8,098' with 8" tapered m1||and 6" string mill 8082 8098 13
5:00 0.50 05 Circulated and Conditioned mud at 8,098' (maxgas 2,655 units, mud cut 14.7 ppg), 8098 8098 13
5:30 0.50 06 POOH from 8,098' to 7,781' 8098 8098 13

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 | 2 2.00 | 32.0% | 16.0% | 52.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 14.80 14.80 52 24 6 5/8/0 0.0 200.0 0 2.00 30.0% 13.0% 57.0% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 422846 7 620 0.00 0.00 1 35 5.70 81/19 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 96
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Wäll Ná elCánè 06ëëkÜõit51
Field Name: Big Flat S/TIR 12/265/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily SQ
Activity Date : 8/3/2012 Days From Spud : 74 Current Depth : 8098 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 0.50 06 Pull 3 stds f/8,098' to 7,856' 8098 8098 13
6:30 1.50 21 Held PJSM - R/U cement line, test same to5,000 psl. Injectionsrate i bbl/min@1,880 psi, 2 8098 8098 13

bbis/min @1,960 psi,2 1/2 bbis/min@2,050 psi.
8:00 1.50 12 Squeeze job - Pumped 5 bbis water (Spacer},followby 100 sks Class G cement, 16 bbis 8098 8098 13

cement slurry @17.5 ppg, 0.94 yield.5 bbis water (spacer), 78 bbis of displacement, left3
bbis of cement in the7" csg.

9:30 1.50 05 Circulated and conditioned the mud. 8098 8098 13
11:00 0.50 07 Serviced the rig. Pumped slug. 8098 8098 13
11:30 5.50 06 POOH f/7,856' tosurface, LJDthe jars and mills. 8098 8098 13
17:00 5.00 06 MID 6" bit RIH f/surface to7,853'. 8098 8098 13
22:00 0.50 03 Washed and reamed from 7,853' to7,896' and taggedhard cement 8098 8098 13
22:30 3.50 02 Drifled cement from 7,896' to8,098' and 6' new formation from 8,098' to 8,104' 8098 8098 13

2:00 0.50 05 Circulated and conditionedmud Note:mud wt 14.7 ppg 8098 8098 13
2:30 1.00 21 Performed FIT with 14.7 ppg OBM.Pressured up to 1100 psi (17.5 ppg EMW). 8098 8098 13
3:30 1.00 05 Circulated and conditioned mud mixed and pumped slug 8098 8098 13
4:30 1.00 06 POOHfrom8,104' to7,196' 8098 8098 13
5:30 0.50 09 Slipped and thecut drill line. Monitor wellon thetriptank. 8098 8098 13

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 14.80 14,80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sat CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00| 339671 7 388 0.00 | 0.00 | 1 31 5.60 | 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90
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Sundry Number: 28848 API Well Number: 43019500090000

Wäll Ná elCánè 06ëëkÜõit51
Field Name: Big Flat S/TIR 12/265/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily SQ
Activity Date : 8/3/2012 Days From Spud : 74 Current Depth : 8098 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 0.50 06 Pull 3 stds f/8,098' to 7,856' 8098 8098 13
6:30 1.50 21 Held PJSM - R/U cement line, test same to5,000 psl. Injectionsrate i bbl/min@1,880 psi, 2 8098 8098 13

bbis/min @1,960 psi,2 1/2 bbis/min@2,050 psi.
8:00 1.50 12 Squeeze job - Pumped 5 bbis water (Spacer},followby 100 sks Class G cement, 16 bbis 8098 8098 13

cement slurry @17.5 ppg, 0.94 yield.5 bbis water (spacer), 78 bbis of displacement, left3
bbis of cement in the7" csg.

9:30 1.50 05 Circulated and conditioned the mud. 8098 8098 13
11:00 0.50 07 Serviced the rig. Pumped slug. 8098 8098 13
11:30 5.50 06 POOH f/7,856' tosurface, LJDthe jars and mills. 8098 8098 13
17:00 5.00 06 MID 6" bit RIH f/surface to7,853'. 8098 8098 13
22:00 0.50 03 Washed and reamed from 7,853' to7,896' and taggedhard cement 8098 8098 13
22:30 3.50 02 Drifled cement from 7,896' to8,098' and 6' new formation from 8,098' to 8,104' 8098 8098 13

2:00 0.50 05 Circulated and conditionedmud Note:mud wt 14.7 ppg 8098 8098 13
2:30 1.00 21 Performed FIT with 14.7 ppg OBM.Pressured up to 1100 psi (17.5 ppg EMW). 8098 8098 13
3:30 1.00 05 Circulated and conditioned mud mixed and pumped slug 8098 8098 13
4:30 1.00 06 POOHfrom8,104' to7,196' 8098 8098 13
5:30 0.50 09 Slipped and thecut drill line. Monitor wellon thetriptank. 8098 8098 13

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 14.80 14,80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sat CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00| 339671 7 388 0.00 | 0.00 | 1 31 5.60 | 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90
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Sundry Number: 28848 API Well Number: 43019500090000

Wäll Ná elCánè 06ëëkÜõit51
Field Name: Big Flat S/TIR 12/265/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily SQ
Activity Date : 8/3/2012 Days From Spud : 74 Current Depth : 8098 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 0.50 06 Pull 3 stds f/8,098' to 7,856' 8098 8098 13
6:30 1.50 21 Held PJSM - R/U cement line, test same to5,000 psl. Injectionsrate i bbl/min@1,880 psi, 2 8098 8098 13

bbis/min @1,960 psi,2 1/2 bbis/min@2,050 psi.
8:00 1.50 12 Squeeze job - Pumped 5 bbis water (Spacer},followby 100 sks Class G cement, 16 bbis 8098 8098 13

cement slurry @17.5 ppg, 0.94 yield.5 bbis water (spacer), 78 bbis of displacement, left3
bbis of cement in the7" csg.

9:30 1.50 05 Circulated and conditioned the mud. 8098 8098 13
11:00 0.50 07 Serviced the rig. Pumped slug. 8098 8098 13
11:30 5.50 06 POOH f/7,856' tosurface, LJDthe jars and mills. 8098 8098 13
17:00 5.00 06 MID 6" bit RIH f/surface to7,853'. 8098 8098 13
22:00 0.50 03 Washed and reamed from 7,853' to7,896' and taggedhard cement 8098 8098 13
22:30 3.50 02 Drifled cement from 7,896' to8,098' and 6' new formation from 8,098' to 8,104' 8098 8098 13

2:00 0.50 05 Circulated and conditionedmud Note:mud wt 14.7 ppg 8098 8098 13
2:30 1.00 21 Performed FIT with 14.7 ppg OBM.Pressured up to 1100 psi (17.5 ppg EMW). 8098 8098 13
3:30 1.00 05 Circulated and conditioned mud mixed and pumped slug 8098 8098 13
4:30 1.00 06 POOHfrom8,104' to7,196' 8098 8098 13
5:30 0.50 09 Slipped and thecut drill line. Monitor wellon thetriptank. 8098 8098 13

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 14.80 14,80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sat CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00| 339671 7 388 0.00 | 0.00 | 1 31 5.60 | 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90
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Sundry Number: 28848 API Well Number: 43019500090000

Wäll Ná elCánè 06ëëkÜõit51
Field Name: Big Flat S/TIR 12/265/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily SQ
Activity Date : 8/3/2012 Days From Spud : 74 Current Depth : 8098 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 0.50 06 Pull 3 stds f/8,098' to 7,856' 8098 8098 13
6:30 1.50 21 Held PJSM - R/U cement line, test same to5,000 psl. Injectionsrate i bbl/min@1,880 psi, 2 8098 8098 13

bbis/min @1,960 psi,2 1/2 bbis/min@2,050 psi.
8:00 1.50 12 Squeeze job - Pumped 5 bbis water (Spacer},followby 100 sks Class G cement, 16 bbis 8098 8098 13

cement slurry @17.5 ppg, 0.94 yield.5 bbis water (spacer), 78 bbis of displacement, left3
bbis of cement in the7" csg.

9:30 1.50 05 Circulated and conditioned the mud. 8098 8098 13
11:00 0.50 07 Serviced the rig. Pumped slug. 8098 8098 13
11:30 5.50 06 POOH f/7,856' tosurface, LJDthe jars and mills. 8098 8098 13
17:00 5.00 06 MID 6" bit RIH f/surface to7,853'. 8098 8098 13
22:00 0.50 03 Washed and reamed from 7,853' to7,896' and taggedhard cement 8098 8098 13
22:30 3.50 02 Drifled cement from 7,896' to8,098' and 6' new formation from 8,098' to 8,104' 8098 8098 13

2:00 0.50 05 Circulated and conditionedmud Note:mud wt 14.7 ppg 8098 8098 13
2:30 1.00 21 Performed FIT with 14.7 ppg OBM.Pressured up to 1100 psi (17.5 ppg EMW). 8098 8098 13
3:30 1.00 05 Circulated and conditioned mud mixed and pumped slug 8098 8098 13
4:30 1.00 06 POOHfrom8,104' to7,196' 8098 8098 13
5:30 0.50 09 Slipped and thecut drill line. Monitor wellon thetriptank. 8098 8098 13

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8082 2:30 14.80 14,80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sat CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00| 339671 7 388 0.00 | 0.00 | 1 31 5.60 | 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Wall Namé:Cane Creek Unit 124
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 8/4/2012 Days From Spud : 75 Current Depth : 8113 Ft 24 Hr. Footage Made : 9 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 09 Silp & cut 90' drill line 8098 8098 13
7:00 4.00 06 POOH from 7,196' to surface LID 6" RR bit 8098 8098 13

11:00 0.50 07 Service rigand top drive 8104 8104 13

11:30 2.50 20 Held PJSM P/U Directional toolsand test OK 8104 8104 14
14:00 0.50 20 M/U bitand finish plckingup directional assembly 8104 8104 14
14:30 5.50 06 TIH withdirectional assembly to 8,100' 8104 8104 14
20:00 6.00 02 Washed from 8,100' to8,104' sliding from8,104' to 8,113' Note: BIt appears to be balled or 8104 8113 14

thedrilling motor is bad.
2:0 0.50 05 Circulate and condition mud Mixed and pumped slug 8113 8113 14
2:3 3.50 06 POOH from8,113' to3,000' 8113 8113 14

Totaî: 4.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8098 2:30 14.80 14.80 | 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 | 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8104 16:00 14.70 14.70 55 24 6 5/8/0 0,0 200.0 0 2.00 30.0% 13.0% 57.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 | 0.00 434524 7 634 | 0.00 0.00 1 | 36 | 6.00 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.0 96

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8113 2:30 14.90 14.80 58 24 8 5/8/0 0.0 200.0 | 0 2.00 30.0% 14.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 |0.000.00 0.00 0.00 414024 7 699 0.00 0.00 1 35 6.00 80/20 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 100

Page 54 of 60 Powered by Production Access

Sundry Number: 28848 API Well Number: 43019500090000

Wall Namé:Cane Creek Unit 124
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 8/4/2012 Days From Spud : 75 Current Depth : 8113 Ft 24 Hr. Footage Made : 9 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 09 Silp & cut 90' drill line 8098 8098 13
7:00 4.00 06 POOH from 7,196' to surface LID 6" RR bit 8098 8098 13

11:00 0.50 07 Service rigand top drive 8104 8104 13

11:30 2.50 20 Held PJSM P/U Directional toolsand test OK 8104 8104 14
14:00 0.50 20 M/U bitand finish plckingup directional assembly 8104 8104 14
14:30 5.50 06 TIH withdirectional assembly to 8,100' 8104 8104 14
20:00 6.00 02 Washed from 8,100' to8,104' sliding from8,104' to 8,113' Note: BIt appears to be balled or 8104 8113 14

thedrilling motor is bad.
2:0 0.50 05 Circulate and condition mud Mixed and pumped slug 8113 8113 14
2:3 3.50 06 POOH from8,113' to3,000' 8113 8113 14

Totaî: 4.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8098 2:30 14.80 14.80 | 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 | 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8104 16:00 14.70 14.70 55 24 6 5/8/0 0,0 200.0 0 2.00 30.0% 13.0% 57.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 | 0.00 434524 7 634 | 0.00 0.00 1 | 36 | 6.00 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.0 96

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8113 2:30 14.90 14.80 58 24 8 5/8/0 0.0 200.0 | 0 2.00 30.0% 14.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 |0.000.00 0.00 0.00 414024 7 699 0.00 0.00 1 35 6.00 80/20 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 100
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Sundry Number: 28848 API Well Number: 43019500090000

Wall Namé:Cane Creek Unit 124
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 8/4/2012 Days From Spud : 75 Current Depth : 8113 Ft 24 Hr. Footage Made : 9 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 09 Silp & cut 90' drill line 8098 8098 13
7:00 4.00 06 POOH from 7,196' to surface LID 6" RR bit 8098 8098 13

11:00 0.50 07 Service rigand top drive 8104 8104 13

11:30 2.50 20 Held PJSM P/U Directional toolsand test OK 8104 8104 14
14:00 0.50 20 M/U bitand finish plckingup directional assembly 8104 8104 14

14:30 5.50 06 TIH withdirectional assembly to 8,100' 8104 8104 14
20:00 6.00 02 Washed from 8,100' to8,104' sliding from8,104' to 8,113' Note: BIt appears to be balled or 8104 8113 14

thedrilling motor is bad.
2:0 0.50 05 Circulate and condition mud Mixed and pumped slug 8113 8113 14

2:3 3.50 06 POOH from8,113' to3,000' 8113 8113 14
Totaî: 4.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8098 2:30 14.80 14.80 | 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 | 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8104 16:00 14.70 14.70 55 24 6 5/8/0 0,0 200.0 0 2.00 30.0% 13.0% 57.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 | 0.00 434524 7 634 | 0.00 0.00 1 | 36 | 6.00 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.0 96

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8113 2:30 14.90 14.80 58 24 8 5/8/0 0.0 200.0 | 0 2.00 30.0% 14.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 |0.000.00 0.00 0.00 414024 7 699 0.00 0.00 1 35 6.00 80/20 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 100
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Sundry Number: 28848 API Well Number: 43019500090000

Wall Namé:Cane Creek Unit 124
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
ActivityDate : 8/4/2012 Days From Spud : 75 Current Depth : 8113 Ft 24 Hr. Footage Made : 9 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 09 Silp & cut 90' drill line 8098 8098 13
7:00 4.00 06 POOH from 7,196' to surface LID 6" RR bit 8098 8098 13

11:00 0.50 07 Service rigand top drive 8104 8104 13

11:30 2.50 20 Held PJSM P/U Directional toolsand test OK 8104 8104 14
14:00 0.50 20 M/U bitand finish plckingup directional assembly 8104 8104 14

14:30 5.50 06 TIH withdirectional assembly to 8,100' 8104 8104 14
20:00 6.00 02 Washed from 8,100' to8,104' sliding from8,104' to 8,113' Note: BIt appears to be balled or 8104 8113 14

thedrilling motor is bad.
2:0 0.50 05 Circulate and condition mud Mixed and pumped slug 8113 8113 14

2:3 3.50 06 POOH from8,113' to3,000' 8113 8113 14
Totaî: 4.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8098 2:30 14.80 14.80 | 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 | 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8104 16:00 14.70 14.70 55 24 6 5/8/0 0,0 200.0 0 2.00 30.0% 13.0% 57.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 | 0.00 434524 7 634 | 0.00 0.00 1 | 36 | 6.00 81/19 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.0 96

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8113 2:30 14.90 14.80 58 24 8 5/8/0 0.0 200.0 | 0 2.00 30.0% 14.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 |0.000.00 0.00 0.00 414024 7 699 0.00 0.00 1 35 6.00 80/20 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 100
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 8/5/2012 Days From Spud : 76 Current Depth : 8220 Ft 24 Hr. Footage Made : 107 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 POOH from 3,000' to surface Note: Bit was not balled apparent motor failure 8113 8113 15
8:00 1.50 20 L/D 6" bitand changed out mud motors. Note: drilling motor was the problem of not drilling 8113 8113 15

and had topullout of the hole to change out.
9:30 2.00 20 Changed out MWD due to3 broken bolts in packoff and test OK 8113 8113 15

11:30 3.00 06 M/U RR 6" bit TIH to3,990' 8113 8113 15

14:30 0.50 21 Changed out rotating head rubber element. 8113 8113 15

15:00 2.00 06 TíHfrom3.990' to8,100', washed from 8,100' to8,113'. 8113 8113 15

17:00 13.00 02 Drilled 6" Lateral (Slide and rotate) f/8,113' to 8.220' Note: On bottoms up 1,465 max units gas 8113 8220 15
14.6ppg max mud cut, Lost 116 bbis mud since 1800 yesterday, Loses come and go f/2
bb1s/hrto 13 bbis/hr rate.

Total: 24.00
Mud Properfles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8113 | 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 | 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 | 15,8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8190 2:00 14.90 14.90 56 27 9 5/8/0 0.0 200.0 0 2.00 30.0% 14.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 429912 7 760 0.00 0.00 1 | 34 6.20 80/20 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.9 102
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 8/5/2012 Days From Spud : 76 Current Depth : 8220 Ft 24 Hr. Footage Made : 107 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 POOH from 3,000' to surface Note: Bit was not balled apparent motor failure 8113 8113 15
8:00 1.50 20 L/D 6" bitand changed out mud motors. Note: drilling motor was the problem of not drilling 8113 8113 15

and had topullout of the hole to change out.
9:30 2.00 20 Changed out MWD due to3 broken bolts in packoff and test OK 8113 8113 15

11:30 3.00 06 M/U RR 6" bit TIH to3,990' 8113 8113 15

14:30 0.50 21 Changed out rotating head rubber element. 8113 8113 15

15:00 2.00 06 TíHfrom3.990' to8,100', washed from 8,100' to8,113'. 8113 8113 15

17:00 13.00 02 Drilled 6" Lateral (Slide and rotate) f/8,113' to 8.220' Note: On bottoms up 1,465 max units gas 8113 8220 15
14.6ppg max mud cut, Lost 116 bbis mud since 1800 yesterday, Loses come and go f/2
bb1s/hrto 13 bbis/hr rate.

Total: 24.00
Mud Properfles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8113 | 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 | 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 | 15,8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8190 2:00 14.90 14.90 56 27 9 5/8/0 0.0 200.0 0 2.00 30.0% 14.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 429912 7 760 0.00 0.00 1 | 34 6.20 80/20 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.9 102
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 8/5/2012 Days From Spud : 76 Current Depth : 8220 Ft 24 Hr. Footage Made : 107 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 POOH from 3,000' to surface Note: Bit was not balled apparent motor failure 8113 8113 15
8:00 1.50 20 L/D 6" bitand changed out mud motors. Note: drilling motor was the problem of not drilling 8113 8113 15

and had topullout of the hole to change out.
9:30 2.00 20 Changed out MWD due to3 broken bolts in packoff and test OK 8113 8113 15

11:30 3.00 06 M/U RR 6" bit TIH to3,990' 8113 8113 15

14:30 0.50 21 Changed out rotating head rubber element. 8113 8113 15

15:00 2.00 06 TíHfrom3.990' to8,100', washed from 8,100' to8,113'. 8113 8113 15

17:00 13.00 02 Drilled 6" Lateral (Slide and rotate) f/8,113' to 8.220' Note: On bottoms up 1,465 max units gas 8113 8220 15
14.6ppg max mud cut, Lost 116 bbis mud since 1800 yesterday, Loses come and go f/2
bb1s/hrto 13 bbis/hr rate.

Total: 24.00
Mud Properfles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8113 | 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 | 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 | 15,8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8190 2:00 14.90 14.90 56 27 9 5/8/0 0.0 200.0 0 2.00 30.0% 14.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 429912 7 760 0.00 0.00 1 | 34 6.20 80/20 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.9 102
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat SIT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 8/5/2012 Days From Spud : 76 Current Depth : 8220 Ft 24 Hr. Footage Made : 107 Ft
Rig Company : Rig Name:

Formation : Weather:
Operatlons

start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 06 POOH from 3,000' to surface Note: Bit was not balled apparent motor failure 8113 8113 15
8:00 1.50 20 L/D 6" bitand changed out mud motors. Note: drilling motor was the problem of not drilling 8113 8113 15

and had topullout of the hole to change out.
9:30 2.00 20 Changed out MWD due to3 broken bolts in packoff and test OK 8113 8113 15

11:30 3.00 06 M/U RR 6" bit TIH to3,990' 8113 8113 15

14:30 0.50 21 Changed out rotating head rubber element. 8113 8113 15

15:00 2.00 06 TíHfrom3.990' to8,100', washed from 8,100' to8,113'. 8113 8113 15

17:00 13.00 02 Drilled 6" Lateral (Slide and rotate) f/8,113' to 8.220' Note: On bottoms up 1,465 max units gas 8113 8220 15
14.6ppg max mud cut, Lost 116 bbis mud since 1800 yesterday, Loses come and go f/2
bb1s/hrto 13 bbis/hr rate.

Total: 24.00
Mud Properfles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8113 | 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 | 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 | 15,8 90

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8190 2:00 14.90 14.90 56 27 9 5/8/0 0.0 200.0 0 2.00 30.0% 14.0% 56.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 429912 7 760 0.00 0.00 1 | 34 6.20 80/20 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.9 102
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 8/6/2012 Days From Spud : 77 Current Depth : 8290 Ft 24 Hr. Footage Made : 70 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 Drilled 6" Lateral (Slide and rotate) f/8,220' to8,268'. Last 24 hrs we lost 144 bbis mud. 8220 8268 15
11:30 0.50 07 Service rig and top drive. 8268 8268 15

12:00 3.50 02 Drilled 6" Lateral (Slide and rotate) (/8,268' to8,290'. 8268 8290 15

15:30 1.00 05 Circulate and condition 14.7 ppg OBM, mixand pump slug 8290 8290 15

16:30 5.50 06 POOHfrom8,290' to surface. Removed thebit. 8290 8290 15

22:00 3.00 20 Adjust mud motor from 1.5 deg to 1.83 deg. L/D near bit Inclination/gamma ray tool. L/D UXM 8290 8290 16
and DPM tools. M/U and test MWO -OK-

1:00 5.00 06 M/U 6"rr bit, TIH, fillIngpipe every 20 stds to 8,288' 8290 8290 16

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8220 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 | 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECO FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt [n Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8285 15:00 14.70 14.70 50 25 9 6/9/0 0.0 200.0 0 2.00 30.0% 12.5% 57.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 473039 8 805 0.00 0.00 1 36 6.20 82/18 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 16.0 100

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8290 3:00 14.80 14.70 50 25 9 6/9/0 0.0 200.0 0 2.00 30.0% 12.5% 57.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 455269 7 805 0.00 0.00 1 37 6.00 82/18 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 100
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 8/6/2012 Days From Spud : 77 Current Depth : 8290 Ft 24 Hr. Footage Made : 70 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 Drilled 6" Lateral (Slide and rotate) f/8,220' to8,268'. Last 24 hrs we lost 144 bbis mud. 8220 8268 15
11:30 0.50 07 Service rig and top drive. 8268 8268 15

12:00 3.50 02 Drilled 6" Lateral (Slide and rotate) (/8,268' to8,290'. 8268 8290 15

15:30 1.00 05 Circulate and condition 14.7 ppg OBM, mixand pump slug 8290 8290 15

16:30 5.50 06 POOHfrom8,290' to surface. Removed thebit. 8290 8290 15

22:00 3.00 20 Adjust mud motor from 1.5 deg to 1.83 deg. L/D near bit Inclination/gamma ray tool. L/D UXM 8290 8290 16
and DPM tools. M/U and test MWO -OK-

1:00 5.00 06 M/U 6"rr bit, TIH, fillIngpipe every 20 stds to 8,288' 8290 8290 16

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8220 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 | 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECO FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt [n Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8285 15:00 14.70 14.70 50 25 9 6/9/0 0.0 200.0 0 2.00 30.0% 12.5% 57.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 473039 8 805 0.00 0.00 1 36 6.20 82/18 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 16.0 100

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8290 3:00 14.80 14.70 50 25 9 6/9/0 0.0 200.0 0 2.00 30.0% 12.5% 57.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 455269 7 805 0.00 0.00 1 37 6.00 82/18 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 100

Page 56 of 60 Powered by ProducUon Access

Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 8/6/2012 Days From Spud : 77 Current Depth : 8290 Ft 24 Hr. Footage Made : 70 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 Drilled 6" Lateral (Slide and rotate) f/8,220' to8,268'. Last 24 hrs we lost 144 bbis mud. 8220 8268 15
11:30 0.50 07 Service rig and top drive. 8268 8268 15

12:00 3.50 02 Drilled 6" Lateral (Slide and rotate) (/8,268' to8,290'. 8268 8290 15

15:30 1.00 05 Circulate and condition 14.7 ppg OBM, mixand pump slug 8290 8290 15

16:30 5.50 06 POOHfrom8,290' to surface. Removed thebit. 8290 8290 15

22:00 3.00 20 Adjust mud motor from 1.5 deg to 1.83 deg. L/D near bit Inclination/gamma ray tool. L/D UXM 8290 8290 16
and DPM tools. M/U and test MWO -OK-

1:00 5.00 06 M/U 6"rr bit, TIH, fillIngpipe every 20 stds to 8,288' 8290 8290 16

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8220 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 | 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECO FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt [n Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8285 15:00 14.70 14.70 50 25 9 6/9/0 0.0 200.0 0 2.00 30.0% 12.5% 57.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 473039 8 805 0.00 0.00 1 36 6.20 82/18 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 16.0 100

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8290 3:00 14.80 14.70 50 25 9 6/9/0 0.0 200.0 0 2.00 30.0% 12.5% 57.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 455269 7 805 0.00 0.00 1 37 6.00 82/18 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 100
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 8/6/2012 Days From Spud : 77 Current Depth : 8290 Ft 24 Hr. Footage Made : 70 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 5.50 02 Drilled 6" Lateral (Slide and rotate) f/8,220' to8,268'. Last 24 hrs we lost 144 bbis mud. 8220 8268 15
11:30 0.50 07 Service rig and top drive. 8268 8268 15

12:00 3.50 02 Drilled 6" Lateral (Slide and rotate) (/8,268' to8,290'. 8268 8290 15

15:30 1.00 05 Circulate and condition 14.7 ppg OBM, mixand pump slug 8290 8290 15

16:30 5.50 06 POOHfrom8,290' to surface. Removed thebit. 8290 8290 15

22:00 3.00 20 Adjust mud motor from 1.5 deg to 1.83 deg. L/D near bit Inclination/gamma ray tool. L/D UXM 8290 8290 16
and DPM tools. M/U and test MWO -OK-

1:00 5.00 06 M/U 6"rr bit, TIH, fillIngpipe every 20 stds to 8,288' 8290 8290 16

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8220 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 | 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECO FL Temp Remarks
0 0.0 15.8 90

Depth Time Wt [n Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8285 15:00 14.70 14.70 50 25 9 6/9/0 0.0 200.0 0 2.00 30.0% 12.5% 57.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 473039 8 805 0.00 0.00 1 36 6.20 82/18 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 16.0 100

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8290 3:00 14.80 14.70 50 25 9 6/9/0 0.0 200.0 0 2.00 30.0% 12.5% 57.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 | 0.00 455269 7 805 0.00 0.00 1 37 6.00 82/18 0

Water Loss LCM ECD FL Tem Remarks
0 0.0 0.0 100
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Namá:Cane Cieek Unit 12-1
Field Name: Big Flat SíTIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P LocationDesc: District: 01PARA

Dailý ÈLimmary :

Activity Date : 8/7/2012 Days From Spud : 78 Current Depth : 8535 Ft 24 Hr. Footage Made : 245 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 21 Break circulation, staged pumps f/30 siks/min to 50 stks/min. Cycle the mud pumps, orient the 8290 8290 16
toolface forsllding.Note: Max gas frombtm's gas from the trip5,081 units, mud cut f/14.8
ppgto 14.0 ppg.

6:30 8.00 02 Drilled 6" Lateral (Slide and rotate) f/8,290' to 8,34T. Pumping LCMsweeps. 8290 8347 16

14:30 0.50 07 Service rig and top drive 8347 8347 16

15:00 15.00 02 Drifled 6" Lateral (Slideand rotate) f/8,34T to8,535'. Note: Lost 177 bbis the last 24 hrs. 8347 8535 16

Total: 24.00
Pumping LCMsweeps.

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8290 2:30 14.80 14.80 84 49 15 8/13/0 2.0 | 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sat CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 | 15,8 90 |

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8335 14:00 14.70 14.70 52 24 9 6/8/0 0.0 | 200.0 0 2.00 30.0% 12.0% 58.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OIW Ratio Mud Loss
0,0 0,00 0.00 0.00 0.00 505790 8 850 0.00 0.00 1 39 6.50 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 95

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8511 | 3:00 14.80 14.80 52 24 7 6/8/0 0.0 200.0 0 2.00 30.5% 11.5% | 58.0% 0.0%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 502343 8 800 0.00 0.00 1 37 6.50 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.4 103
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Sundry Number: 28848 API Well Number: 43019500090000

Well Namá:Cane Cieek Unit 12-1
Field Name: Big Flat SíTIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P LocationDesc: District: 01PARA

Dailý ÈLimmary :

Activity Date : 8/7/2012 Days From Spud : 78 Current Depth : 8535 Ft 24 Hr. Footage Made : 245 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 21 Break circulation, staged pumps f/30 siks/min to 50 stks/min. Cycle the mud pumps, orient the 8290 8290 16
toolface forsllding.Note: Max gas frombtm's gas from the trip5,081 units, mud cut f/14.8
ppgto 14.0 ppg.

6:30 8.00 02 Drilled 6" Lateral (Slide and rotate) f/8,290' to 8,34T. Pumping LCMsweeps. 8290 8347 16

14:30 0.50 07 Service rig and top drive 8347 8347 16

15:00 15.00 02 Drifled 6" Lateral (Slideand rotate) f/8,34T to8,535'. Note: Lost 177 bbis the last 24 hrs. 8347 8535 16

Total: 24.00
Pumping LCMsweeps.

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8290 2:30 14.80 14.80 84 49 15 8/13/0 2.0 | 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sat CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 | 15,8 90 |

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8335 14:00 14.70 14.70 52 24 9 6/8/0 0.0 | 200.0 0 2.00 30.0% 12.0% 58.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OIW Ratio Mud Loss
0,0 0,00 0.00 0.00 0.00 505790 8 850 0.00 0.00 1 39 6.50 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 95

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8511 | 3:00 14.80 14.80 52 24 7 6/8/0 0.0 200.0 0 2.00 30.5% 11.5% | 58.0% 0.0%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 502343 8 800 0.00 0.00 1 37 6.50 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.4 103
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Sundry Number: 28848 API Well Number: 43019500090000

Well Namá:Cane Cieek Unit 12-1
Field Name: Big Flat SíTIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P LocationDesc: District: 01PARA

Dailý ÈLimmary :

Activity Date : 8/7/2012 Days From Spud : 78 Current Depth : 8535 Ft 24 Hr. Footage Made : 245 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 21 Break circulation, staged pumps f/30 siks/min to 50 stks/min. Cycle the mud pumps, orient the 8290 8290 16
toolface forsllding.Note: Max gas frombtm's gas from the trip5,081 units, mud cut f/14.8
ppgto 14.0 ppg.

6:30 8.00 02 Drilled 6" Lateral (Slide and rotate) f/8,290' to 8,34T. Pumping LCMsweeps. 8290 8347 16

14:30 0.50 07 Service rig and top drive 8347 8347 16

15:00 15.00 02 Drifled 6" Lateral (Slideand rotate) f/8,34T to8,535'. Note: Lost 177 bbis the last 24 hrs. 8347 8535 16

Total: 24.00
Pumping LCMsweeps.

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8290 2:30 14.80 14.80 84 49 15 8/13/0 2.0 | 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sat CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 | 15,8 90 |

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8335 14:00 14.70 14.70 52 24 9 6/8/0 0.0 | 200.0 0 2.00 30.0% 12.0% 58.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OIW Ratio Mud Loss
0,0 0,00 0.00 0.00 0.00 505790 8 850 0.00 0.00 1 39 6.50 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 95

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8511 | 3:00 14.80 14.80 52 24 7 6/8/0 0.0 200.0 0 2.00 30.5% 11.5% | 58.0% 0.0%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 502343 8 800 0.00 0.00 1 37 6.50 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.4 103
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Sundry Number: 28848 API Well Number: 43019500090000

Well Namá:Cane Cieek Unit 12-1
Field Name: Big Flat SíTIR 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P LocationDesc: District: 01PARA

Dailý ÈLimmary :

Activity Date : 8/7/2012 Days From Spud : 78 Current Depth : 8535 Ft 24 Hr. Footage Made : 245 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 21 Break circulation, staged pumps f/30 siks/min to 50 stks/min. Cycle the mud pumps, orient the 8290 8290 16
toolface forsllding.Note: Max gas frombtm's gas from the trip5,081 units, mud cut f/14.8
ppgto 14.0 ppg.

6:30 8.00 02 Drilled 6" Lateral (Slide and rotate) f/8,290' to 8,34T. Pumping LCMsweeps. 8290 8347 16

14:30 0.50 07 Service rig and top drive 8347 8347 16

15:00 15.00 02 Drifled 6" Lateral (Slideand rotate) f/8,34T to8,535'. Note: Lost 177 bbis the last 24 hrs. 8347 8535 16

Total: 24.00
Pumping LCMsweeps.

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8290 2:30 14.80 14.80 84 49 15 8/13/0 2.0 | 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sat CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 | 15,8 90 |

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8335 14:00 14.70 14.70 52 24 9 6/8/0 0.0 | 200.0 0 2.00 30.0% 12.0% 58.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OIW Ratio Mud Loss
0,0 0,00 0.00 0.00 0.00 505790 8 850 0.00 0.00 1 39 6.50 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 95

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8511 | 3:00 14.80 14.80 52 24 7 6/8/0 0.0 200.0 0 2.00 30.5% 11.5% | 58.0% 0.0%

MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 502343 8 800 0.00 0.00 1 37 6.50 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.4 103
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Wäli ÑàrnaidarieórôeloUnit 12
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 8/8/2012 Days From Spud : 79 Current Depth : 8629 Ft 24 Hr. Footage Made : 94 Ft
Rlg Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 7.00 02 Drilled 6" Lateral (Slide and rotate) f/8,535' to8,629', Note: Lost 88 bb1s.Pumping LCM 8535 8629 16
sweeps as needed.

13:00 0.50 07 Service rig and topdrive 8629 8629 16
13:30 1.00 05 Circulate and condition14.8 OBM 8629 8629 16
14:30 1.00 06 POOHfrom8,629' to 7,596' 8629 8629 16

15:30 1.00 21 Mix LCM squeeze pill 8629 8629 16
16:30 0.50 05 Pump 70 bbl LCM squeeze pill5 bbls short of bit(70 bbis), close Annular. 8629 8629 16
17:00 4.50 21 Pump LCM squeeze pill at 2 bbis per min. Until clear of pipe(70 bbis) drill pipe 1623 psi, casing 8629 8629 16

956 psi, slow rate to 1 bbl per mîn. final pressure drill pipe 1236 psi, casing 986 psl hesitate
squeeze 1 bbl every 30 minutes for 5 bbls finalpressuredrillpipe672 psl,casing 722 psi.

21:30 1.00 21 Pump slug monitorwell on triptank 8629 8629 16
22:30 6.00 06 POOH from 7,596' to surface UD bit, mud motorand MWD 8629 8629 16
4:30 1.50 20 Make up new directional assembly 8629 8629 16

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8535 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 2 2,00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8629 14:00 14.80 14.80 54 25 7 5/8/0 0.0 | 200.0 0 2.00 30.5% | 10.0% 59.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 555830 8 797 0.00 0.00 1 40 6.00 86/14 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.7 102
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Sundry Number: 28848 API Well Number: 43019500090000

Wäli ÑàrnaidarieórôeloUnit 12
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 8/8/2012 Days From Spud : 79 Current Depth : 8629 Ft 24 Hr. Footage Made : 94 Ft
Rlg Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 7.00 02 Drilled 6" Lateral (Slide and rotate) f/8,535' to8,629', Note: Lost 88 bb1s.Pumping LCM 8535 8629 16
sweeps as needed.

13:00 0.50 07 Service rig and topdrive 8629 8629 16
13:30 1.00 05 Circulate and condition14.8 OBM 8629 8629 16
14:30 1.00 06 POOHfrom8,629' to 7,596' 8629 8629 16

15:30 1.00 21 Mix LCM squeeze pill 8629 8629 16
16:30 0.50 05 Pump 70 bbl LCM squeeze pill5 bbls short of bit(70 bbis), close Annular. 8629 8629 16
17:00 4.50 21 Pump LCM squeeze pill at 2 bbis per min. Until clear of pipe(70 bbis) drill pipe 1623 psi, casing 8629 8629 16

956 psi, slow rate to 1 bbl per mîn. final pressure drill pipe 1236 psi, casing 986 psl hesitate
squeeze 1 bbl every 30 minutes for 5 bbls finalpressuredrillpipe672 psl,casing 722 psi.

21:30 1.00 21 Pump slug monitorwell on triptank 8629 8629 16
22:30 6.00 06 POOH from 7,596' to surface UD bit, mud motorand MWD 8629 8629 16
4:30 1.50 20 Make up new directional assembly 8629 8629 16

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8535 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 2 2,00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8629 14:00 14.80 14.80 54 25 7 5/8/0 0.0 | 200.0 0 2.00 30.5% | 10.0% 59.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 555830 8 797 0.00 0.00 1 40 6.00 86/14 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.7 102
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Sundry Number: 28848 API Well Number: 43019500090000

Wäli ÑàrnaidarieórôeloUnit 12
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 8/8/2012 Days From Spud : 79 Current Depth : 8629 Ft 24 Hr. Footage Made : 94 Ft
Rlg Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 7.00 02 Drilled 6" Lateral (Slide and rotate) f/8,535' to8,629', Note: Lost 88 bb1s.Pumping LCM 8535 8629 16
sweeps as needed.

13:00 0.50 07 Service rig and topdrive 8629 8629 16

13:30 1.00 05 Circulate and condition14.8 OBM 8629 8629 16
14:30 1.00 06 POOHfrom8,629' to 7,596' 8629 8629 16

15:30 1.00 21 Mix LCM squeeze pill 8629 8629 16
16:30 0.50 05 Pump 70 bbl LCM squeeze pill5 bbls short of bit(70 bbis), close Annular. 8629 8629 16
17:00 4.50 21 Pump LCM squeeze pill at 2 bbis per min. Until clear of pipe(70 bbis) drill pipe 1623 psi, casing 8629 8629 16

956 psi, slow rate to 1 bbl per mîn. final pressure drill pipe 1236 psi, casing 986 psl hesitate
squeeze 1 bbl every 30 minutes for 5 bbls finalpressuredrillpipe672 psl,casing 722 psi.

21:30 1.00 21 Pump slug monitorwell on triptank 8629 8629 16
22:30 6.00 06 POOH from 7,596' to surface UD bit, mud motorand MWD 8629 8629 16
4:30 1.50 20 Make up new directional assembly 8629 8629 16

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8535 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 2 2,00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8629 14:00 14.80 14.80 54 25 7 5/8/0 0.0 | 200.0 0 2.00 30.5% | 10.0% 59.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 555830 8 797 0.00 0.00 1 40 6.00 86/14 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.7 102
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Sundry Number: 28848 API Well Number: 43019500090000

Wäli ÑàrnaidarieórôeloUnit 12
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 8/8/2012 Days From Spud : 79 Current Depth : 8629 Ft 24 Hr. Footage Made : 94 Ft
Rlg Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 7.00 02 Drilled 6" Lateral (Slide and rotate) f/8,535' to8,629', Note: Lost 88 bb1s.Pumping LCM 8535 8629 16
sweeps as needed.

13:00 0.50 07 Service rig and topdrive 8629 8629 16

13:30 1.00 05 Circulate and condition14.8 OBM 8629 8629 16
14:30 1.00 06 POOHfrom8,629' to 7,596' 8629 8629 16

15:30 1.00 21 Mix LCM squeeze pill 8629 8629 16
16:30 0.50 05 Pump 70 bbl LCM squeeze pill5 bbls short of bit(70 bbis), close Annular. 8629 8629 16
17:00 4.50 21 Pump LCM squeeze pill at 2 bbis per min. Until clear of pipe(70 bbis) drill pipe 1623 psi, casing 8629 8629 16

956 psi, slow rate to 1 bbl per mîn. final pressure drill pipe 1236 psi, casing 986 psl hesitate
squeeze 1 bbl every 30 minutes for 5 bbls finalpressuredrillpipe672 psl,casing 722 psi.

21:30 1.00 21 Pump slug monitorwell on triptank 8629 8629 16
22:30 6.00 06 POOH from 7,596' to surface UD bit, mud motorand MWD 8629 8629 16
4:30 1.50 20 Make up new directional assembly 8629 8629 16

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8535 2:30 14.80 14.80 84 49 15 8/13/0 2.0 200.0 2 2,00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 388 0.00 0.00 1 31 5.60 76/24 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8629 14:00 14.80 14.80 54 25 7 5/8/0 0.0 | 200.0 0 2.00 30.5% | 10.0% 59.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 555830 8 797 0.00 0.00 1 40 6.00 86/14 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.7 102
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dally Summary
Activity Date : 8/9/2012 Days From Spud : 80 Current Depth : 8655 Ft 24 Hr. Footage Made : 26 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 20 Finish P/Udirectionaltools and surface test -OK- 8629 8629 16
8:00 0.50 07 Service rigand topdrive 8629 8629 16
8:30 6.00 06 MlU bit TlH to8,138' fillingpipe every 20 stds 8629 8629 16

14:30 1.50 05 Circulateand condition14.7 OBM Note: Max gas 5200 units Maxmud cut 14.7 ppg to 14.4 ppg 8629 8629 16
16:00 1.00 03 Wash and ream from8,138' to 8,290' 8629 8629 16
17:00 7.00 20 Wash and ream relogging well from8,290' to 8,629' 8629 8629 16
0:00 6.00 02 Drill6" lateral (Drilling and Sliding) from 8,629' to8,655, 8629 8655 16

Total; 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8629 2:30 14.80 | 14.80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 | 388 0.00 0.00 1 31 5.60 76/24 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
8643 2:00 14.65 14.70 53 29 8 7/10/0 0.0 200.0 0 2.00 23.0% 9.0% 68.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 542984 8 785 0.00 0.00 1 39 6.50 88/12 0

Water Loss LCM ECO FL Temp Remarks
0 0.0 15.7 103

Daily Summary
Activity Date : 8/10/2012 Days From Spud : 81 Current Depth : 8925 Ft 24 Hr. Footage Made : 270 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks startDepth End Depth Run

6:00 0.00 Note:hole taking55b1ls per hr. 8925 8925 16
6:00 6.50 02 Rotate & slide from 8655' to8722' 8655 8722 16

12:30 3.00 03 Loosing mud, cIr. & ream thru fractured formation 8722 8722 16
15:30 2.00 02 Rotate &slide from8722' to873T 8722 8737 16
17:30 0.50 07 Service rig & topdrive 8737 8737 16
18:00 11.50 02 Rotate & sllde from 8737' to 8925' 8737 8925 16

5:30 0.50 05 Cir. Whilebuildingicm sweep 8925 8925 16
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8923 2:00 14.50 14.50 50 28 5 6/9/0 2.0 200.0 2 2.00 32.0% 8.0% 60.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 583818 7 940 0.00 0.00 | 1 | 41 8.00 | 88/12 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 100
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dally Summary
Activity Date : 8/9/2012 Days From Spud : 80 Current Depth : 8655 Ft 24 Hr. Footage Made : 26 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 20 Finish P/Udirectionaltools and surface test -OK- 8629 8629 16
8:00 0.50 07 Service rigand topdrive 8629 8629 16
8:30 6.00 06 MlU bit TlH to8,138' fillingpipe every 20 stds 8629 8629 16

14:30 1.50 05 Circulateand condition14.7 OBM Note: Max gas 5200 units Maxmud cut 14.7 ppg to 14.4 ppg 8629 8629 16
16:00 1.00 03 Wash and ream from8,138' to 8,290' 8629 8629 16
17:00 7.00 20 Wash and ream relogging well from8,290' to 8,629' 8629 8629 16
0:00 6.00 02 Drill6" lateral (Drilling and Sliding) from 8,629' to8,655, 8629 8655 16

Total; 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8629 2:30 14.80 | 14.80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 | 388 0.00 0.00 1 31 5.60 76/24 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
8643 2:00 14.65 14.70 53 29 8 7/10/0 0.0 200.0 0 2.00 23.0% 9.0% 68.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 542984 8 785 0.00 0.00 1 39 6.50 88/12 0

Water Loss LCM ECO FL Temp Remarks
0 0.0 15.7 103

Daily Summary
Activity Date : 8/10/2012 Days From Spud : 81 Current Depth : 8925 Ft 24 Hr. Footage Made : 270 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks startDepth End Depth Run

6:00 0.00 Note:hole taking55b1ls per hr. 8925 8925 16
6:00 6.50 02 Rotate & slide from 8655' to8722' 8655 8722 16

12:30 3.00 03 Loosing mud, cIr. & ream thru fractured formation 8722 8722 16
15:30 2.00 02 Rotate &slide from8722' to873T 8722 8737 16
17:30 0.50 07 Service rig & topdrive 8737 8737 16
18:00 11.50 02 Rotate & sllde from 8737' to 8925' 8737 8925 16

5:30 0.50 05 Cir. Whilebuildingicm sweep 8925 8925 16
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8923 2:00 14.50 14.50 50 28 5 6/9/0 2.0 200.0 2 2.00 32.0% 8.0% 60.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 583818 7 940 0.00 0.00 | 1 | 41 8.00 | 88/12 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 100
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dally Summary
Activity Date : 8/9/2012 Days From Spud : 80 Current Depth : 8655 Ft 24 Hr. Footage Made : 26 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 20 Finish P/Udirectionaltools and surface test -OK- 8629 8629 16
8:00 0.50 07 Service rigand topdrive 8629 8629 16
8:30 6.00 06 MlU bit TlH to8,138' fillingpipe every 20 stds 8629 8629 16

14:30 1.50 05 Circulateand condition14.7 OBM Note: Max gas 5200 units Maxmud cut 14.7 ppg to 14.4 ppg 8629 8629 16
16:00 1.00 03 Wash and ream from8,138' to 8,290' 8629 8629 16
17:00 7.00 20 Wash and ream relogging well from8,290' to 8,629' 8629 8629 16
0:00 6.00 02 Drill6" lateral (Drilling and Sliding) from 8,629' to8,655, 8629 8655 16

Total; 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8629 2:30 14.80 | 14.80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 | 388 0.00 0.00 1 31 5.60 76/24 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
8643 2:00 14.65 14.70 53 29 8 7/10/0 0.0 200.0 0 2.00 23.0% 9.0% 68.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 542984 8 785 0.00 0.00 1 39 6.50 88/12 0

Water Loss LCM ECO FL Temp Remarks
0 0.0 15.7 103

Daily Summary
Activity Date : 8/10/2012 Days From Spud : 81 Current Depth : 8925 Ft 24 Hr. Footage Made : 270 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks startDepth End Depth Run

6:00 0.00 Note:hole taking55b1ls per hr. 8925 8925 16
6:00 6.50 02 Rotate & slide from 8655' to8722' 8655 8722 16

12:30 3.00 03 Loosing mud, cIr. & ream thru fractured formation 8722 8722 16
15:30 2.00 02 Rotate &slide from8722' to873T 8722 8737 16
17:30 0.50 07 Service rig & topdrive 8737 8737 16
18:00 11.50 02 Rotate & sllde from 8737' to 8925' 8737 8925 16

5:30 0.50 05 Cir. Whilebuildingicm sweep 8925 8925 16
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8923 2:00 14.50 14.50 50 28 5 6/9/0 2.0 200.0 2 2.00 32.0% 8.0% 60.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 583818 7 940 0.00 0.00 | 1 | 41 8.00 | 88/12 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 100
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Sundry Number: 28848 API Well Number: 43019500090000

Well Name:Cane Creek Unit 12-1
Field Name: Big Flat S/T/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dally Summary
Activity Date : 8/9/2012 Days From Spud : 80 Current Depth : 8655 Ft 24 Hr. Footage Made : 26 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.00 20 Finish P/Udirectionaltools and surface test -OK- 8629 8629 16
8:00 0.50 07 Service rigand topdrive 8629 8629 16
8:30 6.00 06 MlU bit TlH to8,138' fillingpipe every 20 stds 8629 8629 16

14:30 1.50 05 Circulateand condition14.7 OBM Note: Max gas 5200 units Maxmud cut 14.7 ppg to 14.4 ppg 8629 8629 16
16:00 1.00 03 Wash and ream from8,138' to 8,290' 8629 8629 16
17:00 7.00 20 Wash and ream relogging well from8,290' to 8,629' 8629 8629 16
0:00 6.00 02 Drill6" lateral (Drilling and Sliding) from 8,629' to8,655, 8629 8655 16

Total; 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8629 2:30 14.80 | 14.80 84 49 15 8/13/0 2.0 200.0 2 2.00 32.0% 16.0% 52.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio MudLoss
0.0 0.00 0.00 0.00 0.00 339671 7 | 388 0.00 0.00 1 31 5.60 76/24 | 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 90

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solld Water Oil Sand
8643 2:00 14.65 14.70 53 29 8 7/10/0 0.0 200.0 0 2.00 23.0% 9.0% 68.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 542984 8 785 0.00 0.00 1 39 6.50 88/12 0

Water Loss LCM ECO FL Temp Remarks
0 0.0 15.7 103

Daily Summary
Activity Date : 8/10/2012 Days From Spud : 81 Current Depth : 8925 Ft 24 Hr. Footage Made : 270 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

start Hrs Code Remarks startDepth End Depth Run

6:00 0.00 Note:hole taking55b1ls per hr. 8925 8925 16
6:00 6.50 02 Rotate & slide from 8655' to8722' 8655 8722 16

12:30 3.00 03 Loosing mud, cIr. & ream thru fractured formation 8722 8722 16
15:30 2.00 02 Rotate &slide from8722' to873T 8722 8737 16
17:30 0.50 07 Service rig & topdrive 8737 8737 16
18:00 11.50 02 Rotate & sllde from 8737' to 8925' 8737 8925 16

5:30 0.50 05 Cir. Whilebuildingicm sweep 8925 8925 16
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8923 2:00 14.50 14.50 50 28 5 6/9/0 2.0 200.0 2 2.00 32.0% 8.0% 60.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 583818 7 940 0.00 0.00 | 1 | 41 8.00 | 88/12 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 100
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RECEIVED: Aug. 13, 2012

Sundry Number: 28848 API Well Number: 43019500090000Sundry Number: 28848 API Well Number: 43019500090000

Wdil Ñahiói0afi ÖfibkIJriit12M
Field Name: Big Flat STT/R 12/268/19E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: OiPARA

Formation Name Current Well Top Subsea Datum Ref
WellForpmat enc

Top Comments
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WellForpmat enc

Top Comments

Page 60 of 60 Powered by Production Access



RECEIVED: Sep. 12, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK U 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019315920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

9 /10 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Subject well had first production of 165 BO on September 10, 2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 9 /12 /2012

September 12, 2012

Sundry Number: 29887 API Well Number: 43019315920000Sundry Number: 29887 API Well Number: 43019315920000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK U 12-1

2. NAME OF OPERATOR: 9. API NUMBER.
FIDELITYE&P COMPANY 43019315920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/10/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Subject well had first production of 165 BO on September 10, 2012. Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
September 12, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/12/2012

RECEIVED: Sep. 12,

Sundry Number: 29887 API Well Number: 43019315920000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK U 12-1

2. NAME OF OPERATOR: 9. API NUMBER.
FIDELITYE&P COMPANY 43019315920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/10/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Subject well had first production of 165 BO on September 10, 2012. Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
September 12, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/12/2012

RECEIVED: Sep. 12,

Sundry Number: 29887 API Well Number: 43019315920000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK U 12-1

2. NAME OF OPERATOR: 9. API NUMBER.
FIDELITYE&P COMPANY 43019315920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/10/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Subject well had first production of 165 BO on September 10, 2012. Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
September 12, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/12/2012

RECEIVED: Sep. 12,

Sundry Number: 29887 API Well Number: 43019315920000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK U 12-1

2. NAME OF OPERATOR: 9. API NUMBER.
FIDELITYE&P COMPANY 43019315920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/10/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Subject well had first production of 165 BO on September 10, 2012. Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
September 12, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/12/2012

RECEIVED: Sep. 12,

donstaley
Sticky Note
API number on sundry is incorrect; 4301931592 was a proposed well with the same name and location.  It was rescinded 10/1/2009.



RECEIVED: Sep. 12, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK U 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019315920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

9 /12 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Add storage tanks

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration & Production intends to set 2 400 bbl storage tanks
temporarily for use in our completions. The tanks location will be on
the North West corner of the 12-1 location. We will use the tanks for

storage of KCL water. We will have secondary lined containment around
the tanks. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 9 /12 /2012

September 17, 2012

Sundry Number: 29894 API Well Number: 43019315920000Sundry Number: 29894 API Well Number: 43019315920000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK U 12-1

INDAEMEOFE&PEC PRANY 01N9U3 5E9
0000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/12/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Add storage tanks

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production intends to set 2 400 bbl storage tanks Accepted by the
temporarily for use in our completions. The tanks location will be on utah Division of

the North West corner of the 12-1 location. We will use the tanks for oil, Gas and Mining

storage of KCL water. We will have secondary lined containment around Date: September 17, 2012
the tanks.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/12/2012

RECEIVED: Sep. 12,

Sundry Number: 29894 API Well Number: 43019315920000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK U 12-1

INDAEMEOFE&PEC PRANY 01N9U3 5E9
0000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/12/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Add storage tanks

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production intends to set 2 400 bbl storage tanks Accepted by the
temporarily for use in our completions. The tanks location will be on utah Division of

the North West corner of the 12-1 location. We will use the tanks for oil, Gas and Mining

storage of KCL water. We will have secondary lined containment around Date: September 17, 2012
the tanks.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/12/2012

RECEIVED: Sep. 12,

Sundry Number: 29894 API Well Number: 43019315920000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK U 12-1

INDAEMEOFE&PEC PRANY 01N9U3 5E9
0000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/12/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Add storage tanks

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production intends to set 2 400 bbl storage tanks Accepted by the
temporarily for use in our completions. The tanks location will be on utah Division of

the North West corner of the 12-1 location. We will use the tanks for oil, Gas and Mining

storage of KCL water. We will have secondary lined containment around Date: September 17, 2012
the tanks.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/12/2012

RECEIVED: Sep. 12,

Sundry Number: 29894 API Well Number: 43019315920000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK U 12-1

INDAEMEOFE&PEC PRANY 01N9U3 5E9
0000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/12/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Add storage tanks

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production intends to set 2 400 bbl storage tanks Accepted by the
temporarily for use in our completions. The tanks location will be on utah Division of

the North West corner of the 12-1 location. We will use the tanks for oil, Gas and Mining

storage of KCL water. We will have secondary lined containment around Date: September 17, 2012
the tanks.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/12/2012

RECEIVED: Sep. 12,

donstaley
Sticky Note
API number on sundry is incorrect; 4301931592 was a proposed well with the same name and location.  It was rescinded 10/1/2009.



STATE OF UTAH J MENDEDREPORT D FORM 8
DEPARTMENT OF NATURAL RESOUR ES (highlight changes)

DIVISIONOF OIL, GAS AND MINING LEASEDESIGNATIONANDSERIALNUMBER:

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL: O
LL

GWAESLL DRY OTHER 7. UN1Tor CA AGREEMENT NAME

b. TYPE OF WORK 8. WELLNAMEand NUMBER:
HORZ. EP-

TRY
FS

OTHER Cane Creek Unit 12-1
2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration and Production Company 4301950009
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

1700 Lincoln St Ste 2800 CITY Denver STATE CO ZIP 80203 (303) 893-3133 Big Flat
4. LOCATIONOF WELL(FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIANATSURFACE: 2194 FSL 2497 FWL NE SW
NESW 12 26S 19E 6

AT TOP PRODUCING INTERVALREPORTED BELOW: 2300 FEL 2157 FSL
8à L.b 12. COUNTY 13. STATEAT TOTALDEPTH:

gg Grand UTAH
14. DATESPUDDED: 15. DATET.D REACHED: 16. DATECOMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):

5/22/2012 8/11/2012 9/10/2012 ABANDONED READYTO PRODUCE

18. TOTALDEPTH: MD 10 196 19. PLUG BACKT.D.: MD 20. IF MULT1PLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD
PLUGSET:

TVD TVD TVD
22. TYPE ELECTRICAND OTHER MECHANICALLOGS RUN (Submit copyofeach) 23.

WAS WELLCORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE S1ZE SIZE/GRADE WElGHT (#/ft.) TOP (MD) BOTTOM(MD) STAGEDCEMENTER CNEOONF
S

CKES
VO

UMRE
BL) CEMENT TOP ** AMOUNTPULLED

26 20 52.78 0 80 Redi Ig 11 0
17.5 13 3/8 J-55 54.50 0 950 Type III 30 0
12.25 95/8 HCIb 47.0 0 4,360 PL, Tgg 1,0(g 0
8.75 7 HClà 32 0 8,082 Class a 100 4200

4.5 I 118 13.5 7,032 8,974 Classg 335

25. TUBING RECORD

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM(TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Cane Creek 7,735 7,832 $,096 8,88ð .04 2,840 Open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPEOFMATERIAL RECElVED
SEP2 7 2012

Olv OFt IL,C/\C&MININO
29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY Flowing
SUNDRY NOTICE FOR PLUGGINGAND CEMENT VERlFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUEDON

STATE OF UTAH J MENDEDREPORT D FORM 8
DEPARTMENT OF NATURAL RESOUR ES (highlight changes)

DIVISIONOF OIL, GAS AND MINING LEASEDESIGNATIONANDSERIALNUMBER:

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL: O
LL

GWAESLL DRY OTHER 7. UN1Tor CA AGREEMENT NAME

b. TYPE OF WORK 8. WELLNAMEand NUMBER:
HORZ. EP-

TRY
FS

OTHER Cane Creek Unit 12-1
2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration and Production Company 4301950009
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

1700 Lincoln St Ste 2800 CITY Denver STATE CO ZIP 80203 (303) 893-3133 Big Flat
4. LOCATIONOF WELL(FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIANATSURFACE: 2194 FSL 2497 FWL NE SW
NESW 12 26S 19E 6

AT TOP PRODUCING INTERVALREPORTED BELOW: 2300 FEL 2157 FSL
8à L.b 12. COUNTY 13. STATEAT TOTALDEPTH:

gg Grand UTAH
14. DATESPUDDED: 15. DATET.D REACHED: 16. DATECOMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):

5/22/2012 8/11/2012 9/10/2012 ABANDONED READYTO PRODUCE

18. TOTALDEPTH: MD 10 196 19. PLUG BACKT.D.: MD 20. IF MULT1PLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD
PLUGSET:

TVD TVD TVD
22. TYPE ELECTRICAND OTHER MECHANICALLOGS RUN (Submit copyofeach) 23.

WAS WELLCORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE S1ZE SIZE/GRADE WElGHT (#/ft.) TOP (MD) BOTTOM(MD) STAGEDCEMENTER CNEOONF
S

CKES
VO

UMRE
BL) CEMENT TOP ** AMOUNTPULLED

26 20 52.78 0 80 Redi Ig 11 0
17.5 13 3/8 J-55 54.50 0 950 Type III 30 0
12.25 95/8 HCIb 47.0 0 4,360 PL, Tgg 1,0(g 0
8.75 7 HClà 32 0 8,082 Class a 100 4200

4.5 I 118 13.5 7,032 8,974 Classg 335

25. TUBING RECORD

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM(TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS
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(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPEOFMATERIAL RECElVED
SEP2 7 2012

Olv OFt IL,C/\C&MININO
29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY Flowing
SUNDRY NOTICE FOR PLUGGINGAND CEMENT VERlFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUEDON
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31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATEFIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
9/10/2012 9/10/2012 24 RATES: 165 0 118 Flowing

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION 01L- BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
12/16 3,300 39.50 RATES: 165 0 118

INTERVALB (As shown in item #26)
DATEFIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS- MCF: WATER- BBL: PROD. METHOD:

RATES: -+

CHOKE SIZE: TBG. PRESS. CSG, PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL: 1NTERVALSTATUS:
RATES: -+

INTERVALC (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. Pl GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

INTERVALD (As shown in item #26)

DATEFIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE S1ZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION(Log) MARKERS:

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time toolopen, flowing and shut-in pressures and recoveries.

Formation o Bo m Descriptions, Contents,etc. Name
(Measu

edp
Depth)

Chinle 746 1,150 SS/SH
Moenkopi 1,150 1,577 SS/SH
Honaker Trail 2,752 4,069 SS/SH
Salt 1 4,305 4,708 Salt/Anhy
Cane Creek Shall 7,735 7,762 Salt/Anhy

35. ADDITIONALREMARKS (Include plugging procedure)

36. I hereby certify that the foregoing and attached information is completeand correct as determined from all availablerecords.

NAME(PLEASE PR1NT) Joy Gardner TITLE Sr. Engineering Tech

SIGNATURE / DATE 9/26/2012

This report must be submitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
• drilling horizontal laterals from an existing well bore e significantlydeepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from twoor more formations.
** ITEM24: CementTop-Show how reported top(s)of cement were determined (circulated (CIR),calculated (CAL), cement bond log (CBL),temperaturesurvey (TS)).

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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Exploration&ProductionCompany A Schlumberger Company
AnMOUResourcesGroupcompany

GE: 6165'/ KB: 23'

DESIGN TARGET DETAILS

Name TVD +N/-S +El-W Northing Easting
Land 12-1 7759.0 -329.3 610.0 85072.02 2494506.29
BHL 12-1 7759.0 -1856.6 1814.0 83568.34 2495739.58
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WELL DETAILS: Cane Creek Unit #12-1

Ground Level: 6165.0
Northing Easting Latittude Longitude

85389.53 2493890.04 38° 33' 16.810 N 109° 46' 23.440 W
Tie-In to Orignial Borehole @7106' MD7000-

H - Cane Creek Enit #12-1 - ST01 Cane Creek Unit #12-1 - ST01

7"

sooËaa
Creek Lin t #12-L- Pilot Straight Line Projectio to Bit Depth @8974' MD

iiis litiiiiii liittill illiliisi liiiiiisi tilillill tillillil|

0 500 1000 1500 2000 2500 3000

Vertical Section at 135.66° (500 usft/in)

SECTION DETAILS

MD Inc Azi TVD +N/-S +El-W Dieg TFace VSect Target
7389.0 23.30 117.32 7380.8 115.8 43.9 0.00 0.00 -52.2

7420.0 27.26 119.91 7408.8 109.5 55.5 13.26 16.78 -39.5

7685.6 57.80 119.04 7602.2 22.5 210.2 11.50 -1.45 130.8
8251.5 90.00 141.75 7759.0 -329.3 610.0 6.84 38.15 661.9 Land 12-1

10196.2 90.00 141.75 7759.0 -1856.6 1814.0 0.00 0.00 2595.7 BHL 12-1 Pian: Design #6 (Cane Creek Unit #12-1/ST01)
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A Schlumberger Company

Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit#12-1
Project: Grand County, UT TVDReference: WELL@6188.0usft (Original Well Elev)
Site: Sec 12 T26S R19E MD Reference: WELL@6188.0usft (Original Well Elev)
Well: Cane Creek Unit#12-1 North Reference: True
Wellbore: ST01 Survey Calculation Method: Minimum Curvature
Design: STO1 Database: EDM 5000.1 Single User Db

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah Central 4302

Site Sec 12 T26S R19E

Site Position: Northing: 85,389.53 usft Latitude: 38° 33' 16.810 N
From: Lat/Long Easting: 2,493,890.04 usft Longitude: 109° 46' 23.440 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grid Convergence: 1.11 °

Well Cane Creek Unit#12-1

Well Position +NI-S 0.0 usft Northing: 85,389.53 usft Latitude: 38° 33' 16.810 N
+El-W 0.0 usft Easting: 2,493,890.04 usft Longitude: 109°46'23.440 W

Position Uncertainty 0.0 usft Wellhead Elevation: usft Ground Level: 6,165.0 usft

Welibere STO1

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(*) (*) (nT)
IGRF2010 2012/05/17 10.86 64.59 51,393

Design STO1

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 7,106.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (usit) (usft) (°)

0.0 0.0 0.0 135.66

Survey IWggram Dãte 2012/08/13

Erem To
(usit) (usit) Survey (Weilbore)

,
Tool Name Descrigliën

100.0 4,670.0 Survey #1 (Pilot) NS-GYRO-MS North sensing gyrocompassing m/s
4,800.0 7,106.0 Survey #2 (Pilot) MWD MWD - Standard
7,170.0 7,389.0 Survey #1 (STO1) MWD MWD - Standard
7,420.0 8,012.0 Survey #2 (STO1) MWD MWD - Standard
8,107.0 8,201.0 Survey #3 (STO1) MWD MWD - Standard
8,232.0 8,974.0 Survey #4 (STO1) MWD MWD - Standard

Survey

Measuiëd Veišlcal Veilicat Ogging Build Turn
Depth Inclindtlen Azimuth DeiAli +NI.S +El Section Rate Rate Math
(usit) (•) (*) (usit) (ustt) (usit) (usit) g/100usti) (9500usit) (N100usft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.03 222.33 100.0 0.0 0.0 0.0 0.03 0.03 0.00
200.0 0.08 266.34 200.0 0.0 -0.1 0.0 0.06 0.05 44.01
300.0 0.23 234.99 300.0 -0.2 -0.3 -0.1 0.17 0.15 -31.35

400.0 0.25 277.39 400.0 -0.2 -0.7 -0.3 0.17 0.02 42.40

600.0 0.11 273.27 600.0 -0.2 -1.3 -0.8 0.07 -0.07 -2.06

2012/08/13 1:51:05PM Page 2 COMPASS 5000.1 Build
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Fidelity Exploration & Production Co. Well n reek Unit#Ô-
Grand County, UT WELL@6188.0usft (Original Well Elev)
Sec 12 T26S R19E 100 WELL@6188.0usft (Original Well Elev)
Cane Creek Unit #12-1 14 h n True
STO1 S ave aú Method Minimum Curvature

n ST01 EDM 5000.1 Single User Db

700.0 0.14 101.73 700.0 -0.2 -1.3 -0.8 0.25 0.03 -171.54

900.0 0.24 339.55 900.0 0.1 -1.2 -1.0 0.17 0.05 -61.09

1,000.0 0.40 338.61 1,000.0 0.7 -1.4 -1.5 0.16 0.16 -0.94

1,100.0 0.46 334.26 1,100.0 1.3 -1.7 -2.2 0.07 0.06 -4.35

1,200.0 0.32 322.81 1,200.0 1.9 -2.1 -2.8 0.16 -0.14 -11.45

1,400.0 0.19 305.92 1,400.0 2.6 -2.7 -3.7 0.07 -0.07 -8.45

1,500.0 0.27 281.88 1,500.0 2.7 -3.0 -4.1 0.12 0.08 -24.04

1,600.0 0.41 291.81 1,600.0 2.9 -3.6 -4.6 0.15 0.14 9.93
1,700.0 0.56 326.55 1,700.0 3.4 -4.2 -5.4 0.32 0.15 34.74

1,800.0 0.77 340.41 1,800.0 4.5 -4.7
-6.5 0.26 0.21 13.86

1,900.0 0.84 340.06 1,900.0 5.8 -5.2 -7.8 0.07 0.07 -0.35

2,000.0 0.90 337.79 2,000.0 7.2 -5.7 -9.2 0.07 0.06 -2.27

2,400.0 0.75 339.18 2,399.9 12.6 -7.8 -14.5 0.04 -0.04 0.35
2,900.0 0.76 14.51 2,899.9 18.8 -8.2 -19.2 0.09 0.00 7.07

3,500.0 0.78 9.87 3,499.8 26.7 -6.5 -23.6 0.01 0.00 -0.77

3,800.0 0.73 1.01 3,799.8 30.6 -6.1 -26.2 0.04 -0.02 -2.95

3,900.0 0.69 2.63 3,899.8 31.9 -6.1 -27.0 0.04 -0.04 1.62
4,000.0 0.67 2.11 3,999.8 33.1 -6.0 -27.8 0.02 -0.02 -0.52

4,100.0 0.76 5.08 4,099.8 34.3 -5.9 -28.7 0.10 0.09 2.97

4,200.0 0.78 357.95 4,199.8 35.7 -5.9 -29.6 0.10 0.02 -7.13

4,400.0 1.70 293.97 4,399.7 38.2 -8.7 -33.4 0.76 0.46 -31.99

4,500.0 2.85 314.13 4,499.6 40.6 -11.8 -37.2 1.38 1.15 20.16
4,600.0 4.58 327.07 4,599.4 45.6 -15.7 -43.6 1.91 1.73 12.94
4,670.0 5.30 340.16 4,669.2 51.0 -18.4 -49.3 1.90 1.03 18.70

4,800.0 4.84 347.13 4,798.7 62.0 -21.6 -59.5 0.59 -0.35 5.36
4,862.0 3.69 355.62 4,860.5 66.6 -22.4 -63.2 2.11 -1.85 13.69
4,956.0 2.90 7.12 4,954.3 71.9 -22.3 -67.0 1.09 -0.84 12.23
5,049.0 2.99 6.55 5,047.2 76.7 -21.7 -70.0 0.10 0.10 -0.61

5,143.0 2.20 24.22 5,141.1 80.8 -20.7 -72.2 1.19 -0.84 18.80

5,236.0 2.81 24.26 5,234.0 84.5 -19.0 -73.7 0.66 0.66 0.04
5,329.0 3.61 23.78 5,326.9 89.2 -16.9 -75.6 0.86 0.86 -0.52

5,422.0 1.93 39.48 5,419.8 93.1 -14.7 -76.9 1.97 -1.81 16.88
5,516.0 2.20 43.34 5,513.7 95.6 -12.5 -77.1 0.32 0.29 4.11
5,610.0 2.73 38.04 5,607.6 98.7 -9.9 -77.5 0.61 0.56 -5.64

5,703.0 3.25 40.53 5,700.5 102.5 -6.8 -78.0 0.58 0.56 2.68
5,796.0 1.85 29.35 5,793.4 105.8 -4.4 -78.7 1.59 -1.51 -12.02

5,890.0 1.67 22.69 5,887.4 108.4 -3.1 -79.7 0.29 -0.19 -7.09

5,985.0 1.85 30.22 5,982.3 111.0 -1.8 -80.6 0.31 0.19 7.93
6,078.0 2.20 34.41 6,075.3 113.7 0.0 -81.4 0.41 0.38 4.51

6,171.0 2.73 39.73 6,168.2 116.9 2.4 -81.9 0.62 0.57 5.72
6,266.0 0.88 72.47 6,263.1 118.9 4.6 -81.8 2.15 -1.95 34.46
6,360.0 0.79 85.85 6,357.1 119.1 5.9 -81.1 0.23 -0.10 14.23
6,453.0 0.88 82.13 6,450.1 119.3 7.2 -80.3 0.11 0.10 -4.00

6,545.0 0.70 70.82 6,542.1 119.6 8.5 -79.6 0.26 -0.20 -12.29
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Fidelity Exploration & Production Co. Well n reek Unit#Ô-
Grand County, UT WELL@6188.0usft (Original Well Elev)
Sec 12 T26S R19E 100 WELL@6188.0usft (Original Well Elev)
Cane Creek Unit #12-1 14 h n True
STO1 S ave aú Method Minimum Curvature

n ST01 EDM 5000.1 Single User Db

700.0 0.14 101.73 700.0 -0.2 -1.3 -0.8 0.25 0.03 -171.54

900.0 0.24 339.55 900.0 0.1 -1.2 -1.0 0.17 0.05 -61.09

1,000.0 0.40 338.61 1,000.0 0.7 -1.4 -1.5 0.16 0.16 -0.94

1,100.0 0.46 334.26 1,100.0 1.3 -1.7 -2.2 0.07 0.06 -4.35

1,200.0 0.32 322.81 1,200.0 1.9 -2.1 -2.8 0.16 -0.14 -11.45

1,400.0 0.19 305.92 1,400.0 2.6 -2.7 -3.7 0.07 -0.07 -8.45

1,500.0 0.27 281.88 1,500.0 2.7 -3.0 -4.1 0.12 0.08 -24.04

1,600.0 0.41 291.81 1,600.0 2.9 -3.6 -4.6 0.15 0.14 9.93
1,700.0 0.56 326.55 1,700.0 3.4 -4.2 -5.4 0.32 0.15 34.74

1,800.0 0.77 340.41 1,800.0 4.5 -4.7
-6.5 0.26 0.21 13.86

1,900.0 0.84 340.06 1,900.0 5.8 -5.2 -7.8 0.07 0.07 -0.35

2,000.0 0.90 337.79 2,000.0 7.2 -5.7 -9.2 0.07 0.06 -2.27

2,400.0 0.75 339.18 2,399.9 12.6 -7.8 -14.5 0.04 -0.04 0.35
2,900.0 0.76 14.51 2,899.9 18.8 -8.2 -19.2 0.09 0.00 7.07

3,500.0 0.78 9.87 3,499.8 26.7 -6.5 -23.6 0.01 0.00 -0.77

3,800.0 0.73 1.01 3,799.8 30.6 -6.1 -26.2 0.04 -0.02 -2.95

3,900.0 0.69 2.63 3,899.8 31.9 -6.1 -27.0 0.04 -0.04 1.62
4,000.0 0.67 2.11 3,999.8 33.1 -6.0 -27.8 0.02 -0.02 -0.52

4,100.0 0.76 5.08 4,099.8 34.3 -5.9 -28.7 0.10 0.09 2.97

4,200.0 0.78 357.95 4,199.8 35.7 -5.9 -29.6 0.10 0.02 -7.13

4,400.0 1.70 293.97 4,399.7 38.2 -8.7 -33.4 0.76 0.46 -31.99

4,500.0 2.85 314.13 4,499.6 40.6 -11.8 -37.2 1.38 1.15 20.16
4,600.0 4.58 327.07 4,599.4 45.6 -15.7 -43.6 1.91 1.73 12.94
4,670.0 5.30 340.16 4,669.2 51.0 -18.4 -49.3 1.90 1.03 18.70

4,800.0 4.84 347.13 4,798.7 62.0 -21.6 -59.5 0.59 -0.35 5.36
4,862.0 3.69 355.62 4,860.5 66.6 -22.4 -63.2 2.11 -1.85 13.69
4,956.0 2.90 7.12 4,954.3 71.9 -22.3 -67.0 1.09 -0.84 12.23
5,049.0 2.99 6.55 5,047.2 76.7 -21.7 -70.0 0.10 0.10 -0.61

5,143.0 2.20 24.22 5,141.1 80.8 -20.7 -72.2 1.19 -0.84 18.80

5,236.0 2.81 24.26 5,234.0 84.5 -19.0 -73.7 0.66 0.66 0.04
5,329.0 3.61 23.78 5,326.9 89.2 -16.9 -75.6 0.86 0.86 -0.52

5,422.0 1.93 39.48 5,419.8 93.1 -14.7 -76.9 1.97 -1.81 16.88
5,516.0 2.20 43.34 5,513.7 95.6 -12.5 -77.1 0.32 0.29 4.11
5,610.0 2.73 38.04 5,607.6 98.7 -9.9 -77.5 0.61 0.56 -5.64

5,703.0 3.25 40.53 5,700.5 102.5 -6.8 -78.0 0.58 0.56 2.68
5,796.0 1.85 29.35 5,793.4 105.8 -4.4 -78.7 1.59 -1.51 -12.02

5,890.0 1.67 22.69 5,887.4 108.4 -3.1 -79.7 0.29 -0.19 -7.09

5,985.0 1.85 30.22 5,982.3 111.0 -1.8 -80.6 0.31 0.19 7.93
6,078.0 2.20 34.41 6,075.3 113.7 0.0 -81.4 0.41 0.38 4.51

6,171.0 2.73 39.73 6,168.2 116.9 2.4 -81.9 0.62 0.57 5.72
6,266.0 0.88 72.47 6,263.1 118.9 4.6 -81.8 2.15 -1.95 34.46
6,360.0 0.79 85.85 6,357.1 119.1 5.9 -81.1 0.23 -0.10 14.23
6,453.0 0.88 82.13 6,450.1 119.3 7.2 -80.3 0.11 0.10 -4.00

6,545.0 0.70 70.82 6,542.1 119.6 8.5 -79.6 0.26 -0.20 -12.29
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Fidelity Exploration & Production Co. Well n reek Unit#Ô-
Grand County, UT WELL@6188.0usft (Original Well Elev)
Sec 12 T26S R19E 100 WELL@6188.0usft (Original Well Elev)
Cane Creek Unit #12-1 14 h n True
STO1 S ave aú Method Minimum Curvature

n ST01 EDM 5000.1 Single User Db
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900.0 0.24 339.55 900.0 0.1 -1.2 -1.0 0.17 0.05 -61.09

1,000.0 0.40 338.61 1,000.0 0.7 -1.4 -1.5 0.16 0.16 -0.94

1,100.0 0.46 334.26 1,100.0 1.3 -1.7 -2.2 0.07 0.06 -4.35

1,200.0 0.32 322.81 1,200.0 1.9 -2.1 -2.8 0.16 -0.14 -11.45

1,400.0 0.19 305.92 1,400.0 2.6 -2.7 -3.7 0.07 -0.07 -8.45

1,500.0 0.27 281.88 1,500.0 2.7 -3.0 -4.1 0.12 0.08 -24.04

1,600.0 0.41 291.81 1,600.0 2.9 -3.6 -4.6 0.15 0.14 9.93
1,700.0 0.56 326.55 1,700.0 3.4 -4.2 -5.4 0.32 0.15 34.74

1,800.0 0.77 340.41 1,800.0 4.5 -4.7
-6.5 0.26 0.21 13.86

1,900.0 0.84 340.06 1,900.0 5.8 -5.2 -7.8 0.07 0.07 -0.35

2,000.0 0.90 337.79 2,000.0 7.2 -5.7 -9.2 0.07 0.06 -2.27

2,400.0 0.75 339.18 2,399.9 12.6 -7.8 -14.5 0.04 -0.04 0.35
2,900.0 0.76 14.51 2,899.9 18.8 -8.2 -19.2 0.09 0.00 7.07

3,500.0 0.78 9.87 3,499.8 26.7 -6.5 -23.6 0.01 0.00 -0.77

3,800.0 0.73 1.01 3,799.8 30.6 -6.1 -26.2 0.04 -0.02 -2.95

3,900.0 0.69 2.63 3,899.8 31.9 -6.1 -27.0 0.04 -0.04 1.62
4,000.0 0.67 2.11 3,999.8 33.1 -6.0 -27.8 0.02 -0.02 -0.52

4,100.0 0.76 5.08 4,099.8 34.3 -5.9 -28.7 0.10 0.09 2.97

4,200.0 0.78 357.95 4,199.8 35.7 -5.9 -29.6 0.10 0.02 -7.13

4,400.0 1.70 293.97 4,399.7 38.2 -8.7 -33.4 0.76 0.46 -31.99

4,500.0 2.85 314.13 4,499.6 40.6 -11.8 -37.2 1.38 1.15 20.16
4,600.0 4.58 327.07 4,599.4 45.6 -15.7 -43.6 1.91 1.73 12.94
4,670.0 5.30 340.16 4,669.2 51.0 -18.4 -49.3 1.90 1.03 18.70

4,800.0 4.84 347.13 4,798.7 62.0 -21.6 -59.5 0.59 -0.35 5.36
4,862.0 3.69 355.62 4,860.5 66.6 -22.4 -63.2 2.11 -1.85 13.69
4,956.0 2.90 7.12 4,954.3 71.9 -22.3 -67.0 1.09 -0.84 12.23
5,049.0 2.99 6.55 5,047.2 76.7 -21.7 -70.0 0.10 0.10 -0.61

5,143.0 2.20 24.22 5,141.1 80.8 -20.7 -72.2 1.19 -0.84 18.80

5,236.0 2.81 24.26 5,234.0 84.5 -19.0 -73.7 0.66 0.66 0.04
5,329.0 3.61 23.78 5,326.9 89.2 -16.9 -75.6 0.86 0.86 -0.52

5,422.0 1.93 39.48 5,419.8 93.1 -14.7 -76.9 1.97 -1.81 16.88
5,516.0 2.20 43.34 5,513.7 95.6 -12.5 -77.1 0.32 0.29 4.11
5,610.0 2.73 38.04 5,607.6 98.7 -9.9 -77.5 0.61 0.56 -5.64

5,703.0 3.25 40.53 5,700.5 102.5 -6.8 -78.0 0.58 0.56 2.68
5,796.0 1.85 29.35 5,793.4 105.8 -4.4 -78.7 1.59 -1.51 -12.02

5,890.0 1.67 22.69 5,887.4 108.4 -3.1 -79.7 0.29 -0.19 -7.09

5,985.0 1.85 30.22 5,982.3 111.0 -1.8 -80.6 0.31 0.19 7.93
6,078.0 2.20 34.41 6,075.3 113.7 0.0 -81.4 0.41 0.38 4.51

6,171.0 2.73 39.73 6,168.2 116.9 2.4 -81.9 0.62 0.57 5.72
6,266.0 0.88 72.47 6,263.1 118.9 4.6 -81.8 2.15 -1.95 34.46
6,360.0 0.79 85.85 6,357.1 119.1 5.9 -81.1 0.23 -0.10 14.23
6,453.0 0.88 82.13 6,450.1 119.3 7.2 -80.3 0.11 0.10 -4.00

6,545.0 0.70 70.82 6,542.1 119.6 8.5 -79.6 0.26 -0.20 -12.29
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Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit #12-1
Project: Grand County, UT TVDReference: WELL @ 6188.0usft (Original Well Elev)
Site: Sec 12 T26S R19E MD Reference: WELL @ 6188.0usft (Original Well Elev)
Well: Cane Creek Unit #12-1 North Reference: True
Wellbore: STO1 Survey Calculation Method: Minimum Curvature
Design: STO1 Database: EDM 5000.1 Single User Db

Survey

I Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (•) ( ) (usft) (usft) (usit) (usft) (°ii00usit) (*1100usft) (*I100usft)

I

6,639.0 1.06 6.12 6,636.1 120.6 9.1 -79.9 1.05 0.38 -68.83

6,732.0 0.97 358.78 6,729.1 122.3 9.2 -81.0 0.17 -0.10 -7.89

6,826.0 0.97 4.85 6,823.1 123.8 9.2 -82.1 0.11 0.00 6.46
6,918.0 0.88 359.97 6,915.0 125.3 9.3 -83.1 0.13 -0.10 -5.30

7,012.0 0.88 342.54 7,009.0 126.7 9.1 -84.3 0.28 0.00 -18.54

7,106.0 1.06 323.52 7,103.0 128.1 8.3 -85.8 0.39 0.19 -20.23

Tie-In to Orignial Borehole @7106' MD
7,170.0 0.97 321.59 7,167.0 129.0 7.7 -86.9 0.15 -0.14 -3.02

7,201.0 1.14 79.91 7,198.0 129.3 7.8 -87.0 5.85 0.55 381.68
7,232.0 4.66 98.08 7,229.0 129.2 9.3 -85.8 11.59 11.35 58.61
7,264.0 8.35 103.27 7,260.7 128.4 12.9 -82.9 11.67 11.53 16.22

7,296.0 11.78 107.96 7,292.3 126.9 18.3 -78.0 11.01 10.72 14.66
7,327.0 15.56 111.35 7,322.4 124.4 25.2 -71.4 12.46 12.19 10.94
7,358.0 19.52 114.19 7,351.9 120.8 33.8 -62.8 13.07 12.77 9.16
7,389.0 23.30 117.32 7,380.8 115.8 43.9 -52.1 12.73 12.19 10.10
7,420.0 27.26 119.91 7,408.8 109.5 55.5 -39.5 13.26 12.77 8.35

7,451.0 31.13 122.03 7,435.9 101.7 68.5 -24.9 12.92 12.48 6.84
7,482.0 35.00 123.30 7,461.8 92.6 82.7 -8.4 12.68 12.48 4.10
7,513.0 38.78 123.92 7,486.6 82.3 98.2 9.8 12.25 12.19 2.00
7,544.0 42.74 124.07 7,510.1 70.9 115.0 29.6 12.78 12.77 0.48
7,575.0 46.78 124.40 7,532.1 58.7 133.0 51.0 13.05 13.03 1.06

7,606.0 50.56 124.67 7,552.6 45.5 152.2 73.9 12.21 12.19 0.87
7,637.0 54.69 124.75 7,571.4 31.4 172.4 98.0 13.32 13.32 0.26
7,668.0 58.12 125.11 7,588.5 16.7 193.6 123.4 11.11 11.06 1.16
7,699.0 60.06 125.19 7,604.5 1.3 215.4 149.6 6.26 6.26 0.26
7,731.0 62.17 125.40 7,619.9 -14.8 238.2 177.1 6.62 6.59 0.66

7,763.0 64.19 125.53 7,634.4 -31.4 261.5 205.2 6.32 6.31 0.41
7,794.0 64.72 125.85 7,647.7 -47.7 284.Ž 232.8 1.95 1.71 1.03
7,825.0 65.95 125.44 7,660.7 -64.1 307.1 260.5 4.15 3.97 -1.32

7,856.0 67.97 125.92 7,672.8 -80.8 330.3 288.6 6.67 6.52 1.55
7,887.0 69.82 126.30 7,684.0 -97.8 353.6 317.1 6.08 5.97 1.23

7,918.0 71.67 128.16 7,694.2 -115.5 376.9 346.1 8.23 5.97 6.00
7,949.0 74.39 129.89 7,703.2 -134.2 400.0 375.5 10.27 8.77 5.58
7,981.0 77.38 131.13 7,711.0 -154.4 423.5 406.4 10.07 9.34 3.88
8,012.0 80.55 132.47 7,717.0 -174.6 446.2 436.8 11.07 10.23 4.32
8,082.0 81.46 132.73 7,727.9 -221.4 497.1 505.8 1.34 1.29 0.37

7"

8,107.0 81.78 132.82 7,731.6 -238.2 515.3 530.5 1.34 1.29 0.37
8,138.0 82.39 133.58 7,735.8 -259.3 537.6 561.2 3.13 1.97 2.45
8,170.0 83.80 133.94 7,739.7 -281.2 560.6 592.9 4.55 4.41 1.13
8,201.0 84.42 133.59 7,742.9 -302.6 582.9 623.8 2.29 2.00 -1.13

8,232.0 86.35 133.88 7,745.3 -323.9 605.2 654.6 6.30 6.23 0.94

8,264.0 87.41 132.33 7,747.1 -345.8 628.5 686.6 5.86 3.31 -4.84
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Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit #12-1
Project: Grand County, UT TVDReference: WELL @ 6188.0usft (Original Well Elev)
Site: Sec 12 T26S R19E MD Reference: WELL @ 6188.0usft (Original Well Elev)
Well: Cane Creek Unit #12-1 North Reference: True
Wellbore: STO1 Survey Calculation Method: Minimum Curvature
Design: STO1 Database: EDM 5000.1 Single User Db

Survey

I Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (•) ( ) (usft) (usft) (usit) (usft) (°ii00usit) (*1100usft) (*I100usft)

I

6,639.0 1.06 6.12 6,636.1 120.6 9.1 -79.9 1.05 0.38 -68.83

6,732.0 0.97 358.78 6,729.1 122.3 9.2 -81.0 0.17 -0.10 -7.89

6,826.0 0.97 4.85 6,823.1 123.8 9.2 -82.1 0.11 0.00 6.46
6,918.0 0.88 359.97 6,915.0 125.3 9.3 -83.1 0.13 -0.10 -5.30

7,012.0 0.88 342.54 7,009.0 126.7 9.1 -84.3 0.28 0.00 -18.54

7,106.0 1.06 323.52 7,103.0 128.1 8.3 -85.8 0.39 0.19 -20.23

Tie-In to Orignial Borehole @7106' MD
7,170.0 0.97 321.59 7,167.0 129.0 7.7 -86.9 0.15 -0.14 -3.02

7,201.0 1.14 79.91 7,198.0 129.3 7.8 -87.0 5.85 0.55 381.68
7,232.0 4.66 98.08 7,229.0 129.2 9.3 -85.8 11.59 11.35 58.61
7,264.0 8.35 103.27 7,260.7 128.4 12.9 -82.9 11.67 11.53 16.22

7,296.0 11.78 107.96 7,292.3 126.9 18.3 -78.0 11.01 10.72 14.66
7,327.0 15.56 111.35 7,322.4 124.4 25.2 -71.4 12.46 12.19 10.94
7,358.0 19.52 114.19 7,351.9 120.8 33.8 -62.8 13.07 12.77 9.16
7,389.0 23.30 117.32 7,380.8 115.8 43.9 -52.1 12.73 12.19 10.10
7,420.0 27.26 119.91 7,408.8 109.5 55.5 -39.5 13.26 12.77 8.35

7,451.0 31.13 122.03 7,435.9 101.7 68.5 -24.9 12.92 12.48 6.84
7,482.0 35.00 123.30 7,461.8 92.6 82.7 -8.4 12.68 12.48 4.10
7,513.0 38.78 123.92 7,486.6 82.3 98.2 9.8 12.25 12.19 2.00
7,544.0 42.74 124.07 7,510.1 70.9 115.0 29.6 12.78 12.77 0.48
7,575.0 46.78 124.40 7,532.1 58.7 133.0 51.0 13.05 13.03 1.06

7,606.0 50.56 124.67 7,552.6 45.5 152.2 73.9 12.21 12.19 0.87
7,637.0 54.69 124.75 7,571.4 31.4 172.4 98.0 13.32 13.32 0.26
7,668.0 58.12 125.11 7,588.5 16.7 193.6 123.4 11.11 11.06 1.16
7,699.0 60.06 125.19 7,604.5 1.3 215.4 149.6 6.26 6.26 0.26
7,731.0 62.17 125.40 7,619.9 -14.8 238.2 177.1 6.62 6.59 0.66

7,763.0 64.19 125.53 7,634.4 -31.4 261.5 205.2 6.32 6.31 0.41
7,794.0 64.72 125.85 7,647.7 -47.7 284.Ž 232.8 1.95 1.71 1.03
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7,856.0 67.97 125.92 7,672.8 -80.8 330.3 288.6 6.67 6.52 1.55
7,887.0 69.82 126.30 7,684.0 -97.8 353.6 317.1 6.08 5.97 1.23

7,918.0 71.67 128.16 7,694.2 -115.5 376.9 346.1 8.23 5.97 6.00
7,949.0 74.39 129.89 7,703.2 -134.2 400.0 375.5 10.27 8.77 5.58
7,981.0 77.38 131.13 7,711.0 -154.4 423.5 406.4 10.07 9.34 3.88
8,012.0 80.55 132.47 7,717.0 -174.6 446.2 436.8 11.07 10.23 4.32
8,082.0 81.46 132.73 7,727.9 -221.4 497.1 505.8 1.34 1.29 0.37

7"

8,107.0 81.78 132.82 7,731.6 -238.2 515.3 530.5 1.34 1.29 0.37
8,138.0 82.39 133.58 7,735.8 -259.3 537.6 561.2 3.13 1.97 2.45
8,170.0 83.80 133.94 7,739.7 -281.2 560.6 592.9 4.55 4.41 1.13
8,201.0 84.42 133.59 7,742.9 -302.6 582.9 623.8 2.29 2.00 -1.13

8,232.0 86.35 133.88 7,745.3 -323.9 605.2 654.6 6.30 6.23 0.94

8,264.0 87.41 132.33 7,747.1 -345.8 628.5 686.6 5.86 3.31 -4.84
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Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit #12-1
Project: Grand County, UT TVDReference: WELL @ 6188.0usft (Original Well Elev)
Site: Sec 12 T26S R19E MD Reference: WELL @ 6188.0usft (Original Well Elev)
Well: Cane Creek Unit #12-1 North Reference: True
Wellbore: STO1 Survey Calculation Method: Minimum Curvature
Design: STO1 Database: EDM 5000.1 Single User Db

Survey

I Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (•) ( ) (usft) (usft) (usit) (usft) (°ii00usit) (*1100usft) (*I100usft)

I

6,639.0 1.06 6.12 6,636.1 120.6 9.1 -79.9 1.05 0.38 -68.83

6,732.0 0.97 358.78 6,729.1 122.3 9.2 -81.0 0.17 -0.10 -7.89

6,826.0 0.97 4.85 6,823.1 123.8 9.2 -82.1 0.11 0.00 6.46
6,918.0 0.88 359.97 6,915.0 125.3 9.3 -83.1 0.13 -0.10 -5.30

7,012.0 0.88 342.54 7,009.0 126.7 9.1 -84.3 0.28 0.00 -18.54

7,106.0 1.06 323.52 7,103.0 128.1 8.3 -85.8 0.39 0.19 -20.23

Tie-In to Orignial Borehole @7106' MD
7,170.0 0.97 321.59 7,167.0 129.0 7.7 -86.9 0.15 -0.14 -3.02

7,201.0 1.14 79.91 7,198.0 129.3 7.8 -87.0 5.85 0.55 381.68
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Company: Fidelity Exploratton & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit #12-1

Project: Grand County, UT TVDReference: WELL@6188 Ousft (Onginal Well Elev)
Site: Sec 12 T26S R19E MD Reference: WELL @ 6188 Ousft (Ongmal Well Elev)
Well: Cane Creek Unit #12-1 North Reference: True
Wellbore: STO1 Survey Calculation Method: Minimum Curvature
Design: STO1 Database: EDM 5000 1 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (*) (*) (usft) (usft) (usit) (usit) (°I100usft) (°Ii00usft) (*Ii00usft)

8,295.0 88.02 132.47 7,748.3 -366.6 651.4 717.5 2.02 1.97 0.45
8,327.0 90.84 132.54 7,748.6 -388.3 675.0 749.4 8.82 8.81 0.22
8,358.0 90.48 130.86 7,748.3 -408.9 698.1 780.4 5.54 -1.16

-5.42

8,389.0 93.30 130.50 7,747.3 -429.1 721.6 811.2 9.17 9.10 -1.16

8,420.0 97.61 132.12 7,744.3 -449.4 744.8 842.0 14.84 13.90 5.23
6,452.0 97.87 132.15 7,740.0 -470.7 768.3 873.6 0.82 0.81 0.09
8,483.0 95.67 133.14 7,736.4 -491.6 790.9 904.4 7.77 -7.10 3.19
8,515.0 93.65 133.57 7,733.8 -513.5 814.1 936.2 6.45 -6.31 1.34
8,546.0 91.89 133.69 7,732.3 -534.8 836.5 967.2 5.69 -5.68 0.39

8,577.0 88.46 132.56 7,732.2 -556.0 859.2 998.1 11.65 -11.06 -3.65

8,608.0 89.08 133.75 7,732.8 -577.2 881.8 1,029.1 4.33 2.00 3.84
8,640.0 88.37 134.07 7,733.5 -599.4 904.8 1,061.1 2.43 -2.22 1.00
8,672.0 87.58 135.51 7,734.7 -621.9 927.5 1,093.1 5.13 -2.47 4.50
8,703.0 86.26 134.65 7,736.3 -643.8 949.4 1,124.0 5.08 -4.26 -2.77

8,734.0 85.56 134.30 7,738.5 -665.5 971.4 1,154.9 2.52 -2.26 -1.13

8,766.0 89.34 136.04 7,740.0 -688.2 994.0 1,186.9 13.00 11.81 5.44
8,797.0 90.04 136.77 7,740.1 -710.6 1,015.3 1,217.9 3.26 2.26 2.35
8,829.0 87.05 137.16 7,740.9 -734.0 1,037.2 1,249.9 9.42 -9.34 1.22
8,860.0 86.61 136.36 7,742.7 -756.5 1,058.4 1,280.8 2.94 -1.42 -2.58

8,910.0 88.11 140.97 7,745.0 -794.0 1,091.4 1,330.7 9.69 3.00 9.22
8,974.0 88.11 140.97 7,747.1 -843.7 1,131.6 1,394.4 0.00 0.00 0.00

Straight Line Projection to Bit Depth @8974' MD

Casing Pointe

MaasatWI Veitical Gasing Hole
Depth Dägth Dlameter Diametär
(usit) (usitÍ Name ("I (")

8,082.0 7,727.9 7" 7 8-1/2

Design Annotations

Measured Vertical Local Coordinates
Depth Depth 490-S +El-W
(usft) (usft) (usft) (usit) Comment

7,106.0 7,103.0 128.1 8.3 Tie-In to Orignial Borehole @ 7106' MD
8,974.0 7,747.1 -843.7 1,131.6 Straight Line Projection to Bit Depth @ 8974' MD

Checked By: Approved By: Date:
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RECEIVED: Oct. 08, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

10 /8 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company would like to request an extension to continue to flare
this well while preparing for the next available flaring hearing on December, 5, 2012. As of October

15, 2012, the total amount of gas flared from the well is 14,707 MCF. Fidelity estimates that an
additional 30,380 MCF will be flared between October 15, 2012 and December 5, 2012 for a total

estimated flared volume equal to 45,087 MCF priot to the hearing. Currently, there is no market for
the sale of the gas production from the well. The nearest pipeline is approximately 30 miles distant.

Fidelity continues to test the well by adjusting the choke size to find a maximum efficient rate of
production. Fidelity feels that shutting in the well would cause reservoir damage. CONFIDENTIAL

INFORMATION 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 10 /8 /2012

Sundry Number: 30849 API Well Number: 43019500090000Sundry Number: 30849 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/8/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company would like to request an extension to continue to flare
this well while preparing for the next available flaring hearing on December, 5, 2012. As of October

15, 2012, the total amount of gas flared from the well is 14,707 MCF. Fidelity estimates that an
additional 30,380 MCF will be flared between October 15, 2012 and December 5, 2012 for a total

estimated flared volume equal to 45,087 MCF priot to the hearing. Currently, there is no market for
the sale of the gas production from the well. The nearest pipeline is approximately 30 miles distant.

Fidelity continues to test the well by adjusting the choke size to find a maximum efficient rate of
production. Fidelity feels that shutting in the well would cause reservoir damage. CONFIDENTIAL

INFORMATION

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech
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N/A 10/8/2012
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FIDELITY
Exploration&ProductionCompany

October 15, 2012

Helen Sadik-Macdonald, CPG
Division of Oil, Gas & Mining
P.O. Box 145801
Salt Lake City, UT 84114-5801

Re: Cane Creek Unit 12-1 API#4301950009
Federal Lease UTU 68116
Surface- 2194' FSL 2497' FWL
NESW Sec 12, T26S, Rl9E
Grand County, Utah

Dear Ms. Sadik-Macdonald:

In accordance with Utah State Oil and Gas Conservation rule R649-3-3, the subject well
is considered an exception location. Fidelity chose to TD the well before reaching the intended
target due to the anticipation of a fault along the permitted bore-hole trajectory.

The minerals are owned by the United States of America, there are no additional lease
owners within 460' of the well bore, and no portion of the well bore is closer than 660' from the
exterior boundary of the Cane Creek Federal Exploratory Unit. If you have any questions please
contact Joy Gardner at 720-956-5763.

Sincerel

Joel G. Schulz
Senior Landman
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United States Department of the Interior la
'

s BUREAU OF LAND MANAGEMENT
Utah State Office
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov/ut/st/en.html

IN REPLY REFER TO: DECyy 2817 RECBVED
3180
UT922000 DEC2 7 2012

DIV.0FOILGASAMNNO

Mr. Joel Schulz
Fidelity Exploration & Production Company
1700 Lincoln, Suite 2800
Denver, Colorado 80203

Re: 2nd Revision of the Cane Creek Unit
Participating Area
Cane Creek Unit
Grand and San Juan Counties, Utah

Dear Mr. Schulz:

The 2nd Revision of the Cane Creek Unit Participating Area, UTU80000A, is hereby approved

effective as of September 1, 2012, pursuant to Section 11 of the Cane Creek Unit Agreement,
Grand and San Juan Counties, Utah.

The 2nd Revision of the Cane Creek Unit Participating Area "A", results in the addition of

757.82 acres to the participating area for a total of 1,950.84 acres and is based upon the
completion of Unit Well No. 12-1, API No. 43-019-50009, located in the NE¼ SW¼ of Section

12, Township 26 South, Range 19 East, SLM&B, Unit Tract No. 38, Lease No. UTU68116, as a

well capable of producing unitized substances in paying quantities.

Copies of the approved requests are being distributed to the appropriate regulatory agencies and

one copy is returned herewith. Please advise all interested parties of the approval of the 2nd

Revision of the Cane Creek Unit Participating Area "A", Cane Creek Unit and its effective
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completion of Unit Well No. 12-1, API No. 43-019-50009, located in the NE¼ SW¼ of Section

12, Township 26 South, Range 19 East, SLM&B, Unit Tract No. 38, Lease No. UTU68116, as a

well capable of producing unitized substances in paying quantities.

Copies of the approved requests are being distributed to the appropriate regulatory agencies and

one copy is returned herewith. Please advise all interested parties of the approval of the 2nd

Revision of the Cane Creek Unit Participating Area "A", Cane Creek Unit and its effective

,°'4'

United States Department of the Interior la
'

s BUREAU OF LAND MANAGEMENT
Utah State Office
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov/ut/st/en.html

IN REPLY REFER TO: DECyy 2817 RECBVED
3180
UT922000 DEC2 7 2012

DIV.0FOILGASAMNNO

Mr. Joel Schulz
Fidelity Exploration & Production Company
1700 Lincoln, Suite 2800
Denver, Colorado 80203

Re: 2nd Revision of the Cane Creek Unit
Participating Area
Cane Creek Unit
Grand and San Juan Counties, Utah

Dear Mr. Schulz:

The 2nd Revision of the Cane Creek Unit Participating Area, UTU80000A, is hereby approved

effective as of September 1, 2012, pursuant to Section 11 of the Cane Creek Unit Agreement,
Grand and San Juan Counties, Utah.

The 2nd Revision of the Cane Creek Unit Participating Area "A", results in the addition of

757.82 acres to the participating area for a total of 1,950.84 acres and is based upon the
completion of Unit Well No. 12-1, API No. 43-019-50009, located in the NE¼ SW¼ of Section

12, Township 26 South, Range 19 East, SLM&B, Unit Tract No. 38, Lease No. UTU68116, as a

well capable of producing unitized substances in paying quantities.

Copies of the approved requests are being distributed to the appropriate regulatory agencies and

one copy is returned herewith. Please advise all interested parties of the approval of the 2nd

Revision of the Cane Creek Unit Participating Area "A", Cane Creek Unit and its effective

,°'4'

United States Department of the Interior la
'

s BUREAU OF LAND MANAGEMENT
Utah State Office
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov/ut/st/en.html

IN REPLY REFER TO: DECyy 2817 RECBVED
3180
UT922000 DEC2 7 2012

DIV.0FOILGASAMNNO

Mr. Joel Schulz
Fidelity Exploration & Production Company
1700 Lincoln, Suite 2800
Denver, Colorado 80203

Re: 2nd Revision of the Cane Creek Unit
Participating Area
Cane Creek Unit
Grand and San Juan Counties, Utah

Dear Mr. Schulz:

The 2nd Revision of the Cane Creek Unit Participating Area, UTU80000A, is hereby approved

effective as of September 1, 2012, pursuant to Section 11 of the Cane Creek Unit Agreement,
Grand and San Juan Counties, Utah.

The 2nd Revision of the Cane Creek Unit Participating Area "A", results in the addition of

757.82 acres to the participating area for a total of 1,950.84 acres and is based upon the
completion of Unit Well No. 12-1, API No. 43-019-50009, located in the NE¼ SW¼ of Section

12, Township 26 South, Range 19 East, SLM&B, Unit Tract No. 38, Lease No. UTU68116, as a

well capable of producing unitized substances in paying quantities.

Copies of the approved requests are being distributed to the appropriate regulatory agencies and

one copy is returned herewith. Please advise all interested parties of the approval of the 2nd

Revision of the Cane Creek Unit Participating Area "A", Cane Creek Unit and its effective



If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Sin ly

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: UDOGM
SITLA
ONRR w/Exhibit "B" (Attn: Nancy McCarty)
BLM FOM - Moab

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Sin ly

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: UDOGM
SITLA
ONRR w/Exhibit "B" (Attn: Nancy McCarty)
BLM FOM - Moab

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Sin ly

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: UDOGM
SITLA
ONRR w/Exhibit "B" (Attn: Nancy McCarty)
BLM FOM - Moab

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Sin ly

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: UDOGM
SITLA
ONRR w/Exhibit "B" (Attn: Nancy McCarty)
BLM FOM - Moab



STATE OF UTAH FORM 6DEPARTMENTOF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155
Address: 1700 Lincoln Street Suite 2800

citv Denver

state CO zip 80203 Phone Number: (303) 893-3133

Well 1

API Number Well Name QQ Sec Twp Rng County
4301950009 Cane Creek Unit 12-1 12 26S 19E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

18528 14505 5/22/2012 9/1/2012
Comments:

Well 2

API Number Well Name QQ Se Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weilÀPI
Number Well Name QQ Sec Tvip Rh Countý

Acticm Code Current Entity New Entity Spud Date Entity Assignment
Number Numimr Effedtive Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only)
B - Add new well to existing entity (groupor unit well) Name (P ease Print)
C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a neRECEIVED " "
E - Other (Explain in 'comments' section) ¿Au C 2//2 /¿20

FEB12 2013 Title / Datle I

(5/2000)

Div.of01 Gas&

STATE OF UTAH FORM 6DEPARTMENTOF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING
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RECEIVED: Apr. 03, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

4 /3 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Severance Tax Exemption

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration & Production is requesting a Severance Tax
Exemption for the Cane Creek Unit 12-1 well. Attached are maps and

documention to support our request.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 4 /3 /2013

July 02, 2013

Sundry Number: 36218 API Well Number: 43019500090000Sundry Number: 36218 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/3/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Severance Tax Exemption

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production is requesting a Severance Tax Approved by the
Exemption for the Cane Creek Unit 12-1 well. Attached are maps and utah Division of

documention to support our request. oil, Gas anci Mining

Date: July 02, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/3/2013

RECEIVED: Apr. 03,

Sundry Number: 36218 API Well Number: 43019500090000
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RECEIVED: Apr. 03,
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By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/3/2013

RECEIVED: Apr. 03,



RECEIVED: Jul. 02, 2013

  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43019500090000

See Wildcat Well Determination Statement of Basis - Attached. 

Sundry Number: 36218 API Well Number: 43019500090000Sundry Number: 36218 API Well Number: 43019500090000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. GAS N1NTNG

Sundry Conditions of Approval Well Number 43019500090000

See Wildcat Well Determination Statement of Basis - Attached.

RECEIVED: Jul. 02,

Sundry Number: 36218 API Well Number: 43019500090000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. GAS N1NTNG

Sundry Conditions of Approval Well Number 43019500090000

See Wildcat Well Determination Statement of Basis - Attached.

RECEIVED: Jul. 02,

Sundry Number: 36218 API Well Number: 43019500090000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI. GAS N1NTNG

Sundry Conditions of Approval Well Number 43019500090000

See Wildcat Well Determination Statement of Basis - Attached.

RECEIVED: Jul. 02,

Sundry Number: 36218 API Well Number: 43019500090000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI. GAS N1NTNG

Sundry Conditions of Approval Well Number 43019500090000

See Wildcat Well Determination Statement of Basis - Attached.

RECEIVED: Jul. 02,



RECEIVED: Jul. 02, 2013

Sundry Number: 36218 API Well Number: 43019500090000Sundry Number: 36218 API Well Number: 43019500090000

DIVISION OF OIL, GAS AND MINING

Wildcat Well Determination

STATEMENT OF BASIS

Applicant: Fidelity E&_PCom2any

Location: NESW Sec. 12 T26S, R19E, Grand County, Utah

WELL NAME: Cane Creek Unit 12-1 API #: 43-019-50009

FINDINGS

1. The subject well was spud on April 22, 2012. Total depth was reached on August 11,

2012 and the well first produced from the Cane Creek member of the Paradox

Formation on September 10, 2012.

2. The subject well has produced in commercial quantities from the Paradox formation

from September 2012 to present.

3. The subject well was > 1 mile from any known production in all formations at the date

of first commercial production on September 10, 2012.

4. Three other wells have been drilled and put on production since September 10, 2012

in the area of review. See Attachment A for summary of current wells within the one

(1) mile area of review. The Cane Creek 24-1 well produced in commercial quantities

from the initial completion in the Cane Creek formation. But this initial completion was

greater than one mile from all portions of the subject well so was not evaluated as part

of this request. A recent drilling of a new lateral did bring this well into the area of

review but to date no commercial production has been reported from this leg.

5. The Wildcat Tax Credit application was received about 1 year after completion of the

subject well. Future submittals should be filed timely (see submittal requirements in

R649-3-35-1).
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RECEIVED: Jul. 02, 2013

Sundry Number: 36218 API Well Number: 43019500090000Sundry Number: 36218 API Well Number: 43019500090000

CONCLUSIONS

Based on the findings above the Division has determined the Cane Creek Unit 12-1

well was drilled into an unknown area for the Paradox formation. Although the request

for wildcat well determination was received well after the completion of the well, no
other requests for a wildcat determination have been received or approved by the
Division within the area of review. Therefore, the Division finds that this well qualifies

for the severance tax exemption under Section 59-5-102(2)(d) for wildcat wells. This

determination was made in accordance with Oil and Gas General Conservation Rule
R649-3-35 and the definition of a wildcat well in R649-1-1.

Reviewer(s): Dustin K. Doucet Date: 7/2/2013
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ATTACHMENT A ÇL
1 Mile Area of Review M

API WELL NAME JWell Status |QTR |Sect |Town |Range Cum Oil Curr Gas Field Type Dr From Well(ft) |Rotary Spud |Dete TD Reached Date First Produced Producinq Formation(sì |
4301931588 CANECREEKU 13-1 LA SENE 13 T26-05 R19.0E O 0 UNDE5iGNATED 2473 NA NA NA MA

4301950014 CANECREEKUW13-1 DRL SENE 13 T26¾ R19.0E 13485 5090 UNDESIGNATED 2473 1/1/2013 3/28/2013 6/11/2013 une Creek
4501950027 Cane Creek Unit 18-2 P NENE 18 T25¾ R20 0E 6245 2830 UNDESIONATED 2921 12/15/2022 1/13/2013 4/8/2013 une Creek
4501911332 13|GFLATUNIT2 PA BWSE 11 T25,05 R19.0E O 0 BþGFLAT 4330 6/27/1996 NA NA

4501911579 BIGFLATUNIT3 PA SWSW 12 T26,05 R190E 0 0 BIGFLAT 3146 6/U1954 1/1/1955 NA NA

4501920409 KINGOILCOMPANY38USY PA SESE 11 T26.05 R190E 0 0 BIG FLAT 3558 7/7/1951 S/22A1951NA FtA

4Ál931592CAFl(CREÑU12-1 LA NESW 12 Y26.05 R19.0E 0 0 GIGFLAT U NA FIA NA NA
4301950000CANECREEKUNIT12-1 P NESW 12T3GOS R19.0E 356302 145787DIGFLAT NA 4/22/2022 g/11/20L2 9/10/2012OneCreek
4301931447CASECREEM24-1 5 NENW 24T26¾ R19-0E 132303 155246DIGFLAT 10802 7/7/2007 9/23/2007 11]A/20070anecreek
450193144G CANECREEK24-1Reertiry 5 NENW 25 T26-05 R19.GE O O BIBF1AT 4999 8/16/2012 9/12/2012 4/20/2Oî3 Cane Creek
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RECEIVED: Apr. 03, 2013

Sundry Number: 36218 API Well Number: 43019500090000Sundry Number: 36218 API Well Number: 43019500090000
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RECEIVED: Apr. 03, 2013

Sundry Number: 36218 API Well Number: 43019500090000Sundry Number: 36218 API Well Number: 43019500090000

Application for Severance Tax Exemption
Fidelity Cane Creek Unit #12-1
API 43-019-50009
Surface Location:
NESWSection 12, T26S-R19E (2194 FSL, 2497 FWL)
Bottom Hole Location:
NWSE Section 12, T26S-R19E (1420 FSL,1627 FEL)

REVIEW OF EXHIBITS

Three exhibits are attached to this application. The first exhibit is a map showing the surface location of
the Fidelity Cane Creek Unit #12-1 well in Section 12, T26S-R19E. The dashed green line around the
surface hole location designates the area contained in a one mile radius of the wellsite. The eastern
boundary of the Cane Creek Unit is shown as a red line on this map. Each well on the map also shows
the well number for the well, the date of completion, the TD of the well, and oil/gas produced from each
well where applicable. The line of cross-section A-A' is also shown on the map. The Pinkerton Faults
are shown in Blue on this map

The Second attached exhibit is cross-section A-A' which shows the relationship of the Fidelity Cane
Creek Unit #12-1to adjacent offset wells. The Cane Creek Interval is the primary target for production
in the Cane Creek Unit. The Cane Creek interval is divided into the 'A' (top), the 'B', and the 'C' zones.

The Cane Creek 'B' zone is the interval which is responsible for most of the hydrocarbon production in
the Cane Creek Unit. The 'B' zone is comprised of gray dolomitic siltstones and interbedded black
shales. The 'B' zone is pervasive across all of the Cane Creek Unit. The 'B' zone is also oil and gas
saturated across the area. However, economic production is related to both porosity and effective
permeability at any given location. While matrix porosities of 10% to 12% + are not uncommon (see
cross section), the matrix porosities are not pervasive across the area. Good wells drilled across the area
are those wells which encounter extensive and pervasive fracture systems. These fracture systems are
not found in all areas.

The third attached exhibit is the completion sundry which Fidelity filed with the BLM on September 26,
2012.

COMPLETIONOF THE FIDELITYCANE CREEK UNIT #12-1

Most wells drilled in the Cane Creek Unit will be drilled horizontally through the Cane Creek 'B' zone.
Because fractures are a key component to completing economic wells, a horizontal well provides the
best means of intercepting the greatest number of fractures.

In the Cane Creek Unit #12-1 pilot hole, the top of the Cane Creek is found at a measured depth of 7735
(-1544subsea). An approximate 1520' horizontal lateral was drilled to the southeast as shown on the
attached map. The measured depth at the end of the lateral was 10,196 feet, with corresponding TVD
at that point of 7759'. The Cane Creek 'B' zone was perforated between 8096' and 8886' measured
depth. The average initial reservoir pressure in the lateral was 5825 #'s. While there are numerous
faults and fractures across the Cane Creek Unit area, the area is not designated as a 'Known
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Structure'. This well is a 'Tight Hole'. This well was completed in September, 2012, and has produced in
excess of 140,000 BOto date.

OTHER WELLSIN THE IMMEDIATE AREA

Tidewater Oil Co, Big Flat Unit 74-11

Within the one mile radius green circle shown on the map, Tidewater Oil Co. drilled the Unit Big Flat 74-

11well in the SESENWSec 11, T26S-R19E. The vertical well was drilled to a total depth of 8389' and was
completed as a dry hole on October 13, 1949. .The well was TD in the Mississippian. Drill Stem Tests
(DST's) were conducted in the Hermosa, Paradox and Mississippian intervals. AIIintervals had
hydrocarbon shows, and all intervals tested 'tight' rocks. DST in the Mississippian interval (7950-8062)
recovered 319' of G&WCM and 5241' of water. The better DST's in the Paradox Formation recovered
105' of O&GCM and 350' of GCM. Numerous DST's were run in the Hermosa between3449' and 4170'.
The Hermosa DST's all recovered some G&OCM, with the best show recovering 105' of O&GCM.

Intrepid Oil and Gas LLC,Cane Creek 11-1
Within the one mile radius green circle shown on the map, Intrepid Oil and Gas drilled the Cane Creek
11-1 well as a horizontal well. The surface location of this test lies in the SENW immediately outside of
the one mile radius green circle. However, the bulk of the well was drilled laterally to the southeast and
lies inside the green circle, and therefore, was included in this analysis. The bottom hole location is in
the SEof Sec 11, T26S-R19E, and the lateral length is approximately 2300'. The well was completed in
the Cane Creek interval and the reported IP of the well was 1,100 BOPDand 560 MCFD on July 15, 2002.
Cumulative production on the well was 19,015 BO,and 8.6 MMCFG. The well ceased producing in May,
2003. It is believed that the tight nature of the Cane Creek interval at this location resulted in limited oil
and gas recovery at this location.

King Oil Co, Ruby #1-Re entered as King Oil Co Big Flat Unit #2
The King Oil Co, Ruby #1 was drilled to a total vertical depth of 7860' in the SWSESE Sec 11, T26S-R19E.
The well was completed on June 30, 1955 for 33 BOPD and 87 BWPD in the Mississippian and was
deemed uneconomic. In June of 1956, King Oil re entered the well to test shallower intervals in the
overlying Paradox formation clastic/shale interval. King Oil reported recovering 80 BWPD from this
interval. The well was plugged and abandoned.

King Oil Co, Big Flat Unit #3
The King Oil Co. Ruby #3 was drilled within the one mile radius green circle in the SWSWSW Sec 12,
T26S-R19E to a vertical depth of 1975. The well was a dry hole. It appears the original projected depth
of the well was to 3600' depth in to the Hermosa (?),but records are unclear.

REQUEST FOR SEVERANCE TAX EXEMPTION
The Cane Creek Unit #12-1was initially drilled and completed as a wildcat well. Because all wells within
a one mile radius of the Fidelity Cane Creek Unit #12-1 well in Section 12, T265-R19E lack economic
production, it is respectfully requested that the Fidelity Cane Creek Unit #12-1 well be granted the
Severance Tax
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RECEIVED: May. 29, 2014

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

6 /18 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 See Attachment

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 5 /29 /2014

June 05, 2014

Sundry Number: 51595 API Well Number: 43019500090000Sundry Number: 51595 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/18/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

See Attachment Accepted by the
Utah Division of

Oi Gas0 ing

Date:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,

Sundry Number: 51595 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/18/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

See Attachment Accepted by the
Utah Division of

Oi Gas0 ing

Date:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,

Sundry Number: 51595 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/18/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

See Attachment Accepted by the
Utah Division of

Oi Gas0 ing

Date:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,

Sundry Number: 51595 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/18/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

See Attachment Accepted by the
Utah Division of

Oi Gas0 ing

Date:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,



RECEIVED: May. 29, 2014

CCU 12-1 
Fidelity is submitting notice of change in artificial lift system selection on the Cane Creek Unit 12-1. 
Fidelity would like to temporarily install a long stroke pumping unit system.  Fidelity is in the process of 
evaluating an appropriate and efficient method of artificial lift for the most prolific Paradox wells. The 
long stroke pumping unit provides a wide range of lifting capabilities that is suitable for high volume 
production wells.  This unit will allow Fidelity to test the feasibility of the equipment while optimizing 
high production rates.  The long stroke unit is 40 ft in height, fully enclosed with no visual moving 
parts.   The long stroke unit will be painted and camouflaged to BLM specifications. Fidelity will also 
orient the temporary set up of the unit to limit visual impacts.  Once the CCU 12-1 has been drawn down 
sufficiently, this equipment will be replaced with a permanent artificial lift solution. Fidelity has 
committed to limiting the visual and noise impact of all artificial lift systems in the Paradox field.   
 

Sundry Number: 51595 API Well Number: 43019500090000Sundry Number: 51595 API Well Number: 43019500090000

CCU 12-1

Fidelity is submitting notice of change in artificial lift system selection on the Cane Creek Unit 12-1.

Fidelity would like to temporarily install a long stroke pumping unit system. Fidelity is in the process of
evaluating an appropriate and efficient method of artificial lift for the most prolific Paradox wells. The
long stroke pumping unit provides a wide range of lifting capabilities that is suitable for high volume
production wells. This unit will allow Fidelity to test the feasibility of the equipment while optimizing
high production rates. The long stroke unit is 40 ft in height, fully enclosed with no visual moving
parts. The long stroke unit will be painted and camouflaged to BLM specifications. Fidelity will also
orient the temporary set up of the unit to limit visual impacts. Once the CCU 12-1 has been drawn down
sufficiently, this equipment will be replaced with a permanent artificial lift solution. Fidelity has
committed to limiting the visual and noise impact of all artificial lift systems in the Paradox field.

RECEIVED: May. 29,

Sundry Number: 51595 API Well Number: 43019500090000

CCU 12-1

Fidelity is submitting notice of change in artificial lift system selection on the Cane Creek Unit 12-1.
Fidelity would like to temporarily install a long stroke pumping unit system. Fidelity is in the process of
evaluating an appropriate and efficient method of artificial lift for the most prolific Paradox wells. The
long stroke pumping unit provides a wide range of lifting capabilities that is suitable for high volume
production wells. This unit will allow Fidelity to test the feasibility of the equipment while optimizing
high production rates. The long stroke unit is 40 ft in height, fully enclosed with no visual moving
parts. The long stroke unit will be painted and camouflaged to BLM specifications. Fidelity will also
orient the temporary set up of the unit to limit visual impacts. Once the CCU 12-1 has been drawn down
sufficiently, this equipment will be replaced with a permanent artificial lift solution. Fidelity has
committed to limiting the visual and noise impact of all artificial lift systems in the Paradox field.

RECEIVED: May. 29,

Sundry Number: 51595 API Well Number: 43019500090000

CCU12-1

Fidelity is submitting notice of change in artificial lift system selection on the Cane Creek Unit 12-1.

Fidelity would like to temporarily install a long stroke pumping unit system. Fidelity is in the process of
evaluating an appropriate and efficient method of artificial lift for the most prolific Paradox wells. The
long stroke pumping unit provides a wide range of lifting capabilities that is suitable for high volume
production wells. This unit will allow Fidelity to test the feasibility of the equipment while optimizing
high production rates. The long stroke unit is 40 ft in height, fully enclosed with no visual moving
parts. The long stroke unit will be painted and camouflaged to BLM specifications. Fidelity will also
orient the temporary set up of the unit to limit visual impacts. Once the CCU 12-1 has been drawn down
sufficiently, this equipment will be replaced with a permanent artificial lift solution. Fidelity has
committed to limiting the visual and noise impact of all artificial lift systems in the Paradox field.

RECEIVED: May. 29,

Sundry Number: 51595 API Well Number: 43019500090000

CCU12-1

Fidelity is submitting notice of change in artificial lift system selection on the Cane Creek Unit 12-1.

Fidelity would like to temporarily install a long stroke pumping unit system. Fidelity is in the process of
evaluating an appropriate and efficient method of artificial lift for the most prolific Paradox wells. The
long stroke pumping unit provides a wide range of lifting capabilities that is suitable for high volume
production wells. This unit will allow Fidelity to test the feasibility of the equipment while optimizing
high production rates. The long stroke unit is 40 ft in height, fully enclosed with no visual moving
parts. The long stroke unit will be painted and camouflaged to BLM specifications. Fidelity will also
orient the temporary set up of the unit to limit visual impacts. Once the CCU 12-1 has been drawn down
sufficiently, this equipment will be replaced with a permanent artificial lift solution. Fidelity has
committed to limiting the visual and noise impact of all artificial lift systems in the Paradox field.

RECEIVED: May. 29,



RECEIVED: May. 21, 2014

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

6 /15 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity E&P proposes to: Encapsulate the dried cuttings in place.
Remove all free liquids from the cuttings pit. Add minimal volume of
clean backfill material to create a slightly domed subsurface. Remove

liner from sides of pit and fold it over the top of the cuttings. If needed,
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 5 /21 /2014

June 12, 2014

Sundry Number: 51368 API Well Number: 43019500090000Sundry Number: 51368 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FORAligQRIPONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,

Sundry Number: 51368 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FORAligQRIPONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,

Sundry Number: 51368 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FORAligQRIPONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,

Sundry Number: 51368 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FORAligQRIPONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,



RECEIVED: Jul. 14, 2014

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

7 /18 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Install artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is submitting notice of our intent to install an artificial lift
system on the Cane Creek Unit 12-1. Fidelity would like to install a

progressive cavity pump. The PCP artificial lift system has a low visual
impact of under 8 ft. The drive head surface unit will be painted to BLM
specifications. Fidelity has committed to limiting the visual impact of all

artificial lift systems in the Paradox field. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 7 /14 /2014

July 17, 2014

Sundry Number: 53356 API Well Number: 43019500090000Sundry Number: 53356 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/18/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Install artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to install an artificial lift Accepted by the
system on the Cane Creek Unit 12-1. Fidelity would like to install a UtdihNVB Ef

progressive cavity pump. The PCP artificial lift system has a low visual Oil, Gas and Mining

impact of under 8 ft. The drive head surface unit will be painted to BLM Date:
specifications. Fidelity has committed to limiting the visual impact of all

artificial lift systems in the Paradox field. sy: \ h/\ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 7/14/2014

RECEIVED: Jul. 14,

Sundry Number: 53356 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/18/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Install artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to install an artificial lift Accepted by the
system on the Cane Creek Unit 12-1. Fidelity would like to install a UtdihNVB Ef

progressive cavity pump. The PCP artificial lift system has a low visual Oil, Gas and Mining

impact of under 8 ft. The drive head surface unit will be painted to BLM Date:
specifications. Fidelity has committed to limiting the visual impact of all

artificial lift systems in the Paradox field. sy: \ h/\ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 7/14/2014

RECEIVED: Jul. 14,

Sundry Number: 53356 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/18/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Install artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to install an artificial lift Accepted by the
system on the Cane Creek Unit 12-1. Fidelity would like to install a UtdihNVB Ef

progressive cavity pump. The PCP artificial lift system has a low visual Oil, Gas and Mining

impact of under 8 ft. The drive head surface unit will be painted to BLM Date:
specifications. Fidelity has committed to limiting the visual impact of all

artificial lift systems in the Paradox field. sy: \ h/\ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 7/14/2014

RECEIVED: Jul. 14,

Sundry Number: 53356 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/18/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Install artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to install an artificial lift Accepted by the
system on the Cane Creek Unit 12-1. Fidelity would like to install a UtdihNVB Ef

progressive cavity pump. The PCP artificial lift system has a low visual Oil, Gas and Mining

impact of under 8 ft. The drive head surface unit will be painted to BLM Date:
specifications. Fidelity has committed to limiting the visual impact of all

artificial lift systems in the Paradox field. sy: \ h/\ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 7/14/2014

RECEIVED: Jul. 14,



RECEIVED: Sep. 02, 2014

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

9 /1 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Replace artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is submitting notice of our intent to replace the artificial lift
system currently installed on the Cane Creek Unit 12-1 with a

conventional beam pumping unit system. Significant problems have
been experienced with the current system, a progressing cavity pump,

and in order to pump the well effectively a more reliable method is
required. The conventional pumping unit system has a low visual

impact of 25 ft at the walking beam. The unit will be painted to BLM
specifications. Fidelity has committed to limiting the visual and noise

impact of all artificial lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 9 /2 /2014

September 17, 2014

Sundry Number: 55045 API Well Number: 43019500090000Sundry Number: 55045 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/1/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Replace artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to replace the artificial lift Accepted by the
system currently installed on the Cane Creek Unit 12-1 with a utah Division of

conventional beam pumping unit system. Significant problems have oil, Gas and Mining

been experienced with the current system, a progressing cavity pump, Date:
September 17, 2014

and in order to pump the well effectively a more reliable method is
required. The conventional pumping unit system has a low visual sy: \ J \ È

impact of 25 ft at the walking beam. The unit will be painted to BLM
specifications. Fidelity has committed to limiting the visual and noise

impact of all artificial lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 9/2/2014

RECEIVED: Sep. 02,

Sundry Number: 55045 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/1/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Replace artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to replace the artificial lift Accepted by the
system currently installed on the Cane Creek Unit 12-1 with a utah Division of

conventional beam pumping unit system. Significant problems have oil, Gas and Mining

been experienced with the current system, a progressing cavity pump, Date:
September 17, 2014

and in order to pump the well effectively a more reliable method is
required. The conventional pumping unit system has a low visual sy: \ J \ È

impact of 25 ft at the walking beam. The unit will be painted to BLM
specifications. Fidelity has committed to limiting the visual and noise

impact of all artificial lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 9/2/2014

RECEIVED: Sep. 02,

Sundry Number: 55045 API Well Number: 43019500090000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/1/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Replace artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to replace the artificial lift Accepted by the
system currently installed on the Cane Creek Unit 12-1 with a utah Division of

conventional beam pumping unit system. Significant problems have oil, Gas and Mining

been experienced with the current system, a progressing cavity pump, Date:
September 17, 2014

and in order to pump the well effectively a more reliable method is
required. The conventional pumping unit system has a low visual sy: \ J \ È

impact of 25 ft at the walking beam. The unit will be painted to BLM
specifications. Fidelity has committed to limiting the visual and noise

impact of all artificial lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 9/2/2014

RECEIVED: Sep. 02,



RECEIVED: Oct. 27, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68116 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 12-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2194 FSL 2497 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10/27 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Produced water generated from this well is disposed of either at the
Fidelity-operated Kane Springs 16-1 injection well or the commercial

Danish Flats facility in Grand County, Utah.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 10/27/2014

October 29, 2014

Sundry Number: 57052 API Well Number: 43019500090000Sundry Number: 57052 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,

Sundry Number: 57052 API Well Number: 43019500090000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68116

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 12-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500090000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2194 FSL 2497 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESW Section: 12 Township: 26.0S Range: 19.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,



Division of Oil, Gas and Mining 

Operator Change/Name Change Worksheet-for State use only 

Effective Date: 3/112016 
FORMER OPERA TOR: NEW OPERA TOR: 
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030 
1801 Califorina Street, Suite 2500 PO Box 1650 
Denver, CO 80202 Casper, WY 82602 

CA Number(s): Unites): Cane Creek 
Threemile 

WELL INFORMATION: 
Well Name API 
See Attached List 

OPERATOR CHANGES DOCUMENTATION: 
1. Sundry or legal documentation was received from the FORMER operator on: 
2. Sundry or legal documentation was received from the NEW operator on: 
3. New operator Division of Corporations Business Number: 8742016-0143 

REVIEW: 
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 
2. Receipt of Acceptance of Drilling Procedures for APD on: 
3. Reports current for ProductionlDisposition & Sundries: 4/1912016 
4. OPS/SIITA welles) reviewed for full cost bonding: 4119/2016 
5. UIC5 on all disposal/injection/storage welles) approved on: 4/13/2016 
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant 

Dead House Lateral Pipeline 
Dubinky Booster Station 
Long Canyon Facility 

7. Inspections ofPA statelfee well sites complete on (only upon operators request): 

NEW OPERATOR BOND VERIFICATION: 
1. Federal welles) covered by Bond Number: 
2. Indian welles) covered by Bond Number: 
3.State/fee welles) covered by Bond Number(s): 

DATA ENTRY: 
I. Welles) update in the OGIS on: 
2. Entity Number(s) updated in OGIS on: 
3. Unites) operator number update in OGIS on: 
4. Surface Facilities update in OGIS on: 
5. StatelFee welles) attached to bond(s) in RBDMS on: 
6. Surface Facilities update in RBDMS on: 

LEASE INTEREST OWNER NOTIFICATION: 

UTB0000685 
N/A 
RLB0016443 

4/2112016 " 
4/2112016 
4/2112016 
4/2112016 
4/2112016 
4/2112016 

411212016 

4/12/2016 
4/12/2016 

4/12/2016 

N/A 

1. The NEW operator ofthe Fee (Mineral) wells has been contacted and informed by a letter from the Division 
of their responsibility to notify all interest owners of this change on: NI A 
COMMENTS: 

4/21/2016 

Division of Oil, Gas and Mining
Operator Change/Name Change Worksheet-for State use only

Effective Date: 3/1/2016
FORMER OPERATOR: NEW OPERATOR:
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030
1801 Califorina Street, Suite 2500 PO Box 1650
Denver, CO 80202 Casper, WY 82602

CA Number(s): Unit(s): Cane Creek
Threemile

WELL INFORMATION:
Well Name Sec TWN RNG API Entity Mineral Surface Type Status
See Attached List

OPERATOR CHANGES DOCUMENTATION:
1. Sundry or legal documentation was received from the FORMER operator on: 4/12/2016
2. Sundry or legal documentation was received from the NEW operator on: 4/12/2016
3. New operator Division of Corporations Business Number: 8742016-0143

REVIEW:
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 4/12/2016
2. Receipt of Acceptance of Drilling Procedures for APD on: 4712/2016
3. Reports current for Production/Disposition & Sundries: 4/19/2016
4. OPS/SI/TA well(s) reviewed for full cost bonding: 4/19/2016
5. UIC5 on all disposal/injection/storage well(s) approved on: 4/13/2016
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant

Dead House Lateral Pipeline
Dubinky Booster Station
Long Canyon Facility

7. Inspections of PA state/fee well sites complete on (only upon operators request): N/A

NEW OPERATOR BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTBOOOO685
2. Indian well(s) covered by Bond Number: N/A
3.State/fee well(s) covered by Bond Number(s): RLB0016443

DATA ENTRY:
1. Well(s) update in the OGIS on: 4/21/2016
2. Entity Number(s) updated in OGIS on: 4/21/2016
3. Unit(s) operator number update in OGIS on: 4/21/2016
4. Surface Facilities update in OGIS on: 4/21/2016
5. State/Fee well(s) attached to bond(s) in RBDMS on: 4/21/2016
6. Surface Facilities update in RBDMS on: 4/21/2016

LEASE INTEREST OWNER NOTIFICATION:
1. The NEW operator of the Fee (Mineral) wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

\llJ5lJ!lJam~ . __ .____ . Sectioll_J"""Lti RNG AP'-N~mner Jntity . Miner(~L~r!§l~~jType I Status_ Unit 
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State 'WD A CANE CREEK -. ----.. . .-.,--... I - --- --.- ------.---- -.. ----.-.---... ----- - .... --.--- -. -----

CANE CREEK UNIT 2-2-25-18 2 i250S 180E 4301950044 State State OW .APD CANE CREEK 

g:~:g:ff~~~H~~: :~:' j~!!!1~~!~1[g:~~t-~:;:~E:~!lg~ 1~:~I~~nm~ 
Cane Creek 10-1-25-19102508 190E 14301950054 Federal Federal'OWAPD 
Cane Creek Unit 30-1-25-19 30 12505190EA301950055- -Federal Federal-bw APDCANECREEK-
Cane Creek Unii19-i-26-20

u 

19
U

- -, 260S200E 4301950056 Federal Federal jOW~PD 'CANE CREEK 

g:~~:~~~:!~~~~u .~4 __ ul~~~~ ~!:r::=~~. ·~=~~!t:r~I,g~-:!~~- ~~g~~~~--
Cane Creek Unit 16-3-25-18----=:'---16 _ _ 1250S . 180E '4~Q1950059 Feder~ State O~~+gANE CREEK-
gane Creek Unit 1~-1-25-19 19 ,250S 'I 190E ·1'4301950060.. Federal_Federalllo~_ ~ .A_ PD ~~ANE CREEK 
CaneCreekUnit32-2-25-1932 '1250S.190EA301950061. State State .OW lAPD CANECREEK 
Cane Creek Unit 17-1-25-19 . '-17 .250S ,190E !4301950062 _U Federal Federal OW -APD CANE CREEK 
Cane Creek Unit 16-4-25-18 16 !250S 180E 4301950063 Federal State OW APD __ ,CANE CREEK 
Cane Creek Unit 2-4-25-18 ,2 250S 180E 4301950064 Federal State OW APD CANE CREEK 

----:--:-:--:--:::c----c-: --:--=--- - L --- .. I .. -:-+-=-=-==-
Cane Creek Unit 5-1-25-18 '5 1250S J80E 14301950065. Federal Ff:!derallOW !APD C;ANE CREEK 
8-2-26-20 8260S '200E 4301950068 Federal Federal OW 'APD .CANE CREEK 
Cane Creek Unit 19-3-26-20 19 +260S 200E 4301950069 Federal Federal ,OW 1APD tANE CREEK 

g:~: g~::~ ~~:! ~~~~~~~~~~ !~~.- r~~~~I~~~~:;~~~~~_ .. n_~:~:~::~:~:~:: 19~-;~:~=g~~~ g~~~~ 
~:~:@~~~ ~~:!~f-t~~~~: -- -- .. -:~~ --'1~~~ I~~ggj:~;:i~::-~:~~~:~:~;::~~~Z_§~~~l~~g~ 
Cane Creek Unit 9-1-25-18 9 ~50S180E ,430195QQ74 Federal Fed~rCiI'OW API:) CAN!:: gREEK 

g:~:§[~~~i!~]~:l !_'~ '_,.tml, iigi f:=~'---~~i~~:i g~f~1 g~~~ ~U~: 
~:~~~=~t-:: 1~t=~:~! Illgi !!i!!g~~- '~~i!=: Ig~ I~~~' 'I~~:!~C~~_, 
Cane Creek Unit 7-2-26-20 ____ __ 7_ 2.60S h2.QQE 143019. 50051 +.1_9706 Fe. deral Xederal i0'N._ O. PS .. ,CANE CREEK 
THREEMILE 16-1716 l290S k220E 430375000317984 State State lOW OPS ]THREEMILE 
Three Mile Unit 12-2-29-21 12 1290S .210E430375006919646 Federal Federal OW :OPS THREEMILE 
KANE SPRINGS FED 27-1 ,27 250Stl190E 14301931310 14505 Federal Federal lOW p.. 'CAN-E CREEK .• 
KANE SPRINGS FED 19-1A 19 1260S 200E 4301931324' 14505 Federal Federal lOW P CANE CREEK 
KANE SPRINGS FED 10-1 10 :250S '180E 4301931331 14509 Federal Federal OWP-- CANE CREEK 

KANESPRINGSFED25-19-3~.-1 134._ . i250SII!~bE 43019313.34~14505 Fede.ral Federal:OW Ip-~ ICANECREEK ... 
CANE CREEK 2-1 2 ~S 190E 4301931396 14505 State State lOW P CANE CREEK 
CANE CREEK UNIT 12-1 - ~ 12 ~S 190E '4301950009 14505 Federal Federal~ OW I P~ANE CREEtS, 

~~. i. ~~i~ ~~:~~h~~~-=-l~!. [.~.·~~.r.l .. :~ .. I:~~ii~~§[;t~:.;:.~~:~:_.g~ :1{ .. =1g.',~.~fi-. ~.!t 
g~~g g~~~~li~r;~-3 I;~ 1~~g~f1~~~ 1:~g~~~~~J~_f~~~l~:~~~~1:~:~_:~~f fg~ .~. l2A~~g~~~~-
g:~eE 9~::kE~n~~~~128-2 . i1~ . 1~;~~11~ ... ~.-._.~··.·I,:;g~~~~~~-0.8 +. ~~:~§;:}:~.:. :~:~:~:1 !¢~-1~... .. j~AN. E CREEI5 
Cane Creel<..!!nit ~6-1 ._.l6_~Q§ :190~_j_43019_509~0, 14505 State _ State:Q""'-P __ ~C::At-J.~gR~EIS._ 
Can~ C!~~k Uni! 36-2H36 250S 190E 4301950033 14505 State State OW ~CANE CREEK 

g:~: g~::~ ~~:! ;:~;~ n ---~~~~---n~g~=~~;~g;: ,~~;~~~~~:ral~~~:rang~-~~_-=~W{~~g~~~~ 
CANE_CREEK UNIT 2-1-25-18 ~2 __ . . .250S

1

180E:.'.4. 30. 1950036 _19343 Federal.State JOW. I~ .. --t.ANE CREEK. 
<2ane Creek Unit 32-1-25-19_ _ ~_ 1250S 190E f430195003719396 State State iod__ __ . 
Cane Creek Unit 28-3 .. __ ~28 !250S '1. 90E !4301_95004.5 19767 Fed. eral Fed_e!iJl OW I~_,C.ANE CREE.K 
Cane Creek 32-1-25-20~ 250S I?OOE 14301950049 19588 State State lOW +p.. _ 
HATCH POINT 1 14 :290S !210E:4303731658.11356 Federal Federal OW P ~ _ 
THRE:!::MILE 43-~ ___ !8 __ ._,.!290S.220E_430373~857 17276 Federalfederal 9~_ 1. __ 
LONG CANYON 1 9 260S :200E 4301915925 674 Federal Federal ,OW IS 
CANE CREEK 1-1 --~1---~i260S-t19oE 43c)1931446 14505 Federal FederaIOW--r-s- CANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

Well Name Section TWN RNG API Numner Entity Mineral Surface Type Status Unit
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State WD A CANE CREEK
CANE CREEK UNIT 2-2-25-18 2 250S 180E 4301950044 State State OW APD CANE CREEK
Cane Creek Unit 25-1-25-19 25 250S 190E 4301950048 Federal Federal OW ÄPD CÄNE CREEK
Cane Creek Unit 6-1-25-19 6 250S 190E 4301950052 Federal Federal OW APD CANE CREEK
Cane Creek Unit 29-1-25-19 29 250S 190E 4301950053 Federal Federal OW APD CANE CREEK
Cane Creek 10-1-25-19 10 250S 190E 4301950054 Federal Federal OW APD
Cane Creek Unit 30-1-25-19 30 250S 190E 4301950055 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-2-26-20 19 260S 200E 4301950056 Federal Federal OW APD CANE CREEK
Cane Creek Unit 14-1-25-19 14 250S 190E 4301950057 Federal Federal OW APD CANE CREEK
Cane Creek Unit 2-3-25-18 2 2505Ï180E 4301950058 Federal State OW APD CANE CREEK
Cane Creek Unit 16-3-25-18 16 250S 180E 4301950059 Federal State OW APD CANE CREEK
Cane Creek Unit 19-1-25-19 19 250S 190E 4301950060 Federal Federal OW APD CANE CREEK
Cane Creek Unit 32-2-25-19 32 250S 190E 4301950061 State State OW APD CANE CREEK
Cane Creek Unit 17-1-25-19 17 250S 190E 4301950062 Federal Federal OW APD CANE CREEK
Cane Creek Unit 16-4-25-18 16 250S 180E 4301950063 Federal State OW APD CANE CREEK
Cane Creek Unit 2-4-25-18 2 250S 180E 4301950064 Federal State OW APD CANE CREEK
Cane Creek Unit 5-1-25-18 5 250 180E 4301950065 Federal Federal OW APD CANE CR
8-2-26-20 8 260S 200E 4301950068 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-3-26-20 19 260S 200E 4301950069 Federal Federal OW APD CANE CREEK
Cane Creek Unit 21-1-25-19 21 250S 190E 4301950070 Federal Federal OW APD CANE CREEK
Cane Creek Unit 12-2-26-19 260S 190E 4301950 Federal Federal OV\ÏÄPD ÖÄNE CREEK
Cane Creek Unit 26-4-25-19 26 250S 190E 4301950072 Federal Federal OW APD CANE CREEK
Cane Creek Unitž1-1-25-18 21 250S 180E 43019500Ì3 F¾eral EederaÏOW APD CANE CREEK
Cane Creek Unit 9-1-25-18 9 250S 180E 4301950074 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-19 7 250S 190E 4301950075 Federal Federal OW APD CANE CREEK
Cane Creek Unit 5-2-25-18 5 250S 180E 4301950076 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-18 7 250S 180E 4301950077 Federal Federal OW APD CANE CREEK
Cane Creek Unit 13-1-25-18 13 250S 180E 4301950078 Federal Federal OW APD CANE CREEK
Three Mile Unti 12-3-29-21 12 290S 210E 4303750070 Federal Federal OW APD THREEMILE
Three Mile Unit 16-2-29-22 1Ï 290S 220E 4303750071 Federal State OW APD THREEMILE
Cane Creek Unit 7-2-26-20 7 260S 200E 4301950051 19706 Federal Federal OW OPS CANE CREEK
THREEMILE 16-17 16 290S 220E 4303750003 17984 State State OW OPS THREEMILE
Three Mile Unit 12-2-29-21 12 290S 210E 4303Ì5006919646 Federal Federal OW OPS THREEMILE
KANE SPRINGS FED 27-1 27 250S 190E 4301931310 14505 Federal Federal OW P CANE CREEK
KÄNE SPRINGS FED 19-1Ä 19 260S 200E 4301931324 14505 Federal Federa OW P CANÈCREEK
KANE SPRINGS FED 10-1 10 250S 180E 4301931331 14509 Federal Federal OW P CANE CREEK
KANE SPRINGS FED 25-19-34-1 34 250S 190E 4301931334 14505 Federal Federal OW P CANE CREEK
CANE CREEK 2-1 2 260S 190E 4301931396 14505 State State OW P CANE CREEK
CANE CREEK UNIT 12-1 12 260S 190E 4301950009 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT 7-1 7 260S 200E 4301950010 18923 Federal Federal OW P CANE CREEK
CÃNE CREEK UÑIT# 26-2 26 250S 190E 4301950011 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT #18-1 18 260S 200E 4301950012 14505 Federal Federal OW P CANE CREEK
CANE CREEK U #13-1 13 260S 190E 4301950014 145Ò5Federal Federal ÓW P CÄNE CREEK
CÃlúECREEKUÑIÌ26-3 26 250S 190E 430195001914505 Federal Federal ÒW P CÄNECREEK
CANE CREEK UNIT 28-2 28 250S 190E 4 1950020 18681 Federal Federal OW P
Cane Creek Unit 17-1 17 260S 200E 4301950028 18980 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-1 36 250S 190E 4301950030 14505 State State OW P CANE CREEK
Cane Creek Unit 36-2H 36 250S 190E 4301950033 14505 State State OW P CANE CREEK
Cane Creek Unit 24-2H 24 260S 190E 4301950034 19342 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-3H 36 50S 190E 4301950035 19528 State State OW P CANE CREEK
CANE CREEK UNIT 2-1-25-18 2 250S 180E 4301950036 19343 Federal State OW P CANE CREEK
Cane Creek Unit 32-1-25-19 32 250S 190E 4301950037 19396 State State OW P
Cane Creek Unit 28-3 28 250S 190E 4301950045 19767 Federal Federal OW P CANE CREEK
Cane Creek 32-1-25-20 32 250S 200E 4301950049 19588 State State OW P
HATCH POINT 1 14 290S 210E 4303731658 11356 Federal Federal OW P
THREEMILE 43-18H 18 290S 220E 4303731857 17276 Federal Federal OW P
LONG CANYON 1 9 260S 200E 4301915925 674 Federal Federal OW S
CANE CREEK 1-1 1 260S 190E 4301931446 14505 Federal Federal Ow CANE



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

~NI::CREEK 24-1 ___ ~~4 ~§.~ '.!~OE 430.1931447. 1. 4.5. 05IFedera.llfede,"-allQwJ5 
CANE CREEK 8-1 8 2605 200E 4301931449 16464 Federal Federal OW '5 
~fr~ek Unit 18~2-=----=--~18 2605 "f200E I 430 19s002Yj 14505 Federal Federal OW 15--
Cane Creek Unit 17-2 __ .17_ . _1260§1200E _4301~50032f4505 FederaLFederaliovv-----,§ 
c:;ane CrE;!ek 36-1-25-18_ ---f36 _ ,250S .180E 43019§00381194-40~e i§tCitE! ___ OV'{~ 

'CANE CREEK 
- ---- --~--

! g~~~3~~~~-
-lCANE¢~EE~ __ -

CHEVRON FED 1 ~_ _ 2905-.-130E _4303730005 975 I Feder~1 : federal Q""-_~_. 

~~l.[i~9~;~7 .. _____c~~--- +I~ I~j~~t~~-;~gg~ I ~~~~~ ~:~:~~:i ~:~:~::,g~-l~m rT-_H-R-EE:MI~~--= 
CANE CrfEEK UNIT 16-2~25-f8 116 --'2505! 180E 4301950046 19512 ·State-~5tate-toWTAICANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

CANE CREEK 24-1 24 260S 190E 4301931447 14505 Federal Federal OW S CANE CREEK
CANE CREEK 8-1 8 260S 200E 4301931449 16464 Federal Federal OW S CÄNE CREEK
Cane Creek Unit 18-2 18 260S 200E 4301950027 14505 Federal Federal OW S CANE CREEK
Cane Creek Unit 17-2 17 260S 200E 4301950032 14505 Federal Federal OW S CANE CREEK
Cane Creek 36-1-25-18 36 250S 180E 4301950038 19440 State State OW S
CHEVRON FED 1 24 290S 230E 4303730005 975 Federal Federal OW S
Ìhreemile12-7 12 290S 210E 4303750001 7837 Federal Federal OW S THREEMILE
LASAL 29-28 29 290S 230E 4303750002 17920 Federal Federal OW S
CANE CREEK UNIT 16-2-25-18 16 250S 180E 4301950046 19512 State State OW TA CÄNE



" '",' " 

WESCO OPERATING, INC. 
a I L & .G AS·.. a ... PE R'iA T I a N S 

April 8, 2016 

John Rogers 

Utah Division of Oil, Gas and Mining 

1594 West North Temple, Suite 1210 Box 145801 

Salt Lake City, Utah 84114 

RE: Change of Operator 

A) Wells 

B) APD'S 

C) Dubinky Booster Station 

D) Blue Hills Gas Plant 

E) Dead Horse Lateral Pipeline 
F) Authority to Inject 

Sundry Notices 

Dear John Rodgers, 

RECE.\\lED 
~PR} -i 'l.G\b 

oN. Of Oll. G~$" .\",~G 

Please find enclosed the following documents from Fidelity Exploration & Production Company 
to Wesco Operating, Inc for your further handing. If you have any further questions please 
contact us.-

s~\\ 
casSYHa~ ~ 
307-577-5337 

1208. Durbin • P.D. Box 1650 • Casper. WY82602 • 307/4724618 • 307/265-1791 FAX 

WESCOOPERATING,INC.
OIL & GAS OPERATIONS

RygEWED

April 8, 2016

John Rogers OW.0FOL
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210 Box 145801
Salt Lake City, Utah 84114

RE: Change of Operator
A) Wells
B) APD'S
C) Dubinky Booster Station
D) Blue Hills Gas Plant
E) Dead Horse Lateral Pipeline
F) Authority to Inject
Sundry Notices

Dear John Rodgers,

Please find enclosed the following documents from Fidelity Exploration & Production Company
to Wesco Operating, Inc for your further handing. If you have any further questions please
contact us.

307-577-5337

120 S. Durbin • P.O.Box 1650 • Casper, WY 82602 • 307/472-4618 • 307/265-1791



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this fann for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPEOFWELL 
OIL WELL III GAS WELL D OTHER __________ _ 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

See Attached Exhibit 
6. IF INDIAN, ALLOTIEE OR TRIBE NAME: 

See Attached Exhibit 
7. UNIT or CA AGREEMENT NAME: 

See Attached Exhibit 
8. 'hELL NAME and NUMBER: 

See Attached Exhibit 
9. API NUMBER: 

10. FIELD AND POOL, OR VIIILDCAT: 

1801 California St., STE 2501 CITY Denver STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 See Attached Exhibit 
4. LOCATION OF 'hELL 

FOOTAGES AT SURFACE: See attached exhibit for all wells and details COUNTY: Grand 

QTRlQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR WELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE 'hELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE WELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT -OFF 
Date of work completion: 

D D D COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: 

D CONVERT WELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March 1,2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
wells listed on the attached exhibit and Wesco Operating, Inc, has been designated as successor Operator. 

Wesco Operating, Inc. 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 

R;Up~ 
Signature 

'"''I''''''''''''''' Darwin SUba~ 
SIGNATURE ~( 

(This space for State use only) B\..t'(\ ~ 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

Chief Financial Officer 

APPROVED 
APR 2 \ 20\6 

(512000) (See Instructions on Reverse Side) 

DIV. OIL GAS & MINING _ 

ay:~ oh 9 o..\'Pe d 9 ~ 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

See Attached Exhibit

SUNDRY NOTICES AND REPORTS ON WELLS glFINDIAAN,ÆcLhedEEExhiBENAME:

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantly deepen existingwells below currentbottom-hole depth, reenterplugged wells, or t° See Attached Exhibitdrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for suchproposals.

1. TYPE OF WELL 8 WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER See Attached Exhibit

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 Califomia St., STE 250tciTY Denver STATE CO ZIP 80202 (303) 893-3133 See Attached Exhibit
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: See attached exhibit for alfwells and details COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT43FF
Date ofworkcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective March 1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
wells listed on the attached exhibit and Wesco Operating, Inc. has been designated as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, Preside

Signature

NAME(PLEASE PRINT) OfWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED

(5/2000) (See instructions on Reverse Side)

DIV.OIL GAS &M1NING



14506 

14505 

14509 

14506 

14505 

14505 

14505 
18923 

14506 

14505 

14505 
14506 

18681 
14505 

18980 
19057 

14505 
19527 

19342 

19528 
19396 
19767 

19588 
11356 
17276 

19706 

17984 

19646 
19343 

19512 
674 

14505 

16464 
19440 

975 
17837 

17920 

Permitted Well Name 

4301931310 KANE SPRINGS FED 27-1 

4301931324 KANE SPRINGS FED 19-1A 

4301931331 KANE SPRINGS FED 10-1 
4301931334 KANE SPRINGS FED 25-19-34-1 

4301931341 KANE SPRINGS 16-1-25-18 

4301931396 CANE CREEK 2-1 
4301931446 CANE CREEK 1-1 

4301950009 CANE CREEK UNIT 12-1 

4301950010 CANE CREEK UNIT 7-1 

4301950011 CANE CREEK UNIT# 26-2 

4301950012 CANE CREEK UNIT #18-1 
4301950014 CANE CREEK U #13-1 

4301950019 CANE CREEK UNIT 26-3 

4301950020 CANE CREEK UNIT 28-2 
4301950027 Cane Creek Unit 18-2 

4301950028 Cane Creek Unit 17-1 

4301950030 Cane Creek Unit 36-1 

4301950032 Cane Creek Unit 17-2 

4301950033 Cane Creek Unit 36-2H 
4301950034 Cane Creek Unit 24-2H 

4301950035 Cane Creek Unit 36-3H 
4301950037 Cane Creek Unit 32-1-25-19 
4301950045 Cane Creek Unit 28-3 
4301950049 Cane Creek 32-1-25-20 

4303731658 HATCH POINT 1 

4303731857 THREEMILE 43-18H 
4301950051 Cane Creek Unit 7-2-26-20 

4303750003 THREEMILE 16-17 
4303750069 Three Mile Unit 12-2-29-21 

4301950036 CANE CREEK UNIT 2-1-25-18 
4301950046 CANE CREEK UNIT 16-2-25-18 

4301915925 LONG CANYON 1 
4301931447 CANE CREEK 24-1 

4301931449 CANE CREEK 8-1 
4301950038 Cane Creek 36-1-25-18 

4303730005 CHEVRON FED 1 
4303750001 Threemile 12-7 

4303750002 LA SAL 29-28 
4301950044 CANE CREEK UNIT 2-2-25-18 

4301950048 Cane Creek Unit 25-1-25-19 

4301950052 Cane Creek Unit 6-1-25-19 
4301950053 Cane Creek Unit 29-1-25-19 

4301950054 Cane Creek 10-1-25-19 

4301950055 Cane Creek Unit 30-1-25-19 

4301950056 Cane Creek Unit 19-2-26-20 

Fidelity Exploration & Production Company Paradox Well & APD List 

AKA Well Name Township RiDB Sectlon(s) ~ ~ MiDIri! Surface Well Type Well Status 

KANE SPRINGS FED 27-1-25-19 

KANE SPRINGS FED 19-1A-ST-26-20 

KANE SPRINGS FED 10-1-25-18 

KANE SPRING5 FED 25-19-34-1 

Disposal Well 
CANE CREEK UNIT 2-1-26-19 
CANE CREEK UNIT 1-1-26-19 

CANE CREEK UNIT 12-1-26-19 

CANE CREEK UNIT 7-1-26-20 
CANE CREEK UNIT 26-2-25-19 

CANE CREEK UNIT 18-1-26-20 

CANE CREEK UNIT 13-1-26-19 

CANE CREEK UNIT 26-3-25-19 

CANE CREEK UNIT 28-2-25-19 

CANE CREEK UNIT 18-2-26-20 
CANE CREEK UNIT 17-1-26-20 

CANE CREEK UNIT 36-1-25-19 

CANE CREEK UNIT 17-2-26-20 

CANE CREEK UNIT 36-2H-25-19 
CANE CREEK UNIT 24-2-26-19 

CANE CREEK UNIT 36-3H-25-19 
CANE CREEK UNIT 32-1-25-19 
CANE CREEK UNIT 28-3-25-19 

CANE CREEK 32-1-25-20 
HATCH POINT FEDERAL 1 
THREEMILE UNIT 43-18H-29-22 

CANE CREEK UNIT 7-2-26-20 
THREEMILE UNIT 16-17-29-22 

THREE MILE UNIT 12-2-29-21 

CANE CREEK UNIT 2-1-25-18 
CANE CREEK UNIT 16-2-25-18 

LONG CANYON 1 
CANE CREEK UNIT 24-1-26-19 

CANE CREEK UNIT 8-1-26-20 
CANE CREEK 36-1-25-18 

CHEVRON FEDERAL 1H 
THREEMILE UNIT 12-7-29-21 

LA SAL UNIT 29-28-29-23 

25S 

26S 

25S 

255 

255 
265 

265 

265 

265 

25S 
26S 

26S 

25S 

25S 
26S 

26S 

25S 

26S 
25S 

26S 
25S 

25S 
265 
255 

295 
29S 

265 
29S 

29S 

25S 
25S 

26S 
26S 

26S 
25S 

29S 
29S 

29S 

250S 
2505 

250S 

2505 
250S 

250S 
260S 

19E 

20E 

18E 

19E 

18E 
19E 

19E 

19E 

20E 

19E 
20E 

19E 

19E 

19E 
20E 

20E 

19E 

20E 
19E 

19E 
19E 

19E 
19E 
20E 

21E 
22E 

20E 
22E 

21E 

18E 
18E 

20E 
19E 

20E 
181: 

23E 
21E 

23E 
180E 

190E 
190E 

190E 

190E 

190E 
200E 

27 

19 

10 

34 

16 

2 

1 
12 

7 
26 
18 

13 

26 

28 

18 

17 

36 
17 

36 
24 

36 
32 
28 

32 
14 

18 
7 
16 
12 

2 
16 
9 
24 

8 
36 
24 

12 
29 

2 

25 

6 
29 

10 

30 
19 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 
GRAND 

GRAND 

GRAND 
GRAND 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 
GRAND 

GRAND 

GRAND 
GRAND 

GRAND 
GRAND 

UT 

UT 

UT 

UT 

UT 

UT 

UT 
UT 
UT 

UT 
UT 

UT 

UT 
UT 

UT 

UT 

UT 
UT 

UT 

UT 
UT 

UT 
GRAND UT 
GRAND UT 
SANJUAN UT 
SANJUAN UT 
GRAND UT 

SANJUAN UT 
SANJUAN UT 

GRAND UT 
GRAND UT 

GRAND UT 
GRAND UT 

GRAND UT 

GRAND UT 
SANJUAN UT 

SANJUAN UT 
SANJUAN UT 

GRAND UT 

GRAND UT 

GRAND UT 
GRAND UT 
GRAND UT 

GRAND UT 
GRAND UT 

Federal 

Federal 

Federal 

Federal 

State 

State 
Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

State 
Federal 

5tate 
Federal 

5tate 
State 
Federal 

State 
Federal 
Federal 

Federal 

State 
Federal 

Federal 

State 
Federal 
Federal 

Federal 

State 
Federal 
Federal 

Federal 

State 
Federal 

Federal 
Federal 

Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

State 

State 
Federal 

Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

Federal 

Federal 
Federal 

State 
Federal 

State 
Federal 

State 
State 
Federal 

State 
Federal 

Federal 
Federal 

State 
Federal 

State 
State 
Federal 

Federal 
Federal 

State 
Federal 

Federal 
Federal 

State 
Federal 
Federal 

Federal 
Federal 

Federal 

OW 

OW 

OW 

OW 

SWD 

OW 

OW 

OW 
OW 

OW 

OW 

OW 

OW 
OW 

OW 

OW 

OW 
OW 

OW 

OW 
OW 

OW 
OW 

OW 
OW 
OW 

OW 
OW 

OW 

OW 
OW 

OW 
OW 

OW 
OW 

OW 
OW 

OW 

OW 
OW 

OW 
OW 

OW 

OW 

Federal Federal OW 

P" 
P"" 
pv 
p .. 

Pv 
P'" 
pv 
pv' 
p ..... 

p" 

P " 
P '" 
P '" 
p", 
Pol 

Pol 
p,,; 

P", 
P.r 
p", 

P'" 
p", 
P", 
Pv 

P", 'Le,,- P 
p .... 

OPS v 
OPS y :?;. Or:~ 
OPS v 
TA/ 21T~ 
TA" 

S'" 
S" 
S.r 
sv 
S'If-

S'" 
S ... 

I-S 

APD/ 
APDV' 

APDV' 
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Fidelity Exploration &Production Company Paradox Well & APD List

Entity # RI_f! Permitted Well Name AKAWell Name Township REDgg Sectionis) Countv Salg Mingrpl Surface Well Tvne Well Status

14506 4301931310 KANESPRINGSFED27-1 KANESPRINGSFED27-1-25-19 255 19E 27 GRAND UT Federal Federal OW P

14505 4301931324 KANESPRINGSFED19-1A KANESPRINGSFED19-1A-ST-26-20 265 20E 19 GRAND UT Federal Federal OW P*

14509 4301931331 KANESPRINGSFED10-1 KANESPRINGSFED10-1-25-18 25S 18E 10 GRAND UT Federal Federal OW PV

14506 4301931334 KANESPRINGSFED25-19-34-1 KANESPRINGSFED25-19-34-1 25S 19E 34 GRAND UT Federal Federal OW PV

4301931341 KANESPRINGS16-1-25-18 DisposalWell 255 18E 16 GRAND UT State State SWD PV

14505 4301931396 CANECREEK2-1 CANECREEKUNIT2-1-26-19 26S 19E 2 GRAND UT State State OW PV

14505 4301931446 CANECREEK1-1 CANECREEKUNIT1-1-26-19 26S 19E 1 GRAND UT Federal Federal OW PV

14505 4301950009 CANECREEKUNIT12-1 CANECREEKUNIT12-1-26-19 26S 19E 12 GRAND UT Federal Federal OW P

18923 4301950010 CANECREEKUNIT7-1 CANECREEKUNIT7-1-26-20 26S 20E 7 GRAND UT Federal Federal OW P

14506 4301950011 CANECREEKUNIT#26-2 CANECREEKUNIT26-2-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

14505 4301950012 CANECREEKUNIT#18-1 CANECREEKUNIT18-1-26-20 265 20E 18 GRAND UT Federal Federal OW PV

14505 4301950014 CANECREEKU #13-1 CANECREEKUNIT13-1-26-19 26S 19E 13 GRAND UT Federal Federal OW PV

14506 4301950019 CANECREEKUNIT26-3 CANECREEKUNIT26-3-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

18681 4301950020 CANECREEKUNIT28-2 CANECREEKUNIT28-2-25-19 25S 19E 28 GRAND UT Federal Federal OW PV

14505 4301950027 Cane Creek Unit 18-2 CANECREEKUNIT18-2-26-20 265 20E 18 GRAND UT Federal Federal OW PV

18980 4301950028 Cane Creek Unit 17-1 CANECREEKUNIT17-1-2&-20 26S 20E 17 GRAND UT Federal Federal OW PV

19057 4301950030 Cane CreekUnit 36-1 CANECREEKUNIT36-1-25-19 25S 19E 36 GRAND UT State State OW PV

14505 4301950032 Cane Creek Unit 17-2 CANECREEKUNIT17-2-26-20 26S 20E 17 GRAND UT Federal Federal OW PV

19527 4301950033 CaneCreek Unit 36-2H CANECREEKUNIT36-2H-25-19 25S 19E 36 GRAND UT State State OW PV

19342 4301950034 Cane CreekUnit 24-2H CANECREEKUNIT24-2-26-19 26S 19E 24 GRAND UT Federal Federal OW PV

19528 4301950035 CaneCreek Unit 36-3H CANECREEKUNIT36-3H-25-19 255 19E 36 GRAND UT State State OW PV

19396 4301950037 Cane CreekUnit 32-1-25-19 CANECREEKUNIT32-1-25-19 25S 19E 32 GRAND UT State State OW PV

19767 4301950045 Cane Creek Unit 28-3 CANECREEKUNIT28-3-25-19 26S 19E 28 GRAND UT Federal Federal OW Pv

19588 4301950049 CaneCreek 32-1-25-20 CANECREEK32-1-25-20 25S 20E 32 GRAND UT State State OW Pv

11356 4303731658 HATCHPOINT1 HATCHPOINTFEDERAL1 295 21E 14 SANJUAN UT Federal Federal OW Pv

17276 4303731857 THREEMILE43-18H THREEMILEUNIT43-18H-29-22 295 22E 18 SANJUAN UT Federal Federal OW P

19706 4301950051 Cane Creek Unit 7-2-26-20 CANECREEKUNIT7-2-26-20 26S 20E 7 GRAND UT Federal Federal OW OPS v

17984 4303750003 THREEMILE16-17 THREEMILEUNIT16-17-29-22 295 22E 16 SANJUAN UT State State OW OPS Y

19646 4303750069 Three Mile Unit 12-2-29-21 THREEMILEUNIT12-2-29-21 29S 21E 12 SANJUAN UT Federal Federal OW OPS

19343 4301950036 CANECREEKUNIT2-1-25-18 CANECREEKUNIT2-1-25-18 255 18E 2 GRAND UT Federal State OW TA

19512 4301950046 CANECREEKUNIT16-2-25-18 CANECREEKUNIT16-2-25-18 25S 18E 16 GRAND UT State State OW TA

674 4301915925 LONGCANYON1 LONGCANYON1 26S 20E 9 GRAND UT Federal Federal OW S *

14505 4301931447 CANECREEK24-1 CANECREEKUNIT24-1-26-19 26S 19E 24 GRAND UT Federal Federal OW S *

16464 4301931449 CANECREEK8-1 CANECREEKUNIT8-1-26-20 26S 20E 8 GRAND UT Federal Federal OW S /

19440 4301950038 Cane Creek 36-1-25-18 CANECREEK36-1-25-18 255 18E 36 GRAND UT State State OW SV

975 4303730005 CHEVRONFED1 CHEVRONFEDERAL1H 29S 23E 24 SANJUAN UT Federal Federal OW SV

17837 4303750001 Threemile 12-7 THREEMILEUNIT12-7-29-21 295 21E 12 SANJUAN UT Federal Federal OW S *

17920 4303750002 LASAL29-28 LASALUNIT29-28-29-23 29S 23E 29 SANJUAN UT Federal Federal OW SY

4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OW APD

4301950048 Cane Creek Unit 25-1-25-19 250s 190E 25 GRAND UT Federal Federal OW APD

4301950052 Cane CreekUnit 6-1-25-19 2505 190E 6 GRAND UT Federal Federal OW APD

4301950053 Cane Creek Unit 29-1-25-19 2505 190E 29 GRAND UT Federal Federal OW APD

4301950054 CaneCreek 10-1-25-19 250S 190E 10 GRAND UT Federal Federal OW APD y

4301950055 CaneCreek Unit 30-1-25-19 2505 190E 30 GRAND UT Federal Federal OW APD /
4301950056 CaneCreek Unit 19-2-26-20 260S 200E 19 GRAND UT Federal Federal OW APD



Entitv# API # Permitte!! W~II Ni!m~ AKAW~IINi!m~ Townshie Range ~~iQn(~1 County ~ Mineral Surface W~IITYI!!l Well~i!II!~ 
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD v 
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD v' 

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD V 
4301950061 Cane Creek Unit 32-2-25-19 2505 190E 32 GRAND UT State State OW APD Y 
43019S0062 Cane Creek Unit 17-1-2S-19 2505 190E 17 GRAND UT Federal Federal OW APD v 
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD 0/ 
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD t/ 
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V 

4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD v' 
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD v 
4301950071 Cane Creek Unit 12-2-26-19 2605 190E 12 GRAND UT Federal Federal OW APD v 
4301950072 Cane Creek Unit 26-4-25-19 2505 190E 26 GRAND UT Federal Federal OW APD ., 

4301950073 Cane Creek Unit 21-1-25-18 2505 180E 21 GRAND UT Federal Federal OW APD v 
43019S0074 Cane Creek Unit 9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD .I 
4301950075 Cane Creek Unit 7-1-25-19 2505 190E 7 GRAND UT Federal Federal OW APD y 

4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APDy 

4301950077 Cane Creek Unit 7-1-25-18 2505 180E 7 GRAND UT Federal Federal OW APD t/ 
4301950078 Cane Creek Unit 13-1-25-18 2S0S 180E 13 GRAND UT Federal Federal OW APD v 
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD ,I' 

4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD v 
4301950036 CANE CREEK UNIT 2-1-25-18H2 255 18E 2 GRAND UT Federal State OW APD ,/ 

Entity ff API__# Permitted Well Name AKAWell Name Township _Range Sectionis) County gagg Mineral Surface Well Tvoe Well Status
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD /
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD V

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD /

4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD /
4301950061 Cane Creek Unit 32-2-25-19 250S 190E 32 GRAND UT State State OW APD V
4301950062 Cane creekUnit 17-1-25-19 2505 190E 17 GRAND UT Federal Federal OW APD /
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD y

4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD /
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD /
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V
4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD V
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD V
4301950071 Cane Creek Unit 12-2-26-19 260S 190E 12 GRAND UT Federal Federal OW APD v
4301950072 Cane Creek Unit 26-4-25-19 250s 190E 26 GRAND UT Federal Federal OW APD y
4301950073 Cane Creek Unit 21-1-25-18 250S 180E 21 GRAND UT Federal Federal OW APD y
4301950074 CaneCreekUnit9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD /
4301950075 CaneCreekUnit7-1-25-19 250S 190E 7 GRAND UT Federal Federal OW APD y
4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APD y
4301950077 Cane Creek Unit 7-1-25-18 250S 180E 7 GRAND UT Federal Federal OW APD /
4301950078 Cane Creek Unit 13-1-25-18 250s 180E 13 GRAND UT Federal Federal OW APD v
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD /
4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD V

4301950036 CANECREEKUNIT2-1-25-18H2 25S 18E 2 GRAND UT Federal State OW



STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

Request to Transfer Application or Permit to Drill 

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer) 

Well name: See attached welilist 

API number: 

Location: Qtr-Qtr: Section: Township: 

Company that filed original application: Fidelity Exploration & Production Company 

Date original permit was issued: 

Company that permit was issued to: Fidelity Exploration & Production Company 

Check 
Desired Action: one 

>;'>"" 

Transfer pending (unapproved) Application for Permit to Drill to new operator 

Range: 

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as 
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new 
owner of the application accepts and agrees to the information and procedures as stated in the application . 

.f Transfer approved Application for Permit to Drill to new operator 

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the 
information as submitted in the previously approved application to drill, remains valid and does not require 
revision. 

Following is a checklist of some items related to the application, which should be verified. Yes 

If located on private land, has the ownership changed? 
Ilf ~-;;'-h~S the ~~rface agree~~~t been upd~ted?--'-----------------------'-----------------''--

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting 
requirements for this location? 

Have there been any unit or other agreements put in place that could affect the permitting or operation of this 
proposed well? 

Have there been any changes to the access route including ownership or right-of-way, which could affect the 
proposed location? 

Has the approved source of water for drilling changed? 

Have there been any physical changes to the surface location or access route which will require a change in 
plans from what was discussed at the onsite evaluation? 

Is bonding still in place, which covers this proposed well? Bond No. 

No 

.f 

.f 

.f 

.f 

.f 
,f 

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred, 
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill, Form 3, as appropriate, with 
necessary supporting information as required. 

Name (ple~obert W. Kirkwood 

Signature~ ~ 
Title President 

Date 'Y6//C' 
I 

Re~esenting~ompanynam~ _W_e_s_ro_o_p_e_rn_ti_~_,_ln_c_.~~~~~~~~~~~~~~~~~~~~~~~~~ 

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for 
Permit to Drill. 

(3/2004) 

STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: See attached well list

API number:
Location: Qtr-Qtr; Section: Township: Range:

Company that filed original application: Fidelity Exploration & Production Company

Date original permit was issued:

Company that permit was issued to: Fidelity Exploration &Production Company

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drillon the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

Iflocated on private land, has the ownership changed?

If so, has the surface agreement been updated?
Have any wells been drilled in the vicinityof the proposed well which would affect the spacing or siting /
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownership or right-of-way,which could affect the
proposed location?

Has the approved source of water for drillingchanged?
Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?
Is bonding still in place, which covers this proposed well? Bond No.

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate,with
necessary supporting information as required.

SName pleanRo ¡ ge Presiden

Representing (company name) Wesco Operating, Inc.

The person signing thisform must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill



Fidelity Exploration & Production Company Paradox APD List 

Date Issued Permitted Well Name 

3/4/2014 4301950044 CANE CREEK UNIT 2-2-25-18 

2/19/2015 4301950048 Cane Creek Unit 25-1-25-19 

6/26/2014 4301950052 Cane Creek Unit 6-1-25-19 

6/26/2014 4301950053 Cane Creek Unit 29-1-25-19 

6/26/2014 4301950054 Cane Creek 10-1-25-19 

6/26/20144301950055 Cane Creek Unit 30-1-25-19 

6/26/2014 4301950056 Cane Creek Unit 19-2-26-20 

6/26/2014 4301950057 Cane Creek Unit 14-1-25-19 

7/21/20144301950058 Cane Creek Unit 2-3-25-18 

8/6/2014 4301950059 Cane Creek Unit 16-3-25-18 

8/6/20144301950060 Cane Creek Unit 19-1-25-19 

9/22/2014 4301950061 Cane Creek Unit 32-2-25-19 

7/30/2014 4301950062 Cane Creek Unit 17-1-25-19 

8/12/2014 4301950063 Cane Creek Unit 16-4-25-18 

9/24/2014 4301950064 Cane Creek Unit 2-4-25-18 

9/2/2014 4301950065 Cane Creek Unit 5-1-25-18 

11/25/2014 4301950068 8-2-26-20 

12/19/2014 4301950069 Cane Creek Unit 19-3-26-20 

1/14/2015 4301950070 Cane Creek Unit 21-1-25-19 

1/13/2015 4301950071 Cane Creek Unit 12-2-26-19 

1/13/2015 4301950072 Cane Creek Unit 26-4-25-19 

1/14/2015 4301950073 Cane Creek Unit 21-1-25-18 

1/20/2015 4301950074 Cane Creek Unit 9-1-25-18 

1/14/2015 4301950075 Cane Creek Unit 7-1-25-19 

1/20/2015 4301950076 Cane Creek Unit 5-2-25-18 

1/14/2015 4301950077 Cane Creek Unit 7-1-25-18 

1/14/2015 4301950078 Cane Creek Unit 13-1-25-18 

7/8/2014 4303750070 Three Mile Unti 12-3-29-21 

10/2/2014 4303750071 Three Mile Unit 16-2-29-22 

12/16/2014 4301950036 Cane Creek Unit 2-1-25-18 H2 
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Mineral Surface Well Type Well Status 

5tate 5tate OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal 5tate OW 

Federal 5tate OW 

Federal Federal OW 

5tate 5tate OW 

Federal Federal OW 

Federal 5tate OW 

Federal 5tate OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 
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Federal Federal OW 

Federal 5tate OW 

Federal 5tate OW 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

Fidelity Exploration & Production Company Paradox APD List

Date issued AB Permitted Well Name Township Range Section(s) County State Mineral Surface Well Tvoe Well Status

3/4/2014 4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OVV APD
2/19/2015 4301950048 Cane Creek Lhlit25-1-25-19 2505 190E 25 GRAND UT Federal Federal OVV APD
6/26/2014 4301950052 Cane Creek thiit6-1-25-19 250S 190E 6 GRAND UT Federal Federal Ovv APD
6/26/2014 4301950053 Cane Creek Lhlit29-1-25-19 2505 190E 29 GRAND UT Federal Federal OVV APD
6/26/2014 4301950054 CaneCreekl0-1-25-19 250S 190E 10 GRAND UT Federal Fedeñal Ovv APD
6/26/2014 4301950055 Cane Creek Lhiit30-1-25-19 250S 190E 30 GRAND UT Federal Federal OVV APD
6/26/2014 4301950056 CaneCreekUnit19-2-26-20 2605 200E 19 GRAND UT Federal Federal O\V APD
6/26/2014 4301950057 CaneCreekUnit14-1-25-19 250S 190E 14 GRAND UT Federal Federal O\¾ APC
7/21/2014 4301950058 Cane Creek thiit2-3-25-18 250S 180E 2 GRAND UT Fedenal State OVV APD

8/6/2014 4301950059 CaneCreekUnit16-3-25-18 250S 180E 16 GFLAND UT Federal State OVV APD
8/6/2014 4301950060 CaneCreekUnit19-1-25-19 250S 190E 19 GRAND UT Federal Fedeñal OVV APD

9/22/2014 4301950061 CaneCreek Lhlit32-2-25-19 2505 190E 32 GRAND UT State State OVV APD
7/30/2014 4301950062 CaneCreek Lkiit17-1-25-19 250S 190E 17 GRAND UT Federal Federal O\¾ APD
8/12/2014 4301950063 CaneCreek Lhiit16-4-25-18 250S 180E 16 GRAND UT Federal State O\¾ APC
9/24/2014 4301950064 Cane Creek Lhiit2-4-25-18 2505 180E 2 GRAND UT Federal State O\W APD

9/2/2014 4301950065 Cane Creek Unit5-1-25-18 2505 180E 5 GRAND UT Federal Fedenal OVV APD
11/25/2014 4301950068 8-2-26-20 260S 200E 8 GRAND UT Federal Federal O\¾ APD
12/19/2014 4301950069 CaneCreekUnit19-3-26-20 2605 200E 19 GRAND UT Federal Federal OVV APD

1/14/2015 4301950070 Cane Creek Lhlit21-1-25-19 2505 190E 21 GRAND UT Federal Federal OVV APD
1/13/2015 4301950071 Canecreek Unit12-2-26-19 2605 190E 12 GRAND UT Federal Federal 0\¾ APD
1/13/2015 4301950072 Canecreek Lhiit26-4-25-19 250S 190E 26 GRAND UT Federal Federal Ovv APD
1/14/2015 4301950073 Cane Creek Unit21-1-25-18 2505 180E 21 GFLAND UT Federal Federal O\¾ APD
1/20/2015 4301950074 Cane Creek Unit9-1-25-18 250S 180E 9 GRAND UT Federal Federal OVV APD
1/14/2015 4301950075 Cane Creek Unit7-1-25-19 2505 190E 7 GRAND UT Federal Federal 0\¾ APD
1/20/2015 4301950076 Cane Creek Unit5-2-25-18 250S 180E 5 GRAND UT Federal Federal OVV APD
1/14/2015 4301950077 Canecreek Lhiit7-1-25-18 250S 180E 7 GRAND UT Federal Federal OVV APD
1/14/2015 4301950078 Cane Creek Lhiit13-1-25-18 250S 180E 13 GRAND UT Federal Federal Ovv APD

7/8/2014 4303750070 Three Adile Until2-3-29-21 2905 210E 12 SANJUAN UT Federal Federal O\¾ APD
10/2/2014 4303750071 Three Mile Lhlit16-2-29-22 2905 220E 16 SANJUAN UT Federal State OVV APD

12/16/2014 4301950036 CaneCreekUnit2-1-25-18H2 25S 18E 2 GRAND UT Federal State OUV



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VVELL 
OIL WELL 0 GAS WELL 0 OTHER Blue Hills Gas Plant 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

UTU-90108 
6. IF INOlAN, ALLOTIEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VVELL NAME and NUMBER: 

Blue Hills Gas Plant 
9. API NUMBER: 

10. FIELD AND POOL, ORVIIILDCAT: 

1801 California St., STE 250( CITY Denver STATE CO ZIP 80202 
I PHONE NUMBER: 

I (303) 893-3133 
4. LOCATION OF VVELL 

FOOTAGES AT SURFACE: COUNTY: Grand 

QTRIOTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III 0 ACIDIZE 0 DEEPEN 0 REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) 0 ALTER CASING 0 FRACTURE TREAT 0 SIDETRACK TO REPAIR VVELL 

ApprOximate date work will start: 0 CASING REPAIR 0 NEW CONSTRUCTION 0 TEMPORARILY ABANDON 

3/1/2016 0 CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE 0 TUBING REPAIR 

0 CHANGE TUBING 0 PLUG AND ABANDON 0 VENT OR FLARE 

0 SUBSEQUENT REPORT 0 CHANGE VVELL NAME 0 PLUG BACK 0 WATER DISPOSAL 
(Submit Original Form Only) 

0 CHANGE VVELL STATUS 0 PRODUCTION (STARTIRESUME) 0 WATER SHUT -OFF 
Date of work completion: 

0 COMMINGLE PRODUCING FORMATIONS 0 RECLAMATION OF VVELL SITE 0 OTHER: 

0 CONVERT VVELL TYPE 0 RECOMPLETE· DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show ali pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue 
Hills Gas Plant located in T23S-R19E, Sections 20,29, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc. 
P.O Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 
Robert W. Kirkwood, President 

.... ,"'''''''''''' Darwin Subart ~ 

SIGNATURE z]att1r 4. 
(This space for State use onty) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE Chief Financial Officer 

DATE 

APPROVED 
APR 2 1 2016 

(512000) (See Instructions on Reverse Side) 

~
IV~ OIL GAS & MINING, 

BY:_ ."'0 ho 0 ~(J d g {"\r"\ '- -... -=-~ ... ~ 

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-90108

SUNDRY NOTICES AND REPORTS ON WELLS 6 IFINDIAN,ALLOTTEEORTRIBENAME:

7 UNITor CA AGREEMENT NAME:
Do notuse thisform for proposals todrillnew wells, significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorizontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.
1. TYPE OF WELL

OILWELL Q GAS WELL OTHER Blue HillsGas Plant 8 WELLNAMEand NUMBER:

Blue HillsGas Plant
2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
1801 California St., STE 250( zy Denver STATE CO ZIP 80202 (303) 893-3133

4 LOCATIONOF WELL

FOOTAGES AT SURFACE: COUNTY: Grand

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT4)FF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue
Hills Gas Plant located in T23S-R19E, Sections 20, 29. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, President

iOnnture

NAME(PLEASEPRINT) Darwin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED
APR2 1 2016

(5/2000) (See Instnactions on Reverse Side) IV.OILG AS &MINING
,



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

00 not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horlzontallaterais. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VllELL 
OIL WELL D GAS WELL D OTHER Compressor Booster Station 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

1801 California St., STE 2501 CITY Denver 

4. LOCATION OF VllELL 

FOOTAGES AT SURFACE: 

OTR/OTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 

STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 

6. IF INDIAN, ALLOTTEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VllELL NAME and NUMBER: 

Dubinky Booster Station 
9. API NUMBER: 

10. FIELD AND POOL, OR WlLOCAT: 

COUNTY: Grand 

STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR VllELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE VllELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE VllELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT-OFF 
Date of work completion: 

D COMMINGLE PRODUCING FORMATIONS D RECLAMATION OF VllELL SITE D OTHER: 

D CONVERT VllELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM 
Zone 12, NAD83, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc_ 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Signature 

NAME (PLEASE PRINT) Darwin Subart 

SIGNATURE ~tlt11' ~ 
(this space for State use only) 

(512000) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

(See Instructions on Reverse Side) 

Chief Financial Officer 

APPROVED 
APR 2 1 2016 

~OJL GAS & MINING _ 

BY:~t Q.b o-QJ\{\.o d I V\cx 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorlzontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.

1. TYPE OF WELL
OIL WELL O GAS WELL OTHER Compressor Booster Station 'D

bLLnNkAyM

B
ONSUMeBr

ÍStiOn

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 California St., STE 2501 yy Denver STATE CO ZIP 80202 (303) 893-3133
4 LOCATIONOF WELL

FOOTAGESATSURFACE: COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Foun Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATERSHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM
Zone 12, NAD83. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W re

Signature

NAME(PLEASE PRINT) DatWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only)

APR2 1 2016
(SeelnstructionsonReverseSide)

OIL GAS& MINING -

(5/2000)

BY: gp Ko Og A



Well Name and Number 
Kane Springs 16-1 

Location of Well 

Footage: 960' FSL 1960' FWL 

QQ, Section, Township, Ran~e: SESW 

STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

TRANSFER OF AUTHORITY TO INJECT 

16 25 18 

County: Grand 

State: UTAH 

API Number 

4301931341 
Field or Unit Name 
Cane Creek 

Lease Designation and Number 

ML-44333 

I EFFECTIVE DATE OF TRANSFER: _3_/1_/2_0_1_6 __ _ 

CURRENT OPERATOR 

Company: Fidelity Exploration & Production Company Name: Darwin Subart 

Address: 1801 California Street, Suite 2500 Signature: 

city Denver state CO zip 80202 Title: Chief Financial Officer 

Phone: (303) 893-3133 Date: 

Comments: 

NEW OPERA TOR 

Company: Wesco Operating, Inc. Name: Robert W. Kirk~ 

Address: P.O. Box 1650 Signature: ,~~-" -' 
city Casper state WY zip 82602 Title: President 

Phone: (307) 265-5178 Date: t4# 
Comments: 

Approval Date: ----4-~1--I---03~/!~'j-

(5/2000) 

UIC FORM 5 STATE OF UTAH UIC FORM 5
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT
Well Name and Number API Number

Kane Springs 16-1 4301931341
Location of Well Field or Unit Name

Cane Creek
Footage : 960' FSL 1960' FWL County : Grand

Lease Designation and Number

QQ, Section, Township, Range: SESW 16 25 18 state: UTAH ML-44333

EFFECTIVE DATE OF TRANSFER: 3/1/2016

CURRENT OPERATOR

Company: Fidelity Exploration & Production Company Name: Darwin Subart

Address: 1801 California Street, Suite 2500 Signature:

city Denver state CO zip 80202 Title: Chief Financial Officer

Phone: (303) 893-3133 Date:

Comments:

NEW OPERATOR

Company: Wesco Operating, Inc Name: Robert W. Kirkwood -

Address: P.O. Box 1650 Signature:

city Casper state WY zip 82602 Title: President

Phone: (307) 265-5178 Date: ( Y

Comments:

(This spraacnesferrapreovesdeb

Approval Date:

Title:

Comments:
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